Bill Barrett Corporation

April 18,2007

Ms. Diana Whitney

State of Utah

Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801

Salt Lake City, Utah 84114-5801

RE:  Directional Drilling R649-3-11
Prickly Pear Unit Federal #1-17D-12-15
Surface: 2065° FSL & 701” FEL, NESE 17-T12S-R15E
Bottom Hole: 660° FNL & 660° FEL, NENE 17-T12S-R15E
Carbon County, Utah

Dear Ms. Whitney:

Pursuant to the filing of Bill Barrett Corporation’s (“BBC”) Application for Permit to Drill
(“APD”) regarding the above referenced well, we are hereby submitting this letter in accordance
with Oil & Gas Conservation Rule R649-3-11 pertaining to the “Exception to Location and Siting
of Wells.”

» The above-mentioned proposed location is within the Prickly Pear Unit Area;

» BBC is permitting this well as a directional well in order to minimize surface disturbance.
By locating the well at the surface location and directionally drilling from this location,
BBC will be able to utilize the existing road and pipelines in the area;

=  BBC hereby certifies that it is the sole working interest owner within 460 feet of the
entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. If you should have any questions or need further information, please contact Doug
Gundry-White, Senior Landman at 303-312-8129.

Sincerely,

Doug Gundry-White

Senior Landman 1099 18TH STREET

RECEIVED SUITE 2300
APR 2 U 7007 DENVER, CO 80202

P 303.293.9100
DlV.OFOlL,GAS&Mw;NG F  303.201.0420



Foan 3160-3 FORM APPROVED
(April 2004) OMB No, 10040137
Expires March 31, 2007
UNITED STATES s
DEPARTMENT OF THE INTERIOR 5. Leaso Serial Mo
BUREAU OF LAND MANAGEMENT - e
6. [f Indian, Allotee or Tribe Name
APPLICATION FOR PERMIT TO DRILL OR REENTER /e i
) 7 I Unit or CA Agrecment, Name and No.
fa. Type of work: DRILL [ Iremren Prickly Pear Unit/UTU-079487
8. Lease Name and Well No.
Ib. TypeofWel: [ Joit wet ["]Gas welt [ Jotber []singte Zone [ |Multiple Zone Prickly Pear Unit Fed #1-17D-12-15
2 Name of Operator 9. API Well No.
BILL BARRETT CORPORATION pending 43, 0072-312 Y
3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 | 3b. Phone No. fnchwde area code) 10. Fielgrand Pool for Exploratory
(303) 312-8134 e g‘ satch-Mesaverde

4, Location of Well (Report location clearly and in accordance with any State requirements.”) 11, Sec,, T.R. M. or Blk.and Survey or Area

At surface NESE, 2065' FSL, 701' FEL

Sec, 17, TI2S-R15E

At proposed prod. zone NENE, 660' FNL, 660" FEL, Sec. 17

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
approximately 45 miles from Myton, Utah Carhon ur

15. Distance from proposed* 16. No. of acres in lease 17. Spacing Unit dedicated to this well

location 1o neares}_ .

PAbo o ,‘,’;;f;i"d,‘i';_”m'j, lie, ifany) 701" SV/660° BH 2054.68 40 acres
18. Distance from proposed location* 19. Proposed Depth 20, BLM/BIA Bond No. on file

1o nearest well, dnlling, lete

pad oo s I oIPItE, o0 /W76 BH 8300° Nationwide Bond #WYB000040
21.  Elevations (Show whether DF, KDB, RT, GL, etc.) 22 Approximate date work will start* 23 Estimated duration

7420’ ungraded ground 1011212007 45 days

24. Attachments
'The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan, Ttem 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification
SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the

authorized officer,

L Flloray | i VBT

Title

Environmen galatory Analys
b o
Aphrgved by 1% Name (Printed/Typed) Date
. : - HILL O+ 26 DF
Title OfENVIRONMENTAL MANAGER
Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subjectlease which would entitle the applicantto
conduct operations thereon,

Conditions of approval, if any, are attached,

Title 18 US.C. Section 1001 and Title 43 US.C. Section 1212, make ita crime for an n knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any mattém its juriséilgﬁon. d e e

*(Instructions on page 2)

m ()  Federal Approval of this

QUJFF 5({ 3 4 9?7 4{ Action Is NacassarHECE,vED
225207 SPIK
4y Ve 0n 30y 0 2007

35).; Z’;?ZIJ 39. 779 210 "-OFOLEASa MG
- 12 -110.252795



T1c2S, RiSE, S.L.B.&M.

S89'50'W — 5282.64' (G.L.O.)

BILL BARRETT CORPORATION

Well location, PRICKLY PEAR UNIT FEDERAL
#1—-170~12-15, located as shown in the NE
1/4 SE 1/4 of Section 17, T12S, R15E,
S.L.B.&M., Carbon County, Utah.

| BASIS OF ELEVATION
B COTTON TRIANGULATION STATION, LOCATED IN THE NW 1/4 OF
© SECTION 31, T12S, R16E, S.L.B.&M. TAKEN FROM THE TWIN
Rottom 1, HOLLOW, CARBON COUNTY, QUADRANGLE, 7.5 MINUTE QUAD.
o Y s (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
, DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY. SAID
| ELEVATION IS MARKED AS BEING 7386 FEET.
] BASIS OF BEARINGS
[ BASIS OF BEARINGS IS A G.P.S. OBSERVATION.
~ }ul .
¢ ,gl?
-d
g 1 3
g | 3
8 1]7 ' g
1 . © R o)
s PRICKLY PEAR UNIT o lg g B8 | g
- e - ) [« -
3 FEDERAL #1~170-12—15 ﬁ 8 e m—
§ Elev. Ungroded Ground = 7420’
- SCALE
\ o
CERTIF} -
& s s
= NO s 0
8 »u% SUPERVISION AND THAT 53
& ?s\' BEST OF MY KNOWLED
! =
=
\ :
9011'ﬂ ‘% S /
(6.L0) 4 o
‘m qu ? », r r_ ’ W
NE9HE'52'E ~ 5227.44" (Meas.) 1509 Brass Cop. Umnran ENGINEERING & LAND SURVEYING
85 SOUTH 200 EAST - VERNAL UTAH 84078
( ) (435) 786-1017
. NAD 83 :  |DATE DRAWN:
-EGEND: LATITUDE = 39'46'19.81" (39.772169) SN~ 1000 e on e | 10-02~06
— = 90" SYMBOL LONGITUDE = 11071514.12" (110.253922) ST RS
® (NAD 27) D.R. RP. CH. G.L.O. PLAT
= PROPOSED WELL HEAD. LATTUDE = 30°46'19.94" (39.772206) T e
A - SECTION CORNERS LOCATED. LONGITUDE = 11045'11.56" (110.253211) A RM L BARRETT CORPORATION
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HAZARDOUS MATERIAL DECLARATION.

FOR WELL NO. PRICKLY PEAR UNIT FEDERAL #1-17D-12-15
LEASE NO. UTU 73006

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency’s consolidated list of chemicals subject to reporting
under Title IIT Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ) of any
extremely hazardous substances as defined in 40 CFR 355.



DRILLING PROGRAM

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #1-17D-12-15

NESE, 2065’ FSL, 701’ FEL, Sec. 17-T12S-R15E (Surface Hole)
NENE, 660’ FNL, 660’ FEL, Sec. 17, T12S-R15E (Bottom Hole)
Carbon County, Utah

Estimated Tops of Geological Markers and Formations Expected to Contain Water, Qil and

Gas and Other Minerals
Formation Depth - MD Degth ~ TVD
Green River Surface Surface
Wasatch 2989’ * 2857
North Horn 5176°% 4832°*
Dark Canyon 7160°* 6632°*
Price River T469* 6932°*
TD 8300°* 7800°*
PROSPECTIVE PAY -

*Members of the Mesaverde formation and Wasatch formation (inclusive of the
North Horn) are primary objectives for oil/gas.

Casing Program

Hole | SETTING DEPTH Casing Casing Casing

Size (FROM (TO) Size Weight Grade Thread | Condition
12 ¥4 | surface 1,000° 95/8” 36# Jor K 55 ST&C New
8 3/4” | surface 7,800° 57 17# N-80 LT&C New

Note: Pending evalvation of anticipated stress on the production casing, BBC may use 5 147,
20# P-110 LT&C production casing instead of the 17# N-80. BBC is also evaluating the benefit
of using 4-1/2”, 11.6#, 1-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2” casing design sheet is included in this package. Cement volumes would
be adjusted accordingly.

Cementing Program

9 5/8” Surface Casing

Approximately 240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 ft*/sx) and 170 sx
Premium cement with additives mixed at 15.8 ppg (vield =
1.16 f*/sx) circulated to surface with 100% excess

S ¥%” Production Casing

Approximately 1530 sx 50/50 Poz Premium cement with
additives mixed at 13.4 ppg (vield = 1.49 ft*/sx). Top of
cement to be determined by log and sample evaluation;

estimated TOC 900°.

Note: Actual volumes to be calculated from caliper log.
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Bill Barrett Corporation

Drilling Program

Prickly Pear Unit Federal #1-17D-12-15
Carbon County, Utah

6.

7.

Mud Program

Interval Weight Viscosity Fluid Loss Remarks
API filtrate
0-40 8.3-8.6 27-40 -- Native Spud Mud
40’ - 1000’ 83-86 27 -40 15 cc or less | Native/Gel/Lime
1000’ - TD 86-95 38-46 15 ccorless | LSND/DAP

Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
“kicks” will be available at wellsite. BBC may require minor amounts of diesel to be added to its

fluid system in order to reduce tork and drag.

BOP and Pressure Containment Data

Depth Intervals BOP Equipment
01000’ No pressure control required
1000’ — TD 117 3000# Ram Type BOP
11” 3000# Annular BOP

- Drilling spool to accommodate choke and kill lines;

- Ancillary and choke manifold to be rated @ 3000 psi;

- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in
accordance with the requirements of onshore Order No. 2;

- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in
advance of all BOP pressure tests.

- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)

¢) Safety valve(s) and subs to fit all string connections in use

d) Mud monitoring will be visually observed

Testing. Logging and Core Programs

Cores None anticipated;

Testing None anticipated; drill stem tests may be run on shows of interest;

Sampling 30’ to 50° samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000° and on trips, slope only;

Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog, Sonic-GR, all TD to surface.
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Bill Barrett Corporation

Drilling Program

Prickly Pear Unit Federal #1-17D-12-15
Carbon County, Utah

10.

11.

Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3853 psi* and maximum
anticipated surface pressure equals approximately 2137 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22 x TD)

Drilling Schedule

Location Construction:  October 12, 2007
Spud: October 19, 2007
Duration: 15 days drilling time

30 days completion time

Page 4
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PRICKLY PEAR #1-17D-12-15 . ~
SEC 17 T128R15E -
2065 FSL, 701' FEL SECTION DETAILS
CARBON COUNTY, UTAH Sec MD  Inc  Ad VD +NM§  +BAW  DLeg TFace VSec Target
1 000 000 093 0.00 0.00 000 000 000 0.00
2 106000 000 093 - 1060.00 0.00 000 000 000 0,00
Pogud BE umomw o om gw o gmoom
SITE DETAILS 5 ;gzﬁgx 000 093 P00 252703 4000 250 18000 252736
PRICKLY PEAR #9-17-12-15 PAD 6 588 000 093 755700  2527.03 4100 000 093 252736 PBHLI-17D
Site Centre Latitude; 39°46'19,730N
Longitude: 110°15'13,940W : WELL DETAILS
Ground Level; 7416.70 ¥ - : : i
Positional Uncertainty: 0.00 Name +N/-8 - +BAW Northing Easting Latitude Longitude  Slok
Convergence: 0.80 PRICKLY PEAR UF #1-17D-12-15 7.95 -14.00 708819167  1990636.50  39°46'19.809N  110°15'14.119W  N/A
FORMATION TOP DETAILS
No. TVDPath MDPath Formation
ASSUMED 15' KB ELEVATION 1 285700 298929 WASATCH
2 483200 517604 NORTHHORN
3 663200 715086 DARK CANYON
4 693200 746893 PRHK

KB ELEVATION: 7416.7'
GR ELEVATION: 7431.7

6W__ Ao T
41 b Azimuths to True North
oy M Magnetic Nerth: 11.91°
e L0 i
120 Ll B SNW‘;&;I%
- \\- (R w I ! | e mp e: 65.66°
o4 R Date: 3/7/2007
40 - Model: bggm2006
1800’j ” i . TOTAL CORRECTION TO TRUE NORTH: 11,0
. 73000
PBHL ' é
2527,03'N, 41.00'E (=1}
240 660' FNL, 660' FEL ~ 2}
SECTION 17 TN
™ T\ [ 2625
30007 PRICERIVER 4 §
2493,08'N, 40.45'E 12250
) A R |
% 360 ' 1
& T 1875 _
£ 4200 S b g
3 —t 1500 =
I -
£ / ok ) %
> 4800 R ENARE R | E
IE) i ~T1125 é
= N 1 5
540 N ‘ RS S
: 750
600 p-2.50
[375
6600 —————frrmieed e L L N D e RiVER
{0t | S0 DN 4 7468.93 MD, 6932.00' TVD 5
10 \ : R A INC.9.87°,2493.41' V'SEC =10
10 ! iaid 1
10400 NS R | 0° 7854 MD Start Hold 2068' FSL, 701' FEL [
(LA - R AR WY /LRI NERERET N N > A Ao SECTION'17 |
siay | e i s 20 TARGETRADUS [} | L [ 1. 375
T 52:277; L 750 375 0 375
R IR SECR NI SRS I 3096 MD TD _
e BRSRTEE I B . 3 West(-)/East(+) [750ft/in]
; ; ' e RN EI R i :
T ¥ L3 Y FF ¥ ¥ L N I N 3 L2 Ll 2 L2 J ""7' LI} LI )
0 600 1200 1800 2400 3000 3600 Plan: Plan #1 (PRICKLY PEAR UF #1-17D-12-15/1)

Vertical Section at 0.93° [1200f/in] Created By: ROBERT H, SCOTT Date: 3/7/2007




WEA’&ERFORD DRILLING &RVICES
WELL PLAN REPORT

Company: BILL BARRETT CORP
Field: - CARBON COUNTY, UTAH

. Date: 317/2007"
‘ Co-ordmate(NE) Reference

Tlme' 15 08: 25

Page.‘ o 1‘  '

- Well: PRICKLY PEAR UF #1-17D- 12-1 5

Site: ~  PRICKLY PEAR #9-17-12:15 PAD Vertical (TVD) Reference' SITE 7434.7 "
Well: PRICKLY. PEAR UF #1- 17D-12-15 " Section (VS) Reference: - Well (0.00N,0.00E, 0 93AZI) :
Wellpath: 1 Survey Calculanon Method: . Minimum Curvature .~ Db:. Sybase
Plan: Plan #1 Date Composed: 3/7/2007
Version: 1
Principal: Yes Tied-to: From Surface
Field: CARBON COUNTY, UTAH
Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Central Zone
Geo Datum: GRS 1980 Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006
Well: PRICKLY PEAR UF #1-17D-12-15 Slot Name:
2065' FSL, 701" FEL
Well Position: +N/-S 7.95 ft Northing: 7088191.67 ft Latitude: 39 46 19.809 N
+E/-W  -14.00 ft Easting:  1990636.50 ft Longitude: 110 15 14119 W
Position Uncertainty: 0.00 f
Wellpath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft
Current Datum:  SITE Height 7434.70 ft  Above System Datum:  Mean Sea Level
Magnetic Data: 3/7/2007 Declination: 11.91 deg
Field Strength: 52563 nT Mag Dip Angle: 65.66 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction
ft ft ft deg
0.00 0.00 0.00 0.93
Site: PRICKLY PEAR #9-17-12-15 PAD
Site Position: Northing: 7088183.92 ft  Latitude: 39 46 19.730 N
From: Geographic Easting: 1990650.61 ft  Longitude: 110 15 13.940 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7416.70 ft Grid Convergence: 0.80 deg
Plan Section Information
"MD ' Ime . - . Azim TVD _4N/S: +E/W ~ DLS  ~ Build’ ‘Turn . ' TFO Target
ft deg -deg L ft ft ft degl1 00ft deg/1 00ft deg/1 OOﬂ deg
0.00 0.00 0.93 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1060.00 0.00 0.93 1060.00 0.00 0.00 0.00 0.00 0.00 0.00
1907.41 2542 0.93 1879.88 184.91 3.00 3.00 3.00 0.00 0.93
6846.99 2542 093 6341.14 2305.13 37.40 0.00 0.00 0.00 0.00
7863.88 0.00 0.93 7325.00 2527.03 41.00 2.50 -2.50 0.00 180.00
8095.88 0.00 0.93  7557.00 2527.03 41.00 0.00 0.00 0.00 0.93 PBHL 1-17D
Survey
"MD  Inel . Azim TVD NS EW VS . DLS ° Build  Turn - Comment
o ft © deg deg ft  ft ft " ft . deg/100ft deg/100ft deg/100ft . -
1060.00 0.00 0.93 1060.00 0.00 0.00 0.00 0.00 0.00 0.00 KOP
1160.00 3.00 0.93 1159.95 262 0.04 2.62 3.00 3.00 0.00
1260.00 6.00 0.93 1259.63 10.46 0.17 10.46 3.00 3.00 0.00
1360.00 9.00 0.93 1358.77 23.51 0.38 23.51 3.00 3.00 0.00
1460.00 12.00 0.93 1457.08 41.73 0.68 41.74 3.00 3.00 0.00
1560.00 15.00 0.93 1554.31 65.07 1.06 65.08 3.00 3.00 0.00
1660.00 18.00 0.93 1650.18 93.46 1.52 93.48 3.00 3.00 0.00
1760.00 21.00 0.93 174443  126.84 206 126.85 3.00 3.00 0.00
1860.00 24.00 0.93 1836.81 165.09 268 165.12 3.00 3.00 0.00
1907.41 2542 0.93 1879.88  184.91 3.00 184.94 3.00 3.00 0.00 HOLD
1960.00 25.42 0.93 1927.37  207.48 3.37  207.51 0.00 0.00 0.00
2060.00 2542 0.93 2017.69  250.41 4.06 250.44 0.00 000 - 000
2160.00 25.42 0.93 2108.01 293.33 476  293.37 0.00 0.00 0.00
2260.00 25.42 0.93 2198.33  336.25 546  336.30 0.00 0.00 0.00
2360.00 25.42 0.93 2288.64  379.18 6.15  379.23 0.00 0.00 0.00




WEA]&ERFORD DRILLING QRVICES
WELL PLAN REPORT

Company‘ BILL BARRETI' CORP

Field: CARBON COUNTY, UTAH

Date: -

3/7 /2007

Time: 150825 B Page. 2

: Co-ordlnate(NE) Refererice: Welk: PRICKLY PEAR UF #1 17D—12 15

Site: . PRICKLY PEAR #9-17-12:15 PAD Vertical (TVD) Reference: ‘SITE7434.7 :
Well: PRICKLY PEAR UF #1-17D-12-15 Section (VS) Reference: Well (0.00N,0. OOE 0. 93A2|)
Wellpath: 1. - Survey Calculation Méthod: Minimum Cu_rvature " Db: Sybase
Survey
MD " Imd’ Azim TVD . .~ N/S ‘E/W. .. VS DLS ° ' Build . Turn. .- ' Comment
R deg deg ft ot B 3 deg/100ft deg/100ft  deg/1 oot . . % o
2460.00 25.42 0.93 2378.96  422.10 6.85 422. 16 0.00 0.00 0.00
2560.00 2542 0.93 2469.28  465.02 7.55  465.08 0.00 0.00 0.00
2660.00 25.42 0.93 2559.59  507.95 8.24 508.01 0.00 0.00 0.00
2760.00 25.42 0.93 2649.91 550.87 8.94 550.94 0.00 0.00 0.00
2860.00 25.42 0.93 274023  593.79 963  593.87 0.00 0.00 0.00
2960.00 25.42 0.93 2830.54 636.72 10.33 636.80 0.00 0.00 0.00
2989.29 25.42 0.93 2857.00 649.29 10.53 649.37 0.00 0.00 0.00 WASATCH
3060.00 25.42 0.93 2920.86 679.64 11.03 679.73 0.00 0.00 0.00
3160.00 25.42 0.93 3011.18  722.56 11.72 722,66 0.00 0.00 0.00
3260.00 25.42 0.93 310149 765.48 1242  765.59 0.00 0.00 0.00
3360.00 25.42 0.93 3191.81 808.41 13.12  808.51 0.00 0.00 0.00
3460.00 25.42 0.93 3282.13 851.33 13.81 851.44 0.00 0.00 0.00
3560.00 25.42 0.93 337244 894.25 14.51 894.37 0.00 0.00 0.00
3660.00 25.42 0.93 3462.76  937.18 15.21 937.30 0.00 0.00 0.00
3760.00 25.42 0.93 35563.08  980.10 1590  980.23 0.00 0.00 0.00
3860.00 25.42 0.93 3643.38 1023.02 16.60 1023.16 0.00 0.00 0.00
3960.00 25.42 0.93 3733.71 1065.95 17.30 1066.09 0.00 0.00 0.00_
4060.00 25.42 0.93 3824.03 1108.87 17.99  1109.02 0.00 0.00 0.00
4160.00 2542 0.93 3914.34 1151.79 18.69 1151.94 0.00 0.00 0.00
4260.00 25.42 0.93 4004.66 1194.72 19.38 1194.87 0.00 0.00 0.00
4360.00 25.42 0.93 4094.98 1237.64 20.08 1237.80 0.00 0.00 0.00
4460.00 25.42 0.93 4185.29 1280.56 20.78 1280.73 0.00 0.00 0.00
4560.00 25.42 0.93 427561 1323.49 21.47 1323.66 0.00 0.00 0.00
4660.00 25.42 0.93 4365.93 1366.41 2217 1366.59 0.00 0.00 0.00
4760.00 25.42 0.93 4456.24 1409.33 22.87 1409.52 0.00 0.00 0.00
4860.00 25.42 0.93 4546.56 1452.25 23.56 1452.45 0.00 0.00 0.00
4960.00 25.42 0.93 4636.88 149518 24.26 1495.37 0.00 0.00 0.00
5060.00 25.42 0.93 4727.19 1538.10 2496 1538.30 0.00 0.00 0.00
5160.00 2542 0.93 4817.51 1581.02 25.65 1581.23 0.00 0.00 0.00
5176.04 25.42 0.93 4832.00 1587.91 2576 1588.12 0.00 0.00 0.00 NORTH HORN
5260.00 25.42 0.93 4907.83 1623.95 26.35 1624.16 0.00 0.00 0.00
5360.00 25.42 0.93 4998.15 1666.87 27.05 1667.09 0.00 0.00 0.00
5460.00 25.42 0.93 5088.46 1709.79 27.74 1710.02 0.00 0.00 0.00
5560.00 2542 0.93 5178.78 1752.72 28.44 1752.95 0.00 0.00 0.00
5660.00 2542 0.93 5269.10 1795.64 29.13 1795.88 0.00 0.00 0.00
5760.00 25.42 0.93 5359.41 1838.56 29.83 1838.80 0.00 0.00 0.00
5860.00 25.42 0.93 5449.73 1881.49 30.53 1881.73 0.00 0.00 0.00
5960.00 25.42 0.93 5540.05 1924.41 31.22 1924.66 0.00 0.00 0.00
6060.00 25.42 0.93 5630.36 1967.33 31.92 1967.59 0.00 0.00 0.00
6160.00 25.42 0.93 572068 2010.26 3262 2010.52 0.00 0.00 0.00
6260.00 25.42 0.93 5811.00 2053.18 33.31 2053.45 0.00 0.00 0.00
6360.00 25.42 0.93 5901.31 2096.10 34.01 2096.38 0.00 0.00 0.00
64€0.00 25.42 0.93 5991.63 2139.02 34.71  2139.31 0.00 0.00 0.00
6560.00 25.42 0.93 6081.95 2181.95 3540 218223 0.00 0.00 0.00
6660.00 25.42 0.93 6172.26 2224.87 36.10 2225.16 0.00 0.00 0.00
6760.00 25.42 093 626258 2267.79 36.80 226809 0.00 0.00 0.00
6846.99 25.42 0.93 6341.14 2305.13 37.40 2305.44 0.00 0.00 0.00
6849.99 25.35 0.93 6343.86 2306.42 3742 2306.72 2.50 -2.50 0.00 DROP
6860.00 25.10 0.93 6352.91 2310.68 3749 2310.99 2.50 -2.50 0.00
6960.00 22.60 0.93 6444.37 2351.10 38.15 2351.41 2.50 -2.50 0.00
7060.00 20.10 0.93 6537.50 2387.50 38.74 2387.81 2.50 -2.50 0.60
7159.86 17.60 0.93 6632.00 2419.75 39.26 2420.07 2,50 -2.50 0.00 DARK CANYON
7160.00 17.60 0.83 6632.13 2419.80 39.26 2420.11 2.50 -2.50 0.00




WEATRERFORD DRILLING 8 RVICES

WELL PLAN REPORT
Company: BILL BARRETT CORP Date: 3/7/2007 Time: 150825 . Page: ' 3
Field: = CARBON COUNTY UTAH . Co-ordmate(NE) Reference:’ Well "PRICKLY PEAR UF #1~17D-12—15‘
Site: ~  PRICKLY PEAR #9-17-12:15 PAD . Vertical (TVD) Reference: "SITE 7434 7
Well: ~ PRICKLY PEAR UF #1-17D-12-15 . “Section (VS) Reference:: Well (0.00N,0. OOE 0. 93AZI) -
Wellpath: 1 ‘ : . -Survey Calculation Method Mlnlrnum Curvature o Db Sybase
Survey
MDD mmél . Adm . TVD- NS E/W. VS . DLS. . Build " Turn - Comrient .
ot C.o.deg .deg R ft : ft I deg/100ft degl100ft degl100ﬁ,_] : i
7260.00 16.10 0.93 6728.08 2447.94 39.72 2448 26 2.50 -2.50 0.00
7360.00 12.60 0.93 6825.17 2471.86 4011 247219 2.50 -2.50 0.00
7460.00 10.10 0.93 6923.20 2491.53 40.43 2491.86 2.50 -2.50 0.00
7468.93 9.87 0.93 6532.00 2493.08 40.45 2493.41 2.50 -2.50 0.00 PRICE RIVER
7560.00 7.60 0.93 7022.01 2506.91 40.68 2507.24 2.50 -2.50 0.00
7660.00 5.10 0.93 712139 2517.96 40.85 2518.30 2.50 -2.50 0.00
7760.00 2.60 0.93 7221.15 2524.67 40.96 2525.00 2.50 -2.50 0.00
7860.00 0.10 0.93 732112 2527.02 41.00 2527.36 2.50 -2.50 0.00
7863.88 0.00 0.93 7325.00 2527.03 41.00 2527.36 2.50 -2.50 0.00 HOLD
7960.00 0.00 0.93 742112 2527.03 41.00 2527.36 0.00 0.00 0.00
8060.00 0.00 0.93 7521.12 2527.03 41.00 2527.36 0.00 0.00 0.00
8095.88 0.00 0.83 7557.00 2527.03 41.00 2527.36 0.00 0.00 0.00 PBHL 1-17D
Targets
SRR ’ . U S Map o Map . <— Lafitude > <= 'Longitude —->
Name - Descrlptlon TVD +N/-8 +E/W'  Northing ' Easting: Deg Min See Deg Mm Sec e
L ~ - Dip, "Dir. ft - ft ofte Rt ft..
PBHL 1-17D 7557.00 2527.03 41.00 7090719.021990642.30 39 46 44.785 N 110 15 13.594 W
-Circle (Radius: 200)
-Plan hit target
Annotation
1060.00 1060.00 KOP
1907.41 1879.88 HOLD
6849.99 6343.86 DROP
7863.88  7325.00 HOLD
8095.88 7557.00 PBHL
Formations
MD TVD ‘Formations " Lithology " Dip Angle Dip Direction
L ft ) ~deg ~deg -
2989.29  2857.00 WASATCH 0.00 0.00
5176.04  4832.00 NORTH HORN 0.00 0.00
7159.86 6632.00 DARK CANYON 0.00 0.00
7468.93  6932.00 PRICE RIVER 0.00 0.00
Casing Points
MD ' TVD - Diameter ~ Hole Size. Name
ft - R in in , '
1000.00  1000.00 0.000 0.000 CASING PT.




Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

[Well Name: Prickly Pear Unit Federal 1-17D-12-16 ]
Surface Hole Data: plated Da
Total Depth:| 1,000 Lead Volume:| 218.2 |it° |
Top of Cement:{ O Lead FUL| 700’
OD of Hole:| 12.250" Tail Volume:| 94.0 |it© |
OD of Casing:| 9.625" Tail Fill:| 300’
Coment Datu: Calculated # of Sagks:

Lead Yield: 1,88 [ft°/sk
Tail Yield: 1.16 [R>/sk
% Exceas: 100%

Production Hole Data; Calculated Data:
Total Depth:;, 7,800 Lead Volume:| 1742.9 [it’
Top of Cement: 500" Lead Fill:| 6,900

OD of Hole:| 8.750"
OD of Casing:| 5.500"

Cemont Data; Calculutod § of Saclks:

Lead Yield| 149 |/sk | | # SK's Lead:| 1520 |

% Excess: 30%




Prickly Pear Unit Federal 1-17D-12-15 Proposed Cemeﬁting Program

Job Recommendation

Lead Cement - (700' - 0')

Surface Casing

Halliburton Light Premium Fluid Weight: 12.7 1lbm/gal
2.0% Calcium Chloride Slurry Yield: 1.85 ft°/sk
0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk

Top of Fluid: o
Calculated Fill: 700
Volume: 78.09 bbl
Proposed Sacks: 240 sks
Tail Cement - (1000' - 700')

Premium Cement Fluid Weight: 15.8 1lbm/gal
94 Ibm/sk Premium Cement Slurry Yield: 1.16 _ ft°/sk
2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/sk
0.125 1bm/sk Ploy-E-Flake Top of Fluid: 700’

Calculated Fill: 300
Volume: 33.47 bbl
Proposed Sacks: 170 sks
Job Recommendation Production Casing
Lead Cement - (7800' - 900')

50/50 Poz Premium Fluid Weight: 13.4 1bm/gal
3.0 % KCL Slurry Yield: 1.49 ft°/sk
0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/sk
3.0 Ibm/sk Silicalite Compacted Top of Fluid: 900’

0.2% FWCA Calculated Fill: 6,900
0.125 1bm/sk Poly-E-Flake Volume: 403.52 bbl
1.0 Ibm/sk Granulite TR 1/4 Proposed Sacks: 1530 sks




-

Well name: Utah: West Tavaputs Field
Operator.  Bifl Barrett .

String type; Surface

Locatin:  Carbon County, UT

Design parameters:

Minimum design factors: Environment:
Collapse Coliapse; H28 considered? No
Mud weight; 9.50 ppg Design factor 1.125 Surface temperature: 75.00 °F
Battorn hole temperature: 88 F
Design is basad on evacuatad pipe. Temperature gradient: 1.40 °F/100ft
Minimum seclion length: 1,000 ft
Burst: .
Design faclor 1.00 Cement top: Surface
Burst
Max anticipated surface
pressure: 2,735 psi
internal gradient: 0.22 psifft
Calcuiated BHF 2,855 psi Teasion: Non-directional string.
8 Round STC: 1.80 {4}
8 Round LTC: 1.80 {J}
Annuiar backup: 2.50 ppg Buttress: 1.80 (J)
- Fremium: 1.80 (J)
Eody yieic! .80 (B} Re subiseguent strings!
Nex! setiing depth: 10,000 #
Tension is based on buoyed weight, Next mud weight: 8,500 ppg
Neutral point: 83¢ it Next setling BHF: 4,835 psi
Fracture mud wi 10.000 ppy
Fraciure depth: 16,000 &
Injection prassire 5,198 psi
Run  Segment Nominal | End True Vert  Measured Drift interniai
Seq Length Size Weiglhit Grade Finish Deptir Depth Diameter Capacity
(fe) (in} {lbs/ft) (f) {fo) {in} {fe%)
q 1000 9.825 36.00 JIK-55 ST&C 1000 1000 8.79¢ 71.2
Run Colfapse Collapse Collapse  Burst Burst Burst Tension Tension Tension
Seg Load  Strength Design Load  Strength  Design Load Strength  Design
{psi) {psi) Factor (psi) {psi} Factor (Kips} {Kips) Factor
i 493 2020 4.094 2735 3520 1.29 31 453 14.64 J
Prepared Dominic Spencer Phona: {303} 312-8143 Date: August 1,20603
by: Bill Barrett FAX: (303} 312-8185 Denver, Colorado
Remarks: )

Collapse is based on a vertical depih of 1000 fi, a mud weight of 8.5 ppg The casing is considered tc be evacuated for collapse purposes,
Collapse sirength is based on the Westcotl, Dunlop & Kemier methoed of blaxisl comrection for tansion.

Burst strength is nof adjusted for fension.

Engihsen‘ng responsibility for use of this design will be that of the purchasar.



weg nams:
Operator:  Bill Barrett
String type:  Production

Location:  Carbon County, UT

Utah: West Tavaputs

Design parameters:
Collapse

Mud weight: 9.50 ppg

Design is based on evacuated pipe.

Burst
Max anticipated surface
pressure: 4,705 psi
intemal gradient: 0.02 psift
Calculated BHP 4,935 psi
Anaufar backup: 8.5¢ ppy
Run Segmen!
Sey Lengti Size
{5} {in)
1 70000 55
FRun Cofiapse Coliapse
Seq. Load  Strength
{psi} {psi)
H 4335 6290
Prepared Dominic Spencer
by: Bill Barrett
Remanks:

Coligpse is based on & vertical depth of 10000 fi. & mud weighl of 8.5 ppg The cesing is

" Minimum design factors:

Environment:

Collapse: H2S considered?

Design factor 1,125 Surtsce tempesature:
Botiom hole temperature:
FTemperaiure gradient:
Minimum section length:

Burst:

Design facior 1.00 . Cement top:

Tension: Non-directional string.

& Round S7C: 1.80 ()

8 Round LTC: 1.80 )

Butiress: 1.80 {J1

Premivm; 1.80 V)

Body yield: 1.80 {B}

Tension is bassd on buoyed weighl.

Neutraf point: 8,559 @

Naminal End True Vert Measured Drifi
Weight Grade Finish Depth Lepth Diameier
{Ibs/ft} (1) {fi) fir}

17.00 WN-BD LTEC 10000 000G 4.767

Colfapse  Burst Burst Burst Tension Tension
Design Load  Strength Design Load Strength
Factor {psi) (nsij Factor {Kips) {Kips)

1.275 4705 7740 1.85 i4e 348
Phone: (303} 312-8143 Date: August 1,2003
FAX: (303) 312.8195 Denver, Colorado
obe ¢ for coli 23,

Coitapse strength is based on the Wesicoll, Dunlop & Kemler mathod of biaxist tomection fos iensica,

Burst strength is not adjusted for lension.

Engineering responsibility for vse of this design will be ihat of the purchaser.

Ne
75.00 °F

215 °F
1.40 “Fr100ft
1,500 f

2,375 R

internal

Capacity .
(£}
344.6

Tension
Desion
Factor

239/



Well name:

Operstorr  Bilt Barrett
Sting type:  Production

Location:  Carbon Counly, Utah

West Tavaputs General

Frepare¢ Dominic Spencer
by: Bill Barrett Corporaiion
Remarks:

Phons: {303) 512-8143
FAX: {303} 312-8195

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H28 considered? No
Mud weight; 98.50 ppg Design factor 1.125 Surface temperature: 75.00 *F
Botiom hole temperature: 789 °F
Design is based on evacuated pipe. Temperature gradient: 1.40 *F/100ft
Minimum section length: 1,500 ft
Burst:
Design factor 1.00 Cement top: 2,500
Burst
Max anticipated surface
pressure: 2,226 psi
internal gradient: 0.22 psifi ]
Calcuiated BHP 4,016 psi " Tension: Directional info - Buiid & Drop
8 Round STC: 1.80 {J} Kick-off point : 1000 1t
8 Round LTC: 1.80 (J} Departure at shoe: 2165
No backup mud specified. Buliress: 1.60 Maximum doglec: . 2 %ioan
Premium: 150 (4} Inciination af shos: [
Hody yiels: 150 (B} e
Tension is based on buoyed weight,
Neutral poini: 7866 &
Rurn Segmeni Nominat End True Ver! HReasured Drift internai
Seq Length Size Weight Grade Finish Depthn Depth Diameter Capacity
: {fis {in) {ibs/f) (5 {ft) (i} {5}
1 8730 5.5 20.00 P-118 LTEC 8138 8730 4.853 383.3
Run Coliapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength  Design foad Strength Design Load Strength Design
(psh {psi} Fattor {psi} {psh Factor {Kips) {Kips} Factor
1 4016 11100 - 2.764 4016 12630 3.14 139 548 3.834

Date: August 25,2004
Denver, Colorado

Coilapse is based an 2 vertical depth of 8138 fl, 2 mud weight of 9.6 ppg The casing is considered {0 be evacuated for colianse pwpases
" Collapse strength is based on the Westcott, Dunlep & Kamier method of biziial comrection for lension.

Burst sirength is not agiusted for tension,

-Collapse sirength is (biaxially} derated for doglegs i directional welis by mumplymg the tsnsie stress by the cross settion srea 1o calculate a tensile load which

is added to the axial ioad.

Enpineering responsibility for use of this design will be that of the purchaser. ]




Well narma:

Sting type:  Production

Operator:  Bill Barrett Corporation

West Tavaputs General

Design parameters: Minimum design factors: Environment:
Lollapse Collapse: H2S considered? Na
Mud weight: 9.50 ppg Design factor 1.125 Surface temperature: 60.00 °F
Deslgn is based on evacuated pipe. Bottom hole temperature; - 200 °F
Temperature gradient: 1.40 "F/1001t
Minimum section length: 1,500 ft
Burst: Cement top: 2,500 ft
Design factor 1.00
Burst’
Max anticipated surface
pressure: 2,735 psi
internal gradient: 0.22 psifft
Calculated BHP 4,935 psi Tension: Nori-directional string.
8 Round STC: 1.80 {J)
No backup mud specified. 8 Round LTL: 1.80 (J)
Buttress: 1.80 {J}
Fremium; 1.80 {4
Bady yield: 1.80 (B}
Tension is based on buoyed weight.
Neutrai point; 8.580 f
Run Segment Nominaf End True Veri Measured Brift internat
Seg fLength Size Weigh! Grage Finish Depth Depth Diameter Capacity
{ry finj {Ibs/ft) (£t} {ft) {in} {7
i 10000 4.3 11.60 180 LT&C 1000¢ 10000 3.875 2318
Run Coilapse Collapse  Collapse Burst Burst Burst Tension Tension Tengion
Seqg Load Strength  Design Load Strength Design Load Strength Design
{psi} {psi) Factor {psi} {psi) Factor {Kips) (Kips} Factor
1 4935 6350 - 1.287 4835 7780 1.58 100 223 2244
Frepared Dorninic Spencer - Phone: (303} 312-8743 Date: December 13,2005
by: Biit Barrett FAX: {303} 312-8195 Denver, Colorado
Remarks:

Collapse is based on 2 veriical depth of 10000 ¥, a mud weight of 9.5 ppg The casing is considered o be evacuailed for collapse purposes.
Collapse strength is based on the Wasicott, Duniop & Kemier method of biaxial correction for tension.

Surst strength is not adjusted for tension.

Engineering responsibiilty for use of this design wilf be that of the purcheaser.




PRESSURE CONTROL EQUIPMENT — Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch
_ Annular Preventer. The blow out preventer will be equipped as follows:

One (1) blind ram (above).

One (1) pipe ram (below).

Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side
2-inch minimum).

3-inch diameter choke line.

Two (2) choke line valves (3-inch minimum).

Kill line (2-inch minimum).

Two (2) chokes.

Two (2) kill line valves, one of which shall be a check valve (2-inch
minimum).

9. Upper kelly cock valve with handles available.

10. Safety valve(s) & subs to fit all drill string connections in use.

11. Pressure gauge on choke manifold.

12. Fill-up line above the uppermost preventer.

bl S

® NNk

B. Pressure Rating: 3,000 psi
C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated

working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At.a minimum the above pres‘sure test will be performed:

When the annular preventer is initially installed;
Whenever any seal subject to test pressure is broken;
Following related repairs; and

At thirty (30) day intervals.

bl S

In addition, the Annular Préventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure -
tested to the approved working pressure of the BOP stack (if isolated from the
surface casing by a test plug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug). Pressure will be



maintained for a period of at least ten (10) minutes or until the requirmentsof the
test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;

2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and

4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than

once each day. All BOP drills and tests will be recorded in the IADC driller’s
log.

. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

. Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer’s recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer’s
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is inoperative.



Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for SM or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold will be located
outside the rig sub-structure. The hydraulic BOP closing unit will be located at
least twenty-five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
. upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare pit.



BILL BARRETT CORPORATION
TYPICAL 3,000 p.s.i. BLOWOUT PREVENTER

— /R[LLING NIPPLE
!
FILL UP LINE \ r'y __k/ﬂ.ow LINE

L ANNULAR

| PREVENTER ]

;

. )
: ] ]

CHECK VALVE \

< JCASING HE\I'

[ KILL LINE - Minimum 2" | To C&gﬂge Menaiiold .
' inimum 3"




BILL BARRETT CORPORA TION
TYPICAL 3,000 p.s.i. CHOKE MANIFOLD

P&DJUSTABLE CHOKE ]

[ADJUSTABLE CHOKE ]

Ei : ; E

_ - (70 MUD/GAS SEPARATOR |
BOP STACK OUTLET | AND/OR PIT (2 IN. MIN.}
(3 IN. MINIMUM] | '

[TO MUD/GAS SEPARATOR |
LAND/OR PIT (2 IN. MiN.}




SURFACE USE PLAN

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #1-17D-12-15
NESE, 2065’ FSL, 701’ FEL, Sec. 17-T12S-R15E (Surface Hole)
NENE, 660’ FNL, 660’ FEL, Sec. 17, T12S-R15E (Bottom Hole)
Carbon County, Utah

The onsite for this location was conducted on 10/26/2006.

This directional well is the second of three wells to be drilled from this pad (9-17-12-15 first well, 7-17D-

12-15 will follow).

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

A. Existing Roads:

L.

The proposed well site is located approximately 45 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A
and B). B

The use of roads under State and County Road Department maintenance is necessary
to access the Prickly Pear Unit. However, an encroachment permit is not anticipated
since no upgrades to the State or County road systems are proposed at this time.

All existing roads will be maintained and kept in good repair during all phases of
operation.

Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

An off-lease federal right-of-way for the access road and utility corridor is not
anticipated at this time since existing roads are being utilized into the Prickly Pear
Unit area. All new construction will be within the Unit.

B. Planned Access Road:

1.

From Prickly Pear road, a 0.2 mile road exists that runs to the existing Prickly Pear
15-17-12-15 pad. From the point where that existing access ends, a new access of
approximately 0.35 miles is proposed (see Topographic map B). A road design plan
is not anticipated at this time.

The new access road will consist of an 18" travel surface within a 32’ temporary
disturbance area. The proposed access has been placed to minimize impact to the

environment and natural drainage of the area.

BLM approval to construct this new access road is requested with this application.



Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15

Carbon County, Utah

4.

10.

11.

12.

A maximum grade of 10% will be maintained throughout the project with minimum
cuts and fills, as necessary, to access the well.

The access road will be constructed using standard equipment and techniques.
Bulldozers and/or road graders would first clear vegetation and topsoil from the
ROW. These materials may be windrowed for future redistribution during the
reclamation process. The surface would be crowned to facilitate drainage to a
borrow ditch on each side of the road designed to minimize erosion potential.
Graveling or capping the roadbed may be performed as necessary to provide a well
constructed, safe road. Following completion of the well, the road will be reduced to
an 18-foot wide running surface and reclaimed according to the specifications of the
appropriate agency or private land owner.

A turnout is not proposed.

18” diameter culverts will be installed as necessary. Adequate drainage structures,
where necessary, will be incorporated into the remainder of the road.

No surfacing material will come from Indian lands or off-lease Federal lands. BBC

requests that any excess rock from construction of the pad be used for surfacing of

the access road, if necessary. Any additional materials needs may come from an
existing SITLA Materials Permit #334 in Section 16, T12S-R15E.

No gates or cattle guards are anticipated at this time.

Surface disturbance and vehicular travel will be limited to the approved location
access road. Adequate signs will be posted, as necessary, to warn the public of
project related traffic.

All access roads and surface disturbing activities will conform to the appropriate
standard, no higher than necessary, to accommodate their intended function
adequately as outlined in the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for Oil and Gas Exploration and
Development, Fourth Edition — 2006.

The operator will be responsible for all maintenance of the access road including
drainage structures. It is BBC’s intent to maintain the newly constructed access road
to this wellsite.

C. Location of Existing Wells:

1.

Following is a list of wells with surface hole locations within a one-mile radius of the
proposed well:

i.  water wells none
ii. injection wells none
iii. disposal wells none
iv. driliing wells none
v. temp shut-in wells none
vi. producing wells twelve
vii. abandoned wells none

Page 2



Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15

Carbon County, Utah

2.

Topographic Map C may not include all wells noted in A. above if new wells have
been drilled since the date of the plat. An additional map has been included
indicating current locations.

D. Location of Production Facilities:

L.

Some permanent structures/facilities will be shared between this proposed well and
the additional wells to be drilled from this pad. Each well will have its own meter
run and separator. Pending the evaluation of completion operations, additional water
and/or oil tanks may be added if necessary.

All permanent above-ground structures will be painted a flat, non-reflective Olive
Black to match the standard environmental colors. All facilities will be painted the
designated color at the time of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) may be excluded.

Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas
Order No. 3 will be adhered to.

A gas meter run will be constructed and located on lease within 500 feet of the
wellhead. Meter runs will be housed and/or fenced. All gas production and
measurement shall comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and
Gas Order No. 5, and American Gas Association (AGA) Report No. 3. Use of an
electronic flow meter (EFM) for gas measurement purposes is requested with
this application.

A tank battery(s) will be constructed on this lease; it will be surrounded by a berm
sufficient to contain the storage capacity of 1.5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the
tank battery or will have a secondary containment vessel. All liquid hydrocarbon
production and measurement shall conform to the provisions of 43 CFR 3162.7-2 and
Onshore Oil and Gas Order No. 4 for the measurement of oil. BBC requests
permission to install the necessary production/operation facilities with this
application.

Any necessary pits will be properly fenced to prevent any wildlife and livestock

entry.

All access roads will be maintained as necessary to prevent erosion and
accommodate year-round traffic as practicable. The roads will be maintained in a
safe, useable condition.

The site will require periodic maintenance to ensure that drainages are kept open and
free of debris, ice and snow, and that surfaces are properly treated to reduce erosion,
fugitive dust, and impacts to adjacent areas.

A gas pipeline (approximately 1850° of up to 10” pipe) is associated with this
application and is being applied for at this time. The proposed gas pipeline will leave
the west end of the well pad and tie in to an existing surface-laid 6” pipeline at the
Prickly Pear 15-17 well pad. :

Page 3



Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15

Carbon County, Utah

10.

11.

The proposed steel gas pipeline will be buried, where soil conditions permit, within a
20’ utility corridor immediately adjacent to the 32’ disturbed area for the new access
road road (see Topographic Map D).

As referred to in L. above, the line will not be buried in areas with bedrock at or near
surface that would require blasting to loosen rock before excavation for burial of the
pipeline. A table of the actual pipeline corridor width required is noted below for the
different scenarios. BBC is requesting a 20’ utility corridor but actual
disturbance will be based on the applicable scenario.

Surface-Laid: 20’ utility corridor + 32’ road corridor = 52° TOTAL

Estimated disturbance for utility to be minimal, if any, within the 20°
requested. Total disturbance would be 32°.

Buried: 20’ utility corridor + 32’ road corridor = 52° TOTAL

Estimated disturbance for utility to include all 20° requested. Total
disturbance would be 52°.

12.

13.

The determination to bury or surface lay the pipeline will be made by the Authorized
Officer at the time of construction.

BBC intends on stringing the pipeline on the surface, welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding
pass to join the long lengths together. The welded joints will either remain on the
surface or will be placed within the trench, depending on the scenario. BBC intends
on connecting the pipeline together utilizing conventional welding technology.

E. Location and Type of Water Supply:

1.

Bill Barrett Corporation will use water consistent with approvals granted by the Utah
State Engineer’s Office under Application Number 90-1846 (T76109) which expires

March 27, 2008 or an existing water well in Sec. 13, T12S-R14E granted by the Utah
State Engineer’s Office under Application Number 90-1844 (T75896) which expires

September 5, 2007.

F. Source of Construction Material:

1.

2.

3.

The use of materials will conform to 43 CFR 3610.2-3.
No construction materials will be removed from BLM.
If any additional gravel is required, it will be obtained from a State approved gravel

pit. BBC also has in place Materials Permit #334 covering all of Section 16-T12S-
R15E.

G. Methods of Handling Waste Disposal:

1.

2.

All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

Drill cuttings will be contained and buried on site.
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Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15

Carbon County, Utah

3.

10.

11.

12.

13.

The reserve pit will be located outboard of the location along the south side of the
pad.

The reserve pit will be constructed so as not to leak, break or allow any discharge.

If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic
nylon reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be
anchored with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that
could puncture the liner will be disposed of in the pit. Pit walls will be sloped no
greater than 2:1. A minimum 2-foot freeboard will be maintained in the pit at all
times during the drilling and completion operations.

The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts, The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all
areas not needed for production will be rehabilitated.

No chemicals subject to reporting under SARA Title ITI (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the
well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in
threshold planning quantities will be used, produced, stored, transported or disposed
of in association with the drilling, testing or completion of the well.

Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

Produced fluids from the well other than water will be produced into a test tank until
such time as construction of production facilities is completed. Any spills of oil, gas,
salt water or other produced fluids will be cleaned up and removed.

After initial clean-up and based on volumes, BBC will install a tank (maximum size
400 barrel capacity) to contain produced waste water. After first production,
produced wastewater will be confined to a lined pit or storage tank for a period not to
exceed ninety (90) days. Thereafter, produced water will be used in further drilling
and completion activities, evaporated in the pit, or hauled to R & I Disposal, a State
approved disposal facility.

Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

Sanitary facilities will be on site at all times during operations. Sewage will be
placed in a portable chemical toilet and the toilet replaced periodically utilizing a
licensed contractor to transport by truck the portable chemical toilet so that its
contents can be delivered to the Price or Vernal Wastewater Treatment Facility in
accordance with state and county regulations.

Any liquid hydrocarbons produced during completion work will be contained in test
tanks on the well location. The tanks will be removed from location at a later date.
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Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15

Carbon County, Utah

14.

A flare pit may be constructed a minimum of 110’ from the wellhead and may be
used during completion work. In the event a flare pit proves to be unworkable in
this situation, a flare stack will be installed. BBC will flow back as much fluid and
gas as possible into pressurized vessels, separating the fluid from the gas. The fluid
will then be either returned to the reserve pit or placed into a tank. Gas will be then
directed into the flare pit or the flare stack and a constant source of ignition will be
on site. This should eliminate any fires in and around the reserve pit. Natural gas
will be directed to the pipeline as soon as pipeline gas quality standards are met. By
eliminating condensate on the reserve pit and discharge of gas within the reserve pit,
potential for damage to the pit liner will be minimized.

15. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon
as possible after drilling and completion operations are finished.

16. If hydrocarbons are present on the reserve pit and are not removed shortly after
drilling or completion operations cease, the reserve pit will be flagged overhead or
covered with wire or plastic mesh to protect migrating birds.

H. Ancillary Facilities:

1. Garbage containers and portable toilets are the only ancillary facilities proposed in

this application
I. Well Site Layout:

1. The well will be properly identified in accordance with 43 CFR 3162.6.

2. The rig layout and cross section diagrams are enclosed (see Location Layout and
Cross Section Plats).

3. The pad and road designs are consistent with BLM specifications.

4. The pad has been staked at its maximum size of 435’ x 175 with a reserve pit size of
190’ x 100°.

5. All surface disturbing activities will be supervised by a qualified, responsible
company representative who is aware of the terms and conditions of the APD and
specifications in the approved plans.

6. All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

7. Diversion ditches will be constructed, if necessary, around the well site to prevent
surface waters from entering the well site area.

8. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a
windrow on the uphill side of the location to prevent any possible contamination. All
topsoil will be stockpiled for reclamation in such a way as to prevent soil loss and
contamination.

9. Pits will remain fenced until site cleanup.
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Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15

Carbon County, Utah

10.

11.

If air drilling occurs, the blooie line will be located at least 100 feet from the well
head and will run from the wellhead directly to the pit.

Water application may be implemented if necessary to minimize the amount of
fugitive dust.

L. Plan for Restoration of the Surface:

1.

Site reclamation for a producing well(s) will be accomplished for portions of the site
not required for the continued operation of the well(s) on this pad.

The operator will control noxious weeds along access road use authorizations,
pipeline route authorizations, well sites or other applicable facilities by spraying or
mechanical removal. A list of noxious weeds may be obtained from the BLM or the
appropriate county extension office. On BLM administered land it is required that a
Pesticide Use Proposal be submitted and approved prior to the application of
herbicides, pesticides or possibly hazardous chemicals.

Upon well completion, any hydrocarbons in the pit shall be removed in accordance
with 43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the
commencement of backfilling work. No attempts will be made to backfill the reserve
pit until the pit is free of standing water. Once the reserve pit is dry, the plastic nylon
reinforced liner shall be torn and perforated before backfilling of the reserve pit. Rat
and mouse holes will be filled and compacted from bottom to top immediately upon
release of the drilling rig from location.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas
not used for production purposes will be backfilled and blended into the surrounding
terrain, reseeded and erosion control measures installed. Erosion control measures
will be adhered to after slope reduction. Mulching, erosion control measures and
fertilization may be required to achieve acceptable stabilization. Back slopes and
fore slopes will be reduced as practical and scarified with the contour. The reserved
topsoil will be evenly distributed over the slopes and scarified along the contour.
Slopes will be seeded with the BLM specified seed mix. Reclamation operations for
the well pad are expected to require one week and will begin when the fluids in the
reserve pit have evaporated. Seeding will take place either during the fall (prior to
ground frost) or spring (after frost leaves the ground) months. Restoration of un-
needed portions of the pad will commence as soon as practical after the installation of
production facilities.

The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas
will be scarified and left with a rough surface. The site will then be seeded and/or
planted as prescribed by the BLM. The BLM recommended seed mix will be
detailed within their approval documents. Topsoil salvaged from the drill site and
stored for more than one year will be placed at the location indicated on the well site
layout drawing and graded to a depth optimum to maintain topsoil viability, seeded
with the BLM prescribed seed mixture and covered with mulch for protection from
wind and water erosion and to discourage the invasion of weeds.
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Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15

Carbon County, Utah

6.

Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over
cut and fill surfaces not actively used during the production phase. Upon final
reclamation at the end of the project life, topsoil spread on these surfaces will be used
for the overall reclamation effort.

K. Surface and Mineral Ownership:

1.

Surface ownership — Federal under the management of the Bureau of Land
Management — Price Field Office, 125 South 600 West, Price Utah 84078; (435)
636-3600.

Mineral ownership — Federal under the management of the Bureau of Land
Management — Price Field Office, 125 South 600 West, Price Utah 84078; (435)
636-3600.

L. Other Information:

L.

Montgomery Archaeological Consultants has conducted a Class III archeological
survey. A copy of the report has been submitted under separate cover to the
appropriate agencies by Montgomery as MOAC Report No. 06-571, dated November
30, 2006. o

BBC will identify areas in our drilling program where fluids escaping the wellbore
and exiting onto a hillside might occur. In those cases, BBC will be ready with
cement and/ or fluid loss compounds (types of lost circulation fluids) to heal up vags
and cracks. Upon individual evaluation of the proposed well sites, BBC may air drill
the hole to surface casing depth if necessary.

A combustor may be installed at this location for control of associated condensate
tank emissions. A combustor ranges from 24” to 48” wide and is approximately 10’
tall. Combustor placement would be on existing disturbance and would not be closer
than 100 to any tank or wellhead.
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Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15
Carbon County, Utah

13. Operator’s Representative and Certification:

Title Name

Office Phone

Company Representative (Roosevelt) Fred Goodrich
Company Representative (Denver)  Tracey Fallang

Certification:

(435) 725-3515
(303) 312-8134

I hereby certify that the statements made in this plan are, to the best of my knowledge and belief, true and
correct; and that the work associated with the operations proposed herein will be performed by Bill Barrett
Corporation and its contractors and subcontractors in conformity with this plan and the terms and conditions
under which it is approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a

false statement.

ing Fallasss

Tracey Fallang, Erﬁ;onmental/Regu}j'tbfy Analyst
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WORKSHERET

APPLICATION FOR PERMIT TO DRILL

.-APD RECEIVED: 04/20/2007

API NO. ASSIGNED: 43-007-31288

(No. 90-1846 )

RDCC Review (Y/N)
{Date: )

NS

(¥/N)
]Mﬂ Intent to Commingle (Y/N)

Fee Surf Agreement

WELL NAME: PPU FED 1-17D-12-15 _
OPERATOR:  BILL BARRETT CORP {( N2165 ) PHONE NUMBER; 303-312-8134
CONTACT : TRACEY FALLANG
PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESE 17 1208 1508 Tech Review Initials Date
SURFACE: 2065 FSL 0701 FEL
%5 BOTTOM: 0660 FNL 0660 FEL Engineering
'790 ¥ ON Geology
LATITUDE: 39.77216 LONGITUDE: -110.2529
UTM SURF. EASTINGS: 563987 NORTHINGS: 4402527 Surface
FIELD NAME: UNDESIGNATED ( 2 )
LEASE TYPE: 1 - Federal
LEASE NUMBER: UTU-73006 PROPOSED FORMATION: PRRV
SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO
e e e
RECEIVED AND/OR REVIEWED: LOCATION AND SITING:
v _ Plat R649-2-3,
Bond: Fed[1] Ind[] sta[] Fee[] Unit: PRICKLY PEAR o
(No. WYR000040 )
Potash (Y/N) R649-3-2. General
0il Shale 190-5 (B) or 1%0-3 or 190-13 Siting: 460 From Qtx/Qtr & 920' Between Wells
Water Permit R649-3-3. Exception

Drilling Unit
Board Cauge No:

Eff Date;
Siting:

250 |

R649-3-11. Directional Drill

L2

STIPULATIONS:
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JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah April 26, 2007

Department of

Natural Resources
MICHAEL R. STYLER

Executive Director

Bill Barrett Corporation
Division of 1099 18th St., Ste. 2300
Oil, Gas & Mining Denver, CO 80202

JOHN R. BAZA
Division Director

Re: Prickly Pear Unit Federal 1-17D-12-15 Well, Surface Location 2065' FSL,
701' FEL, NE SE, Sec. 17, T. 12 South, R. 15 East, Bottom Location 660' FNL,

660' FEL, NE NE, Sec. 17. T. 12 South, R. 15 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-007-31288.

Sincerely,
Gil Hunt
Associate Director
pab
Enclosures
cC! Carbon County Assessor

Bureau of Land Management, Moab Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 » facsimile (801) 359-3940 « TTY (801) 538-7458 » www.ogm.utah.gov



Operator: Bill Barrett Corporation

Well Name & Number Prickly Pear Unit Federal 1-17D-12-15

API Number: 43-007-31288

Lease: UTU-73006

Surface Location: NE SE Sec. 17 T. 12 South R. 15 East

Bottom Location; NE NE Sec. 17 T. 12 South R. 15 East
Conditions of Approval

1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

[\

. Notification Requirements
Notify the Division with 24 hours of spudding the well.
e Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
¢ Contact Dustin Doucet at (801) 538-5281 office
(801) 733-0983 home

(98]

. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

e

State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.



duzyliede 50 §

Form 31605 T
(hpril 2009 DEPARTMENT OF ?‘I[%SINT&Q N Spes Narch 31,
BUREAU OF LAND MANAGEMENT S o Sl Mo
SUNDRY NOTICES AND REPORTS ON WELLS UTU-73006
Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals. n/a

SUBMIT IN TRIPLICATE- Other instructions on reverse side.

7. If Unit or CA/Agreement, Name and/or No.

1. Type of Well

Prickly Pear Unit/UTU-079487

Oil Well Gas Well [ Other 8. Well Name and No
Prickly Pear Unit Fed 1-17D-12-15
2. Name of Operator y
BILL BARRETT CORPORATION 9. API Well No.
Ja Address 3b. Phone No. (include area code) 43-007-31288

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134

10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T, R, M., or Survey Description)

NESE, 2065' FSL, 701' FEL
Sec. 17, TI2S-R15E

Nine Mile/Wasatch-Mesaverde

11. County or Parish, State

Carbon County, Utah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
[ Acidize [ Doepen [Jproduction (StartResume) L Water Shut-Of
Notice of Intent [ Atter Casing L] Fracture Treat Reclamation Well Integrity
[ subsequent Report [ casing Repair L] New Construction [ Recomplete [Zlother Change in pad layout
Cn | [ change prans Plugand Abendon ] Temporarily Abandon
Final Abandonment Notice D Convert to Injection D Plug Back D Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has

determined that the site is ready for final inspection.)

THIS SUNDRY AND THE ATTACHED REVISED PAD LAYOUT AND CROSS SECTION PLATS ARE BEING SUBMITTED AS
NOTIFICATION THAT THE ESTIMATED DISTURBED AREA FOR THE PAD AND PIPELINE WENT FROM ABOVE 5 ACRES TO 4.48
ACRES. ALTHOUGH NOT TYPICALLY THE CASE DUE TO TOPOGRAPHIC REASONS AND RIG REQUIREMENTS, BBC WAS
ABLE TO ADJUST THIS PAD BY REDUCING THE PAD SIZE SLIGHTLY AND THE PIPELINE CORRIDOR REQUESTED WIDTH TO
14'. UINTA ENGINEERING HAS BEEN CONTACTED TO MAKE THE NECESSARY CHANGES IN THE FIELD. NO ADDITIONAL

CHANGES ARE BEING MADE AT THIS TIME.

14. Thereby certify that the foregoing is true and correct

Name (Printed/Typed)
Tracey Fallang Title Environmental/Regulatory Analyst
Signature Date 06/27/2007
HIS SPACE ROR FEDERAL OR STATE OFFICE USE
= o]

Approvedby e Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease | Offjce
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Tile 43 U.S.C. Section 1212, make ita crime for any person knowingly and willfully to make to any department or agency of the United

States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

DI NIETTY

(Instructions on page 2)
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BILL BARRETT CORPORATION
LOCATION LAYQOUT FOR

PRICKLY PEAR UNIT FEDERAL #9-17~12-15, #1~17D~12~15, & #7~17D— Jlgm
SECTION 17, T12S, R15E, S.LB.&M. S UANG o1,
NE 1/4 SE 1/4

Froposed Access
Road %

/

c-1.3"

»

-,

Ly
2
S )

CALE: 1" = 60’
DATE: 11-13-08

e T
e a
DRAWN BY: C.H. i .
gg& 03_?1—0; N Ar ¥ Approx
poe - Oﬁt:z%:o : i -3 F: e Round Corners o Toe of
NOTENTRE U ' : §1 § g as Needed o Fill Slope
Flore Fit is lo PR 2 /a:
be located a min. b 3 Py g
of 100° from the | ~ N /3 /‘/l
Well Head. g}’ s
o g
© Pit Topsoil ~ /

£ 4230
C-590

i

——

5 4225 (0] RO TTTRFTT]
C—15.4 m
(Bim, PIt) L -
- — — Totl Pt Capoacily — N
' | W2 of Freeboord | B
L et [ r;‘ﬂ Sta. 1495
— - 48560 Cu. Yo -
— - -84’
o] F"\.'J | £, 4087
_____ 3 3
. - K.
[ ?&) E— -
s g
.® g Q] ]
-2 . ]
i Q?g . ] .
. § S —— RESERIE PIT —
-2, . f— X DEEP —
& . ]
\ LTI
&l #246‘@ 14 )
A L6\ ' e
C—155" " Ly
Bim. PR)- . .8
Approx.
Top of F—271°H — e Sto. 0+00
Cut Slope E. 4150’ 4 *“—w_ﬂ F"""'z.J s A
£ 414.8° F—6.2
£lev. Ungroded Ground at the g9-17 Location Stake = 74.20. 1 £ 410.9°

. s UINTAH ENGINEERING & LAND SURVEYING
£lev. Graded Ground at the #9—17 Location Stoke = 7416. 7 86 So. 200 Fast * Vernol, Utah 84078 * (435) 785—1017




BILL BARRETT CORPORATION
% X—Section TYPICAL CROSS SECTIONS FOR
"l Scale PRICKLY PEAR UNIT FEDERAL #9~17—12—15, #-17D-12-15, & #7-17D0-12—15
= . SECTION 17, T12S, R15E, S.L.B.&M. iy,
1" = 100 NE 1/4 SE 1/4 Neo LAND g, %,
DATE: 11-13-08
DRAWN BY: C.H.
REV: 03-01-07
REV: 06-12-07
EV: 1082107
. 50° 125’
— T e e, loUT
STA. 4+02
10 ,, 100 . 50 125’

125’ ,

STA. 1+00

IATE ACREA
WELL SITE DISTURBANCE w +2.53 ACRES
ACCESS ROAD OISTURBANCE (1850' @ 32° = +1.36 ACRES

PIPELINE DISTURBANCE (1850° © 14) = 059 ACRES
125’ '

4
‘ Preconsiruction
race

—_—
—
~— b

STA.  0+00

A

-l

NOTE: Se—
Topseil should not be
Stripped Below Finished

Grade on Substructure Area. * NOTE:

FILL QUANTITY INCLUDES
9% FOR COMPACTION

EXCESS MATERIAL

APPROXIMATE YARDAGES
CuT

= 4,460 Cu, Yds.

(6") Topsoll Stripping = 2130 Cu. Yds. Topsoil & Pit Backfill = 4,460 Cu. Yds.
(1/2 Pit Vol.)
Remaining Location = [4,990Cu. Yds.
EXCESS UNBALANCE = 0 Cu. Yds,

(After Interim Rehabilitation)

TOTAL CUT
FILL.

17,120 CU.YDS.
12,660 CU.YDS.

UINTAH ENCINEERINC & LAND SURVEYING
85 So. 200 Fast * Verral, Uiah 84078 * (435) 789~1017




Bill Barrett Corporation

July 25, 2007

Ms. Diana Mason

State of Utah

Division of Oil, Gas and Mining

1594 West North Temple, Suite 1210
P.O. Box 145801

Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Prickly Pear Unit Federal #1-17D-12-15
Surface: 2073’ FSL & 715’ FEL, NESE 17-T12S-R15E
Bottom Hole: 660" FNL & 659’ FEL, NENE 17-T12S-R15E
Carbon County, Utah

Dear Ms. Mason:

Pursuant to the filing of Bill Barrett Corporation’s (“BBC") Application for Permit to Drill
(“APD") regarding the above referenced well, we are hereby submitting this letter in
accordance with Oil & Gas Conservation Rule R649-3-11 pertaining to the “Exception to
Location and Siting of Wells.”

» The above-mentioned proposed location is within the Prickly Pear Unit Area;

= BBC is permitting this well as a directional well in order to minimize surface
disturbance. By locating the well at the surface location and directionally drilling
from this location, BBC will be able to utilize the existing road and pipelines in the

area,
= BBC hereby certifies that it is the sole working interest owner within 460 feet of
the entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. If you should have any questions or need further information, please contact
Doug Gundry-White, Senior Landman at 303-312-8129.

Slncerely

Dou undry-White 1099 18TH STREET

Senior Landman
SUITE 2300

DENVER, CO 80202
P 303.293.9100
F 303.291.0420



Form 3160-3
{April 2004)

UNITED STATES

BBC

FO PP@ B
) 1004-0137

MB No.

DEPARTMENT OF THE INTERIOR

Expires March 31, 2007
5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-73006
6. If Indian, Allotee or Tribe N
APPLICATION FOR PERMIT TO DRILL OR REENTER i an, Allotee or Tribe Name
. 7 I Unit or CA Agreement, Name and No.
la. Typeofwork [v/|DRILL [IreeTer Uit or CF Agosmert, e ol

Ib. Typeof Well: [ _Joi Well [/]Gas Well [_]Other

Single Zone D Multiple Zone

8. Lease Name and Well No.
Prickly Pear Unit Fed #1-17D-12-15

2. Name of Operator
BILL BARRETT CORPORATION

9. API well No.
pending

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202

3b. Phone No. (include area code)

(303) 312-8134

10. Field and Pool, or Exploratory
Nine Mile/Wasatch-Mesaverde

4. Location of Well (Reporr location clearly and in accordance with any State requirements.*)

At surface NESE, 2073' FSL, 715' FEL

At proposed prod. zone NENE, 660' FNL, 659' FEL, Sec. 17

11. Sec., T.R. M. or Blk.and Survey or Area

Sec. 17, TI28-R15E

14. Distance in miles and direction from nearest town or post office*
approximately 45 miles from Myton, Utah

12. County or Parish
Carbon

13. State
UT

15. Distance from proposed*

16. No. of acres in lease

17 Spacing Unit dedicated to this well

location to nearest
fﬂm [‘,’;a'fe“siedlr‘fécuf,‘m live, if any) 715" SH/659' BH 2054.68 40 acres
18. Distance from proposed location® 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, dnlling, completed, , , R Lo
applied for. on this lease, i 16' SH/1316' BH 8300 Nationwide Bond #WYB000040

21, Elevations (Show whether DF, KDB, RT, GL, eic.)
7418' ungraded ground

22, Approximate date work will start*
10/01/2007

23. Estimated duration
45 days

24, Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor.
2. A Drilling Plan.

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5.

SUPO shall be filed with the appropriate Forest Service Office).

4. Bond to cover the operations unless covered by an existing bond on file (see

Item 20 above).
Operator certification

6. Such other site specific information and/or plans as may be required by the

authorized officer.

25. Signature / Name (Printed/Typed) Date /”\ .
M/// /l W/ Tracey Fallang " /5/75 /J) -
Title
Environmental/Regulatory Analyst G\
Name (Printed/Typed) Date

Approved by (Signature)

Title

Office

Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights inthe subjectlcase which would entitie the applicantto

conduct operations thereon.
Conditions of approval, if any, are attached.

Title 18 US.C. Section 1001 and Title 43 U.S.C. Section 1212, make ita crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

*{Instructions on page 2)



T12S, RISE, S.L.B.&M.

5282.64" (G.L.0.)

{G.L.O.)

5280.00°

%2 83'53'
@ §(c. 0. |
Bottom I'™ 659'
Hole v (Comp.)
|
|
|
wl
3 i
— oI
8 glt\
o
3 |
2 |
S 17 |
|
= PRICKLY PEAR UNIT | s
5 FEDERAL #1—17D-12~15 Q22
3 Elev. Ungraded Ground = 7418° |\
\
\
- \\2
N
~ w\S,
3| e
LN
N'\i‘
\
\
90"11"
(GL.0.)
‘Brass Cap |_
. ’ ’” ’ 1509 B C ),
SB948'52"W — 5227.44 (Meos.) 1909 Bross Cop
. (NAD 83)
LEGEND:_ LATITUDE = 39'4619.89" (39.772192)
o LONGITUDE = 110'1514.29” (110.253969)
| = 90" sYMBOL (NAD 27)
@® = PROPOSED WELL HEAD. LATITUDE = 39°46'20.02" (39.772228)
A = SECTION CORNERS LOCATED. LONGITUDE = 110"15'11.73 (110.253258)

BILL BARRETT CORPORATION

Well location, PRICKLY PEAR UNIT FEDERAL
#1—-17D-12-15, located as shown in the

NE 1/4 SE 1/4 of Section 17, T12S, R15E,
S.L.B.&M., Carbon County, Utah.

BASIS OF ELEVATION

COTTON TRIANGULATION STATION, LOCATED IN THE NW 1/4 OF
SECTION 31, T12S, R16E, S.L.B.&M., TAKEN FROM THE TWIN
HOLLOW, CARBON COUNTY, QUADRANGLE, 7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY. SAID
ELEVATION IS MARKED AS BEING 7386 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

° . [=}

(=] o Q

= ? ° =
SCALE

SUPERVISION AND THAT ig¥
BEST OF MY KNOM.EDGE‘QND Sy
ol

aitt

REVISED: 07-16—-07 P.M.
REVISED: 03-01-07
REVISED: 11—-08-06

UINTAH ENGINEERING & LAND SURVEYING
85 SOUTH 200 EAST - VERNAL, UTAH 84078
(435) 789-1017

SCALE DATE SURVEYED:  [DATE DRAWN:

1" = 1000’ 09-28-06 10-02—-06
PARTY REFERENCES

D.R. RP. CH G.L.0. PLAT
WEATHER FILE

WARM BILL BARRETT CORPORATION




BILL BARRETT CORPORATION

PRICKLY PEAR UNIT FEDERAL #9-17-12-15,
#1-17D-12-15, #7-17D-12-15, #10-17D-12-15 & #8-17D-12-15
LOCATED IN CARBON COUNTY, UTAH
SECTION 17, T128, RISE, S.L.B.&M.

PHOTO YT 'l-‘- FROM 1 ORMNER #5 TO LOMCATION STAKS CAMERA ANGLE: MOHTHEASTERLS

kY - .'l ‘II L:‘-."-": ' _1 ot
PHOTO: "|-“: w |'Hl-l\'l REGINNING OF FROPOSED ADCTCESS CAMERA l;,""n'i-.'l_[; "’Il']ﬁ_'[Hr ASTERLY
i.l f r | L ' § ] 5
~  Uinizh Engineering & Land Surveying |y aeamion protos |1 O]02]06 ruoro
£5 Sopih 200 East Vernal Uish B4078 WTH| DAY | VEAR
S 18l 415-TES-1017 upelsisoelane com TAREN BY DR | DRAWN BV C.P Iguﬁtﬂr i-1407




T12S, Ri15E, S.L.B.&M.

5282.64' (G.L.0.)

BILL BARRETT CORPORATION

Well location, PRICKLY PEAR UNIT FEDERAL
#8-17D-12-15, located as shown in the

NE 1/4 SE 1/4 of Section 17, T12S, R15E,
S.L.B.&M., Carbon County, Utah.

BASIS OF ELEVATION
8953
(G.LO)__| COTTON TRIANGULATION STATION, LOCATED IN THE NW 1/4 OF
SECTION 31, Ti2S, RI16E, S.L.B.&M., TAKEN FROM THE TWIN
HOLLOW, CARBON COUNTY, QUADRANGLE, 7.5 MINUTE QUAD.
“ 2 (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
g E DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY. SAID
-8 ELEVATION IS MARKED AS BEING 7386 FEET.
BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.
8 Bottom!  g58'[]
; Hole (Comp.) .
= | 9
g iy 3
P o o
® Slw )
8 17 £ 3
= PRICKLY PEAR UNIT ' or 8 8 S o 8
3 FEDERAL #8—170—-12-15 (Comp.) P —
O ’
Flev. Ungraded Ground = 7419
S g — |\ SCALE
\ CERTI
= THIS IS TO CERTIFY THAT THERBH
o IR FIELD NOTES OF ACTUAL SURJEAS
8l 5 SUPERVISION AND THAT THESSANE AR
SR BEST OF MY KNOWLEDGE AN BE(OR
-\s:
\
\
9011 '\'
(6.L.0.) REVISED: 07-16—07 P.M.
Brass Cop |— t :
58948'52"W — 5227.44° (Meos.) Y it UintaH ENGINEERING & LAND SURVEYING
85 SOUTH 200 EAST — VERNAL, UTAH 84078
(435) 789-1017
. (NAD 83) - -
LEGEND: LATTUDE = 39'46'19.81" (39.772169) M 2 1000 "0o-26-08 |  10-02-06
I__ = 90" SYMBOL LONGITUDE = 110°15'14.12" (110.253922) SARTY REFERENCES
o (NAD 27) L . D.R. RP. CH. G.L.O. PLAT
= PROPOSED WELL HEAD. LATITUDE = 39°46°19.94" (39.772206) WEATRER AIE .
= 11015'11.56" (110.253211
A = SECTION CORNERS LOCATED. LONGITUDE ( : WARM BILL BARRETT CORPORATION




BILL BARRETT CORPORATION

LOCATION LAYOUT FOR
PRICKLY PEAR UNIT FEDERAL #9-17-12-15,
#-17D-12-15, #7-170-12-15, #10-17D-12-15 & #8-17D—-12-15
SECTION 17, T12S, R15E, S.L.B.&M.
NE 1/4 SE 1/4

Proposed Access F=75.6 ’

c-2.6" Road £, 400.2'
£l. 47&4'@ .
\ . Sta. 4+02
P )
AN -
S (4[] EA
” » y -3 < /. 4. R
SCALE: 17 = 60 ’%X‘@ $ F / a:"/’;gedcggﬂefs .
DATE: 11-13—06 N |8 ) Approx
DRAWN BY: C.H. .| 6 B/~ S [S Toe of
REV: 06-12-07 N Sd P Fill Slope
REV: 06-21-07 2 of2 .
REV: 07-16-07 P.M. Rp =3
NOTE: N a8
Flare Pit is to R 2 g’
be focated a min. 5/\’?
of 100" from the /
well Heod./_\ /
\ / Pii Topsoil 31
1 S E
_ £ 4230 [~ el , .
Ze ot — PIPE RACKS
72 = \_<! Bt 6
| o dle a7e
’ T ~2.3
e oz (O] RTTT [ 1[1]7  —affead ==
Cc—-19.7 ] 3 JEnc-22
(Btm. Pit) | | — £ 4247 K l £, 418.0°
el P feciy c-8.3" | c-3.6" _
| W/2" of Freeboard - W5l e g19.4
D LR A ST s G Ste rees
— - 4, 7 s — =M C—4. 4
] ] At | =71
- ] . 9 El. 408.7"
Y 5] [~] g ‘ g 08
%E , E % < | |ric 3
" 1 o
2 S MEY N 2| oo :
- g | — N TOLET[] |-~
N 5 Y MUD SHED
Y] o = -
3 P [ g
‘ §(% 1 [ ] ] woppER g
TS | — S — [ ] powe sta 1400
| RES;'RWPIT —
— &’ DEeP — L[] roos
| = = mmEs
HEERERRER i »
] /I
E. 426" || 7 - 479:9,
C—16.8"" : IRt STORAGE .
(Btm. Pit) - . C-4.0 W TRpsH F—1.0" TANK O
Appr % ﬂﬂ. 414.8°
OX. . @
TOP of /'_—0,8, % — e - | 52‘0 0'/'00
Cut Slope £7 4750 4' 2| F—4.9°
El. 410.9°

Elev. Ungraded Ground at the #9~17 Location Stoke = 7420.1°
UINTAH ENGINEERING & LAND SURVEYING

2
Elev. Graded Ground at the #9-—17 Location Stake = /7415.8 85 So. 200 East * Vernal, Utch 84078 * (435) 789~1017
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BILL BARRETT CORPORATION
TYPICAL CROSS SECTIONS FOR

X—Secti
Secton PRICKLY PEAR UNIT FEDERAL #9-17-12-15,  awiitmy,,
. #1-17D-12—15, #7-17D—-12-15, #10-17D-12—~15 & #8—1%@5“!:50:%

4Q’

1" = 100’ SECTION 17, T12S, R15E, S.L.B.&M. $
DATE: 11-13-08 NE 1/4 SE 1/4 s
DRAWN BY: C.H. §g
REV: 06-12-07 AT
REV: 06-21-07 )

¢’

REV: 07-16-07 P.M. ' . 50 125 ) 2,
Finished Grade

10", 100’ , 50 125’ g

10", . 100’ 50 125 ,
— — E\ —_ Slope= 1 1/2:1
\\
= T~ FILL (7yp-)
=] = T g
! cuT —~XT__
= = —
STA. 1+00 ~
. 50 125’ ,
‘ Preconstruction
—_—_—— — T - FILL FILL Grade
—
STA. 0+00 —~

APPROXIMATE ACREAGES
WELL SITE DISTURBANCE = #3.02 ACRES

NOTE:' ACCESS ROAD DISTURBANCE (1850° @ 32° = +1.36 ACRES

Topsoil should not be PIPELINE DISTURBANCE (1850° @ 14)) = £0.59 ACRES

Stripped Below Finished * NOTE:

Grode on Substructure Area. TOTAL = £4.97 ACRES FILL bUANﬂT)’ INCLUDES

5% FOR COMPACTION

APPROXIMATE YARDAGES

8,570 Cu. Yds.
4,580 Cu. Yds.

EXCESS MATERIAL

CuUT . ' '
(6”) Topsoil Stripping 2250 Cu. Yds. Topsoil & Pit Backfill

(1/2 Pit Vol.)
Remaining Location = [7,570Cu. Yds.
EXCESS UNBALANCE = 3990 Cu. Yds.
TOTAL CUT = 719,820CU.YDS. (After Interim Rehabilitation)
FILL 77,250 CU.YDS. UINTAH ENGINEERING & LAND SURVEYING

85 So. 200 East * Vernal, Ulah 84078 * (435) 789-1017
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BILL BARRETT CORPORATION

(© PROPOSED LOCATION

PRICKLY PEAR UNIT FEDERAL #9-17-12-15,
#1-17D-12-15, #7-17D-12-15, #10-17D-12-15 & #8-17D-12-15
SECTION 17, T12S, R15E, S.L.B.&M
NE 1/4 SE 1/4

Uintah Engineering & Land Surveying
- 85 South 200 East Vernal, Utah 84078
]_S (435) 789-1017 * FAX (435) 789-1813

TOPOGRAPHIC100206
MAP MONTH| DAY | YEAR A
SCALE: 1:100,000] DRAWN BY: C.P. |REVISED: 07-13-07] BT Y e 7o)




‘3‘\“ PROPOSED LOCAT[ON
§\ PRICKLY PEAR UNIT FEDERAL
L #9-17-12-15, #1-17D-12-15, #7-17D-
12-15, 10-17D-12-15 & #8-17D-12-15

' ﬁ#w 47|
#1470

ORPORATION

N PRICKLY PEAR UNIT FEDERAL #9-17-12-15,

v e PROPOSED ACCESS ROAD

NE 1/4 SE 1/4

EXISTING ROAD
#1-17D-12-15, #7-17D-12-15, #10-17D-12-15 & #8-17TD-12-15
SECTION 17, T125, R15E, S.L.B.&M

Uintah Engineering & [.and Surveying TOPOGRAFPHIC

10

MONTH

02

DAY

85 Soutk-l 200 ILast Vcrn-ul, Utah 24078 M A P " Q,é B
(435) 7RO-1017 * FAX (435) 789-1813
SCALE: 1"=2000') DRAWN BY: C.P. |REVISED: (7-18-07| BE Y6 08}




— %5 (I,
PROPOSED LOCATION:
PRICKLY PEAR UNIT FEDERAL
#9-17-12-15, #1-17D-12-15, #7-17D-
12-15,10-17D-12-15 & #8-17D-12-15
T = =r "I.

4
""-...-"'ﬁ-ﬁ_

-

L _|"'- .__..-" |
-=,:|r‘ PRUF
5-17® 510170

BILL BARRETT CORPORATIO

N FRICKLY PEAR UNIT FEDERAL #9-17-12-15,
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ADDENDUM TO TOPOGRAPHIC MAP C
UT10015-FED-3/31/2004
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{PROPOSED LOCATION:

T |#9-17-12-15, #1-17D-12-15, #7-17D- |-
12-15, 10-17D-12-15 & #8-17D-12-15 |
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#1517 | i
#11-17D '/

i
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APPROXIMATE TOTAL PIPELINE DISTANCE = 1.850' +/-

LEGEND: BILL BARRETT CORPORATION
PROPOSED ACCESS ROAD N PRICKLY PEAR UNIT FEDERAL #9-17-12-15,
___________ PROPOSED PIPELINE #1-17D-12-15, #7-17D-12-15, #10-17D-12-15 & #8-17D-12-15
SECTION 17, T12S§, R15E, S.L.B.&M
NE 1/4 SE 1/4

Iﬂ: Uintah Engineering & Land Surveying TOPOGRAPHIC|]10|02|06 D

I 85 South 200 East Vernal, Utah 84078 MAP MONTH| DAy | YEAR

(@435) 789-1017 * FAX (435) 789-1813 _
SCALE: 1"=1000'| DRAWN BY: C.P. |REVISED: 07-18-07| BES Y6} -2}




HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. PRICKLY PEAR UNIT FEDERAL #1-17D-12-15
LEASE NO. UTU 73006

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency’s consolidated list of chemicals subject to reporting
under Title I1I Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ) of any
extremely hazardous substances as defined in 40 CFR 355.



DRILLING PROGRAM

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #1-17D-12-15

Carbon County, Utah

NESE, 2073’ FSL, 715’ FEL, Sec. 17-T125-R15E (Surface Hole)
NENE, 660’ FNL, 659° FEL, Sec. 17, T12S-R15E (Bottom Hole)

1-2. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Qil and
Gas and Other Minerals
Formation Depth — MD Depth —TVD |
Green River Surface Surface
Wasatch 3074 2857°*
North Horn 5347* 4832*
Dark Canyon 7235°* 6632’ *
Price River 7535°* 6932°*
TD 8300°* 7700°*
PROSPECTIVE PAY
*Members of the Mesaverde formation and Wasatch formation (inclusive of the
North Horn) are primary objectives for oil/gas.
3. BOP and Pressure Containment Data
Depth Intervals BOP Equipment
0—1000° No pressure contro] required
10600’ -~ TD 11” 3000# Ram Type BOP
11” 3000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @ 3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in
accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in
advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up
to operate most efficiently in this manner.
4, Casing Program
Hole SETTING DEPTH | Casing Casing Casing
Size (FRO (TO) Size Weight Grade Thread | Condition
12 ¥4” | surface 1,000’ 9 5/8” 36# JorK 55 ST&C New
7 7/8” & | surface 8,300’ 5% 17# N-80 LT&C New
83/4”

Note: Pending evaluation of anticipated stress on the production casing, BBC may use 5 %7,

20# P-110 LT&C production casing instead of the 17# N-80. BBC is also evaluating the benefit
of using 4-1/2”, 11.6#, 1-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2” casing design sheet is included in this package. Cement volumes would
be adjusted accordingly.




Bill Barrett Corporation

Drilling Program

Prickly Pear Unit Federal #1-17D-12-15
Carbon County, Utah

5. Cementing Program

9 5/8” Surface Casing

Approximately 240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 ft*/sx) and 170 sx
Premium cement with additives mixed at 15.8 ppg (yield =
1.16 f*/sx) circulated to surface with 100% excess

5 ¥4 Production Casing

Approximately 1640 sx 50/50 Poz Premium cement with
additives mixed at 13.4 ppg (yield = 1.49 f*/sx). Top of
cement to be determined by log and sample evaluation;

estimated TOC 900°.

Note: Actual volumes to be calculated from caliper log.

6. Mud Program
Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)
0-40° 8.3-8.6 27 - 40 -- Native Spud Mud
40’ - 1000° 8.3-8.6 27 -40 15 cc or less | Native/Gel/Lime
1000° - TD 8.6-9.5 38-46 15 cc orless | LSND/DAP

Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
“kicks” will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.

Note: [n the event air drilling should occur at this location:
- Fresh water would be used to suppress the dust coming out. The blooie line,
approximately 37’ long and 6 diameter, would run from the pit to the wellhead. There is
no ignition system as burnable gas should not be encountered.
- Capacity of compressor: 1250SCFM with an 1170 SCFM on standby, which would be
located very near the wellbore. The compressor has switches to shut off should any
problems be encountered.

- The rig has mud pumps capable of pumping the kill fluid (fresh water), of which there is
500 bbls on location at all times.

7. Testing, Logging and Core Programs
Cores None anticipated,;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30’ to 50° samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000’ and on trips, slope only;
Lo&@g DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog, Sonic-GR, all TD to surface.




Bill Barrett Corporation

Drilling Program

Prickly Pear Unit Federal #1-17D-12-15
Carbon County, Utah

8. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3804 psi* and maximum
anticipated surface pressure equals approximately 2110 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A — (0.22 x TD)

9, Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)

c) Safety valve(s) and subs to fit all string connections in use

d) Mud monitoring will be visually observed

10. Drilling Schedule

Location Construction: October 1, 2007
Spud: October 10, 2007
Duration: 15 days drilling time

30 days completion time
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el mame: Utsh: Was?T avapufs Field
Ooerator, Bl Barrett T
String typs:  Surface

:  Carbon County, UT

_ Design paramelers: Minimum design factors:

Environment:
Lollapss Collapge: H28 considerad? No
Muwci welght: 8.50 ppg Degign factor : 1.125 Surface lemperaturs: 75.00 °F
: Boliom holks lamperature: 88 *F
Design Is basad on evacuatad pipe. Tempersture gredient: 1.40 *FHO0f
. Minimum ssction length: 7,000 #
Design faclor ' 1.00 Cament top: Surface
Burst
Max anticipated surface
prassure: 2,735 psf
intemal gradient: 0.22 psifft
Caleulated BHF 2,955 psi T : Non-dirggtional string,
8 Round 8TC: 1.80 ()
8 Round LTC: 1.80 (J)
Annutar hackup: 8.50 ppg Butiress: 1.80 (J)
- Premiyrm: 1.80 (4}
Body viel: +.80 (B} Re subseguent strings:
Next setiing deptiv 10000
Tension is based on buoyed weight. Naxt mud waight &.500 ppg
Neutral point; 858 R Next saffing BHF: « 835 pai
Fracture mud wt. 10.000 ppg
Fracture depth: 10,000 £
Injection pragsure 5,195 psi
Run-  Segment Nominal End True Vert Mesasured Drift imernal
Sey Length Size Weight  Grade Fintsh Depth Depth Diameater Capacity
{f) {in) {lbs/) o ) {in} (fe3)
1 1000 B5.825 36.00 JK-55 ST&C 1000 1000 8,736 71.2

Run  Collepse Collapse Coliapse  Burst Burst Burst Tension Tension  Tensfon
Bag Load  Strength Design Load  Strength  Design Load

Strength  Design
(psi) (psi) Fagtor (psi) {psl) Factor (Kips) {Kips) Factor .
1 483 2020 4,084 2735 3520 1.29 31 453 14.64 J

Prepared [aminic Spencer Phone: {303) 312-8%43

Daté: August 1,2003
by: BH Barmreti FAX: (303) 312-8195

Denver, Colorado
Remarks:

Coltepae iz based on & vertical dagih of 1mn.amwmol 9.5ppg' The casing iz considerst 0 be svacuated for coliapse purboses.
Collapas sirength is based on the Wesicol, Duniop & Kemise methed of blaxiel comection for tansion,

Burst strergth is not adiusted for tengion,

Enginearing responsibility for use of this design will be that of the purchaser.



Utah: West Tavaputs
Cpamior;  BII Barrett
Produetion
(uestion:  Carbon Geunty, UT
Dusign paramaters: Minimum dasign factors: Environment!
Collapse : - M25 considered? No
Mud waight; 0.50 ppg Design lactor 1,126 Surlace temparature: T5.00 'F
Botlum hole lamperaturs: 215 °F
Dasipn Is based on evatuaied pipa. Temperaturs gradient: 1.40 "Er100R
- Minienursy saction length: 1,500 #t
Dazign factor 1.00 Cement top: 2,375 R
Berst
Mgx anlicipated surface
pressurs; 4,705 pel
Intemai gradient: 0.02 psift
Calcuistad BHP 4,835 psl Tanglon: Nen-diractional siring.
& Round STC: 1.80 )
8 Round LTC: 1.80 )
Annutar backup: .80 poo Butlregs: 1,80 ()
Premium: 1.80 W)
Body yield: 1.80 (B}
Tension is based on hueved waiph!.
Neutref point: 8,659 &
Rur  Segment MNomine! Ent True Vet Measured Drlft internal
Seg Length Size Weight  Grade  Finish Depth LDepth Diamstar  Capacity
: {ft) {in) fibgsft) : ) {f {in} (1)
H 10000 AN 17.00 N-80 LTEC 10000 10000 4.767 Jad.6
Run Collapse Coliapse Colispse  Burst Burst Burst Tensicn Tenston Tension
Sey Loag  Strength  Design Lead - Strangth  Dasign Load Strength DResigr
{psf) [{:11)] Factor (psl) (psi} Faetor {Kips) Kips) Factor
b 4835 G280 1.278 470§ 7740 165 146 348 239

FPreperad Dominic Spencer Fhone: (303) 312-B142

Date: August 1,2003
by: B Berreit FA (303) 312.8155 Denver, Colorade
Regwdg: .
Coliacow i3 Sose0 00 & veddical tepth of J0000 il & muxt weitht of 3.8 ppy The tasing it et 1o be R etlinpte BINDOLES.

Cuoligzon strangth is basad on ihe Westtol, Duniop & Keonr meshot of bigxie! Lansoion for tenziin,

Burs: srength (s rot eciusing for ienaion,

Engineering rasponsibllily for use of this deslgn will be that of lhe purchaser.



Wall neme;

Gpwrstor: Bl Barrett
Sidng ype:  Production

- fLocation:  Carbon Counly, Litah

West '}-'a—\r'apu_ts General

' Deslgn parameters:

Erapared. Dominic Spencer

by: Bill Barralt Corporation
Remasrks;

Fhone: {303} 312-8143
FAX: (303} 312-81895

Minimum design factors: Environment:
Gelingsg : H2S Gonsicered? No
- Mud weighl; 9,50 ppg Design factor 1,125 Surface lamperaiure: 75.00 *F
' Batiom hole temperature: 789 °F
Design is based on svacuatad pips. Temporature pradient; 1.40 ‘Fr100f
Minimum gection length: 1,500 It
Burst
Design factor 1.00 Cement top: 2,500 1
Max anficipated surface
pressure; 2226 pal
Internai gradient: 0.22 psim
Calculated BHF 2,016 psi Tensior; Qirectional info « Build & Drop
& Round STC: 1.80 () Kick-off point 1000 #t
8 Round LTC: 1.80 (4 Ueperiure at shoe; 2165 1t
No beckup mud specifiec, Buttress: 1.60 () Maximum dogles: 2 /1008
Fremium: 180 (&) Inclinstion at shoe: [
8ody yisli: 1.80 (B) .cp
Tension is based on buoyed weight,
Neutrat goint: 7,560 fi
Fun Segrmen: Nominal End True Ver! Measured Dritt internal
Seg Length ~ Size Weight Grade Finish Depth Depth Diameter  Capaclty
{f} (in) {los/ft) () {ft) fin} e
1 8730 55 20.00 P110 LTEC 8138 8730 4.653 353.3
Run Colizpse Coilapse Collapse Burst Burst Burst Tension Tension Tension
Sey Load Swength  Design Load Strangth  Design Losd Strength Design
{psh {psly Factor {pst) (nsh Factor {Kips) {Kips) Factor
1 4016 11100 2.764 4016 12630 314 138 548 3934

.y

Dste: August 25,2004
Denver, Coicrado

Cadapse Is bused on & verlical depth of B138 L. & mud waight of 9.5 ppg The casing is consklared to be svacusted for colspse purposes.
Colinpxe strength i based on the Westeott, Duniep & Kermiar method of biskial cormeciion for tensian.

Burst strengih is not adjusted for tansion,

-ceﬂmmmulbmmdm:dfardwbwhMbmlmnsbymwthmemumbymvmuawanamamahﬁmatenmmawhm

i pcided to the axial ioad.

Enginsaring respontibiily for use of NS dosipn witi be 1hat of the purehazer.




o

Y i
~§Opansior: -~ Bill Barrett Corporation

i re— Production

- West Tavaputs General .

Prepared Dorninic Spencer

by: Bill Barrett
Rpenans;

- Phone; (303) 312-8143
FAX: {303) 3128105

Design parameters: Minimum design factors: Environment:

Collapse Collapge: H28 considered? Ne .
"Miud weight: 9.50 ppg Dasign factar 1,125 Surface temperaturs: 60.00 °F
Dasign iz based on evacuatad pipa. Botiom hole temperature: 200 °F

Temperaturs gradient: 1.40 "Fr100%
Minimum section length: 1,800 1
Burgh Cement lop: 2,500 7
_ Design-factor 1.00
Burst’ '
Max anticipated surface .
pressure: 2,735 psi
intemai gragient: 0.22 psift
Caiculated SHF 4,835 psi Tenslon: Non-directional string.
. 8 Round STC: 1.80 (J) :
N backup mud specified. 8 Round LTC: 1.80 {J}
Buttress: 1.80 {J}
Pramiurm. 1.80 5
Body yield; 1.80 (8}
Tension is based on bucyved weight
Neutral poirti; 8,580 fi
Run Segmant Nominat End True VYert Measured Drift internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity
{n (in) {ibs/f) {fy (ft) in) {ft})
i 10000 4.5 11.60 1-80 LT&G 10000 10000 3.875 231.8
Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tenslon
Seq Load Strength  Design Load Strength  Design Load Strength Design
{pai} (psi) Fagtor (psl) (ps) Factor {Kips) {Klps} Factor
1. 4935 £350 - 1.287 4935 7780 1.58 100 223 2244

. o

Dare: Dacember 13,2008
Denver, Colorado

Gnm iz based on & vertical depth of 10000 #, a.mud welpm of .5 ppg The casing is considered i be evacualed for collapse purpases.
. Collapw atrangth is bassd on the Wastaoll, Duniop & Kemier melhod of bisxisi correction for tangion.

Bt strength Is not adjusted for tension.

Engineering responsibily for use of this desion wil be that of the purchaser.




PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

One (1) blind ram (above).

One (1) pipe ram (below).

Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side
2-inch minimum).

3-inch diameter choke line.

Two (2) choke line valves (3-inch minimum).

Kill line (2-inch minimum).

Two (2) chokes.

Two (2) kill line valves, one of which shall be a check valve (2-inch
minimum).

9. Upper kelly cock valve with handles available.

10. Safety valve(s) & subs to fit all drill string connections in use.

11. Pressure gauge on choke manifold.

12. Fill-up line above the uppermost preventer.

W

i AR A

B. Pressure Rating: 3,000 psi
C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At a minimum the above pressure test will be performed:

When the annular preventer is initially installed;
Whenever any seal subject to test pressure is broken;
Following related repairs; and

At thirty (30) day intervals.

PR =

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure
tested to the approved working pressure of the BOP stack (if isolated from the
surface casing by a test plug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug). Pressure will be



e

maintained for éperiod of at least ten (10) minutes or until the requirmentsof the
test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

When the BOP is initially installed;

Whenever any seal subject to test pressure is broken;
Following related repairs; and

At thirty (30) day intervals.

Ealb o

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drills and tests will be recorded in the IADC driller’s
log.

. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer’s recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer’s
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is inoperative.



Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Qil & Gas Order Number 2. The choke manifold will be located
outside the rig sub-structure. The hydraulic BOP closing unit will be located at
least twenty-five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare pit.



BILL BARRETT CORPORATION
TYPICAL 3.000 p.s.i. BLOWOUT PREVENTER

ﬁ RILLING NIPPLE
[ .
FILL UP LINE \ & ——}«/FLOW LINE

Sv—

=0

' Y
- ANNULAR |
" BPREVENTEF !
{
i

] IDRILLING SPOOL

CHECK VALVE

. N,

i

/ To Choke Msnifold -

[KILL LINE - Minimum 2| Minimum 3




BILL BARRETT CORPORATION
TYPICAL 3,000 p.s.i, CHOKE MANIFOLD

[ADJUSTABLE CHOKE ]

‘(ADJUSTABLE CHOKE

T MUD/GAS SEPARATOR C MUD/GAS SEPARATOR |

. 7
HOP STACK OUTLET
AND/OR PIT (2 IN. MIN) | { 3 IN. MISIUM) tAND/OFe PIT(2 IN. MIN) |




Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

lWell Name:

Prickly Pear Unit Federal 1-17D-12-15

Surface Hole Data:

Toral Depth:

1,000

Ton of Cement:

i

G of tiole:g

PP
RSV

O of Casing:

RO

Coament ¥

Calculated Data;

Lead Volume:t 2192 M7 :
Lead Wi e !

Tatl Voiume: Q4.0 Ff‘\ 4
Vel ik 000

Caiowiated £ of Sacks:

:
' i
: i r
; # 55 Lead: }‘
Fail Yield: # B Tall: :
Yo Exoess:d 100%
a. |
Production Hole Data; Caleulated Data:
Total Depth:f 8,300 Lead Volume:} 1869.2 (iU E
Top of Cement: 900 Lead Fill:} 7,400
0D of Hole:§ 8.750"

On of Casing:

5.500"

Cement Data:

T.ead Yicld:

1.49

ft'/ sk

Yo Excess:

30%

Calculated # of Sacks:

# SK's Lead:




Prickly Pear Unit Federal 1-17D-12-15 Proposed Cementing Program

Job Recommendation

Lead Cement - (700’ - 0')

Surface Casing

Halliburton Light Premium Fluid Weight: 12.7 lbm/gal
2.0% Calcium Chloride Slurry Yield: 1.85 ft*/sk
0.125 1bm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk

Top of Fluid: 0}
Calculated Fill: 700’
Volume: 78.09 bbl
Proposed Sacks: 240 sks
Tail Cement - (1000’ - 700')

Premium Cement Fluid Weight: 15.8 1lbm/gal
94 1bm/sk Premium Cement Slurry Yield: 1.16 ft3/ sk
2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/sk
0.125 Ibm/sk Ploy-E-Flake Top of Fluid: 700

Calculated Fill: 300
Volume: 33.47 bbl
Proposed Sacks: 170 sks
Job Recommendation Production Casing
Lead Cement - (8300’ - 900')

50/50 Poz Premium Fluid Weight: 13.4 lbm/gal
3.0 % KCL Slurry Yield: 1.49 ft'/sk
0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/sk
3.0 lbm/sk Silicalite Compacted Top of Fluid: 900
0.2% FWCA Calculated Fill: 7,400
0.125 1bm/sk Poly-E-Flake Volume: 432.76 bbl
1.0 1bm/sk Granulite TR 1/4 Proposed Sacks: 1640 sks
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‘ WELL DETALLS
Name #NMS  4BAW  Norhing Basting Latitude Longiude  Slot
PRICKLY PEAR UF £1-17D-12-15 1591 2800  0BS19943 199062240  IS%GISBETN 1IFISIA299W  N/A
PRICKLY PEAR UF #1-17D-12-16 TARGET DETATLS
: sl e Name TVD  4NA§  +EAW Northing Essting Latitude Lengitude Shape
_Q t
%lis%igsl SRIFSEEL PRHI._16-27D 751000 919.82  -1167.90 7078206.71 203180073 39°44'35.131IN  110°06'28.923W  Circle (Radius: 200)
CARBON COUNTY, UTAH . SECTION DETAILS
Sec MD Inc Azr VD +N/-8 +E/-W DLeg  TFace V8ee Target
i 0,00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2 200,00 0.00 0.00 200.00 0.00 0.00 0.00 0,00 0.00
3 600.00 8.00 1.27 59870 2787 0.62 2.00 1,27 2788
4 1065.83 2.00 1.27 1060.00 92,69 2.05 0,00 0.00 92.71
5 1788.12 29.67 127 1739.55 2442 7.20 3.00 0.01 324.50
[ 561598 2947 1.27 $063.58 2218.69 4932 0.00 0.00 2219.23
7 6802.73 0.00 1.27 6200.00 2519.07 56,00 250 180.00 251969
] 8159.73 0.00 1.27 7557.00 2519.07 56.00 0.00 1.27 2519.69 PBHL_1-17D
West(-)/East(+) [800ft/in]
-1600  -1200  -300  -400 0 400
S B e B s 110
5? KB ELEVATION: 7433.8' ‘ i . )
i GR ELEVATION: 74158 EXT. TD 1 4 )|
0 r 12519.07' N, 56.00' E L7 2400
0 660" FNL, 659" FEL [
1 SECTION 17
L 1d 2.00 ]
] 2000
6007 [Start Hold
: CASING i g
1 - i 1600 g
12007 KOP %
] 1740 s 8° 1066 MD Star} DLS 3.0 TFO 0.01 - £
417 , ~ 1200 €
18007 ===lHOLD | A [ 2
] \ 309 1788 MID Start Hdld \ [ X
m . -
4 h 800 5
2400 A \ g
1 V2SEC LN )
. [ WASATCH] AN 400
= 3000 L
E ] ]
s \ [
2 ]
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Weatherford International, Ltd.

PLAN REPORT
Compiny: BilL BARRETT CORP Date: ' 72002007 . Time: 10:44:17 . Page 1
Field: CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #1-17D-12-15

Site:

PRICKLY PEAR #9-17-12-15 PAD

Vertical-(TVD)-Reference:

-SITE 7433.8

Well: PRICKLY PEAR UF #1:17D-12-15 Section (VS) Reférence: Well (0.00N;0.00E,1 27AZI)
Wellpath: 1 Survey Calculation Method: Minimum Curvature :Db: Sybase
Field: CARBON COUNTY, UTAH
Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Central Zone
Geo Datum: GRS 1980 Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006
Site: PRICKLY PEAR #9-17-12-15 PAD
SECTION 17 T12S R15E
2057' FSL, 687' FEL
Site Position: Northing: 7088183.92 ft  Latitude: 39 46 19.730 N
From: Geographic Easting: 1990650.61 ft  Longitude: 110 15 13940 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7415.80 ft Grid Convergence: 0.80 deg
Well: PRICKLY PEAR UF #1-17D-12-15 Slot Name:
2073' FSL, 715' FEL
Well Position: +N/-S 1591 ft Northing: 708819943 ft  Latitude: 39 46 19.887 N
+E/.W -28.00 ft Easting: 1990622.40 ft  Longitude: 110 156 14299 W
Position Uncertainty: 0.00 ft
| Wellpath: 1 Drilled From: Surface
‘ Tie-on Depth: 0.00 ft
Current Datum:  SITE Height 7433.80 ft  Above System Datum: Mean Sea Level
' Magnetic Data: 7/19/2007 Declination: 11.86 deg
Field Strength: 52528 nT Mag Dip Angle: 65.65 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction
: ft ft fi deg
“ 0.00 0.00 0.00 1.27
Plan: Plan #1 Date Composed: 7/19/2007
Version: 1
‘ Principal: Yes Tied-to: From Surface
Plan Section Information
MD Incl Azim TVD +N/-S +E/-W DLS Build Turn TFO  Target
ft deg deg ft ft ft deg/100ft deg/100ft deg/100ft  deg
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 8.00 1.27 598.70 27.87 0.62 2.00 2.00 0.00 1.27
1065.83 8.00 1.27 1060.00 92.69 2.05 0.00 0.00 0.00 0.00
1788.12 29.67 1.27 1739.55 324 .42 7.20 3.00 3.00 0.00 0.01
| 5615.98 29.67 1.27 5065.58 2218.69 49.32 0.00 0.00 0.00 0.00
6802.73 0.00 1.27 6200.00 2519.07 56.00 2.50 -2.50 0.00 180.00
8159.73 0.00 1.27 7557.00 2519.07 56.00 0.00 0.00 0.00 1.27 PBHL_1-17D
Survey
MD Incl Azim TVD N/S E/W Vs " DLS Build Turn Comment
ft deg deg 1t ft ft ft deg/100ft -deg/100ft deg/100ft
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00 NUDGE
300.00 2.00 1.27 299.98 1.74 0.04 1.75 2.00 2.00 0.00
400.00 4.00 1.27 399.84 6.98 0.15 6.98 2.00 2.00 0.00
500.00 6.00 1.27 499.45 15.69 0.35 15.69 2.00 2.00 0.00
600.00 8.00 1.27 598.70 27.87 0.62 27.88 2.00 2.00 0.00 HOLD
700.00 8.00 127 697.73 4179 0.93 41.80 0.00 0.00 0.00
800.00 8.00 1.27 796.76 55.70 1.23 55.71 0.00 0.00 0.00
900.00 8.00 1.27 8956.78 69.61 1.54 69.63 0.00 0.00 0.00
1000.00 8.00 1.27 994.81 83.53 1.85 83.55 0.00 0.00 0.00
1005.24 8.00 1.27 1000.00 84.26 1.87 84.28 0.00 0.00 0.00 CASING PT.
1065.83 8.00 1.27 1060.00 92.69 2.05 92.71 0.00 0.00 0.00 KOP
1100.00 9.03 1.27 1093.79 97.74 217 97.77 3.00 3.00 0.00
1200.00 12.03 1.27 119210 116.00 2.57 116.03 3.00 3.00 0.00
1300.00 15.03 1.27 1289.31 139.38 3.09 139.42 3.00 3.00 0.00




Weatherford International, Ltd.
PLAN REPORT

Compnny. BiLL BARRETT CORP
Fiéld: ' CARBON COUNTY, UTAH

E “Dlte. ] 7/20

Co-ordmnte(NE) Reference:

07

Tlme'

104417

Page:
Well: PRICKLY PEAR UF #1-17D-12-15

2

Sites  PRICKLY PEAR #9-17-12-15 PAD Vertical (EVD)-Reference: SITE 7433.8-
well: PRICKLY PEAR UF #117D-12-15 Section (VS) Reference: Well (0.00N,0. OOE 1.27Azi)
Wellpath: 1.~ Survey Calculation Method: Minimum Curvature Db: Sybase
Survey
MD Incl Azim TVD N/S E/W AL DLS - Bullil Turn . Comment
ft deg deg ft ft i ft deg/100ft degl100ft deg/1( ooft
1400.00 18.03 1.27 1385.17 167.82 3.72 167.86 3.00 3.00 0.00
1500.00 21.03 1.27 1479.41  201.23 447  201.28 3.00 3.00 0.00
1600.00 24.03 1.27 1571.77 239.52 5.32 239.58 3.00 3.00 0.00
1700.00 27.03 127 1662.00 282.60 6.27  282.67 3.00 3.00 0.00
1788.12 29.67 1.27 1739.55 324.42 720 32450 3.00 3.00 0.00 HOLD
1800.00 29.67 1.27 1749.87 330.30 7.33 330.38 0.00 0.00 0.00
1900.00 29.67 1.27 1836.76 379.79 8.44 379.88 0.00 0.00 0.00
2000.00 29.67 1.27 1923.65  429.27 9.54 429.38 0.00 0.00 0.00
2100.00 29.67 1.27 2010.54 478.76 10.64 478.88 0.00 0.00 0.00
2200.00 29.67 1.27 2097.43 528.25 11.74 §28.38 0.00 0.00 0.00
2300.00 29.67 1.27 2184.32 577.73 12.84 577.88 0.00 0.00 0.00
2400.00 29.67 1.27 2271.21 627.22 13.94 627.37 0.00 0.00 0.00
2500.00 29.67 1.27 2358.10 676.71 15.04 676.87 0.00 0.00 0.00
2600.00 29.67 1.27 244499 726.19 16.14 726.37 0.00 0.00 0.00
2700.00 29.67 1.27 2531.88 775.68 17.24 775.87 0.00 0.00 0.00
2800.00 29.67 1.27 2618.77 825.16 18.34 825.37 0.00 0.00 0.00
2800.00 29.67 1.27 2705.66 874.65 19.44 874.87 0.00 0.00 0.00
3000.00 29.67 1.27 2792.55 924.14 20.54 924.36 0.00 0.00 0.00
3074.17 29.67 1.27 2857.00 960.84 21.36 961.08 0.00 0.00 0.00 WASATCH
3100.00 29.67 1.27 2879.44 973.62 21.64 973.86 0.00 0.00 0.00
3200.00 29.67 1.27 2966.33 1023.11 2274 1023.36 0.00 0.00 0.00
3300.00 29.67 1.27 3053.22 1072.60 23.84 1072.86 0.00 0.00 0.00
340000 2967 127 314011 1122.08 2494 112236 0.00 0.00 0.00
3500.00 29.67 1.27 3227.00 1171.57 26.04 1171.86 0.00 0.00 0.00
3600.00 29.67 1.27 3313.89 1221.05 2714 1221.36 0.00 0.00 0.00
3700.00 29.67 1.27 3400.78 1270.54 28.24 1270.85 0.00 0.00 0.00
3800.00 29.67 1.27 3487.67 1320.03 29.34 1320.35 0.00 0.00 0.00
3900.00 29.67 1.27 3574.56 1369.51 3044 1369.85 0.00 0.00 0.00
4000.00 29.67 1.27 3661.45 1419.00 31.64 1419.35 0.00 0.00 0.00
4100.00 29.67 1.27 3748.34 1468.49 32.64 146885 0.00 0.00 0.00
4200.00 29.67 1.27 383523 1517.97 33.74 1518.35 0.00 0.00 0.00
4300.00 29.67 1.27 3922.12 15867.46 34.84 1567.85 0.00 0.00 0.00
4400.00 29.67 1.27 4009.01 1616.94 35.94 1617.34 0.00 0.00 0.00
4500.00 29.67 1.27 4085.90 1666.43 37.04 1666.84 0.00 0.00 0.00
4600.00 29.67 1.27 418279 171592 38.14 1716.34 0.00 0.00 0.00
4700.00 29.67 1.27 4269.68 1765.40 39.24 1765.84 0.00 0.00 0.00
4800.00 29.67 1.27 4356.57 1814.89 40.35 1815.34 0.00 0.00 0.00
4900.00 29.67 1.27 444346 1864.38 4145 1864.84 0.00 0.00 0.00
5000.00 29.67 1.27 4530.35 1913.86 4255 1914.34 0.00 0.00 0.00
5100.00 29.67 1.27 4617.24 1963.35 4365 1963.83 0.00 0.00 0.00
5200.00 29.67 1.27 4704.13 2012.84 4475 2013.33 0.00 0.00 0.00
§300.00 29.67 1.27 4791.02 2062.32 45.85 2062.83 0.00 0.00 0.00
5347.16 29.67 1.27 4832.00 2085.66 46.37 2086.17 0.00 0.00 0.00 NORTH HORN
5400.00 29.67 1.27 4877.91 2111.81 46.95 211233 0.00 0.00 0.00
5500.00 29.67 1.27 4964.81 2161.29 48.05 2161.83 0.00 0.00 0.00
5600.00 29.67 1.27 5051.70 2210.78 49.15 2211.33 0.00 0.00 0.00
5615.98 29.67 1.27 5065.58 2218.69 4932 2219.23 0.00 0.00 0.00 DROP
5700.00 27.57 1.27 5139.33 2258.92 50.22 2259.48 2.50 -2.50 0.00
5800.00 25.07 1.27 5228.96 2303.24 51.20 2303.81 2.50 -2.50 0.00
5900.00 2257 1.27 5320.43 2343.61 5210 234419 2.50 -2.50 0.00
6000.00 20.07 1.27 5413.58 2379.95 52.91 2380.54 2.50 -2.50 0.00
6100.00 17.57 1.27 5508.23 2412.20 53.63 2412.80 2.50 -2.50 0.00




Weatherford International, Ltd.

PLAN REPORT
Coipany:~ BILL BARRETT CORP L Dater 712002007 - Time: 10:44:17 . Page:
Field: CARBON COUNTY, UTAH Co<ordinate(NE) Reference - Well: PRICKLY PEAR UF #1- 17D-12 15
Site: PRICKLY PEAR #9-17-12-15 PAD . ‘Verticals (TVB)vReference SITE 74338 - - .
Welt: PRICKLY PEAR UF #1-17D-12-15 Section (VS Well (0.00N,0.00E,1.27Azi)
Wellpath: 1 Survéy Calenlation Method: Minimum Curvature Db: Sybase
Survey
MD Inel Azim TVD N/S E/W Vs DLS Build Tlif!l ’ Comment
ft deg deg ft ft ft # deg/100ft deg/100ft - deg/100ft ‘
6200.00 15.07 1.27 5604.20 2440.29 54.25 2440.89 2.50 -2.50 0.00
6300.00 12.57 1.27 5701.29 2464.16 5478 246477 2.50 -2.50 0.00
6400.00 10.07 1.27 5799.34 2483.78 5522 2484.40 2.50 -2.50 0.00
6500.00 7.57 1.27 5898.15 2499.11 55.56 2499.73 2.50 -2.50 0.00
6600.00 5.07 1.27 5997.54 2510.11 55.80 2510.73 2.50 -2.50 0.00
6700.00 257 1.27 6097.31 2516.77 5595 2517.39 2.50 -2.50 0.00
6800.00 0.07 1.27 6197.27 2519.07 56.00 2513.69 2.50 -2.50 0.00
6802.73 0.00 1.27 6200.00 2519.07 56.00 2519.69 2.50 -2.50 0.00 HOLD
6900.00 0.00 1.27 6297.27 2519.07 56.00 2519.69 0.00 0.00 0.00
7000.00 0.00 1.27 6397.27 2519.07 56.00 2519.69 0.00 0.00 0.00
7100.00 0.00 1.27 6497.27 2519.07 56.00 2519.69 0.00 0.00 0.00
7200.00 0.00 1.27 6597.27 2519.07 56.00 2519.69 0.00 0.00 0.00
7234.73 0.00 1.27 6632.00 2519.07 56.00 2519.69 0.00 0.00 0.00 DARK CANYON
7300.00 0.00 1.27 6697.27 2519.07 56.00 2519.69 0.00 0.00 0.00
7400.00 0.00 1.27 6797.27 2519.07 56.00 2519.69 0.00 0.00 0.00
7500.00 0.00 1.27 6897.27 2519.07 56.00 2519.69 0.00 0.00 0.00
7534.73 0.00 1.27 6932.00 2519.07 56.00 2519.69 0.00 0.00 0.00 PRICE RIVER
| 7600.00 0.00 1.27 6997.27 2519.07 56.00 2519.69 0.00 0.00 0.00
‘ 7700.00 0.00 127 7097.27 2519.07 56.00 2519.69 0.00 0.00 0.00
7800.00 0.00 1.27 7197.27  2519.07 56.00 2519.69 0.00 0.00 0.00
7900.00 0.00 1.27 7297.27 2519.07 56.00 2519.69 0.00 0.00 0.00
8000.00 0.00 1.27 7397.27 2519.07 56.00 2519.69 0.00 0.00 0.00
8100.00 0.00 1.27 7497.27 2519.07 56.00 2519.69 0.00 0.00 0.00
8159.73 0.00 1.27 7557.00 2519.07 §6.00 2519.69 0.00 0.00 0.00 PBHL_1-17D
Annotation
| MD TVD
ft ft
200.00 200.00 NUDGE
600.00 598.70 HOLD
1065.83  1060.00 KOP
1788.12  1739.55 HOLD
5615.98 5065.58 DROP
6802.73  6200.00 HOLD
8159.73 7557.00 PBHL
Targets
C “Map - Map  <—'Latitude -—> <-— Longitude -—>
Name Description TVD +N/-S +E/W Nortliing Easting = Deg Min. Sec ' Deg Min Sec
Dip. Dir. ft ft ft f ft . . : )
PBHL_1-17D 7557.00  2519.07 56.00 7090719.041990643.30 39 4644785 N 110 15 13.581 W
-Circle (Radius: 200)
-Plan hit target




Weatherford International, Ltd.
Anticollision Report

BILL BARRETT.CORP

Company: ] Date: 7/20/2007 Time: 10:42:05 Page:
Field: i CARBON COUNTY, UTAH :
Réference.Site: PRICKLY:-PEAR #9-17-12-15.PAD - Co-ordinate(NE) Reference: Well: PRICKLY PEAR-UF #1-17D-12-15
Reference Well: PRICKLY PEAR UF #1-17D-12-15 Vertical (TVD) Reference: SITE 7433.8
Reference Wellpath: 1 : ) Db: Sybase
NO GLOBAL SCAN: Using user defined selection & scan criteria Reference: Plan: Plan #1
Interpolation Method: MD Interval: 100.00 ft Error Model: ISCWSA Ellipse
Depth Range: 0.00 to 8159.73 ft Scan Method: Closest Approach 3D
Maximum Radius: 10000.00 ft : Error Surface: Ellipse
Plan: Plan #1 Date Composed: 7/19/2007
Version: 1
Principal: Yes Tied-to: From Surface
Summary
| G Offset Wellpath ——emecmemmeeeceee> Reference  Offset  Ctr-Ctr Edge - Separation
Site Well Wellpath MD MD  Distance Distance Factor Warning
ft ft ft ft
PRICKLY PEAR #9-1PRICKLY PEAR UF #1840 Plan: Plan #1 V1 400.00  399.84 1419 13.42 18.36
PRICKLY PEAR #9-1PRICKLY PEAR UF #8M0 Plan: Plan #1 V1 200.00  200.00 16.10 15.78 50.78
Site: PRICKLY PEAR #9-17-12-15 PAD
Well: PRICKLY PEAR UF #10-17D-12-15
Wellpath: 1 V0 Plan: Plan #1 V1 Inter-Site Error: 0.00 ft
Reference Offset Semi-Major Axis Offset Location Ctr-Ctir Edge Separation
MD TVD MD TVD Ref Offset TFO-HS North  East Distance Distance Factor Warning
ft ft ft ft ft ft deg ft ft ft ft
0.00 0.00 0.00 0.00 0.00 0.00 299.60 7.95 -14.00 16.10 No Data
100.00  100.00  100.00 100.00  0.09 0.00 299.60 7.95 -14.00 16.10 16.01 174.35
200.00 200.00 200.00 200.00 0.32 0.00 299.60 7.95 -14.00 16.10 1578 50.78
300.00 299.98 299.98 289.98 0.54 0.00 292.58 7.95 -14.00 1535 14.81 28.26
400.00 399.84 399.84 399.84 0.77 0.00 272.68 7.95 -14.00 1419 13.42 18.36
500.00 499.45 499 45 499.45 1.02 0.00 240.54 7.85 -14.00 16.30 15.28 16.00
600.00 598.70 598.70 598.70 1.30 0.00 215.27 795 -14.00 2471 2345 19.62
700.00 69773 697.73 697.73 1.61 0.00 202.74 7.95 -14.00 36.98 35.48 24,74
800.00 796.76 796.76 796.76 1.93 0.00 196.58 795 -14.00 50.12 48.39 28.95
900.00 895.78  895.78 89578  2.25 0.00 193.00 7.95 -14.00 63.59 61.62 32.29
1000.00 994.81  994.81 994.81 2.58 0.00 190.68 7.95 -14.00 7722 75.01 34.95
1100.00 1093.79 109344 109344 291 0.00 189.20 7.93 -14.24 91.30 88.85 37.27
1200.00 119210 119049 119042 3.29 0.00 189.56 764 -17.70 110.26 107.56 40.86
1300.00 1289.31 128580 128543 3.73 0.00 191.20 7.02 -25.07 135.39 132.42 45.67
1400.00 1385.17 1378.74 1377.71 4.25 0.00 193.36 6.09 -36.05 166.72 163.46 51.26
1500.00 1479.41 1468.76 146660 4.85 0.00 19564 488 -50.23  204.22 200.65 57.18
1600.00 1571.77 155639 155154 553 0.00 197.84 345 -67.14 24777 243.84 63.03
1700.00 1662.00 1638.22 1632.11 6.29 0.00 199.91 1.83 -86.30 297.14 2982.80 68.47
1800.00 1749.87 1716.97 1708.01 7.14 0.00 201.77 006 -107.19  352.03 347.23 73.23
1900.00 1836.76 179291 1780.48 8.04 0.00 202.95 -1.86 -129.78 409.79 404.45 76.78
2000.00 1923.65 1866.88 1850.32 8.94 0.00 204.16 -3.92 -154.08  468.83 462.93 79.47
2100.00 2010.54 1938.83 191745 9.85 0.00 205.37 -6.10 -179.85  529.19 522.70 81.53
2200.00 2097.43 2008.68 1981.82 10.76 0.00 206.57 -8.39 -206.87 590.88 583.77 83.10
2300.00 2184.32 207895 204574 11.68 0.00 207.77 -10.85 -235.93 653.85 646.10 84.29
2400.00 2271.21 215549 211513 12.61 0.00 20891 -13.58 -268.12  717.32 708.89 85.14
2500.00 2358.10 2232.03 2184.52 13.53 0.00 209.87 -16.31 -300.32  780.93 771.83 85.84
2600.00 244498 2308.57 225391 14.46 0.00 210.68 -19.04 -332.52 84466 834.88 86.43
2700.00 2531.88 238511 232329 15.39 0.00 211.38 -21.77 -364.71 908.47 898.02 86.92
2800.00 2618.77 2461.65 239268 16.33 0.00 212.00 -24.50 -396.91 972.35 961.22 87.35
2900.00 2705.66 2538.19 2462.07 17.26 0.00 21253 -27.23 -429.10 1036.30 1024.48 87.72
3000.00 279255 2614.74 253145 18.19 0.00 213.01 -29.96 -461.30 1100.29 1087.79 88.04
3100.00 287944 2691.28 2600.84 19.13 0.00 21343 -32.68 -493.50 1164.321151.14 88.32
3200.00 2966.33 2767.82 2670.23 20.07 0.00 213.81 -3541 -52569 1228.38 1214.52 88.57
3300.00 3053.22 2844.36 2739.61 21.00 0.00 214.15 -38.14 -557.89 1292.48 1277.92 88.80
3400.00 3140.11 2920.80 2809.00 21.94 0.00 21446 -40.87 -590.08 135659 1341.35 89.00
3500.00 3227.00 299744 2878.39 22.88 0.00 214.74 -43.60 -622.28 1420.73 1404.80 89.19




Weatherford International, Ltd.

Anticollision Report

Comipany; - BiLL:BARRETT CORP

Field: CARBON COUNTY, UTAH
Reference Site: ~ PRICKLY PEAR #9-17-12-15 PAD
Reference Well: PRICKLY PEAR UF #1-17D-12-15

Dafe: © 712012007

Co-ordinate(NE) Reference:
Vertical (TVD) Reference:

“Time: 10:42:05

Pn;gﬁ: . 2

Well: PRICKLY PEAR UF #1-17D-12-15
SITE 7433.8

| Reference Wellpath: 1 Db: Sybase
Site: PRICKLY PEAR #9-17-12-15 PAD
Well: PRICKLY PEAR UF #10-17D-12-15
Wellpath: 1 V0 Plan: Plan #1 V1 Inter-Site Error: 0.00 ft
‘ Reference . Offset Semi-Major Axis Offset Location  Ctr-Ctr Edge Separation
MD TVD MD TVD Ref Offset TFO-HS Nort East Distance Distance Factor Warning
ft ft ft ft ft ft deg ft - f
3600.00 3313.89 3073.98 2947.78 23.82 0.00 215.00 -46.33 -654.48 1484.89 1468.27 89.35
3700.00 3400.78 3150.52 3017.16 24.75 0.00 215.24 -49.06 -686.67 1549.07 1531.76 89.51
3800.00 3487.67 3227.07 3086.55 25.69 0.00 21546 -51.79 -718.87 1613.251595.26 89.65
3900.00 3574.56 3303.61 315594 26.63 0.00 215.66 -54.51 -751.06 1677.46 1658.77 89.77
4000.00 366145 3380.15 3225.32 27.57 0.00 215.84 -57.24 -783.26 1741.67 1722.29 89.89
4100.00 3748.34 345669 3294.71 28.51 0.00 216.02 -59.97 -815.46 1805.89 1785.83 90.00
4200.00 383523 353323 3364.10 2945 0.00 216.18 -62.70 -847.65 1870.121849.37 90.10
4300.00 3922.12 3609.77 343348 30.39 0.00 216.33 -6543 -879.85 1934.36 1912.92 90.20
4400.00 4009.01 3686.31 3502.87 31.33 0.00 21647 -68.16 -912.04 1998.61 1976.47 90.29
4500.00 4095.90 3762.86 3572.26 32.27 0.00 216,60 -70.89 -94424 2062.86 2040.04 90.37
4600.00 418279 383940 364165 33.22 0.00 216.72 -73.62 -976.44 2127.122103.60 90.45
4700.00 4269.68 396172 3753.24 34.16 0.00 216.86 -77.85-1026.33 2190.832166.61 90.47
4800.00 4356.57 4110.07 3891.25 35.10 0.00 216.84 -82.44-1080.51 2252.26 2227.40 90.58
4900.00 444346 426541 4038.57 36.04 0.00 216.62 -86.59-1129.53 2311.152285.70 90.83
5000.00 4530.35 4427.27 419468 36.98 0.0¢ 21620 -80.2C-1172.07 2367.322341.37 91.2%
5100.00 4617.24 459496 4358.68 37.92 0.00 21560 -93.14 -1206.80 2420.67 2394.27 91.72
5200.00 470413 476762 452937 38.86 0.00 214.81 -95.32 -1232.51 2471.08 2444.33 92.38
5300.00 4791.02 494415 470518 39.81 0.00 213.84 -96.65-1248.16 2518.522491.49 93.18
5400.00 4877.91 511698 4877.91 40.75 0.00 212.76 -97.06 -1253.00 2562.99 2535.75 94.08
5500.00 4964.81 5203.87 4964.81 41.69 0.00 212.19 -97.06-1253.00 2606.31 2578.67 94.30
5600.00 5051.70 5290.76 5051.70 42.63 0.00 21163 -97.06 -1253.00 2649.852621.82 94.53
5§700.00 5139.33 537840 5139.33 43.47 0.00 21061 -97.06-1253.00 2692.40 2664.21 95.53
5800.00 5228.96 65468.02 522896 44.13 0.00 209.62 -97.06-1253.00 2731.732703.50 96.76
5800.00 5320.43 5559.50 532043 4474 0.00 208.74 -97.06 -1253.00 2767.702739.43 97.91
6000.00 5413.58 5652.65 541358 45.31 0.00 207.99 -97.06-1253.00 2800.17 2771.88 98.97
6100.00 5508.23 5747.30 5508.23 45.81 0.00 207.33 -97.06-1253.00 2829.07 2800.77 99.96
6200.00 5604.20 584326 5604.20 46.27 0.00 206.78 -97.06-1253.00 2854.302826.01 100.89
6300.00 5701.29 5940.36 5701.29 46.66 0.00 206.32 -97.06-1253.00 2875.792847.53 101.76
6400.00 5799.34 6038.41 5799.34 46.99 0.00 20595 -97.06-1253.00 2893.472865.27 102.59
6500.00 5898.15 6137.22 5898.15 47.27 0.00 205.67 -97.06-1253.00 2907.302879.18 103.37
6600.00 5997.54 6236.60 5997.54 47.48 0.00 20547 -97.06-1253.00 2917.242889.22 104.10
6700.00 6097.31 6336.37 6097.31 47.63 0.00 205.35 -97.06-1253.00 2923.262895.36 104.79
6800.00 6197.27 6436.34 6167.27 47.72 0.00 205.31 -97.06-1253.00 2925.342897.58 105.41
6900.00 6297.27 6536.34 6297.27 47.78 0.00 206.58 -97.06-1253.00 2925.342896.93 102.96
7000.00 6397.27 6636.34 6397.27 47.83 0.00 206.58 -97.06-1253.00 2925.34 2896.83 102.61
7100.00 6497.27 6736.34 6497.27 47.89 0.00 206.58 -97.06-1253.00 2925.342896.73 102.26
7200.00 6597.27 6836.34 6597.27 47.95 0.00 206.58 -97.06-1253.00 2925.342896.63 101.90
7300.00 6697.27 6936.34 6697.27 48.01 0.00 206.58 -97.06-1253.00 2925.34 2896.53 101.54
7400.00 6797.27 7036.34 6797.27 48.07 0.00 206.58 -97.06-1253.00 2925.342896.42 101.17
7500.00 6897.27 7136.34 6897.27 48.13 0.00 206.58 -97.06-1253.00 2925.342896.32 100.81
7600.00 6997.27 7236.34 6897.27 48.20 0.00 206.58 -97.06-1253.00 2925.342896.21 100.44
7700.00 7097.27 7336.34 7097.27 48.26 0.00 206.58 -97.06-1253.00 2925.342896.11 100.07
7800.00 7197.27 7436.34 7197.27 48.33 0.00 206.58 -97.06-1253.00 2925.34 2896.00 99.70
7900.00 7297.27 7536.34 7297.27 48.39 0.00 206.58 -97.06-1253.00 2925.34 2895.89 99.33
8000.00 7397.27 7636.3¢ 7397.27 48.46 0.00 206.58 -97.06-1253.00 2925.34 2895.78 98.96
8100.00 7497.27 7719.07 7480.00 48.53 0.00 206.58 -97.06-1253.00 2925.39 2895.71 98.59
8159.73 7557.00 7719.07 7480.00 48.57 0.00 206.58 -97.06-1253.00 2926.35 2896.61 98.39




Weatherford International, Ltd.

Anticollision Report

Company: BILL BARRETT CORP . -
Ficld: CARBON COUNTY, UTAH
Reference Site: PRICKLY.PEAR.#9-17-12-15-PAD

Reference Well: PRICKLY PEAR UF #1-17D-12-15

"~ Date: 712012007

Time: 10:42:05

- - Co-ordinate(NE)-Reference:
Veértical (TVD) Reference:

Page: 3

- Welly PRICKLY.PEAR UF #1-17D-12-15
‘SITE 7433.8 '

Db: Sybase

Reference Welipath: 1
Site: PRICKLY PEAR #9-17-12-15 PAD
Well: PRICKLY PEAR UF #8-17D-12-15
Wellpath: 1 VO Pian: Plan #1 V1 Inter-Site Error: 0.00 ft
Reference Offset Semi-Major Axis : Offset Location  Ctr-Cir Edge Separation
MD TVD MD TVD Ref  Offset TFO-HS North  East Distance Distance Factor Warning
ft ft ft ft ft ft deg ft ft ft ft
0.00 0.00 0.00 000 0.00 0.00 11960 -7.85 14.00 16.10 No Data
100.00 100.00 100.00 100.00 0.09 000 11960 -7.95 14.00 16.10 16.01 17435
200.00 200.00 200.00 200.00 0.32 0.00 11960 -795 14.00 16.10 15.78 50.78
30000 299.98 299.98 29998 0.54 0.00 12350 -7.95 14.00 17.00 16.46 31.30
400.00 399.84 399.84 39984 0.77 0.00 13582 -795 14.00 20.36 19.59 26.36
500.00 49945 49045 49945  1.02 0.00 14859 -7.85 14.00 27.30 26.30 2711
600.00 59870 598.70 59870 1.30 0.00 158.06 -7.95 14.00 3825 37.00 30.77
700.00 697.73 697.73 697.73 1.61 0.00 163.85 -7.95 14.00 5143 4995 34.73
800.00 796.76 79676 796.76 1.93 0.00 167.27 -7.95 14.00 6492 63.20 37.74
900.00 895.78 89578 89578 225 0.00 16951 -7.95 14.00 7856 76.60 40.07
1000.00 994.81 994.81 99481  2.58 0.00 171.08 -7.95 14.00 9229 90.08 41.91
1100.00 1093.79 109541 109541 291 0.00 17224 -7.68 14.01 106.10 103.66 43.44
| 120000 119210 119945 1199.36  3.29 0.00 17314 -372 1415 12050 117.81 44.86
1300.00 1289.31 1304.09 130362 3.73 0.00 173.85 502 1446 13560 132.66 46.19
1400.00 1385.17 1409.37 1408.02 4.25 0.00 17442 18.61 14.95 151.37 148.17 47.42
1 1500.00 1479.41 151534 1512.35 4.85 0.00 174.87 37.10 15.61 167.77 164.31 48.54
| 1600.00 1571.77 1622.05 1616.43 5.53 0.00 17524 60.57 16.44 184.77 181.04 49.52
1700.00 1662.00 1729.52 1720.04 6.29 0.00 17554 89.08 1746  202.34 198.32 50.38
| 1800.00 1749.87 1837.82 182298 7.14 0.00 17579 12269 18.66  220.40 216.07 51.00
; 1900.00 1836.76 1947.52 192550 8.04 0.00 17596 16165 20.05 23579 231.09 50.24
2000.00 192365 2054.18 2023.41 8.94 0.00 176.02 203.91 2155 246.75 241.67 48.64
2100.00 2010.54 2153.68 211436 9.85 0.00 176.06 24425 2299 256.76 251.30 47.04
2200.00 209743 225318 220530 10.76 0.00 176.09 28459 2443  266.77 260.92 45.61
2300.00 2184.32 2352.67 2296.24 11.68 0.00 176.12 32492 2587  276.78 270.54 44.34
240000 2271.21 245217 238719 12.61 0.00 176.14 365.26 27.31  286.80 280.16 43.19
2500.00 235810 2551.67 247813 13.53 0.00 176.17 40560 28.75  206.81 289.77 42.16
2600.00 244499 2651.17 2569.07 14.46 0.00 176.19 44593 30.18 306.82 299.38 41.23
2700.00 2531.88 2750.66 2660.02 1539 0.00 176.21 486.27 3162  316.83 308.99 40.38
2800.00 2618.77 2850.16 2750.96 16.33 0.00 176.23 526.60 33.06 326.85 318.60 39.61
2900.00 2705.66 2949.66 284190 17.26 0.00 176.25 566.94 3450 336.86 328.20 38.91
3000.00 2792.55 3049.16 2932.85 18.19 0.00 176.27 607.28 3594 346.87 337.81 38.26
3100.00 2879.44 3148.65 302379 19.13 0.00 176.29 647.61 37.37 356.88 347.41 37.67
3200.00 2966.33 324815 311473 20.07 0.00 176.31 68795 38.81 366.90 357.01 37.12
3300.00 3053.22 3347.65 320568 21.00 0.00 176.32 72829 4025 376.91 366.62 36.62
3400.00 3140.11 344714 320662 21.94 0.00 176.34 76862 4169  386.92 376.22 36.14
3500.00 3227.00 3546.64 3387.56 22.88 0.00 176.35 80896 43.13  396.93 385.82 35.71
3600.00 3313.89 3646.14 3478.50 23.82 0.00 176.36 849.29 4457 406.95 39542 35.30
3700.00 3400.78 3745.64 356945 24.75 0.00 176.38 B889.63 46.00 416.96 405.02 34.92
3800.00 3487.67 384513 3660.38 25.69 0.00 176.39 0929.97 47.44 42697 414.62 34.56
3900.00 3574.56 3938.64 374587 26.63 0.00 176.40 96763 4878  437.30 42453 34.25
4000.00 3661.45 4024.55 382545 27.57 0.00 176.43 1000.18 4995  450.16 436.98 34.15
4100.00 3748.34 4109.71 390518 28.51 0.00 176.49 1030.08 51.01 46597 452.37 34.28
4200.00 3835.23 4194.00 3984.93 2945 0.00 176.56 1057.35 51.98  484.68 470.68 34.61
4300.00 392212 4277.27 406448 30.39 0.00 176.65 108197 5286  506.25 4891.84 35.12
4400.00 4009.01 4359.42 414362 31.33 0.00 176.75 1103.98 5365 53063 515.81 35.79
4500.00 4095.90 444034 4222.15 32.27 0.00 176.85 112343 54.34 55775 542.52 36.61
4600.00 4182.79 4519.91 4299.89 33.22 0.00 176.96 1140.38 5494  587.56 571.92 37.56
4700.00 426968 4598.07 437668 34.16 0.00 177.08 115494 5546  619.98 603.92 38.62
4800.00 4356.57 4674.72 445235 35.10 0.00 177.19 1167.18 5580 ©654.94 638.48 39.78
4900.00 4443.46 4749.82 4526.77 36.04 0.00 177.30 1177.19 56.26  692.37 675.50 41.03
5000.00 4530.35 4823.30 4599.82 36.98 0.00 177.41 1185.11 56.54 732.18 71491 42.36




Weatherford International, Ltd.

Anticollision Report

Compaiiy: < BILL. BARRETT GORP " Date:  7/20/12007 © Time: 10:42:05 Page: 4
Field: CARBON COUNTY, UTAH o
Reference Site: .+PRICKLY PEAR #9-17-12-15 PAD. . ‘Co-ordinate(NE)Reference: Well;. PRICKLY PEAR UF #1-17D-12-15 -
Reference Well: PRICKLY PEAR UF #1-17D-12-15 Vertical (TVD) Reference: SITE 74338
| Reference Wellpath: 1 Db: Sybase
Site: PRICKLY PEAR #9-17-12-15 PAD
Well: PRICKLY PEAR UF #8-17D-12-15
Wellpath: 1 VO Plan: Plan #1 V1 Inter-Site Error: 0.00 ft
‘ Reference Offset Semi-Major Axis Offset Location  Ctr-Ctr -Edge Separation
MD TVD MD TVD Ref  Offset TFO-HS North  East Distance Distance Factor Warning
ft ft ft ft ft ft deg ft ft ft. ft. :
5100.00 4617.24 489512 4671.39 37.92 0.00 177.51 1191.03 56.75 774.32 756.63 43.76
5200.00 4704.13 496525 474141 38.86 0.00 177.62 1195.08 56.89 818.69 800.58 45.22
5300.00 4791.02 5033.68 4809.79 39.81 0.00 177.71 1197.38 56.98  865.21 846.70 46.73
5400.00 4877.91 5101.81 487791 40.75 0.00 177.81 1198.06 57.00 913.80 894.88 48.28
5500.00 4964.81 5188.70 4964.81 41.69 0.00 177.92 1198.06 57.00 963.28 943.94 49.81
5600.00 5051.70 527559 5051.70 42.63 0.00 178.02 1198.06 57.00 1012.75 993.00 51.28
5700.00 5139.33 5363.22 5139.33 43.47 0.06 178.15 1198.06 57.00 1060.88 1040.71 52.61
5800.00 5228.96 5452.85 5228.96 44.13 0.00 178.26 1198.06 57.00 1105.20 1084.68 53.86
5900.00 532043 554433 532043 44.74 0.00 178.36 1198.06 57.00 1145.56 1124.75 65.04
6000.00 5413.58 5637.48 5413.58 4531 0.00 178.43 1198.06 57.00 1181.901160.85 56.15
6100.00 5508.23 573212 550823 45.81 0.00 178.50 1198.06 57.00 1214.14 1192.92 57.21
. 6200.00 5604.20 5828.09 5604.20 46.27 0.00 178.55 1188.06 57.00 1242.23 1220.89 58.22
| 6300.00 570129 592519 5701.29 46.66 0.00 178.59 1198.06 57.00 1266.11 1244.71 59.19
6400.00 5799.3¢ 6023.23 5799.34 46.99 0.00 178.63 1198.06 57.00 1285.73 1264.34 60.13
6500.00 5898.15 6122.04 589815 47.27 0.00 178.65 1198.06 57.00 1301.051278.74 61.04
6600.00 5997.54 622143 5997.54 47.48 0.00 178.67 1198.06 57.00 1312.051290.87 61.93
6700.00 6097.31 6321.20 6097.31 47.63 0.00 178.68 1198.06 57.00 1318.711297.71 62.81
6800.00 6197.27 642116 6197.27 47.72 0.00 178.68 1198.06 57.00 1321.01 1300.26 63.68
6900.00 6297.27 6521.16 6297.27 47.78 0.00 179.96 1198.06 57.00 1321.01 1300.17 63.40
7000.00 6397.27 6621.16 6397.27 47.83 0.00 179.96 1198.06 57.00 1321.01 1300.04 63.00
7100.00 6497.27 6721.16 6497.27 47.89 0.00 179.96 1198.06 57.00 1321.011299.91 62.61
7200.00 6597.27 6821.16 659727 47.95 0.00 179.96 1198.06 57.00 1321.011299.77 62.21
7300.00 6697.27 6921.16 6697.27 48.01 0.00 179.96 1198.06 57.00 1321.011299.64 61.81
7400.00 6797.27 7021.16 6797.27 48.07 0.00 179.96 1198.06 57.00 1321.011299.50 61.41
7500.00 6897.27 7121.16 6897.27 48.13 0.00 179.96 1198.06 57.00 1321.01 1299.36 61.02
7600.00 6997.27 7221.16 6997.27 48.20 0.00 179.96 1198.06 57.00 1321.01 1299.22 60.62
7700.00 7097.27 7321.16 7097.27 48.26 0.00 179.96 1198.06 57.00 1321.01 1289.07 60.23
7800.00 7197.27 742116 7197.27 48.33 0.00 179.96 1198.06 57.00 1321.011298.93 59.83
7900.00 7297.27 752116 7297.27 48.39 0.00 179.96 1198.06 57.00 1321.01 1298.79 59.44
8000.00 7397.27 7621.16 7397.27 48.46 0.00 179.96 1198.06 57.00 1321.01 1298.64 59.05
8100.00 749727 772116 749727 4853 0.00 179.96 1198.06 57.00 1321.011298.49 58.67
8159.73 7557.00 7723.89 7500.00 48.57 0.00 179.96 1198.06 57.00 1322.24 1299.63 58.49




SURFACE USE PLAN

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #1-17D-12-15
NESE, 2073’ FSL, 715’ FEL, Sec. 17-T12S-R15E (Surface Hole)
NENE, 660’ FNL, 659’ FEL, Sec. 17, T12S-R15E (Bottom Hole)
Carbon County, Utah

The original onsite for this pad location was conducted on 10/26/2006 with a subsequent onsite held
on 7/23/2007 due to the addition of two directional wells to the pad.

This directional well is the third of five wells to be drilled from this pad (one vertical, four directional

wells).

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

1. Existing Roads:

a.

The proposed well site is located approximately 45 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A and
B).

The use of roads under State and County Road Department maintenance is necessary to
access the Prickly Pear Unit. However, an encroachment permit is not anticipated since
no upgrades to the State or County road systems are proposed at this time.

All existing roads will be maintained and kept in good repair during all phases of
operation.

Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

An off-lease federal right-of-way for the access road and utility corridor is not anticipated
at this time since existing roads are being utilized into the Prickly Pear Unit area. All new
construction will be within the Unit.

2. Planned Access Road:

From Prickly Pear road, a 0.2 mile road exists that runs to the existing Prickly Pear 15-
17-12-15 pad. From the point where that existing access ends, a new access of
approximately 0.35 miles (approximately 1848°) is proposed (see Topographic map B).
A road design plan is not anticipated at this time.

The new access road will consist of an 18’ travel surface within a 32’ temporary
disturbance area. The proposed access has been placed to minimize impact to the
environment and natural drainage of the area.

BLM approval to construct this new access road is requested with this application.



Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15
Carbon County, Utah

A maximum grade of 10% will be maintained throughout the project with minimum cuts
and fills, as necessary, to access the well.

The access road will be constructed using standard equipment and techniques. Bulldozers
and/or road graders would first clear vegetation and topsoil from the ROW. These
materials may be windrowed for future redistribution during the reclamation process. The
surface would be crowned to facilitate drainage to a borrow ditch on each side of the

road designed to minimize erosion potential. Following completion of the wells on this
pad, graveling or capping the roadbed may be performed as necessary to provide a well
constructed, safe road.

Following completion of all wells on the pad, the road will be reduced to an 18-foot wide
running surface and reclaimed according to the specifications of the appropriate agency or
private land owner.

A turnout is not proposed.

18” diameter culverts will be installed as necessary. Adequate drainage structures, where
necessary, will be incorporated into the remainder of the road.

No surfacing material will come from Indian lands or off-lease Federal lands. BBC
requests that any excess rock from construction of the pad be used for surfacing of the
access road, if necessary. Any additional materials needs may come from either existing
SITLA Materials Permits (334, 385, 396) or from federal wells within the Prickly Pear
unit.

No gates or cattle guards are anticipated at this time.

Surface disturbance and vehicular travel will be limited to the approved location access
road. Adequate signs will be posted, as necessary, to warn the public of project related
traffic.

All access roads and surface disturbing activities will conform to the appropriate
standard, no higher than necessary, to accommodate their intended function adequately as
outlined in the Bureau of Land Management and Forest Service publication: Surface

Operating Standards for Oil and Gas Exploration and Development, Fourth Edition —
2006.

The operator will be responsible for all maintenance of the access road including drainage
structures. It is BBC’s intent to maintain the newly constructed access road to this
wellsite.

3. Location of Existing Wells:

a.

Following is a list of wells with surface hole locations within a one-mile radius of the
proposed well:

i.  water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none

Page 2



Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15
Carbon County, Utah

v. temp shut-in wells none
vi. producing wells twelve
vii. abandoned wells none

b. Topographic Map C may not include all wells noted in a. above if new wells have been
drilled since the date of the plat. An additional map has been included indicating current
locations.

4, Location of Production Facilities (see enclosed “proposed facility layout plats”):

a. Some permanent structures/facilities will be shared between this proposed well and
the additional wells to be drilled from this pad. Each well will have its own meter run and
separator. Pending the evaluation of completion operations, additional water and/or oil
tanks may be added if necessary.

a.  All permanent above-ground structures will be painted a flat, non-reflective Olive
Black to match the standard environmental colors. All facilities will be painted the
designated color at the time of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) may be excluded.

b. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Qil and Gas Order
No. 3 will be adhered to.

c. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall
comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and
American Gas Association (AGA) Report No. 3. Use of an electronic flow meter
(EFM) for gas measurement purposes is requested with this application. Use of a
flow conditioner is also being requested (versus straightening vanes).

d. A tank battery(s) will be constructed on this lease; it will be surrounded by a berm
sufficient to contain the storage capacity of 1.5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the tank
battery or will have a secondary containment vessel. All liquid hydrocarbon production
and measurement shall conform to the provisions of 43 CFR 3162.7-2 and Onshore Oil
and Gas Order No. 4 for the measurement of oil. BBC requests permission to install the
necessary production/operation facilities with this application.

e. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

f.  All access roads will be maintained as necessary to prevent erosion and accommodate
year-round traffic as practicable. The roads will be maintained in a safe, useable
condition.

g. The site will require periodic maintenance to ensure that drainages are kept open and free
of debris, ice and snow, and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

h. A gas pipeline (approximately 1850° of up to 10” pipe) is associated with this application
and is being applied for at this time. The proposed gas pipeline will leave the west end of
the well pad, traveling south and tie in to an existing surface-laid 6” pipeline at the
Prickly Pear 15-17 well pad.

Page 3



Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15
Carbon County, Utah

The proposed steel gas pipeline will be buried, where soil conditions permit, within a 20’
utility corridor immediately adjacent to the 32" disturbed area for the new access road
road (see Topographic Map D).

As referred to in I. above, the line will not be buried in areas with bedrock at or near
surface that would require blasting to loosen rock before excavation for burial of the
pipeline. A table of the actual pipeline corridor width required is noted below for the
different scenarios. BBC is requesting a 20’ utility corridor but actual disturbance
will be based on the applicable scenario.

Surface-Laid: 20’ utility corridor + 32’ road corridor = 52° TOTAL

Estimated disturbance for utility to be minimal, if any, within the 20’
requested. Total disturbance would be 32°.

Buried: 20’ wtility corridor + 32 road corridor = 52° TOTAL

Estimated disturbance for utility to include all 20’ requested. Total
disturbance would be 52°.

The determination to bury or surface lay the pipeline will be made by the Authorized
Officer at the time of construction.

BBC intends on stringing the pipeline on the surface, welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass
to join the long lengths together. The welded joints will either remain on the surface or
will be placed within the trench, depending on the scenario. BBC intends on connecting
the pipeline together utilizing conventional welding technology.

5. Location and Type of Water Supply:

a.

Bill Barrett Corporation will use water consistent with approvals granted by the Utah
State Engineer’s Office under Application Number 90-1846 (T76109) which expires

March 27, 2008 or an existing water well in Sec. 13, T12S-R14E granted by the Utah
State Engineer’s Office under Application Number 90-1844 (T75896) which expires

September 5, 2007.

Water use for this location will most likely be diverted from Nine Mile Creek, the NY of
Section 3, T12S-R14E. Bobtail trucks would haul the water, traveling Prickly Pear road
to Harmon Canyon, traveling north to this point of diversion.

6. Source of Construction Material:

a.

b.

C.

The use of materials will conform to 43 CFR 3610.2-3.
No construction materials will be removed from BLM.

If any additional gravel is required, it will be obtained from a SITLA materials permits or
will be taken from federal BBC locations within the Prickly Pear unit.

7. Methods of Handling Waste Disposal:

a.

All wastes associated with this application will be contained and disposed of utilizing
approved facilities.
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Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15
Carbon County, Utah

b.

C.

Drill cuttings will be contained and buried on site.

The reserve pit will be located outboard of the location along the south side of the pad.

The reserve pit will be constructed so as not to leak, break or allow any discharge.

If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be anchored
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than 2:1. A
minimum 2-foot freeboard will be maintained in the pit at all times during the drilling and
completion operations.

The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

No chemicals subject to reporting under SARA Title 111 (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 353, in threshold
planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.

Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

After initial clean-up and based on volumes, BBC will install a tank (maximum size 400
barrel capacity) to contain produced waste water. After first production, produced
wastewater will be confined to a lined pit or storage tank for a period not to exceed ninety
(90) days. Thereafter, produced water will be used in further drilling and completion
activities, evaporated in the pit, or hauled to R & I Disposal, a State approved disposal
facility.

Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transport by truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations.
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Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15
Carbon County, Utah

m.

Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.

A flare pit may be constructed a minimum of 110’ from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
pipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to the pit
liner will be minimized.

Any hydrocarbons floating on the surface of the reserve pit will be removed as soon as
possible after drilling and completion operations are finished.

If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, the reserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds.

8. Ancillary Facilities:

a.

Garbage containers and portable toilets are the only ancillary facilities proposed in
this application

9. Well Site Layout:

a.

b.

The well will be properly identified in accordance with 43 CFR 3162.6.

The rig layout and cross section diagrams are enclosed (see Location Layout and Cross
Section Plats).

The pad and road designs are consistent with BLM specifications.

The pad has been staked at 435’ x 175” with a reserve pit size of 190’ x 100°. BBC
requests, if needed, that and additional 32’ be added on the laydown side of the pad.

All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

Diversion ditches will be constructed, if necessary, around the well site to prevent surface
waters from entering the well site area.

The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow

on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.
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Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15
Carbon County, Utah

10.

L

Pits will remain fenced until site cleanup.

If air drilling occurs, the blooie line will be located at ieast 100 feet from the well head
and will run from the wellhead directly to the pit.

Water application may be implemented if necessary to minimize the amount of fugitive
dust.

Plan for Restoration of the Surface:

Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate
county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.

Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed 1o dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
filled and compacted from bottom to top immediately upon release of the drilling rig from
location.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with the contour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will begin when the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on the well site iayout drawing and graded to
a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.
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Bill Barrett Corporation

Surface Use Plan

Prickly Pear Unit Federal 1-17D-12-15
Carbon County, Utah

Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfaces not actively used during the production phase. Upon final reclamation at
the end of the project life, topsoil spread on these surfaces will be used for the overall
reclamation effort.

11. Surface and Mineral Ownership:
a. Surface ownership — Federal under the management of the Bureau of Land Management —

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

Mineral ownership —~ Federal under the management of the Bureau of Land Management
— Price Field Office, 125 South 600 West, Price Utah 84078, (435) 636-3600.

12. Other Information:

Montgomery Archaeological Consultants has conducted a Class III archeological survey.
A copy of the report has been submitted under separate cover to the appropriate agencies
by Montgomery as MOAC Report No. 06-571, dated November 30, 2006.

BBC will identify areas in our drilling program where fluids escaping the wellbore and
exiting onto a hiliside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites. BBC may air drill the hole o
surface casing depth if necessary.

A combustor may be installed at this location for control of associated condensate tank
emissions. A combustor ranges from 24” to 48” wide and is approximately 10° tall.
Combustor placement would be on existing disturbance and would not be cioser than 100’
to any tank or wellhead.
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OPERATOR CERTIFICATION

Certification:

I hereby certify that I, or someone under my direction supervision, have inspected the drill site and access
route proposed herein; that I am familiar with the conditions which currently exist; that I have full -
knowledge of state and Federal laws-applicable to this operation; that the statements made in this APD
package are, to the best of my knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed in conformity with this APD package and the terms and conditions under
which it is approved. I also certify that I, or the company I represent, am responsible for the operations
conducted under this application, These statements are subject to the provisions of 18 U.S.C. 1001 for the
filings of false statements.

Executed this 9\75 i dayof !ﬂ 1% ;f 2007
Name: Tracey Fallang /

Position Title: Regulatory Analyst Y

Address: 1099 18" Street, Suite 2300, Denver, CO 80202
Telephone: 303-312-8134

Field Representative Fred Goodrich

Address: _ 1820 W. Hwy 40, Roosevelt, UT 84066
Telephone: 435-725-3515

E-mail:

J%(’JM Y.

Tracey Fallang, Envirgplnental/Regulatgry Analyst




Bill Barrett Corporation

July 25, 2007

Ms. Diana Mason

State of Utah

Division of Qil, Gas and Mining

1594 West North Temple, Suite 1210
P.O. Box 145801

Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Prickly Pear Unit Federal #1-17D-12-15
Surface: 2073’ FSL & 715’ FEL, NESE 17-T12S-R15E
Bottom Hole: 660" FNL & 659’ FEL, NENE 17-T12S-R15E
Carbon County, Utah

Dear Ms. Mason:

Pursuant to the filing of Bill Barrett Corporation’s (“BBC”) Application for Permit to Drill
(“APD”) regarding the above referenced well, we are hereby submitting this letter in
accordance with Oil & Gas Conservation Rule R648-3-11 pertaining to the “Exception to
Location and Siting of Wells.”

= The above-mentioned proposed location is within the Prickly Pear Unit Area;

* BBC is permitting this well as a directional well in order to minimize surface
disturbance. By locating the well at the surface location and directionally drilling
from this location, BBC will be able to utilize the existing road and pipelines in the
area;

» BBC hereby certifies that it is the sole working interest owner within 460 feet of
the entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. If you should have any questions or need further information, please contact
Doug Gundry-White, Senior Landman at 303-312-8129.

Slncerely,

Dou undry-White

1699 18TH STREET
Senior Landman

SUITE 2300
DENVER, CO 80202
P 303.293.9100
F 303.291.0420



Bill Barrett Corporation

July 25, 2007

Ms. Marie McGann

Bureau of Land Management
Moab Field Office

82 East Dogwood

Moab, Utah 84532

RE:  Applications for Permit to Drill
Dear Ms. McGann: ;

Bill Barrett Corporation has enclosed fourteen Applications for Permit to Drill (APDs) for wells proposed to
be drilled during the 2007-2008 winter drilling season. Three of the fourteen APDs enclosed are
replacements for APDs sent originally on April 18, 2007. Two directional wells were added to the pad,
which caused changes to the initial proposed surface hole locations. This information is all noted on the
enclosed Attachment 1.

Please feel free to contact me at 303-312-8134 if should have any questions.
Very truly yours,

BILL BARRETT CORPORATION

Tracey Fall
Environmental/Regulatory Analyst

J/fﬂl{réggg //Z[ la Mj\

Enclosures
cc:  Don Stephens, Price BLM Field Office : ECE\\’ED
Diana Mason, Utah Division of Oil, Gas & Mining R
yuL 2 6 200
G
oIV, OF O, GRS BN

1099 18TH STREET
SUITE 2300
DENVER, CO 80202
P 303.293.9100
F 303.291.0420
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ATTACHMENT 1
WEST TAVAPUTS WINTER DRILLING LOCATIONS
Original Permit
Well Name ___Submittal Comments
{Sundry enclosed for change in
1| Prickly Pear UF 9-17-12-15 {pad size/surface use plan
Prickly Pear UF 8-17D-12-15
2|(9-17-12-15 pad) :
Prickly Pear UF 1-17D-12-15 IRevised permit submitted due
3((9-17-12-15 pad) {to change in SHL
Prickly Pear UF 10-17D-12-15
4(9-17-12-15 pad)
Prickly Pear UF 7-17D-12-15 evised permit submitted due
5|(9-17-12-15 pad) o change in SHL
rickly Pear UF 14-17D-12-15
6/(13-17-12-15 pad)
Prickly Pear UF 12-17D-12-15 -
7((13-17-12-15 pad) . 7/25/2007
8|Prickly Pear UF 13-17-12-15 7}2572007. .-
Prickly Pear UF 16-18D-12-15 AR
9l(13-17-12-15 pad) 72572007
Prickly Pear Ur 1-18D-12-15 APD submit already, no
10[(7-18-12-15 pad) 5/15/2007 changes
APD submit already, no
11|Prickly Pear UF 7-18-12-15 5/15/2007 changes
Prickly Pear UF 5-17D-12-15 APD submit already, no
12|(7-18-12-15 pad) 5/15/2007 changes
Prickly Pear UF 8-18D-12-15 v
13(7-18-12-15 pad) 7/25/2007 -
14|Prickly Pear UF 4-18-12-15 "7/25/2007
Prickly Pear UF 5-18D-12-15 S
15((4-18D-12-15 pad) “ /2572007
Prickly Pear UF 6-18D-12-15 S e
16|(4-18D-12-15 pad) | L7/25/2007
Prickly Pear UF 3-18D-12-15 R T
17|(4-18D-12-15 pad) . 7282007




STATE OF UTAH
DEPARTMENT OF NATURAL. RESOURCES

DIVISION OF OIL, GAS AND MINING
CONEENT
ENTITY ACTION FORM

FORM 6

Operator: _Bill Barrett Corporation Operator Account Number: N_ 2169
Address: 1099 18th Sireet, Suite 2300
city Denver
state CO zip 80202 Phone Number: (303) 312- 8,“1_34
Well 1
AP| Number Well Name QQ | Sec | Twp | Rng County
4300731287 Prickly Pear Unit Federal 9-17-12-15 NESE. 17 128 15E Carbon
Action Code Current Entity New Entity Spud Date Entity Assignment
. Numbaer Number Effective Date
# 99999 /(o4 50 1072172007 fo/31/07
Cor;nén;é'(/Spuddmg Operations were conducted by Craig's Roustabout Service. CU‘\”:, D [‘NT’/\L
= NV RN |
Waeli 2
APl Number Well Name QaQ Sec_ | Twp | Rng County
4300731308 Prickly Pear Unit Federal 8-17D-12-15 NESE 17 125 15 Carbon
Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date
A 99999 | 1643l (03] J07
Comments: Spuddmg Operations were conducted by Craig's Roustabout Service. \ '
LY = VRh  BuL: seNe CONFIDENTIAL
Well 3
API Number Well Name QQ | Sec | Twp | Rng | County
4300731288 Prickly Pear Unit Federal 1-17D-12.15 NESE 17 125 15E Carbon
Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effactive Date
__# 99999 | Jo#32 Lo/ 3] /07
omments: Spudding Qperations were conducted by Craig's Roustabout Service
PELY = RN AdL = NEFE LONFIDENTIM

ACTION CODES:

moO D>

[Tt

- Establish new entity for new well (single well only)

- Add new well to existing entity (group or unit well)

- Re-assign well from one existing entity 1o another existing entity
- Re-assign well fram one existing ently to a new entity

- Other (Explain in ‘comments’ secton)

RECEIVED

OCT 19 2007

Tracey Fallang

TV

Namo (Pipase Print)

Signature
Environmental

Title

DIV. OF OIL, GAS & MINING




S e
prt VB No.
Expires March 31, 2007
UNITED STATES i
DEPARTMENT OF THE INTERIOR * o
BUREAU OF LAND MANAGEMENT i -
APPLICATION FOR PERMIT TO DRILL OR REENTER © acen, ot e Tibeeme
s r 7 T Unitor CA A, t, Name and N
i greement, Name and No,
lo. Typeofwork: | DRILL Clreewer el
8 Lease Name and Well No.
Ib. Typof Well: [ou el [¥"]Gos Well ["ather [/]single Zone [ JMsitiple Zone Prickly Pear Unit Fed #1-17D-12-15
2. Name of Operator 9. API Well No
- BILL BARRETT CORPORATION Jmding- 42.007-2/2.98
3. Address 1099 18th Street, Suite 2300 Denver CO 80202 | 2. Phone No. finclude area code) 10. Field and Pool, or Exploratory
(303)-:312-8134 Prickly Pear/Wasatgh-Mesaverde
4. Location of Well Report locatian clearly andm accordance with any State reguremenis.¥) , 11, See., T.R. M. or Blk, and Survey or Area
Atsucfucs NESEAOOSTSEEFEL 073 FSL 4 3 FEL S 17 TS RISE
At proposed prod. zane  NENE, 660' FNL, 660 FEL, Sec, 17 e 17, TI28-R1
14. Distange in miles and direction from aearest town or post affice* 12, County or Panish T3, State
approximately 45 miles from Myton, Utah Carhon uT
15. Distance from praposed® 16, No. of acres in lease 17, Spacing Unit dedicated to this well
lopahonwxiearesf;
DA searons i it lne, it any) 701" SEU/S60" BH 205468 40 acres )
18. Distance from proposed location* 19, Proposed Depth 30. BLM/BIA Bond No. on file
to nearest well, dnlling, completed, . . N
applied for, on this Jease, ft. . 16' SH/1876' BH 8300’ Nationwide Bond #WYB000040
21 Elvations (Show whether DF, KDB, RT, GL, ¢fc) 22 Approximale Gate Work Will Start 23. Estimated dursion
7420" ungraded ground 10/12/2007 45 days
< 24, Attachments
The faollowing, completed in aceordance With the requirements of Onshore Ofl and Gas Order No.1, shall be attachied t s formy
1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plas, Item 20 above). ‘
3, A Surface Use Plan (if the location is on National Forest System Lands, the §. Operator certification
SUPO shall be filed with the appropriate Forest Service Office), ‘ 6. Su&h o_thecf sifttgx specific information and/or plans as may be required by the
. authorized officer. _

e A /1]

Approved by (Signature) Name (Printed/Typed) Date
_ /s A',Ly nf JaCksfn . /s/ &, Lynn Jachson , ID[ISI(J}
Tife SS A Offics Division of Resources
Division of Resources L
Application approval does not warrant or certify that the applicant holds legal orequitable title to those nﬁ(hs m ﬁ subJ;ect;easewhich wouldentitle the applicantto
conduct operations thereon. :

Conditions of approval, if any, are attached.

Title 18 US.C. Section 1001 and Tifle 43 US.C. Section 1212, make 1ta erime for any person knowingly and willilly to make to any department or agency of the United
States any false, fictitious or fraudulent statements or repressntations as to any mgg;?!ﬂun its juzisgilgﬁon, d
=t

*(Instructions on page 2) | COND{'HO NS OF APPROVAL ATTACH ED
07 o & Ui bde Rl " RECEIVED

40 Q131 EVOR 0CT 2 2 2007

C@NETE by or oL, GAS MINING

3344



Ir'ieS, RiIS5E, S.L.B.&M.

SB9'S0'W — 5282.64 (G.L.0O.)

BILL BARRETT CORPORATION

Well location, PRICKLY PEAR UNIT FEDERAL
#-17D-12-15, located as shown In the NE
1/4 SE 1/4 of Section 17, T12S, RISE,
S.L.B.&M., Carbon County, Utah.

] BASIS OF ELEVATION
B COTTON TRIANGULATION STATION, LOCATED IN THE NW 1/4 OF
ttor SECTION 31, T12S, R16E, S.L.B.&M. TAKEN FROM THE TWIN
g°‘ °’"(L_ HOLLOW, CARBON COUNTY, QUADRANGLE, 7.5 MINUTE QUAD.
o¢ Yo (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
, DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY. SAID
, ELEVATION IS MARKED AS BEING 7386 FEET.
] BASIS OF BEARINGS
| BASIS OF BEARINGS IS A G.P.S. OBSERVATION.
wl,
S 8|k
3 83
e §|N
b ‘(A ;7(( z - ’~ 4_“‘ ’}
g 7&‘; # _I_ 92‘4312*{9( S
«Q ! e
: 17 —&
I ’ =] 1 - o
= PRICKLY PEAR UNIT l AN b= 8 - S
2 FEDERAL #1-170—12—15 ﬁg . —
§ Elev. Ungraded Ground = 7420’
- A
RS
& B\G
AR
20711™1 e o D
(G.L.O.)M ' N o
‘Bm.w Cap - - I" 14 %",F‘fﬁ‘“\i"
NEB948S2E — 5227.44" (Meas.) ‘l?sg,sﬂelgrgn Cop, Umnrad ENGINEERING & LAND SURVEYING
85 SOUTH 200 EAST - VERNAL UTAH 84078
( (435) 789-1017
. NAD 83) YED:  |DATE DRAWN:
-EGEND: LATITUDE = 39°4619.817 (39.772169) A 000 o onoe | 10-02-06
= 90" SYMBOL LONGITUDE = 11015'14.12" (110.253922) v RS
(NAD 27) D.R. RP. CH. G.L.O. PLAT
® = PROPOSED WELL HEAD. LANTUDE = 39°46'10.94" (39.772206) AT o




Bill Barrett Corporation
Prickly Pear Unit Federal 1-17D-12-15
Prickly Pear Unit
Lease, Surface: UTU-73600

Bottom-hole: UTU-73600
Location. Surface: NE/SE Sec. 17, T12S, R15E

Bottom-hole: NE/NE Sec. 17, T12S, R17E

(Co-located APDs: Prickly Pear Unit Federal 9-17-12-15, 1-17D-12-15 and 7-17D-12-15)

Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Bill Barrett Corporation is considered to be the operator of the above well and is
responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYB000040 (Principal — Bill Barrett Corporation) via
surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations

(43 CFR 3100), Onshore Oil and Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, will be considered a violation subject to the enforcement provisions
of 43 CFR Subpart 3163.



A. DRILLING PROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oil and Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil, Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. The proposal included a provision for using minor amounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

4. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

5. The production casing shall be cemented into place such that the top-of-cement
extends a minimum of 100 feet into the surface casing, leaving no annular space
exposed to open-hole. This shall be verified by a cement bond log (CBL) or other
appropriate tool for determining top-of-cement, unless cement is circulated to
surface.

6. If logging reveals that the cementing objectives were not met, remedial cementing
will be required.

7. Locally, the Green River Formation is known to contain oil, gas, oil shale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion Report.

8. The use of a flow conditioner in lieu of straightening vanes in the gas meter run
cannot be approved with the information provided. This proposal is not
consistent with the provisions of Onshore Oil & Gas Order No. 5, and as such,
can only be considered for approval as a “variance” from Order No. 5. A written
request for variance would identify the Order No. 5 requirement(s) from which the
variance is being requested, and it would include supporting justification as to
how the alternate method of measurement would meet or exceed the minimum
standards established in Order No. 5. A variance request for the use of a flow
conditioner would also include the make, model, dimensions, and description of
use for the specific flow conditioner being proposed.
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UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT
Price Field Office
Price, Utah

SURFACE USE
CONDITIONS OF APPROVAL

Project Name: Prickly Pcar Unit Winter Drilling Locations

Operator: _Bill Barrett Corporation

T Bill Barrett Corporation 2007-2008 Prickly Pear Unit Winter Drilling EA,
Carbon County, Utah with Special Mitigation Measures Section 2.4 Alternative
C.

Under this alternative, the project would be implementcd as described in the Proposed
Action, including adhercnee to The Gold Book standards, except special mitigation measures
developed by BLM in coordination with UDWR would be applied as conditions of approval
to address issues related Lo winter activitics. The following measures would be applied to
mitigate affects to the high country watershed and wildlife;

The special mitigation mcasures included in Alternative C of the current action will
be added to the previously developed conditions of approval to mitigate affects to the
high country watershed and wildlife. This decision is contingent on meeting all of
the special mitigation measures listed helow:

« To prevent crosion, snow must be removed within 48-hours of cessation of cach
winter storm producing greater than 4-inches of snowfall; snow removal would occur
only on those roads necessary to access wells and production facilities.

+ On well pads where winter drilling is occurring, snow must be removed within 48-
hours of cessation of each winter storm producing greater than 4-inches of snowfall;
snow removal would occur on the portions of the pad where access with snow
removal equipment is feasible. Snow would be stockpiled in a retention structure per
The Gold Book standards.

+» To reduce erosion and soil loss during heavy rain events and snow melt, drainage
on or around the well pads would be designed to reduce erosion and sedimentation.
Storm watcr would be diverted away from the well locations with ditches, berms, or
waterbars above the cut slopes. Rain water or snow melt collected on the well pads
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would be contained and draincd into the reserve pit or directed into a water retention
ponds to ensure no sediment leaves the pad,

» The lollowing travel restrictions would be adhered to by all types of vehicles from
November 1, 2007, to May 15, 2008, to minimize disturbances during periods of
major animal movement (6:00-8:00 AM and 5:00-7:00 PM or 6:00-8:00 AM and
6:00-8:00 PM during daylight savings time), These restrictions would be contingent
on the presence of elk and deer in the areas.

— Contractors and vendors for non-critical rig visits would not travel during these
periods.

— Rig shift changes would be adjusted to not coincide with these periods.

~ Routine delivery of drilling supplies would not occur during these periods.

These restrictions would not apply to vchicles- directly involved in casing, cementing
and/or emergency operations neccessary to maintain viable hole conditions.

* Montiloring would be required to ensure compliance with restricted travel times and
routes from November 1, 2007, 10 May 15, 2008. The proponent would contract with
a third party monitor to assess compliance with these restrictions. Monitoring would
occur at least twice weckly at random intervals and a compliance report would be
submitted to the Price Field Office on a weekly basis. Bill Barrett Corporation 2007-
2008 Prickly Pear Unit Winter Drilling EA 2-18.

s If snow depths equal 16-inches or greater, edges of plowed roads would be opened
at intervals of approximately 0.25 mi to create wildlife exit points and crossing areas
when snow walls develop. Exits would be opened to approximately 15 ft, down to
the top of vegctation, and would remain within the ROW.

* Access roads must meet The Gold Book standards, where practicable, prior to the
winter closure to ensure ruts would not be created during winter use,

« All pipelines associated with wells would be buried within the 50-ft pipeline ROW,
BBC could request a waiver if surface conditions are such that blasting would be
required to bury the pipeline.

» Trucks used for moving rigs would be kcpt on top of each applicable mesa until the
rig has been fully moved. '

* As feasible, all supplies, including casing, would be stockpiled on top of each
applicable mesa prior to the winter closure.

» Traffic accessing the project arca for development of the proposed project would
use onc of two routes, depending upon their destination (see Figure 2.1 Bill Barrett
Corporation 2007-2008 Prickly Pear Uwit Winter Drilling EA) for the period from
November 1, 2007, through May 15, 2008.
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* For the two pad locations proposed in scction 17, traffic from Harmon Canyon
would follow the existing road through the SE1/4 of section 15 where it would tum
tight (northeast) on another cxisting road, and procced to the SW1/4 NW1/4 of
scetion 13 where it would turn right (southeast) on the existing road and proceed to
the section 17 locations,

« For the two pad locations proposed in section 18, traffic from Harmon Canyon
would follow the existing road through the SE1/4 and then the NE1/4 of section 15,
and then along the Interplanetary Airstrip in the N1/2 of section 14 and into the
NW1/4 NW1/4 of section 13, where it would follow an existing road in the N1/2 of
section 13 and proceed to the section 18 locations. Bill Barrett Corporation 2007-
2008 Prickly Pear Unit Winter Drilling EA 2-18,

+ Other roads previously used would be blocked or signed to prevent use by project-
related traffic. BBC and their contractors would be notified that use of any but the
designated roads would not be allowed.

Mitigation for impacts from the intcrconnect pipeline would include the
following actions.

* The pipeline right-of-way (ROW) would be cleared with a brush hog rather than
being scalped with a dozer so as to encourage faster regeneration of vegetation.

» The existing two-track within the proposed pipeline ROW would be used as the
alignment for burial of the pipeline to the extent possible, such that reclamation of
the pipeline would inevitably reclaim the two-track. Where the pipeline disturbance
deviates from the two-track, it would be reclaimed.

* Reclamation of the pipelinc and two-track ROW, as well as other disturbance
associated with pipclinc construction, would be accomplished using the seed mix
identified in Appendix C, Table A of the West Tavaputs Drilling EA (BLM 2004). In
addition, sagebrush tubelings with plant protectors would be planted at a density of
200 tubelings per acre.

* BBC would remove the existing fence along the pipeline ROW and erect a new
fence to the east at the location identificd on Figure 2.7 (Bill Barrett Corporation
2007-2008 Prickly Pear Unit Winter Drilling EA) so as to minimizc Lmpediments to
greater sage-grousc movements in winter habitat. In addition, as a general measure to
compensate for potential effects of winter activities on greater sagegrouse and
removal of vegetation along the interconncct pipeline route, BBC would lop and
remove pinyon/juniper vegetation on a 10-acre area in the SW1/4 of section 14,
T128, R14E, as identified on Figure 2.8 (Bill Barreu Corporation 2007-2008 Prickly
Pear Unit Winter Drilling EA).
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1T Site Specific Conditions of Approval

1.

A pre-construction ficld meeting may be conducted prior to beginning any dirt
work approved under this APD. The operator shall contact the BLM Authorized
Officer Don Stephens @ 435-636-3608 at least 48-hours prior to beginning
operations so that the meeting can be scheduled, The opcrator is responsible for
having all contractors present (dirt contractors, drilling contractor, pipeline

~ contractor, project oversight persdnnel, etc.) including the overall field operations

supcrintendent, and for providing all contractors copi¢s of the approved APD(s),
project map and BLM Conditions of Approval pertinent to the work that each will
be doing.

P.13745

The following appendices are attached for your reference. They are to be

followed as conditions of approval:

*Applicant-committed environmental protection measures for the West
Tavaputs Plateau Drilling Program (UT-070-2004-28) sce attached
Appendix B.

sApplicant Committed Mitigation Measurcs Bill Barrett Corporation
2007-2008 Prickly Pear Unit Winter Drilling EA (UT-070-07-053)
*Interim reclamation Plan Prickly Pear Federal 13-17-12-15

*TMC1, Browsc Hand Planting Tubeling Mixtures.

The area that encompasses the well location and road is environmentally sensitive
including fragile soils and vegetation. The operator may be required to perform
special measures such as mulching, erosion fencing, use of evosion fabric, ete. per
the direction of thc BLM Authorized Officer to stabilize any disturbed areas and
ensure the reestablishment of long-term perennial vegetation.

The operator will be responsible for performing any remediation and/or necessary
road upgrading (e.g. elevating, surfacing, culverts, low-watcr crossings, water-
wings, surfacing, etc.) as directed by the BLM Authorized Officer, resulting from
untimely access,

All equipment and personnef used during drilling and construction activities will
be restricted to only approve access roads,

If the well is productive and after completion operations, thc road will be
upgraded to a Resource Road status in accordance with the Surface Operating
Standards for Oil & Gas Exploration and Development, Fourth Edition and/or
BLM Manual Section 9113 concemning road construction standards on projects
subject to federal jurisdiction.
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All permanent above-ground structures (e.g., production equipment, tanks, etc.)
not subject to safety requirements will be painted to blend with the natural color
of the landscape. The paint used will be a color which simulatcs “Standard
Environmental Colors.” The color selected for the wells is Olive Black, 5WA20-
6. All facilities will be painted the designated color at the time of installation.

All trees salvaged from the construction of the well pad will be clearly segregated
from the spoil material, to prevent burying of trees in the spoil material.

No salvaged trees will be pushed up against live trees or buried in the spoil
material,

10. All areas not needed for production of the well will be reclaimed within 90 days

11.

12

13.

14

15.

of completion if weather conditions are favorable, unless the BLM Authorized
Officer gives an cxtension.

Reserve pits will be c¢losed as soon as possible, but no later than 90 days from
time of drilling/well completion, unless the BLM Authorized Officer gives an
extension. Squeezing of pit fluids and cuttings is prohibited. Pits must be dry of
fluids or they must be removed via vac-truck or other environmentally acceptable
method prior to backfilling, re-contouring and replacement of topsoil. Mud and
cuttings left in pit must be buried at least 3-feet below re-contoured grade. The
operator will be responsible for re-contouring any subsidence areas that develop
from closing a pit before it is sufficiently dry. The operator shall contact the
BLM Authorized Officer Don Stephens @ 435-636-3608 at least 48-hours
prior to the filling and reclamation of pits and the start of any reclamation
such as recontouring and reseeding,

The operator will drill sced on the contour to a depth of 0.5 inch, followed by
cultipaction to compact the seedbed, preventing soil and seed losses. To maintain
quality and purily, the current years tested, certified seed with a minimum
germination rate of 80% and a minimum purity of 90% will be used. Seccding
shall be done after frost has left the ground and prior to May 15.

Please contact Don. Stephens, Natural Resource Specialist, (435) 636-3608,
Burean of Land Management, Price Field Office, if there are any questions
concerning these surfacc usc COAs.

A Paleontologist acceptable to the BLM will monitor during surface disturbing
activitics. If palcontologic resources are uncovered during surface disturbing
activities, the paleontologist shall immediately notify the Authorized Officer
(AO). The AO will arrange for a determination of significance and, if necessary,
recommend a recovery or avoidance plan. A paleontologist need not be present
for road and pad construction for the Prickly Pcar 9-17-12-15 and for road
construction for the Prickly Pear 13-17-12-15,

The pipeline(s) shall be buried.

P.14/45
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16. During the activities of road mainlenance, new road construction or the
construction of well pads, if any standing live or dead trees are damaged, cut
down or knocked over by grading or construction equipment, actions would be
taken to remove excessive vegetation from the road or pad edge. These materials
would either be chipped on site and dispersed along thc road or pad edge or
hauled to BILM approved locations and piled for disposal in a manver that would
not present a fuel hazard. Piles must be located in openings so that no pile would
be within 30 feet of standing live trees. The piled vegetation must also be located
adjacent to and accessible by road.

17, An impermeable liner shall be used in the containment area of all permanent
condensate and watcr tanks.

18. Low profile tanks shall be used on this location,

19. Gas shall be mecasurced on the well pad unless the BLM Authorized Officer
authorizes another location.

20. The Mexican Spotted Owl Conservation Measures to avoid impacts:
a. Employ best available technology on production wells and compression
equipment within .5 miles of canyon habitat model.

b. Upon discovery of individuals or sightings of this species, halt
construction/drilling activities and notify authorized official.

21. BBC shall participate in a wildlife enhancement project to improve habitat for
mule deer and elk, A project to be determined with BLM, Utah Division of
wildlife Resources and BBC. '

111 Standard Conditions of Approval
‘A. General

1, If any cultural values [sites, artifacts, human remains] are observed during
operation of this lease/permit/right-of-way, they will be left intact and the Price
Field Manager notilied. The authorized officer will conduct an evaluation of the
cultural valucs to establish appropriate mitigafion, salvage or treatment. The
operator is responsible for informing all petsons in the area who are associated
with this project that they will be subject to prosecution for knowingly disturbing
historic or adrchaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operator is to
immediately stop work that might further disturb such materials, and contact the
authorized BLM officer (AO). Within five working days the AO will inform the
operator as to:
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o whether the materials appear eligible for the National Register of
Historic Places; '

e the mitigation measures the operator will likely have to undertake
before the site can be used (assuming in situ preservation is not
necessary); and,

¢ a time-frame for the AO to complele an expedited review under 36
CFR 800.11 to confirm, through the State Historic Preservation
Officer, that the findings of the AQ are correct and that mitigation is
appropriate. The AO will provide technical and procedural guidelines
for the conduct of mitigation, Upon verification from the AO that the
required mitigation has been completed, the operator will then be
allowed to resume construction measures.

2. The operator shall restrict travel on unimproved roads during periods of inclement
weather or spring thaw when the possibility exists for excessive surface resource
damage (c.g., rutting in cxcess of 4-inches, travel outside roadway, etc.).

3. The Companies will provide georeferenced spatial data depicting as-built
locations of all facilities, wells, roads, pipelines, power lines, and other related
facilities to the BLM by November 1 of each year until completion of project
construction activitics has occurred.

4, 1 any dead or injured threatened, endangered, proposed, or candidate specics is
located during construction or operation, the BLM Price Ficld Office (435-636-
3600) shall be notificd within 24 hours,

5. The Company will conduct clearance surveys foy threatened, endangered or other
special-concern species at the optimum time. This will require coordination with
the BLM beforec November 1 annually to review the potential for disturbance and
to agree on inventory parameters.

B. Construction

1. The operator will limit vegetation rcmoval and the degrec of surface disturbance
wherever possible. Where surface disturbance cannot be avoided, all practicable
measures will be utilized to minimize erosion and stabilize disturbed soils,

2. Construction and drilling activity will not be conducted using frozen or saturated
soil material during periods when watershed damage or excessive rutting is likely
to occur.

3. Remove all available topsoil from constructed well locations including areas of
cut and fill, and stockpile at the site, Topsoil will also be salvaged for use in
reclamation on all other areas of surface disturbance (roads, pipelines, etc.).
Clearly segregate topsoil from excess spoil material. Any topsoil stockpiled for
one year or longer will be signed and stabilized with annual ryegrass or other
suitablc cover crop.
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The operator will not push soil material and overburden over side slopes or into
drainages, All soil material disturbed will be placed in an area where it can be
retrieved without creating additional undue surface disturbance and where it does
not impede watershed and drainage flows.

Construct the backslope no steeper than 1%:1, and construct the foreslope no
steeper than 2:1, unless otherwise directed by the BLM Authorized Officer.

Maintain a minimium 20-foot undisturbed vegetative border between toe-of-fill of
pad and/or pit areas and the edge of adjacent drainages, unless otherwise directed
by the BLM Authorized Officer. y

With the overall objective of minimizing surface disturbance and retaining land
stability and productivily, the operator shall utilize cquipment that is appropriate
to the scope and scale of work being donc for roads and well pads (utilize
equipment no larger than needed for the job).

Reserve pits will be adequately fenced during and aficr drilling operations untii

pit is reclaimed so as to effectively keep out wildlife and livestock. Adequate

fencing, in licu of morc stringent requircments by the surface owner, is defined as
follows: ‘

o Construction materials will consist of steel or wood posts. Three or four strand
wire (smooth or barbed) fence or hog panel (16-foot length by 50-inch height)
or plastic snow fence must be used with conncctors such as fence staples,
quick-connect clips, hog rings, hosc clamps, twisted wire, etc, Electric fences
will not be allowed.

» Construction standards: Posts shall be firmly set in ground. Tf wire is used, it
must be taut and evenly spaced, from ground level to top wire, to effectively
kecp out animals. Hog panels must be tied sccurcly into posts and one another
using fence staples, clamps, ete. Plastic snow fencing must be taut and sturdy.
Fence must be at least 2-feet from edge of pit, 3 sides fenced before beginning
drilling, the fourth side fenced immediately upon complction of drilling and
prior to rig rclcasc. Fence must be left up and maintained in adequate
condition until pit is closed.

The reserve pit will be oriented to prevent collection of surface runoff. After the
drilling rig is rcmoved, the operator may need to construct a trench on the uphill
side of the reserve pit to divert surface drainage around it. If constructed, the
trench will be left intact until the pit is closed.

10. The reserve pit will be lined with an impermeable liner if permeable subsurface

material is encountcred. An impermeable liner is any liner having a permeability
less than 10”7 cm/sec. The liner will be installed so that it will not leak and will be
chemically compaltible with all substances that may be put in the pit. Liners made
of any man-madc synthetic material will be of sufficient strength and thickness to

P.17/45
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withstand normal installation and pit usc. In gravelly or rocky soils, a suitable
bedding matcrial such as sand will be used prior to installing the liner.

11. The reserve pit will be constructed so that at lcast half of its total volume is in
solid cut malerial (below natural ground level).

12. The reserve pit shall have 2 foot of freeboard maintained at all times to prevent
overflow of fluids.

13. Culvents will be placed on channel bottoms on firm, uniform beds, which have
been shaped to accept them, and aligned parallel (o the channel to minimize
erosion. Backfill will be thoroughly compacted.

14. The minimum diameter for culverts will be 18 inches. However, all culverts will
be appropriately sized in accordance with standards in BLM Manual 9113.

15. Construction and other project-rclated traffic will be restricted to approved routes.
Cross-country vehicle travel will not be allowed.

16. Maximum design speed on all operator-constructed and maintained roads will not
exceed 25 miles per hour.

17. Pipeline construction shall not block nor change the natural course of any
drainage. Pipelines shall cross perpendicular to drainages. Pipelines shall not be
tun paralle]l in drainage bottoms. Suspended pipelines shall provide adequate
clearance for maximum runoff.

18. Pipeline trenches shall be compacted during backfilling, Pipeline trenches shall be
routinely inspected and maintained to ensure proper settling, stabilization and
reclamation. '

19. The pipeline right-of~way will be brush-hogged to prevent unnecessary
disturbance. Only those areas where safety, absolute need for comstruction or
other regulations may warrant the use of topsoil temoval by blading or scalping.

20, During construction, emissions of particulate matter from well pad and road
construction would be minimized by application of water or other non-saline dust
suppressants with at lcast S0 percent control efficiency. Dust inhibitors (surfacing
materials, non-saline dust suppressants, and water) will be used as necessary on
unpaved roads that present a fugitive dust problem. The use of chemical dust
suppressants on public surface will require prior approval from the BLM
Authorized Officer,

21. The operator shall submit a Sundry Notice (Form 3160-5) to BLM for approval
prior to construction of any new surface disturbing activitics that are not
specifically addressed in the approved APD,
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C. Operations/Maintenance

1. If in the process of air drilling the wells there is @ need to utilize mud, all
circulating fluids will be containcd cither in an approved pit or in an abovcground
containment tank. The pit or containment tank will be large enough to safely
contain the capacity of all expected fluids without danger of overflow, Fluid and
cuttings will not be squeezed out of the pit, and the pit will be reclaimed in an
expedient manner.

2. Confinc all equipment and vehicles to the access voad(s), pad(s), and area(s)
specified in the approved APD,

3. AIll waste, other than human wastc and drilling fluids, will be contained in a
portablc trash cage. This waste will be transported to a State approved waste
disposal site immediately upon completion of drilling operations. No trash or
empty barrels will be placed in the reserve pit or buried on location. All state and
local laws and regulations perfaining to disposal of human and solid waste will be
complied with.

4. Rat and mouse holes shall be filled and compicted from the bottom to the top
immediately upon release of the drilling rig from thc location.

5. The operator will be responsible for prevention and contro! ol noxious weeds and
weeds of concern on all areas of surface disturbance associated with this project
(well locations, roads, water management lacilities, etc.) Usc of pesticides shall
comply with the applicable Federal and State laws. Pesticides shall be used only
in accordance with their registered uses and within limitations imposed by the
Secretary of Interior. Prior to the use of pesticides on public land, the holder shall
obtain from the BLLM authorized officer written approval of a plan showing the
typc and quantity of material to be used, pest(s) to be controlled, method of
application, location of storagc and disposal of containers, and any other
information deemed necessary by the authorized officer to such use.

6. Sewage shall be placed in a self-contained, chemically treated porta-potty on
location. :

7. The operator and their contractors shall ensure that all use, production, storage,
transport and disposal of hazardous and extremely hazardous materials associated
with the drilling, complction and production of these wells will be in accordance
with all applicable existing or hercafter promulgated federal, state and local
government rules, regulations and guidelines. AN project-related activities
involving bazardous materials will be conducted in a manner to minimize
potential environmental impacts. In accordance with OSHA requirements, a file
will be maintained onsitc containing current Matérial Safety Data Sheets (MSDS)
for all chemicals, compounds and/or substances which are used in the course of
construction, drilling, completion and production operations.
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8. Produced fluids shall be put in test tanks on location during completion work.
Produced water will be put in the rescrve pit during completion work per Onshore
Order #7.

9. The only fluids/waste materials which are authorized to go into the reserve pit arc
RCRA exempt exploration and production wastes, These include:
- drilling muds & cuttings
- rigwash
- excess cement and certain completion & stimulation fluids defined by
EPA as ¢xcmpt

It does not include drilling rig waste, such as:
- spent hydraulic fluids

- used engine oil
- vsed oil filter
- empty cement, drilling mud, or other product sacks

- empty paint, pipe dope, chemical or other product containers

- excess chemicals or chemical rinsate

Any evidence of non-cxempt wastes being put into the reserve pit may result in
the BLM Authorized Officer requiring specific testing and closurc requirements,

10.If this well is drilled during the fire season (Junc-October), the operator shall
institute all necessary precautions to ensurc that fire hazard js minimized,
including but not limited to mowing vegetation on the access route(s) and well
location(s), keeping fire fighting equipment readily available when drilling, ete.

D. Dry Hole/Reclamation

1. All disturbed lands associated with this project, including the pipelincs, access
roads, water management facilities, etc will be expediently reclaimed and
reseeded in accordance with the surface use plan and any pertinent site-specific
COAs.

2. Disturbed lands will be re-contoured back to conform with existing undisturbed
topography. No depressions will be left that trap water or form ponds.

3. Before the location has been reshaped and prior to redistributing the topsoil, the
operator will rip or scarify the drilling platform and access road on the contour, to
a depth of at lcast 12 inches. The rippers are to be no farther than 24 inches apart.

4, Distribute the topsoil cvenly over the entire location and other disturbed areas.
Prepare the seedbed by disking to a depth of 4-to-6 inches following the contour.,

5. Phased reclamation plans will be submitted to BLM for approval prior to
individual POD facility abandonment via a Notice of Intent (NOT) Sundry Notice.
Individual facilities, such as wcll locations, pipelines, discharge points,
impoundments, etc, need to be addressed in these plans as they are no longer
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needed. Individual items that will need o be addressed in reclamation plans
include:

» Pit closure (Close ASAP after suitably dry, but no later than 90 days from
time of drilling unless an extension is given by BLM Authorized Officer.)
BLM may require closure prior to 90 days in some cases due to land use or
environmental concerns.

¢ Configuration of reshaped topography, drainage systems, and other surface
manipulations

e Waste disposal

e Revegetation methods, including specific seed mix (pounds pure live
seed/acre) and soil treatments (seedbed preparation, fertilization, muiching,
etc.). On private surface, the landowner should be consulted for the specific
seed mix.

e Other practices that will be used to reclaim and stabilize all disturbed areas,
such as water bars, erosion fabric, hydro-mulching, etc.

e An estimate of the timctables for beginning and compleling various
reclamation operations relative to weather and local land uses.

s Methods and measures that will be used to control noxious weeds, addressing
both ingress and egress to the individual well or POD.

e Decommissioning/removal of all surface facilities

6. BLM will not release the performance bond unti} all disturbed areas associated
with the APD/POD have been successfully revegetated (evaluation will be made
after the second complete growing season) and has met all other reclamation goals
of the surface owner and surface management agency.

7. A Notice of Intent to Abandon and a Subsequent Report of Abandonment must be
submitted for abandonment approval.

8. For performance bond releasc approval, a Figal Abandonment Notice (with a
surface owner release letter on split-cstatc) must be submitted prior to a final
abandonment evaluation by BLM.

9, Soil fertility testing and the addition of soil amendments may be required to
stahilize some disturbed Tands.

10. Any mulch utilized for reclamation needs to be certified weed free.

11. Waterbars are to be constructed af least one (1) foot deep, on the contour with
approximately two (2) feet of drop per 100 feet of waterbar to enswre drainage,
and extended into established vegetation, All waterbars are to be constructed with
the berm on the downhill side to prevent the soft material from silting in the
trench. The initial waterbar should be constructed at the top of the backslope.



OCT-12-2087 11:28 FROM:BLM PRICE UTAH 4356363657 T0: 4352592158 P.22/45

Subsequent waterbars should follow the following general spacing guidelines:

Slope Spacing Interval

(percent) (feet)
<2 200
2-4 100
4-5 75
=5 50

E. Praducing Well

1. Reclaim thosc areas not required for production as soon as possible. The fluids
and mud must be dry in the reserve pit before re-contouring pit area. The operator
will be responsible for re-contouring and reseeding of any subsidence areas that
develop from closing a pit before it is completely dry.

2. Reduce the backslope to 2:1 and the foreslope to 3:1, unless otherwise directed by
the BLM Aathorized Officcr. Reduce slopes by pulling fill material up from
foreslope into the toe of cut slopes.

3. Production facilities (including dikes) must be placed on the cut portion of the
location and a minimum of 15 feet from the toc of the back cut unless otherwise
approved by the BLM Authorized Officer.

4. Any spilled or leaked oil, produced water or treatment chemicals must be reported
in accordance with NTL-3A and immediatcly cleaned up in accordance with
BLM requirements. This includes clean-up and proper disposition of soils
contaminsted as a result of such spills/leaks.

5. Distribute stockpiled topsoil evenly over thosc arcas not required for production
and reseed as recommended.

6. Upgrade and maintain access roads and drainage control (e.g., culverts, drainage
dips, ditching, crowning, surfacing, etc.) as nceessary and as directed by the BLM
Authorized Officer to provent soil erosion and accommodate safe,
environmentally-sound access.

7. Prior to construction of production facilitics not specifically addressed in the
APD, the opcrator shall submit a Sundry Notice to the BLM Authorized Officer
for approval.

8. If not already required prior to constructing and drilling the well location, the
operator shall immediately upgrade the entire access road to BLM standards
(including topsoiling, crowning, ditching, drainage culverts, surfacing, etc.) to

y
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APPENDIX B:
APPLICANT-COMMITTED ENVIRONMENTAL PROTECTION MEASURES
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1.0 INTRODUCTION

Appendix B is part of BBC’s Proposed Action for the WTPDP as described in Chapter 2.0, and BBC will
comply with the standards, procedures, and requirements contained in Appendix B when implementing
the Alternatives unless otherwise provided for by the BLM Authorized Officer (AO). Appendix B
describes standard practices utilized to mitigate adverse effects caused by surface-disturbing activities.
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2.0 STANDARD PRACTICES

The following BMPs/Applicant-Committed Protection Measures (ACEPM) will be applied to all federal
lands within the WTPPA by BBC to minimize impacts to the environment. Exception, modification, or
wajver of a mitigation requirement may be granted if a thorough analysjs by BLM determines that the
resource(s) for which the measure was developed will not be impacted by the project activity. Further
site=specific mitigation measures may be identified during the application for permit to drill (APD) and/or

right-of-way (ROW) application review processes.

2.1 PRECONSTRUCTION PLANNING AND DESIGN MEASURES

1.

BBC and/or their contractors and subcontractors will conduct all phases of project implementation,
including well location, road and pipeline construction, drilling apd completion operations,
maintenance, reclamation, and abandonment in full compliance with all applicable federal, state, and
local laws and regulations and within the guidelines specified in approved APDs and ROW permits.

- BBC will be held fully accountable for their contractor’s and subcontractor’s compliatice with the

requirements of the approved permit and/or plan.

Implementation of site-specific activities/actions will be contingent on BLM determining that the

activity/action compli¢s with the following plans:

»  Surface Use Plan and/or Plan of Development; and

Site.specific APD plans/reports (e.g., road and wellpad demgn plans, cultural clearance, special
status plant species clearance, etc.).

The above plans may be prepared by the Companies for the project area or submitted incrementally

with each APD, ROW application, or Sundry Notice (SN).

2.2 ROADS

1.

BBC will construct roads on private surface in a safe and prudent manner to the specifications of
landowners.

Roads on federal surface will be constructed as described in BLM Manusal 9113, Where necessary,
running surfaces of the roads will be graveled if the base does not already contain sufficient

aggregate,

Existing roads will be used ‘when the alignment is acceptable for the proposed use. Generally, roads
will be required to follow natural contours; provide visual screening by constructing curves, etc.; and
be reclaimed to BLM standards.

To control or reduce sediment from roads, guidance involving proper road placement and buffer strips
to stream channels, graveling, proper drainage, seasonal closure, and in.some cases, redesign or
closure of old roads will be developed when necessary. Construction may also be prohibited during
periods when soil material is saturated, frozen, or when watershed damage is likely to occur.

Available topsoil will be stripped from all road corridors prior to commencement of construction
activities and will be redistributed and reseeded on backslope areas of the borrow diich after
completion of road construction activities, Borrow ditches will be reseeded in the first appropriate

season sfier initial disturbance.

T0: 4352592158 P.a25745
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6. On newly constructed roads and permanent roads, the placement of topsoil, seeding, and stabilization
will be required on all cut and fill slopes unless conditions prohibit this (e.g., rock). No unnecessary
side-casting of material (e.g., maintcnance) on steep slopes will be allowed,

7. Reclamation of abandoned roads will include requirements for reshaping, recontouring, resurfacing
with topsoil, installation of water bars, and seeding on the contour. Road beds, wellpads, and other
compacted arcas will be ripped fo a depth of 1.0 foot on 1.5 feet centers to reduce compaction prior to
spreading the topsoil across the disturbed area. Stripped vegetation will be spread over the
disturbance for nutricnt recycling, where practical. Fertilization or fencing of these disturbances will
not normally be required. Additional erosion control measures (¢.g., fiber mmatting) and road barriers
to discourage travel may be required, Graveled roads, wellpads, and other sites will be stripped of
usable gravel and hauled to new construction sites prior to ripping as decmed necessary by the AO.
The removal of structures such as bridges, culverts, cattleguards, and signs will usually be requited,

Main artery roads, regardless of the primary user, will be crowned, ditched, drained, and, if deemed

appropriate by the AO, surfaced with gravel.

9. Unnecessary topographic alterations will be mitigated by avoiding, where possible, steep slopes,
rugged topography, and perennial and ephemeral/intermittent drainages, and by minimizing the area

disturbed.

Upon completion of construction and/or production activities, the Companies will restore, to the

extent practicable, the topography to near pre-existing contours at well sites, access roads, pipelines,

and other facilify sites.

10.

11, ‘Existing roads will be used to the maximum extent possible and upgraded as necessary.
BBC will comply with existing. federal, state, and county requirements and restrictions to protect road
networks and the traveling public.

Special arrangements will be made with the Utah Department of Transportation to transport oversize
loads to the project area. Otherwise, load limits will be observed at all times to prevent damage to

existing road surfaces.

All development activities along approved ROWs will be restricted to areas authorized in the
approved ROW.

15. Roads and pipelines will be located adjacent to existing lmear facilities wherever practical.

12.

13.

14.

16. BBC and/or their contractors will post appropriate warning signs and require project vehicles to

adhere to appropriate speed limits on project-required roads, as deemed necessary by the AO.

16. BBC will be responsible for necessary preventative and corrective road maintenance for the duration
of the project. Maintenance responsibilitics may include, but are not limited to, blading, gravel
surfacing, cleaning ditches and drainage facilities, dust abatement, noxious weed contral, or other

requirements as directed by the AO.
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2.3 WELLPADS AND FACILITIES

In conformance with Onshore Oil and Gas Order No. |, BBC will prepare and submit individual
comprehensive drill site design plans for BLM approval. These plans will show the drill location
layout over the existing topography; dimensions of the location; volumes and cross sections of cut
and fill; Tocation and dimensions of reserve pits; existing drainage patterns; and access road egress
and ingress, Plans will be submitted and approved prior to initiation of construction.

1.

No surface disturbance is recommended on slopes in excess of 25% unless erosion controls can be
ensured and adequate revepctation is expected. Engineering proposals and revegetation and

restoration plans will be required in these areas,

Reserve pits will be constructed to ensure protection of surface and ground water. The review to
determine the need for installation of lining material will be done on a case-by-case basis and

consider seil permeability, water quality, and depth to ground water.

Reserve pit liners will have a mullen burst strength that is equal to or exceeds 300 pounds, a puncture
strength that is equal to or exceeds 160 pounds, and grab tensile strengths that are equal to or exceed
150 pounds. There will be verified test results conducted according to ASTM test standards. The

liner will be totally resistant to deterioration by hydrocarborns,

Produced water from oil and gas operations will be disposed of in accordance with the requirements
of Onshore Oil and Gas Order #7.

Pits will be fenced as specified in individval authorizations. Any pit containing harmful fiuids will be
maintained in 4 manper that will prevent migratery bird mortality.

7. Disturbances will be managed/reclaimed for zero runoff from the wellpad or other facility until the
area is stabilized. All excavations and pits will be closed by backfilling and contouring to conform to
surrounding terrain. On wellpads and othet facilities, the surface use plan will include objectives for
successful reclamation including soil stabilization, plant community composition, and desired

vegetation density and diversity.

8. On producing wells, BBC will reduce slopes to original contours (not to exceed 3:1 slopes). Areas
not used for production purposes will be backfilled and blended into the surrounding tesrain,
reseeded, and erosion control measures installed. Erosion control measures will be required afier
slope reduction. Mulching, erosion control measures, and fertilization may be required to achieve

acceptable stabilization.

9, Abandoned sites will be satisfactorily rehabilitated in accordance with the approved APD.

2.4 PIPELINES

1. Pipeline construction methods and practices will be cotnpleted in such a manner so 2s to obtain good
reclamation and the re-establishment of the native pfant community.

2. On ditches exceeding 24 inches in widih, 6 to 12 inches of surface soil will be salvaged on the entire
right-of=way, where practicable. When pipelines are butied, there will be at least 30 inches of backfiil
on top of the pipe. Backfill will not extend above the original ground level after the fill has settled.
Guides for construction and water bar placement found in "Surface Operating Standards for Qil and
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Gas Exploration and Development” (BLM and USFS 1989) will be followed. Bladed surface
materials will be re~spread upon the cleared route once construction is completed. Disturbed areas
that have been reclaimed will be fenced when the route is near livestock watering areas at the

discretion of the AO.

3. Pipeline ROWs will be located to minimize soil disturbance to the greatest extent pracucable
Mitigation will include locating pipeline ROWs adjacent to access roads to minimize ROW
disturbance widths, or routing pipeline ROWs directly to minimize disturbance lengths,

Existing crowned and ditched roads will be used for access where possible to minimize surface
disturbances. Clearing of pipeline ROWs will be accomplished with the least degree of disturbance
to topsoil. Where topsoil removal is necessary, it will be stockpiled (windtowed) and re-spread over
the disturbed area after construction and backfilling are completed. Vegetation removed from the
ROW will also be re-spread to provide protection, nutrient recycling, and a seed source.

5. Temporary disturbances which do not require major excavation (¢.g., small pipelines) may be
stripped of vegetation to ground level using mechanical treatment, leaving topsoil intact and root

masses relatively undisturbed, '

6. To promote soil stability, backfill over the trench will be compacted so as not to extend above the
original ground level after the fill has settled. Wheel or other methods of compacting the pipeline
trench backfill will occur at two levels to reduce trench scttling and. water chatmeling--once after 3
feet of fill has been replaced and once within 6-12 inches of the surface. Water bars, mulching, and
terracing will be installed, as needed, to minimize erosjon, Instream protection structures (e.g., drop
structures) in drainages crossed by a pipeline will be installed at the discretion of the AO to prevent

grosion.

7. BBC will adhere to the following procedures regarding the installation of pipelines during periods
when the earth is frozen.

The BLM Price Field Office will be contacted at least 10 days prior to anticipated start of project.

The project will not proceed until such time as authonzatlon from BLM has been received by the

Companies.

A BLM representative will be on the ground at the beginning of construction,

Snow, if present, will be removed utilizing a motor grader.

Vegetation will be scalped and windrowed to one side of the right-of-way.

A wheel trencher will be used to remove approximately 6-8 inches of topsoil from the top of the

pipeline ditch and windrow it to one side.

A ftrench spproximately 4 feet deep will be dug using a wheel trencher and the soil will be

stockpiled to one side, making sure the top soil or spoil do not get mixed together.

+  The pipeline will be installed, the trench backfilled, and the spoil compacted in the trench.

- Stockpiled topsoil will be placed in the trench and compacted.

»  Scalped vegetation back will be placed back on right-of-way using a motor grader.

+  The entire right-of-way will be reseeded as normal in the spring after the thaw.

* L d L] .

These procedures will be incorporated in every Plan of Development where construction in frozen
earth is anticipated.
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2.5 AIR QUALITY

BBC will comply with all applicable local, state, and federa! air quality laws, statutes, regulations,

1.
standards, and implementation plans.

BBC will.obtain all necessary air quality permits from UDAQ to construct, test, and operate facilities.
3. All internal combustion equipment will be kept in good working order. |

4, The Companies will use water at construction sites, as necessary, (o abate fugitive dust.

5. The Companics will not allow any open burning of garbage or refuse at well sites or other facilities.

2.6 VEGETATION

Removal and disturbance of vegetation will be kept to a minimum through construction site
management (e.g., using previously disturbed areas and cxisting easements, limiting

equipment/materials storage yard and staging area size, etc.).

1.

Wellpads and associated roads and pipelines will be located to avoid or minimize impacts in areas of

2.
high value (¢.g., sensitive species habitats, wetland/riparian arcas),

2.7 SOILS

1. Surface-disturbing activities will be examined on a site-specific basis, evaluating the potential for soil
Joss and the compatibility of soil properties with project design. Stipulations and mitigating measures
will be developed on a case-by-case basis to ensure soil conservation and practical management.

2. BBC will restrict construction activities during periods when soils are saturated and excessive rutting
(>4 inches with multiple passes) would occur.

3. Salvage and subscquent replacement of topsoil will occur for surface-disturbing activities wherever
specified by the AO.

4. Before a surface-disturbing activity is undertaken, topsoil depth will be determined and the amount of

topsoil to be removed, along with topsoil placement areas, will be specified in the authorization, The
uniform distribution of topsoil over the area to be reclaimed will occur unless conditions warrant a
varying depth., On large surface-disturbing projects topsoil will be stockpiled and seeded to reduce
erosion. Where feasible, topsoil stockpiles will be designed to maximize surface area to reduce
impacts to soil microorganisins. Areas used for spoil storage will be stripped of topsoil before spoil
placement, and the replacement of topsoil after spoil removal will be required.

5. BBC will avoid adverse impacts to soils by:
» minimizing the area of disturbance;
avoiding construction with frozen soil materials to the extent practicable;
avoiding areas with high e¢rosion pofential (e.g., unstable soil, dunal areas, slopes greater than

25%, floodplains), where practicable;

+ salvaging and selectively handling topsoil from disturbed areas;
adequately protecting stockpiled topsoil and replacing it on the surface during reclamation;

leaving the soil intact (scalping only) during pipeline construction, where practicable;

*

-
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using appropriate erosion and sedimentation control techniques including, but not limited to,

diversion tcrraces, riprap, and matting;
+ promptly revegetating disturbed areas using adapted species;
applying temporary erosion control measures such as temporary vegetation cover, application of
mulch, netting, or soil stabilizers; and/or
constructing barriers, as appropriate, to minimize wind and water crosion and sedimentation prior

to vegetation establishment,

Appropriate erosion control and revegetation measures will be employed. Grading and landscaping
will be used to minimize slopes, and water bars will be installed on disturbed slopes in areas with
unstable soils where seeding alone may not adequately control erosion. Erosion contro] efforts will -
be monitored by the Companies and necessary modifications made te control erosion.

Sufficient topsoil or other suitable materia! to facilitate revegetation will be segregated from subsoils
during all construction operations requiring excavation and will be returned to the surface upon
completton of operations. Soils compacted during construction will be ripped and tilled as necessary
- prior to resceding. Cut and fill sections on all roads and along pxpelmes will be revegetated with

native species.

Any accidental soil contamination by spills of petroleum products or other hazardous materials will
be cleanied up by the Companies and the soil disposed of or rehabilitated according to applicable

rules.

BBC will restrict offsoad vehicle (ORV) activity by employees and contract workers (o the
immediate area of authorized activity or existing roads and trails.

2.8 RECLAMATION

1. BBC's reclamation goals will emphasize: 1) protection of existing native vegetation; 2) minimal
disturbance of the existing environment; 3) soil stabilization through establishment of ground cover;
and 4) establishment of native vegetation consistent with land us¢ planning.

All reclamation will be accomplished as soon as possible after the disturbance occurs with efforts
contining until a satisfactory revegetation cover is established, .

Seed mixtures for reclaimed areas will be site-specific, composed of native species, and will include
species promoting soil stability. A pre-disturbance species composition list will be developed if the
site includes several different plant communities, Livestock palatability and wildlife habitat needs
will be given consideration during seed mix formulation. BLM Manual 1745, Introduction,
Transplant, Augmentation, and Reestablishment of Fish, Wildlife, and Plants, and Executive Order
No, 11987, Exotic Organisms, will be used as guidance.

4. Interseeding, secondary seeding, or staggered seeding may bc used to accomplish revegetation
objectives, During rehabilitation of areas in important wildlife habitat, provision will be made for the
establishment of native browse and forb species. Follow-up seeding or corrective erosion control
measures will occur on areas where initial reclamation efforts arc unsuccessful,

5. Any mulch used by BBC will be weed free and free from mold, fungi, or noxious weed seeds. Mulch
may include native hay, small grain straw, wood fiber, live mulch, cotton, jute, synthetic netting, and
rock. Straw mulch will contain fibers long enough to facilitate crimping and provide the greatest

cover.
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BBC will be responsible for the control of all noxious weed infestations on disturbed surfaces. Aerial
application of chemicals will be prohibited within 0.25 mile of special status plant locations, and hand
application will be prohibited within 500 feet. Herbicide application will be monitored by the AO.

Recontouring and seedbed preparation will occur immediately prior to reseeding on the unused
portion of wellpads, road ROWs, and entire pipeline ROWSs outside of road ROWSs. Tn the event of
uneconomical wells, BBC will initiate reclamation of the entire wellpads, access road, and adjacent
disturbed habitat as soon as possible. BBC assumes the responsibility to see that their exploration,
development, production, and construction operations are conducted in a manner which results in the
proper reclamation of disturbed lands. BBC will monitor reclamation to determine and ensure
successful establishment of vegetation. No consent to termination of any bond will be given by the
AO antil al) the terms and conditions of the approved permit(s) have been met.

Proper erosion and sediment control structures and techniques will be incorporated by the Companies
into fhe design of wellpads, roads, pipelines, and other facilities. Rcvegetation using a
‘BLM-approved, locally adapted seed mixture containing native grasses, forbs, and shrubs will begin
in the first appropriate season following disturbance. Vegetation removed will be replaced with
plants of equal forage value and growth form using procedures that include:

«  fall reseeding (September 15 to freeze-up), where feasible;

spring reseeding (April 30 - May 31) if fall seeding is not feasible;

deep ripping of compacted soils prior to reseeding; '

surface pitting/roughening prior to reseeding;

utilization of native cool season grasses, forbs, and shrubs in the seed mix;

interseeding shrubs into an established stand of grasses and forbs at least one year after seeding;
appropriate, approved weed control techniques;

broadcast or drill seeding, depending on site conditions; and

fencing of certain sensitive reclamation sites (e.g., riparian areas, steep slopes, and areas within
0.5 mile of livestock watering facilities) as determined necessary through monitoring.

® B ¢ e & @ ¢ o

BBC will monitor noxious weed occurrence on the project area and implement a noxious weed
control program in cooperation with BLM. Weed-free certification by county extension agents will
be required for grain or straw used for mulching revegetated areas.

2.9 CANDIDATE PLANTS/SPECJAL STATUS PLANTS

1.

Herbicide applications will be kept at least 500 feet from known special status ﬁlant species
populations or other distances deemed safe by the AQ.

Wellpads and associated roads and pipelines will be located to avoid or minimize impacts to areas of
high value (e.g., special status plant species habitats, wetland/riparian arcas),

2.10 WATERSHEDS

1.

Crossings of ephemeral, intermittent, and perennial streams associated with road and utility line
construction will gencrally be restricted until norinal flows are established after spring runoff.

4356363657 T0: 4352552158 P.31/45
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2.11 GEOLOGICAL/PALEONTOLOGICAL RESOURCES

1. Wells, pipelincs, and ancillary. facilities will be designed and constructed such that they will not be
damaged by moderate carthquakes. Any facilities defined as critical according to the Uniform
Building Code will be constructed in accordance with applicable Uniform Building Code Standards

for Seismic Risk Zone 2B.

‘2. If paleontological resources are uncovered during surface-disturbing activities, BBC will suspend
operations at the site that will further disturb such materials and immediately contact the AO, who
will arrange for a determination of significance, and, if necessary, recommend a recovery or

avoidance plan.

2.12 CULTURAL/HISTORICAL RESOURCES
1. BBC will follow the cultural resources and recovery plan for the project.

2. If cultural resources are located within frozen soils or sediments that preclude the possibility of
_ adequately recording or evaluating the find, construction work will cease and the site will be
protected for the duration of frozen soil conditions.” Recordation, evaluation and recommendations
concerning further management will be made to the AO following natural thaw, The AO will consuit
with the affected parties and construction work will resume once management of the threatened site

‘has been finalized and the Notice to Proceed has been issued.

BBC will inform their employces, contractors and subcontractors about relevant federal regulations
intended to protect archaeological and cultural resources. All personnel will be informed that
collecting artifacts, including arrowheads, is a violation of federal law and that employees engaged in

this activity may be subject to disciplinary action.

2.13 WATER RESOURCES

BBC will maintain a complete copy of the SPCC Plan at each facility if the facility is normally
attended at least 8 hours per day, or at the nearest field office if the facility is not so attended (40 CFR

112.3(e)).

2. BBC will implement and adhere to SPCC Plans in a manner such that any spill or accidental
discharge of oil will be remediated, An orientation will be conducted by the Companies to ensure
that project personne] are aware of the potential impacts that can result from accidental spills, as well
as the appropriate recourse if a spill does occur, Wherc applicable and/or required by law, streams at
pipéline crossings will be protected from contamination by pipeline shutoff valyes or other systems
capable of minimizing accidental discharge.

1.

3. If reserve pit leakage is detected, apcrations at the site will be curtailed, as directed by the BLM, until
the leakage is corrected.
BBC will case and cement all gas wells to protect subsurface mineral and freshwater zones.

Unproductive wells and wells that have completed their intended purpose will be properly abandoned
and plugged using procedures identified by BLM (federal mineral estate) and/or WOGCC (state and

{ee mineral estate).
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All water used in association with this project will be obtained from sources previously approved by
the Utah State Engincer's Office.

6. Erosion-prone or high salinity areas will be avoided where practicable. Necessary construction in
these areas will be timed to avoid periods of greatest runoff.

Sl

7. BBC will incorporate proper containment of condensate and produced water in tanks and drilling
fluids in reserve pits, and will Jocate staging areas for storage of equipment away from drainages to

prevent contaminants from entering surface waters.

Prudent use of erosion control measures, including diversion. terraces, riprap, matting, tcmporary
sediment traps, and water bars will be employed by the Companies as necessary. These erosion
control measures will be used as appropriate to control surface runoff generated at wellpads. The
type and location of sediment control structurcs, inchnding construction methods, will be described in
APD and ROW plans. If necessary, BBC may- treat diverted water in detention ponds prior to release

to meet applicable state or federal standards.

9. BBC will construct channel crossings by pipelines so that the pipe is buried at least 3 feet below the
_channel bottom.

10. Streams/channels crossed by roads will have culverts installed at all appropriate locations as specified
in the BLM Manual 9112-Bridges and Major Culveris and Manual 9113-Roads. Streams will be
crossed perpendicular to flow, where possible, and all stream crossing structures will be designed to
carry the 25-ycar discharge event or other capacities as directed by the AO.

11. BBC will reshape disturbed channel beds to their approximate original configuration.

The disposal of all hydrostatic test water will be done in conformance with BLM Onshaore Oif and
Gas Order No. 7. BBC will comply with state and federal regulations for water discharged into an
established drainage channel. The rate of discharge will not exceed the capacity of the channel to
convey the increased flow. Waters that do not meet applicable statc or federal standards will be
evaporated, treated, or disposed of at an approved disposal facility.

12.

BBC will prepare Storm Water Pollution Prevention Plans (SWPPPs) as required by WDEQ National
Poliution Discharge Elimination System (NFDES) permit requirements on individual disturbances
that exceed 5 acres in size or as required by future changes in regulations.

13.

14. Any disturbances to wetlands and/or waters of the U.S. will be coordinated with the COE, and 404

permits will be secured as necessary prior to disturbance.

Where disturbance of wetlands, riparian areas, streams, or ephemeralintermittent stream channels
cannot be avoided, COE Section 404 permits will be obtained by BBC as required, and, in addition to
applicable above-listed measures, the following measures will be applied where appropriate:

wetland areas will be crossed during dry conditions (i.e., late summer, fall, or dry winters);
streams, wetlands, and riparian arcas disturbed during project construction will be restored o as
near re-project conditions as practical and, if impermesble soils contributed to wetland formation,
soils will be compacted to reestablish impermeability;

» wetland topsoil will be selectively handled;
disturbed areas will be recontoured and BLM-approved species will be used for reclamation; and

15
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reclamation activities will begin on disturbed wetlands immediately afler completion of project

activities.

2.14 NOISE

Al engines required for project activities will be properly muffied and maintained in accordance with
state and federal laws.

2.15 WILDLIFE, FISHERIES, AND THREATENED AND ENDANGERED (T&E) SPECIES

I.

To minimize wildlife morality due to vehicle collisions, BBC will advise project personnel regarding
appropriate speed limits in the project area. Roads no longer required for operations will be reclaimed
as soon as possible, Potential increases in poaching will be minimized through employee and
contractor education regarding wildlife laws. If wildlife law violations are discovered, the offending
employee will be subject to disciplinary action by BBC.

2. BBC will protect (e.g., fence or net) reserve, workover, and production pits potentially hazardous to

prohibit wildlife access as directed by BLM.

1.

3. BBC will utilize wildlife-proof fencing on reclaimed areas in accordance with standards specified in
BLM Handbook 1741-1, Fencing, if it is determined that wildlife are interfering with successful

reestablishment of vegetation,

4, Consultation and coordination with USFWS and UDWR will be conducted for all mitigation
activities relating to raptors and T&E species and their habitats, and all permits required for
movement, removal, and/or establishment of raptor nests will be obtained.

5. BBC will adhere to all survey, mitigation, and monitoring requirements identified in the Biological
Assessment prépared for this project.

-

2.16 LIVESTOCK/GRAZING MANAGEMENT

1. BBC will reclaim nonessential areas disturbed during construction activities in the first appropriate
season after well completion. '

2. Nonessential areas include portions of the wellpads not needed for production operations, the borrow
ditch and outslope portions of new road ROWSs, entire pipeline ROWs outside of road ROWs, and ali
roads and associated disturbed areas at nonproductive wells.

3. BBC will repair or replace fences, cattlegnards, gates, drift fences, and natural barriers to current
BLM standards. Cattleguards will be used instead of gates for livestock control on most road ROWs.
Livestock will be protected from pipeline trenches, and livesiock access to existing water sources will

be maintained.

4. BBC will review Iiycstock impacts from roads ot disturbance from constraction and drilling activities
at least annually with livestock permittees and BLM. Appropriate measures will be taken to correct

any adverse impacts, should they occur.

_—
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2.17 RECREATION

1. BBC will instruct employees, contractors, and subcontractors that camp sites on federal lands or at
federal recreation sites must not be occupied for more than 14 consecutive days.

2. BBC will require that employees, contractors, and subcontractors abide by all state and federal laws
and rcgulations regarding hunting.

2.18 VISUAL RESOURCES

1. Pipeline ROWs will be located within existing ROWs whenever possible, and aboveground facilities
not requiring safety coloration will be painted with appropriate nonreflective standard environmental
colors (Carlsbad Canyon or Desert Brown, or other specified standard cnvironmental colors) as
determined by the AO. Topographic screening, vegetation manipulation, project scheduling, and
traffic control procedures may all be employed, as practicable, to further reduce visual impacts.

2. Within VRM Class II areas, BBC will utilize existing topography to screen roads, pipeline corridors,
drill rigs, wells, and production facilities from view where practicable. The Companies will paint all

aboveground production facilities with appropriate colors (e.g., Carlsbad Canyon or Desert Brown) to
blend with adjacent terrain, except for structures that require safety coloration in accordance with

OSHA requirements.
2.19 HEALTH AND SAFETY/HAZARDOQUS MATERIALS

1, BBC will utilize BLM-approved portable sanitation facilities at drill sites; place warning signs near
hazardous areas and along roadways; place dumpsters at each construction site to collect and store
garbage and refuse; ensure that all refuse and garbage is transported to a State-approved sanitary
landfill for disposal; and institute a Hazard Communication Program for its employees and require
subcontractor programs in accordance with OSHA (29 CFR 1910.1200),

2. In accordance with 29 CFR 1910.1200, a Material Safety Data Sheet for every chemical or hazardous
material brought on-site will be kept on file BBC’s field offices,

3. Chemicals and hazardous materials will be inventoried and reported by BBC in accordance with the
SARA Tide TII (40 CFR 335). If quantitics exceeding 10,000 pounds or the threshold planning
quantity are to be produced or stored, BBC will submit appropriate Section 311 and 312 forms at the
required times to the State and County Emergency Management Coordinators and the local fire

dcpartments.

4. BBC will transport and/or dispose of any hazardous wastes, as defined by the Resource Conservation
and Recovery Act of 976 (RCRA), as amended, in accordance with all applicable federal, state, and
local regulations.

5. BBC commits to the following practices regarding hazardous material containment,

«  All storage tank batteries that contain any oil, glycol, produced water, or other fluid which may
constitute a hazard to public health or safety will be surrounded by a secondary means of
containment for the entire contents of the largest single tank in use plus freeboard for
precipitation, or to contain 110% of the capacity of the largest vessel. The appropriate
containment and/or diversionary structures or equipment, including walls and floor, will contain
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any oil, glycol or produced water and shall be constructed so that any discharge from a prithary
containment system, such as a tank or pipe, will not drain, infiltrate, or otherwise escape to

ground or surface waters before cleanup is completed.

Treaters, dehydrators and other production facilitics that have the potential to leak or spill oil,
glycol, produced water, or other fluid which may constitute a hazard to public health or safety,
shall be placed on or within appropriate containment and/or diversionary structure to prevent
spilled or leaking fluid from reaching ground or surface waters. The appropriate containment
and/or diversionary structure will be sufficiently impervious to oil, glycol, produced water, or
other fluid and will be installed so that any spill or leakage will not drain, infiltrate, or otherwise

escape to ground or surface waters prior to completion of cleanup.

Notice of any spill or leakage, as defined in BLM NTL 3A, will be immediately reported to the
AQ by the Companies as well as to such other federal and state officials as required by law. Oral
notice will be given as soon as possible, but within no more than 24 hours, and those oral notices

will be confirmed in writing within 72 hours of any such occurrence.
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Applicant Committed Mitigation Measures Bill Barrctt Corporation 2007-2008
Prickly Pear Winter Drilling EA

BBC would build all roads, pipelines and well pads prior to the start of the winter timing
restrictions on November 1, 2007, assuming proper approvals have been received.

BBC would implement actions included in the Proposed Action as described in Section
2.4, Alternative C, of the West Tavaputs Drilling EA approved on July 24, 2004.
Alternative C was sclected as part of BLM’s decision to implement the original drilling

program,

Access roads would be maintained as necessary to prevent erosion and accommodate
year-round traffic. The roads would be maintained in a safe and useablc condition, and to
ensure proper drainage. All roads and other applicable surface disturbing activities
would conform, as practicable, to the standards outlined in The Gold Book and Price
Field Office s Hydrological Modification Standards for Roads.

No surfacing material would come from Indian lands or off-lcasc federal lands. BBC
would use any excess rock from construction of the pad for surfacing the access road, as
necessary. Any additional materials needs would come either from existing State of Utah
School and. Institutional Trust Lands Adminisiration (SITLA) Materials Permits (334,
385, and 396) or from federal wells within the Prickly Pear unit.

All surfacc disturbing aclivities would be supervised by a qualified company
representative to ensurc the terms and conditions of the APD, as well as specifications in
the approved plans, are complied with.

All cut and fill slopes would be constructed so that their stability would be maintained for
the life ol the project. Diversion ditches or berms would be constructed, if’ necessary,
around a well pad to prevent surface waters from cntcring or cxiting the well site area. At
least 2 ft of freeboard would be maintained within the reserve pit.

The stockpiled topsoil (first 6 inches or maximum available) would be stored in a
windrow on the uphill side of the location. All topsoil would be stockpiled for
reclamation in such a way as to prevent soil loss and impacts.

The well pads would be maintained to ensure that drainages are kept open and free of
debris, ice and snow,.and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas. Pits would remain fenced until they are reclaimed.

Pipelines would be buried within a 50-ft wide pipeline right-of-way using standard
pipeline installation procedures. Proposcd well pads and access roads would facilitate
staging for pipelinc construction, If the surface condition is such that it would require
blasting to bury a pipeline, BBC would ask BLM for a waiver to the requirement for a
buried pipeline, and instead request that the pipeline be placed on the surface.
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The cultural inventory resulted in the identification of three previously recorded sites, all
of which are ¢valuated as eligible to the National Register of Historic Places. Due to the
proximity of two of the cligible prchistoric sites (42Ch2486 and 42Cb1928) to the
interconnect pipeline ROW, all ground disturbances would be kept on the south side of
the existing fence that parallels the pipeline to avoid site 42Cb2486. Temporary
protective fencing would be placed around the boundary of 42Cb1928 to facilitate its
avoidance. Finally, because of the potential for buried cultural featurcs and the proximity
of these two sites, monitoring of all ground disrurbance activities would occur. The
boundary of sile 42Cb1733 along the interplanetary road would be fenced with temporary
protective fencing prior to commencement of the project to protect this eligible cullural
site,

BBC would have traffic monitors at the top and bottom of the Harmon Canyon road to
control traffic to insure safety and give priotity Lo non-o0il and gas vehicles.

~To better understand sage grouse utilization of winter habitat and the effect of other
mitigation cfforts, BBC would contribute $10,000 to the UDWR to continue greater sage-
grouse telemetry studies.
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SITE SPECIFIC RECLAMATION PLAN
PRICKLY PEAR UNIT FEDERAL 13-17-12-15

The following document provides plans for interim/reclamation of the Prickly Pear Unit Federal
13«17-12415 well pad. The reclamation objective is to reestablish a desirable and diverse
vegetative cover that would provide wildlife habitat, grazing, and other land uses comparable to
those available prior to disturbance, as soon as is practicable after construction is completed on
all pomons of the pad not used for operations. Reclamation will also minimize potential for
erosion and allow for invasion of the surrounding native vegetation,

ON-SITE CONDITIONS PRICKLY PEAR 13-17-12-15

This location is not constructed at this time, The area currently is a combination of mountain
shrub, pinyon and juniper communities. Soil depth averages 14”7, with the A-horizon <1” and B-
horizon 9%,

The surface area contains approximately 80% of small rock; subsurface contained less than 10%.
Topsoil salvage and the removal of existing vegctation will be implemented to maximize
material for both interim and final reclamation, Vegetative debris (trees and shrubs) will be
removed and stock piled adjacent to the pad where it will be used for interim reclamation. The
topsoil will be windrowed and piled to facilitate easy distribution following the completion of the
well.

The following reclamation procedures would be applicable for all interim and final reclamations.

SURFACE PREPARATION

Arcas to be reclaimed would be recontoured to create topography conducive to re-vegetation and
minimizing crosion potential. Channels would be constructed and riprap would bc used as
appropriate to minimize the potential for erosion. Once thc contours were cstablished and
drainage in placc, the entire disturbed area will be ripped perpendicular to the slope direction toa
depth of 6-10 inches o facilitate root penetration. Following the ripping, any available topsoil
(growth media) will be spread to a uniform depth over the entire arca.

Existing native topsoil A&B horizons are not well defined. The A horizon is less then one inch
and the B-horizon is approximately four inches. Approximately 14 inches of material (reference
C horizon) has root penetration and would be a suitable growth media if supplemented with a
slow release broad bascd fertilizer such as 16-16-8. The existing spoil pile is not suitable growth
media and should be redistributed in a manner to facilitate a top dressing of two (o six inches of
growth media,

The reclaimed surface would not be smoothed out, but rather left rough, uncven, and pock-
marked to create an uneven surface to diminish the likelihood of erosion (gullies and rills),
capiure precipitation, and enhance the success of revegetation.
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Bill Barrett Corporation
Reclamation Plan
Page20f 4

The margins of the well pad location will be modificd 1o crcate uncven tingers of undisturbed
vegetation alternating into the margins along both sides of the disturbed area. This is done to
dirhinish a straight line of contrast between disturbed and undisturbed land arcas.

In addition, a large trackhoe would be used to excavate clumps of surrounding vegetation,
(approximately 3* x 3’ x 3°) from random locations adjacent 1o the pad within 50 feet of
disturbance and plant these clumps randomly over the disturbed area. Approximately 20 such
clumps will be planted.

Any pre-existing vegetation, dead trees, large rocks, ctc., would be put back on the recontoured
surface to further enhance water retention, reducc crosion, provide shade, and make the site more
aesthetically compatible with adjacent undisturbed arcas.

REVEGETATION

Following surface preparation, the site would be reseeded with a drill seeder in areas that are
relatively flat (less and 30% slopes). In areas with slopes in excess of 30% greater than a lateral
distance of 50 feet, a wood fiber mulch in combination with a tackifer and fertilizer would be
applicd with a hydroseeder,

Drill Seeding
A drill sceder would be the most effective method to establish vegetation on accessible areas. If

a rangeland drill is used, the seed mix will be incorporated into the drill using correct depth and
density of stocking for the various native species. If a conventional grain drill is used, the large
s¢eds (primarily shrubs and some forbs) would need to be hand broadcast prior to drilling
because the larger seeds tend to plug the drill and trequently result in poor distribution,

The site should be drilled in multiple, cross, overlapping patterns, This would eliminate the row
crop appearance of the site. Depending on time of year when drill seeding is implemented, an
application of approximately 200 Ib/acre of a broad based, slow release fertilizer such as 16-16-8
will enhance establishment. If seeding is implemented in spring (March through May), the
fertilizer would be spread concurrently with ripping the site. If planting is scheduled for fall,
fertilizer would be spread the following spring afler germination and when the plants have
hardened off. ' The fertilizer would facilitatc establishment of vegetation and increasc
survivability for the first two to three growing scasons.

Mecthodology-Seeding and Mulching

A hydrosseeder, capable of applying matetial at a minimum of 150 feet, would bc used on
steeper terain to ruinimize damage to the prepared seedbed. The hydro-seeder would spray the
majority of the site from the adjacent road or working area of the well pad. In areas too distant
to spray from the pad, a hose line may be required. The hydro-seeder will avoid driving over a
scarificd area unless necessary. '

Due to the semi-arid conditions in the project area, a two-phase application is recommended.
The first phase would overspray the disturbed site with the BLM recommended seed mix in

2
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Biil Barrest Corporation
Reclamation Plan
Puge3 of 4

combination with 100 ibs of wood fiber mulch, 40 Ibs of organic tackifier, and 300 gallons of
water per acre. This application would ensure seed/ground contact. The mulch provides a visual
marker to ensure even coverage and consistent seed distribution. The organic tackifier binds the
uppermost Y% inch of soil in place to minimize erosion, and keeps the mulch and fertilizer in

place on the steeper slopes.

The second phase would overspray 1,500-2,000 lbs of wood fiber mulch in combination with
200 1bs of 16-16-8 fertilizer/acre. On slopes greater than 50% an additional 40 Ibs of organic
tackifier would be added. The muich overspray should follow the sced application within 24
hours to minimize depredation of seeds by birds and rodents.

Steep Arcas (1:1 or Greater) ( Excluding Rock Escarpments
Tn addition to the hydro mulch mythology previously described, a wood fiber matrix at a rate of
2000 Ibs per acre would be applied following the mulch application within 48 hours. Materials
such as “Soil Card” will add one to three years of erosion protection whilc cnsuting adequate
time to aliow germination and establishment of the native species.

The resceded and mulched areas would be allowed to dry for at least 12-24 hours, depending on
weather conditions, before the site 1s walked on.

Sced Mix

The majority of the area is comprised of a vegetation type referred to as sage/grass/shrub. A
primary objective of the reclamation effort is site stabilization; therefore, a species composition
thal provides rapid ground cover while allowing invasion of the surrounding native vegetation is
desirable. The following seed mixes were also designed to create a stable diverse vegetative
cover while maximizing the benefits to both wildlife ‘and domestic stock and ensuring

compatibility with the surrounding vegetation.

The seed mix within Table A is based on current technology and is submitted as a suggestion to
the BLM,

w
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Forbes

Palmer Penstemon
Golden Cryptantha
Utah Sweet Vetch
Yellow Sweet Clovet!
Lewis Flax

Q ragses

Indian Rice Grass
Needle & Thread Grass
Intermediate Wheat Grass
Blue Gramma

Galletta

Great Basin Wild Rye

Waody Plants

(4) Wing Salt Brush
Winter Fat
Wyoming Big Sage
Utah Serviceberry

4356363657

Table A « Seed Mix

o
a

f.j

T0:4352592158

P.42/45

Bill Barrett Corporation

1by

0.5 Ibs/acre
0.25 Ibs/acre
0.5 Ibs/acre
2.0 Ibs/acre
1.0 Ibs/acre

1.0 Ibs/acre
1.0 Ibsfacre
2.0 Ibs/acre
0.5 lbsfacre
0.5 Ibs/acre
2.0 lbs/acre

Ibs

2.0 Ihs/acre
0.5 Ibs/acre
0.25 Ibs/acre
1.0 lhs/acre

Reclamation Plan
Puged of 4
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150 lbs/acre

Yellow Sweet Clover is planted as a nurse ¢rop to provide solar protection, soil binding and nitrogen fixing. Tt would

normally be crowded out in iwo fo three years.
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TMC 1: Browse Hand Planting
Tubeling Mixtures

One of the two browse species lists (checked below) are to be hand plantcd at the prescribed
application rate and according to the following prescribed methods on areas that are undergoing
long term reclamation, The would include all pipeline corridors, berm around edge of drill pads,
miscellaneous disturbed areas associated with construction such as staging areas for equipment,
sidecast on road cuts, along side upgraded or new roads up 1o and including borrow ditch and in
the termination of redundant aceess roads being closed. This planting shall be completed in the
first planting window following completion of construction and on all other disturbed arcas upon
final reclamation.

Planting Methods:

Planting shall bc accomplished wsing a labor force with specific experience in landscape
restoration, hand planting methods and handling and care of browse tubeling and or bareroot
stock plants.

Browse plants to be utilized can be bareroot stock or tubceling stock plants of 1 year old age clasg
or greater.

Browse seedling protectors will be used to provide protection from browsing ungulates for two
years, Secdling protcetors will be of an open mesh rigid design that will break down when
exposed to sunlight and that measures a minimum of 12 inches in length and 4 inches in diameter,

Planting shall be completed in the spring (March 1-April 1) and or fall November 1-December 1)
planting windows.

Browse plants shall be storcd and handled in such a manner as, to maintain viability, according to
the type of browse stock being used.

Planting Species and Application Rate:
[ ]Sagebrush«Grass | | Pinyon-Juniper

Plants Per Acre

Species
Wyoming Sagebrush (Gordon Creek) 100 5Q
Fourwing Saltbush (Utah seed source collected 100 50

at or above 5,000 foet elevation)

True Mountain Mahogany (Utah sced source) 0 50
Antelope Bitterbrush (Uteh sced source) 0 50
Total 200 200
Suitable Substitations:

Utah Serviceberry no 50

Winterfat 100. no
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C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notifications are surnmarized in Table 1, attached.

Building Location- Notify the Price Field Office at least 48-hours prior to commencing
construction of location.

Spud- Notify the Price Field Office 24-hours prior to spud. Submit written notification (Sundry
Notice, Form 3160-5) to the Moab Field Office within 24-hours after spud, regardless of whether
using a dry hole digger or big rig.

Daily Drilling Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Office on at least a weekly basis. This report may be in any
format customarily used by the operator.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Office on a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

Drilling Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. All conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BILM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, immediately notify
the Price Field Office, and work that might disturb the cultural resources shall cease.

First Production- A first production conference will be scheduled as soon as the productivity of
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Office when the well is placed into production. Initial notification may be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Repori- Whether the well is completed as a dry hole or as a producer, a Well
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Office within thirty-days after completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field Office.




Venting/Flaring of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf, whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in until the gas can be captured or
until approval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oil and Gas Order No.7.

Off-L.ease Measurement, Storage, Commingling- Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling of production prior
to the sales measurement point. The term “commingling” describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Plugging and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed with the
Moab Field Office within thirty-days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with 43 CFR
3162.6. Final abandonment will not be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Don Stephens (435-636-3608) or Walton Willis (435-636-3662) of the BLM Price Field
Office for the following:

2 days prior to commencement of dirt work, construction and reclamation; (Stephens)
1 day prior to spud; (Willis)

50 feet prior to reaching the surface casing setting depth; (Willis)

3 hours prior to testing BOP equipment. (Willis)

If the person at the above number cannot be reached, notify the BLM Moab Field Office at
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home: 435-259-2214



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

CONFIDENTIL. COPYE:

5. LEASE DESIGNATION AND SERIAL NUMBER:

UTU-73006

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
N/A

7. UNIT or CA AGREEMENT NAME:

Prickly Pear/UTU-079487

1. TYPE OF WELL

oL weLL [] GAS WELL OTHER

8. WELL NAME and NUMBER:

Prickly Pear Unit Fed 1-17D-12-15

2. NAME OF OPERATOR:
Bill Barrett Corporation

9. API NUMBER:

4300731288

3. ADDRESS OF OPERATOR:

1099 18th Street, Suite 2300 Denver

CITY

STATE CO ZiP 80202

PHONE NUMBER:

(303) 312-8134

10. FIELD AND POOL, OR WILDCAT:
Nine Mile/Wasatch-Mesaverde

4. LOCATION OF WELL

FooTaGEs AT surrace: 2065' FSL, 701' FEL

county: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERDIAN: NESE 17  12S 15E STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
] acioize [] oeeren [C] REPERFORATE CURRENT FORMATION
- [] NOTICE OF INTENT
(Submit in Duplicate) [] ALtercasing [C] rFracTURE TREAT [] sibETRACK TO REPAIR WELL
Approximate date work will start: [ casiNerePaR [C] New constrRucTION [[] vemporariLY ABANDON
10/1/2007 [] cHance TO PREVIOUS PLANS [C] orerator crangE ] TusinG RePaR
D CHANGE TUBING [J PLue anp aBaNDON [[] ventorFLARe
[] suBSEQUENT REPORT [] cHance weLL NamE [] resack [C] wateroisposa
{Submit Original Form Only)
[J crance weLL sTATUS [[] PRODUCTION (STARTIRESUME) [[] WATERSHUT-OFF
Date of work completion:
[[] cOMMINGLE PRODUCING FORMATIONS [ | RECLAMATION OF WELL SITE /] orver: Change in surface
[ convert weLL TypE [ RECOMPLETE - DIFFERENT FORMATION hole location

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted as notification that the surface hole location has chlanged as follows:

563951 X
4402525y

Previous: 2065' FSL, 701' FEL
New: 2073' FSL, 715' FEL

23 77782

-110.252 %4

Because the Federal APD has not yet been approved, BBC is submitting the enclosed new application to the Bureau of Land

Management reflecting the change of the surface hole location.

If you should have any questions, please contact me at 303-312-8134.

IR
ANAN

Tracey Fallang

Environmental/Regulatory Analyst

NAME (PLEASE PRINT) TITLE
Y /dé([m;/\ we __L5H7
(This space for State use only) RECE‘VED
Y SN 1O 6 2007
M’Azpmlolm i )= | Lz
8 Neceossa W T T ol .
(5/2000) i (See Instructions on Reverse Side) e o D‘V- OF O\L; G-AS & M\N\NG




WIFDETR. o P

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: Bill Barrett Corp

Well Name: PPU Fed 1-17D-12-15

API No:_43-007-31288 Lease Type: Federal

Section 17 Township_ 128 Range 15SE _County Carbon

Drilling Contractor Craig’s Roustabout Service Rig #_3

SPUDDED:
Date _10-21-07

Time

How_Dry

Drilling will Commence:

Reported by _Jody South

Telephone #_208-695-4817

Date_ 10-23-07 Signed__RM




tfall .
| CONFIDENTIA

Form 3160-5 -

UNITED STATES
(August 2007)

DEPARTMENT OF THE INTERIO

BUREAU OF LAND MANAGEME§Q , DEN“ AL

SUNDRY NOTICES AND REPORTS O
Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals.

_C(

7y
5. Lease SertffNo.

APERPVED,”
o 4-01%
es:\hly 31, 20
UTU-73006

6. If Indian, Allottee or Tribe Name
N/A

SUBMIT IN TRIPLICATE — Other instructions on page 2.

7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well

[Joiwen ] Gas Well

D Other

Prickly Pear / UTU-79487

8. Well Name and No.
Prickly Pear Unit Federal 1-17D-12-15

2. Name of Operator
Bill Barrett Corporation

9. API Well No.
43-007-31288

3a. Address
1089 18th Strest, Suite 2300
Denver, CO 80202

3b. Phone No. (include area code)
303-312-8134

10. Field and Pool or Exploratory Area
Undesignated/Wasatch-Mesaverde

4. Location of Well éFootage, Sec., T.,R.,M., or Survey Description)
NESE, 2073' FSL, 715' FEL

Sec. 17, T128-R15E

11. Country or Parish, State
Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent [::| Acidize D Deepen D Production (Start/Resume) D Water Shut-Off
[:I Alter Casing D Fracture Treat D Reclamation |:] Well Integrity
Subsequent Report [ casing Repair 1 New Construction D Recomplete [] Other Spud
D Change Plans D Plug and Abandon D Temporarily Abandon

I:l Final Abandonment Notice

E] Convert to Injection D Plug Back

D ‘Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

This sundy is being submitted as notification that this well was spud on 10/21/2007.

14. 1 hereby certify that the foregoing is true and correct.

Tracey Fallang

Title Environmental/Regulatory Analyst

Date 10/22/2007

Name (Printed/Typed)
rllan sy

U

THIS SPAGE FOR FEDERAL OR STATE OFFICE USE

Approved by

Title

Date

that the applicant holds legal or equitable title to those rights in the subject lease which would

Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Titie 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department orﬁm

fictitious or fraudulent statements Or representations as t0 any matter within its jurisdiction.

(Instructions on page 2)

S 20—
DIV. OF OIL, GAS & MINING



o -IDENTIAL
Pasan pason systems usa corp.

16100 Table Mountain Parkway » Ste. 100 « Golden « CO « 80403
Telephone (720) 880-2000 » Fax (7201 880-0016
WWW. pason.com

AH- 01 -HA%%
| Qs Ve

December 7, 2007
Utah Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801
RE: BILL BARRETT CORPORATION
PRICKLY PEAR 1-17D-12-15
SEC. 17, T12S, R1SE
CARBON COUNTY, UT
To Whom It May Concern:
Enclosed is the final computer colored log for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with
you in the near future.

If you have any questions regarding the enclosed data, please contact us.

Sincerely,

Bill Nagel

Geology Manager

Pason Systems USA

BN/gdr

Encl: 1 Computer Colored Log.

Cc:  Jake Gelfand, Bill Barrett Corp., Denver, CO.

RECEIVED
~ DEC 19 2g7
DIV. OF OIL, GAS & MiNING



ey

a

_ o CONRDERTAL
(Ao 2004) _ UNITED STATES Q Q N F g S E N ? |

DEPARTMENT OF THE INTERIOR ¢ M
BUREAU OF LAND MANAGEMENT S Tome S o .
SUNDRY NOTICES AND REPORTS ON WELLS UTU-73006
Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allotiee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals. n/a
SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. 1f Unitor CA/Agreement, Name and/or No.
I Typeo T Prickly Pear Unit/UTU-079487
Oil Well GasWell [ ]Other el Nore T e ‘
Prickly Pear Unit Fed 1-17D-12-15
2. Name of Operator
BILL BARRETT CORPORATION o APIWelNo.
Ja Address , 3b. Phone No. (include area code) 43-007-31288
1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 _ 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T., R, M., or Survey Description) Nine Mile/Wasatch-Mesaverde
NESE, 2065' FSL, 701" FEL 11. County or Parish, State
See. 17, TI25-RISE - ' Carbon County, Utah

12, CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
[:l Acidize D Deepen D Production (Start/Resume) D Water Shut-Off
D Notice of Intent . D Alter Casing l:l Fracture Treat [:] Reclamation [:I Well Integrity
Subsequent Report D Casing Repair D New Construction l:] Recomplete Oﬂler Weekly Activity
D Change Plans D Plug and Abandon Temporarily Abandon . Report
D Final Abandonment Notice L__l Convert to Injection D Plug Back D Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations, If'the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Finat Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

WEEKLY DRILLING ACTIVITY FROM 11-23-67 TO 12-11-07
REPORT #1-14

14. Thereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

S
Signature : . 12/12/2007
N Laéw/ A ae

J THIS SPAC R FEDERAL OR STATE OFFICE USE

Approvedby o ___ Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon,
Title 18 U.S.C. Section 1001 and Title 43 US.C. Section 1212, make ita crime for any person l_mowir;g(ljy and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction. I

(nsiructions on page 2 , RECEIVED
DEC 17 200
DIV, OF OIL, GAS & MINING




REGULATORY DRILLING SUMMARY Wellcore

Well : Prickly Pear Fed. #1-17D-12-15 Phase/Area : West Tavaputs " Operations Date : 11/25/2007
Repornt # : 2
- PL#Li
Bottom Hole Display APl #/License Depth At 06:00 - 2776
NENE-17-125-15E-W26M 43-007-31288 .
Estimated Total Depth : 8160

Surface Location : NESE-17-12S-15E-W26M

Spud Date : 11/24/2007 Days From Spud : 1
Morning Operations : DRLG @ 2776. :

Remarks :

: - 26 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING, INSPECT WIRE ROPE.
12:00 PM  DRLG & SLIDE F/ 1338 TO 1721. TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
1230 PM  RIG SERVICE. BOP DRILL 45 SEC. 3?33?&'%30?2“1 /1 L{?;D%TII%C%IEEARS
6:00 AM DRLG & SLIDE F/ 1721 TO 2776. - '

40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
1-8 1/2" A K.O. S/N 6349 [out] HOURS=134++
1-6 1/2" A.K.O. S/N 6335 [out] HOUR=0
1-8 1/2" A.K.O. S/N 6350 [out] HOUR=0
1-6 1/2" SLICK S/N 6153 [out] HOUR=0
1-6 3/4" AK.O. SET@0' S/N BM8349 [OUT] TOTAL=110.5
DIESEL FUEL ON LOCATION= 2911 GALLONS.
DIESEL FUEL USED DAILY=1228 GALLONS.
DIESEL FUEL USED TOTAL=2059 GALLONS.

L MAZERAISED DAUN=1370 BBL.
WATER USED TOTAL=1370 BBL.

Well : Prickly Pear Fed. #1-17D-12-15 Phase/Area : West Tavaputs Operations Date : 11/24/2007
Report # 1
Bottom Hole Dispiay APl #/License
Depth At 06:00 : 1338
NENE-17-12S-15E-W26M 43-007-31288 .
Estimated Total Depth : 8160

Surface Location : NESE-17-12S-15E-W26M

Spud Date : 11/24/2007 Days From Spud : 0
Morning Operations : DRLG @ 1338.

Remarks :
. e 25 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY TEST BOP
12:30 PM TEST PIPE, BLIND, KILL & CHOKE VALVES 250 LO 3000 Hl, TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
TEST MANIFOLD VALVES 250 LOW 3000 HI, TEST ANNULAR 341-JOINTS OF 4 1/2" DRILL PIPE
250 LO 1500 HI, TEST CSG 1500 F/ 30 MIN. 21-JOINTS OF 6 1/4" DRILL COLLARS.
1-00 PM RIG SERVICE. 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
) , 1-6 1/2" A.K.O. S/N 6349 [out] HOURS=134++
2:00 PM SLIP & CUT 135' DRLG LINE. 1-6 1/2" A.K.O. SIN 6335 [out] HOUR=0
2:30 PM SET WEAR BUSHING. 1-6 1/2" A.K.O. S/N 6350 [out] HOUR=0
500 PM PU & ORIENT TOOLS, PU BHA 1_2 yi: /?\L}LC(;( §'§T%8?s[?§%ﬂ(§§4§=[%ur] TOTAL=110.5
6:00 PM TAG CMT @ 279, PU KELLY, INSTALL ROT RUBBER. DIESEL F.U.ELFON LOCATION= 4139 GALLONS. '
1:30 AM DRLG CMT FLOAT & SHOE. TAG CMT @ 279 DIESEL FUEL USED DAILY=831 GALLONS.
6:00 AM DRLG & SLIDE F/ 1047 TO 1338. ) DIESEL FUEL USED TOTAL=831 GALLONS.

WATER USED DAILY=1370 BBL.
WATER USED TOTAL=1370 BBL.

Report by Decision Dynamics Technology Lid. Wellcore ‘ Version 4.3.3 . December 12, 2007 Page 7



REGU LATORY DRILLING SUMMARY

‘Wellcore

Well : Prickly Pear Fed. #1-17D-12-15

Phase/Area : West Tavaputs

Operations Date : 11/27/2007

Bottom Hole Display

API #/License

NENE-17-125-15E-W26M

43-007-31288

Report # : 4
Depth At 06:00 : 5151
Estimated Total Depth ; 8160

Surface Location : NESE-17-12S-15E-W26M
Spud Date ; 11/24/2007
Morning Operations : PRLG @ 5151

Time To Description

6:00 AM DRLG & SLIDE F/ 4381 TO 5151,

1.00 PM DRLG & SLIDE F/ 4040 TO 4381.

1:30 PM RIG SERVICE, FUNCTION PIPE RAMS & ANN

Days From Spud :

Remarks :

27 DAYS SINCE LAST LOST TIME ACCIDENT.
DAILY SAFETY MEETING, PINCH.POINTS
TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4" DRILL COLLARS.
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
1-6 1/2" A.K.O. S/N 6349 [out] HOURS=134++

1-6 1/2" A.K.O. S/N 6335 [out] HOUR=0

1-6 1/2" A.K.O. S/N 6350 [in] HOUR=0

1-6 1/2" SLICK S/N 6153 [out] HOUR=0

1-6 3/4" A K.O. SET@0' S/N BM6349 [OUT} TOTAL=110.5
DIESEL FUEL ON LOCATION= 8693 GALLONS.
DIESEL FUEL USED DAILY=785 GALLONS.
DIESEL FUEL USED TOTAL=3581 GALLONS.
WATER USEB-BAH=Y=200 BBL.

WATER USED TOTAL=2390 BBL.

Well : Prickly Pear Fed. #1-17D-12-15

Phase/Area : West Tavaputs

Operations Date : 11/26/2007

Bottom Hole Display

APl #/License

NENE-17-125-15E-W26M

43-007-31288

Report # : 3 R
Depth At 06:00 : 4040
Estimated Total Depth : 8160

Surface Location : NESE-17-128-15E-W26M
Spud Date ; 11/24/2007
Morning Operations : DRLG @ 4040.

Time To Description
11:30 AM DRLG & SLIDE F/ 2776 TO 3065.
12:00 PM RIG SERVICE, FUNCTION BOP.

6:00 AM DRLG & SLIDE F/ 3065 TO 4040.

Report by Decision Dynamics Technology Ltd. Wellcore

Days From Spud :

Version 4.3.3

Remarks :

26 DAYS SINCE LAST LOST TIME ACCIDENT.
DAILY SAFETY MEETING, GENERAL CLEANING
TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4" DRILL COLLARS.

40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
1-6 1/2" A.K.O. S/N 6349 [out] HOURS=134++

1-6 1/2" A.K.O. S/N 6335 {out] HOUR=0

1-6 1/2" A.K.O. S/N 6350 [in] HOUR=0

1-6 1/2" SLICK 8/N 6153 [out] HOUR=0

1-6 3/4" A K.O. SET@0' S/N BM6349 [OUT] TOTAL=110.5
DIESEL FUEL ON LOCATION= 2174 GALLONS.
DIESEL FUEL USED DAILY=737 GALLONS.
DIESEL FUEL USED TOTAL=2796 GALLONS.
WATER USED DAILY=820 BBL.

- WATER USED TOTAL=2190 BBL.

December 12, 2007 Page 6



REGULATORY DRILLING SUMMARY |

Wellcore

Well : Prickly Pear Fed. #1-17D-12-15

Phase/Area : West Tavaputs

'Bottom Hole Display

APl #/License

NENE-17-12S-15E-W26M

43-007-31288

Surface Location : NESE-17-128-15E-W26M

Spud Date : 11/24/2007

Morning Operations ; DRLG @ 6455.

Time To

12:00 PM
12:30 PM

6:00 AM

Description ,

DRLG F/ 5900 TO 6080.

RIG SERVICE, FUNCTION PIPE RAMS & ANN, BOP DRILL 73

SEC
DRLG F/ 6080 TO 6455

Days From Spud :

Remarks :

Operations Date

Report # :
Depth At 06:00 :
Estimated Total Depth :

1 11/29/2007
6
6455
8160

28 DAYS SINCE LAST LOST TIME ACCIDENT.
DAILY SAFETY MEETING, COLD WEATHER
TUBULARS ON PRICKLY PEAR 8-17 LOCATION.

341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4" DRILL COLLARS,

40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE

1-6 1/2" A.K.O. S/N 6349 [out] HOURS=134++

1-6 1/2" A.K.O. S/N 6335 [out] HOUR=0

1-6 1/2" A.K.O. S/N 6350 [in] HOUR=0

1-6 1/2" SLICK S/N 6153 [out] HOUR=0

1-6 3/4" A.K.O. SET@O0' S/N BM6349 [OUT] TOTAL=110.5
DIESEL FUEL ON LOCATION= 5114 GALLONS.

DIESEL FUEL USED DAILY=2006 GALLONS.

DIESEL FUEL USED TOTAL=5587 GALLONS.

WATER USED DAILY=0 BBL.

WATER USED TOTAL=3200 BBL.

Well : Prickly Pear Fed. #1-17D-12-15

Phase/Area : West Tavaputs

Bottom Hole Display

API #/License

NENE-17-125-15E-W26M

43-007-31288

" Surface Location : NESE-17-128-15E-W26M

Spud Date : 11/24/2007

Morning Operations : DRLG @ 5900

Time To
6:00 AM

8:30 AM
9:00 AM

Description

DRLG & SLIDE F/ 5279 TO 5900
DRLG & SLIDE F/ 5151 TO 5279.

RIG SERVICE, FUNCTION PIPE RAMS & ANN

Report by Decision Dynamics Technology Ltd. Welicore

Days From Spud :

Remarks :

Operations Date

Report # :
Depth At 06:00 :
Estimated Total Depth :

- 11/28/2007
5
5900
8160

28 DAYS SINCE LAST LOST TiIME ACCIDENT.
DAILY SAFETY MEETING, COLD WEATHER
TUBULARS ON PRICKLY PEAR 8-17 LOCATION.

341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4" DRILL COLLARS.

40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE

1-6 1/2" A.K.O. S/N 6349 [out] HOURS=134++

1-6 1/2" A.K.O. S/N 6335 [out] HOUR=0

1-6 1/2" A.K.O. S/N 6350 [in] HOUR=0

1-6 1/2" SLICK S/N 6153 [out] HOUR=0

1-6 3/4" A K.O. SET@0' S/N BM6349 [OUT] TOTAL=110.5
DIESEL FUEL ON LOCATION= 7120 GALLONS.

DIESEL FUEL USED DAILY=1573 GALLONS.

DIESEL FUEL USED TOTAL=3581 GALLONS.

WATER USED DAILY=810 BBL.

WATER USED TOTAL=3200 BBL.

Version4.3.3 -

December 12, 2007 Page 5



'REGULATORY DRILLING SUMMARY

Wellcore
Well : Prickly Pear Fed. #1-17D-12-15 Phase/Area : West Tavaputs Operations Date : 12/1/2007
- - Report #: 8
Bottom Hole Display - 3jt:‘ZIB#/Ucense Depth At 06:00 - 7085
NENE-17-12S8-15E-W26M 43-007- 8 .
- Estimated Total Depth : 8160

Surface Location ; NESE-17-128-15E-W26M

Spud Date : 11/24/2007

Morning Operations : DRLG @ 7085

Time To

11:30 AM
12:.00 PM
12:00 PM

Description

DRLG & SLIDE F/ 6687 TO 6815.

RIG SERVICE FUNCTION PIPE RAMS & ANN.

DRLG & SLIDE F/ 6815 TO 7085.

Days From Spud :

Remarks -

30 DAYS SINCE LAST LOST TIME ACCIDENT.

DAILY SAFETY MEETING, INSPECT BRAKE SYSTEM
TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4" DRILL COLLARS.

40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIP
DIESEL FUEL ON LOCATION GALLONS.

Well : Prickly Pear Fed. #1-17D-12-15

Bottom Hole Display

NENE-17-125-15E-W26M

Surface Location : NESE-17-12S-15E-W26M

Spud Date : 11/24/2007 Days From Spud :

Morning Operations : DRLG @ 6687

Time To
7:00 AM
1:00 PM
5:30 AM
6:00 AM

Description
DRLG F/ 6455 TO 6465.
TRIP F/ BIT #2 & MOTOR, NO FILL
DRLG F/ 6465 TO 6687.
WORK ON PUMPS.

Report by Decision Dynamics Technology Ltd. Wellcore

Phase/Area ; West Tavaputs Operations Date : 11/30/2007
Report # : 7
APl #/Li
| #lLicense Depth At06:00: 6687
43-007-31288 . .
Estimated Total Depth : 8160

Version 4.3.3

Remarks :

29 DAYS SINCE LAST LOST TIME ACCIDENT.
DAILY SAFETY MEETING, COLD WEATHER
TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4” DRILL COLLARS.

40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE
1-6 1/2" A.K.O. S/N 6349 [out] HOURS=134++

1-6 1/2" A.K.O. S/N 6335 [out] HOUR=0

1-6 1/2" A.K.O. S/N 6350 [in] HOUR=0

1-6 1/2" SLICK S/N 6153 [out] HOUR=0

1-6 3/4" A K.O. SET@0' S/N BM6349 [OUT] TOTAL=110.5
DIESEL FUEL ON LOCATION= 3475 GALLONS.
DIESEL FUEL USED DAILY=1639 GALLONS.
DIESEL FUEL USED TOTAL=7226 GALLONS.
WATER USED DAILY=500 BBL.

WATER USED TOTAL=3700 BBL.

December 12, 2007 Page 4



REGULATORY DRILLING SUMMARY © Wellcore

Well : Prickly Péar Fed. #1-17D-12-15 . Phase/Area : West Tavaputs Operations Date : 12/3/2007
Report#: 10
i Pl #/Li
Bottom Hole Display Al icense Depth At 06:00 7920
NENE-17-12S-15E-W26M 43-007-31288

Estimated Total Depth : 8160

Surface Location : NESE-17-125-15E-W26M

Spud Date : 11/24/2007 Days From Spud : 9
Morning Operations : DRILLING

Remarks :
. - 32 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY WORKING IN SNOW
8:00 AM PULL OUT OF HOLE.L/D DIRECTOOLS. RIH W/BHA TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
8:00 AM CUT AND SLIP 100' DRLG LINE 341-JOINTS OF 4 1/2" DRILL PIPE
_ ) , 21-JOINTS OF 6 1/4" DRILL COLLARS.
11:30 AM  RUN IN HOLE W/FILL AT 4593' REAM 90' NO FILL . 20-JOINTS OF 4 1/2* HEAVY WEIGHT DRILL PIPE
2:30 PM DRILLING FROM 7553 TO 7587 . :
3:00 PM LUBRICATE RIG,BOP DRILL FUNC. P.RAMS
~ 6:00 AM DRILLING FROM 7587 TO 7920
Well : Prickly Pear Fed. #1-17D-12-15 Phase/Area : West Tavaputs Operations Date ; 12/2/2007
Report # : 9
Bottom Hole Disp! API #/Li
oltom Tor Dispiay #llicense Depth At 06:00: 7553
NENE-17-12S-15E-W26M 43-007-31288 ,
» Estimated Total Depth : 8160
Surface Location : NESE-17-12S-15E-W26M
Spud Date : 11/24/2007 = - Days From Spud: 8
Morning Operations : PULL OUT OF HOLE
Remarks ;
. - 31 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY WORKING IN SNOW
11:00AM  DRILLING FROM 7085 TO 7233 TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
11:00 AM  LUBRICATE RIG,BOP DRILL FUNC. P.RAMS. 3‘1”.J-£J)?l\llr¥.ls-,so?=':641 /1 4’?'{')%*{?'L'EL.C'2EEARS
Z00AM — DRILLING FROM 7233 TO 7553 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIP
2:30 AM CIRCULATE SWEEP, PUMP DRY SLUG DIESEL FUEL ON LOCATION GALLONS.

6:00 AM PULL OUT OF HOLE

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.3 ’ December 12, 2007 Page 3
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REGULATORY DRILLING SUMMARY

Wellcore

Well : Prickly Pear Fed. #1-17D-12-15

Phase/Area : West Tavaputs

Operations Date : 12/5/2007

Bottom Hole Display

APl #/License

NENE-17-12S-15E-W26M 43-007-31288

Surface-Location : NESE-17-12S-15E-W26M

Spud Date : 11/24/2007

Days From Spud : 11

Morning Operations ; CIRCULATE

Time To
7:00 AM
7:30 AM
10:00 AM
2:30 PM

7:00 PM
3:00 AM

6:00 AM

Description
RUN TRIPLE COMBO LOGERS T.D 8172 R‘/DOWN
PULL WEAR RING
RUN IN HOLE WITH B.H.A.

REPAIR RIG BLOCK LOCK BROKEN **SUPERENTENDANT ON
LOCATION PART BEING AIRFREIGHTED TO SALTLAKE THEN
HOTSHOT TO RIG FOR REPLACEMENT WITH MECHANIC****

RUN IN HOLE W/FILL@4000' TO 8129

CIRCULATE&WORK STRING WHILE WAIT ON REPAIR TO
BLOCK LOCK COMPLETE

CIRCULATE SWEEPS AND PREPARE FOR L/D

Report#:. 12
Depth At 06.00 : 8179
Estimated Total Depth : 8160

Remarks :

34 DAYS SINCE LAST LOST TIME ACCIDENT.
DAILY SAFETY WORKING IN SNOW

TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4" DRILL COLLARS.
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PiPE

Well : Prickly Pear Fed. #1-17D-12-15

Phase/Area : West Tavaputs

Operations Date : 12/4/2007

Bottom Hole Display

APl #/License

NENE-17-12S-15E-W26M 43-007-31288

Surface Location : NESE-17-12S8-15E-W26M

Spud Date : 11/24/2007

Days From Spud : 10

Morning Operations : LOG

Time To
10:30 AM
10:30 AM
4:00 PM
4:30 PM
7:00 PM
9:00 PM
6:00 AM

Report by Decision Dynamics Technology Ltd. Wellcore

Description
DRILLING FROM 7920 TO 8067
LUBRICATE RIG,,BOP DRILL FUNC P.RAMS.
DRILLING FROM 8067 TO 8179 **TOTAL DEPTH**
CIRCULATE SWEEP AROUND
PULL OUT OF HOLE TO 6739 & RUN IN HOLE
CIRCULATE SWEEP, PUMP DRY SLUG
P.J.S.M. R/U HALCO AND LOG

Version 4.3.3

Report#: 11
Depth At 06:00 : 8179
Estimated Total Depth : 8160

Remarks :

33 DAYS SINCE LAST LOST TIME ACCIDENT.
DAILY SAFETY WORKING IN SNOW

TUBULARS ON PRICKLY PEAR 8-17 LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4" DRILL COLLARS.
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE

December 12, 2007 Page 2
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| ‘REGULATORY DRILLING SUMMARY

Surface Location : NESE-17-12S-15E-W26M

Spud Date : 11/24/2007 Days From Spud: 13
Morning Operations : PREPARE TO DRILL

Time To
8:00 AM
9:30 AM
10:30 AM
12:00 PM

6:00 AM

Description
CMT W/HALCO
R/D HALCO
SET SLIPS AND CUT OFF CSG

RIG DOWN PREPARE TO SKID ***RIG RELEASED FROM 1-17 AT
12:00 HOURS DECEMBER 6TH 2007

SKID AND RIG UP ON P PEAR 10-17

Remarks :

Wellcore
Well : Prickly Pear Fed. #1-17D-12-15 Phase/Area : West Tavaputs Operations Date : 12/7/2007
‘ Report #: 14
i - #/Li
Bottom Hole Display API icense Depth At 06:00 - 8166
NENE-17-12S8-15E-W26M 43-007-31288 .
Estimated Total Depth : 8160

36 DAYS SINCE LAST LOST TIME ACCIDENT.

DAILY SAFETY WORKING IN SNOW

TUBULARS ON PRICKLY PEAR 8-17 LOCATION.

341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4" DRILL COLLARS.
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE

Well : Prickly Pear Fed. #1-17D-12-15

Phase/Area : West Tavaputs

Bottom Hole Display AP #ilLicense

Report # ;

NENE-17-125-15E-W26M +43-007-31288 e

Depth At 06:00 :

Surface Location : NESE-17-12S-15E-W26M

Spud Date : 11/24/2007 Days From Spud : 12
Morning Operations : PUMPING CEMENT

Time To Description
7:00 AM PULL OUT OF HOLE 15 STANDS TO 6739'
8:00 AM PreJobSafetyMeeting R/U LAYDOWN MACHINE, PUMP DRY SLUG
12:00 PM LAYDOWN DRILL SRTING TO BHA
1:30 PM RUN IN HOLE 15 STANDS
4:00 PM BREAK KELLY AND COMPLETE LAYDOWN
4.00 PM PreJobSafetyMeeting & RIG UP CASERS
10:00 PM RUN 185 JTS OF 4 1/2" #11.6 1100 L.T.C. IPSCO LENGTH 8169
SET AT 8166
10:30 PM RIG DOWN ROCKY MOUNTAIN CASERS
3:30 AM WAIT ON HALLIBURTON
5:30 AM PreJobSafetyMeeting R/U HALCO
6:00 AM CEMENT WITH HALCO
Report by Decision Dynamics Technology Ltd. Wellcore : Version 4.3.3

Estimated Total Depth :

Remarks :

Operations Date : 12/6/2007

13
8166
8160

35 DAYS SINCE LAST LOST TIME ACCIDENT.

DAILY SAFETY WORKING IN SNOW

TUBULARS ON PRICKLY PEAR 8-17 LOCATION.

341-JOINTS OF 4 1/2" DRILL PIPE

21-JOINTS OF 6 1/4" DRILL COLLARS:
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE

December 12, 2007 Page 1
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Form 31605 ‘
Fomm 2160 UNITED STATES

T
] g 3 Aé‘_ FORM APPROVED

DEPARTMENT OF THE INTERIOR a3 1. 207
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. £ Unitor CAVAgresment, Narme andideflo
= Prickly Pear Unit/UTU-079487
. Type Otﬁ” .
Qil Well _ [/] Gas Well [ Other ‘ 8. Well Name and No
Prickly Pear Unit Fed 1-17D-12-15
2. Name of Operator i
BILL BARRETT CORPORATION 9. APl Well No.
3a  Address 3b. Phone No. (include area code) 43-007-31288
1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T., R, M., or Survey Description) Nine Mile/Wasatch-Mesaverde

NESE, 2065' FSL, 701' FEL i1. County or Parish, State

Sec. 17, T128-R15E Carbon County, Utah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NONICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
O [ ] Acidize Ll Deepen LI production (Start/Resume) D Water Shut-Off
Notice of Intent ] Ateer Casing Fracture Treat [ geclamation E el tnee grity
S 2 D Casing Repair D New Construction D Recomplete Other Weekly Activity
Subsequent Report p
M _ D Change Plans D Plug and Abandon D Temporarily Abandon Report
L1 Final Abandonment Notice D Convert {0 injection D Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones,
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation resuits in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

. .WEEKLY COMPLETION ACTIVITY FROM 01-10-2008 TO 01-30-2008
REPORT #1-6

RECEIVED
FEB 0 4 2008

DIV. OF OIL, GAS & MINING
{4, T'hereby certify that the foregoing istrue and correct
Name (Printed/Typed)
Tracey Fallang Title Environmental/Regulatory Analyst
Signature ‘Ijﬂ% o, ;{ﬁ /é%@ > Date 01/31/2008
Tiiis SPACE FORFEDERAL OR STATE OFFICE USE
Approvedby _ o ____ Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make ita crime for any person knowingly and willfully to make to any department or agency of the United
Statesany false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page 2)



REGULATORY COMPLETION SUMMARY Wellcore
Well Name : Prickly Pear Fed. #1-17D-12-16 Phase/Area West Tavaputs
Bottom Hole Display APl #/License
NENE-17-12S-15E-W26M 43-007-31288
Ops Date : 1/17/2008 Report # . 6
AFE #: 14422D
Summary : SI. HLS Ran CBL. log holding 1000 psi : o
on casing. Si. RDMO HLS. End Time Description
2:00 PM Sl
6:00 PM HLS run CBL logs holding 1000 psi on casing. Cement top @ ft.
824 ft. Set thg head on well. Sh.utin
8:00 PM Rig down HLS move out
Well Name : Prickly Pear Fed. #1-17D-12-15 Phase/Area West Tavaputs
'Bottom Hole Display
NENE-17-125-15E-W26M 43-007-31288
Ops Date : 1/16/2008 Report # . 5
AFE #: 14422D
Summary : St. End Time Description
11:00 PM Si
Well Name : Prickl;‘géar Fed. #1-17D-12-15 Phase/Area West Tavaputs
Bottom Hole Display API #/License
NENE-17-128-15E-W26M 43-007-31288 ]
Ops Date : 1/15/2008 Report # 4
AFE # . 14422D
Summary : S1. End Time Description
11:00 PM Si
Well Name : Prickly Pear Fed. #1-17D-12-15 Phase/Area West Tavaputs
Bottorm Hole Display APl #/License
NENE-17-12S-15E-W26M 43-007-31288
Ops Date : 1/14/2008 Report # : 3
AFE #:14422D
Summary : 8I End Time Description
11:00 PM Sl

Report by Decision Dynamics Technology Lid. Wellcore

Version 4.3.8

January 31, 2008

Page 1



REGULATORY COMPLETION SUMMARY Wellcore

Well Name : Prickly Pear Fed. #1-17D-12-15 Phase/Area West Tavaputs
Bottom Hole Display APl #/License
NENE-17-12S-15E-W26M 43-007-31288
Ops Date : 1/13/2008 Report # :
AFE # : 14422D
Summary : SI. Rig HLS run Gyro Log. Sl End Time Description
11:00 AM Si
2:40 PM Rig HLS Run Gyro Log. from 100 ft to 8037ft. POOH move to
10-17D. 84 ft. fill from shoe.
»»»»»» o 2:40 PM Sl.
Well Name : Prick!‘y Pear Fed. #1-17D-12-15 Phase/Area West Tavaputs

Ops Date :

AFE #:

Bottom Hole Display

APl #/License

NENE-17-128-15E-W26M

43-007-31288

1/10/2008 Report # :
14422D

Summary :

Report by Decision Dynamics Technology Lid. Wellcore

End Time Description
Enter the description here

Version 4.3.8 January 31, 2008  Page 2
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Form 3160-5
(August 2007)

UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals.

S BN
S

6. If Indian, Allottee or Tribe Name
N/A

SUBMIT IN TRIPLICATE - Other instructions on page 2.

1. Type of Well

T oit wen [ other

] Gas el

7. If Unit of CA/Agreement, Name and/or No.
Prickly Pear / UTU-79487

8. Well Name and No.
Prlckly Pear Unit Federal 1-17D-12-15

2. Name of Operator
Bill Barrett Corporation

43-007-31 288'

3a. Address
1099 18th Street, Suite 2300
Denver, CO 80202

3b. Phone No. (include area code)
303-312-8134

10. Field and Pool or Exploratory Area
Undesignated/Wasatch-Mesaverde

4. Location of Well éF ootage, Sec., T.,R.,M., or Survey Description)
NESE, 2073' FSL, 715 FEL

Sec. 17, T12S-R15E

11. Country or Parish, State
Carbon County, UT

12, CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent [:I Acidize D Deepenb m Production (Start/Resume) D Water Shut-Off
D Alter Casing D Fracture Treat D Reclamation D Well Integrity
Subsequent Report |: Casing Repair D New Construction D Recomplete D Other
D Change Plans D Plug and Abandon D Temporarily Abandon
D Final Abandonment Notice D Convert to Injection D Plug Back D Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

This sundry is being submitted as notification of first sales on February 7, 2008. Use of an EFM was previously requested in the approved APD. Use of a flow
conditioner (versus a straightening vane) is requested with this notification. BBC has found that because vanes are secured to the meter run with bolts,
compromised measurement occurs when these bolts ioosen and the vanes come into contact with the orific. Flow conditioners are put in place with flange

faces which eliminate the possibility of dislodging and flowing into the orifice.

If you have any questions or need further information, please contact me at 303-312-8134.

RECEIVED
FEB 15 2008
DIV, OF OIL, GAS & MINING

14. @ hereby certify that the foregoing is true and correct.
Name (Printed/Typed)
Tracey Fallang

Title Environmental/Regulatory Analyst

7'2/////049

m ¥1 e

(/  THiS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by

[Title

Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would  {Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the Umted States any false,

fictitious or fraudulent statements Or representations as to any matter within its jurisdiction.

(Instructions on page 2)



Forn 31605 UNITED STATES ant fﬂ N Wb eopy
P DEPARTMENT OF THE INTERIOR il | et Man
BUREAU OF LAND MANAGEMENT ~ ° ‘ Sy
SUNDRY NOTICES AND REPORTS ON WELLS ‘ UTU-73006
Do not use this form for proposals to drill or to re-enter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals. n/a
SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. 1F Unit or CA/Agreement, Name and/or No.
I Type of Well Prickly Pear Unit/UTU-079487
' ﬁOil Well Gas Well [ Other

8. Well Name and No.
Prickly Pear Unit Fed 1-17D-12-15

2. Neme of Operelor g1y 1 B4 RRETT CORPORATION

9. API Well No.
32 Address 3b. Phone No. (include area code) 43-007-31288
1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T, R., M., or Survey Description) Nine Mile/Wasatch-Mesaverde
NESE, 2065' FSL, 701' FEL 1. County or Parish, State

Sec. 17, T128-R15E Carbon County, Utah

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D Acidize D Deepen D Production (Start/Resume) D Water Shut-Off
[ Notice of ntent T Ateer Casing Fracture Treat (] Reclamation Well Integrity
Subsequent Report D Casing Repair D New Construction D Recomplete Other Weekly Activity
D . ' Change Plans ) EI Plug and Abandon Temporarily Abandon Report
Final Abandorment Notice [:' Convert to Injection D Plug Back D Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones,
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. [f the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once

testing has been completed, Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITY FROM 01-31-2008 TO 02-07-2008
REPORT #7-13

pECENVED

FEB 15 208

ehg B

NG

14. 1hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Date 02/11/2008

EDERAL OR STATE OFFICE USE

Approvedby o ___ Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease

which would entitle the applicant to conduct operations thereon,

Office

Title 18 US.C. Section 1001 and Title 43 U.S.C. Section 1212, make ita crime for any person knowingly and willfully to make to any department o1 agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page 2)



REGULATORY COMPLETION SUMMARY

Well Name : Prickly Pear Fed. #1-17D-12-15

Phase/Area West Tavaputs

Bottom Hole Display

API #/License

NENE-17-128-15E-W26M

43-007-31288

Ops Date : 2/1/2008 Report # : 7
AFE # . 14422D

Summary : SI. MIRU BWWC EL. stage 1. Rig HES
frac Iron to frac tree. Pressure test. Frac
stage 1. Start Frac. Frac trre and tbg
head jumped up 3 inch. shut down.
Wellhead Inc. needs to torque thg
head.and lock down. test.

Report by Decision Dynamics Technology Ltd. Wellcore

End Time

11:00 AM
1:00 PM

1:00 PM

Version 4.3.8

Description
St

Rig BWWC. PU 10 ft. perf guns RIH correlate to short jt. run to perf
depth Perforate Price River @ 8018-8028, 3JSPF, 120 phasing, 23
gram charges, .430 holes. POOH

Rig HES frac on Wellhead. Pressure test. Frac stage 1 Price River
70Q foam Frac. Load & Break @ PSI. Avg. Wellhead Rate: BPM.
Avg. Slurry Rate: BPM. Avg. CO2 Rate: BPM. Avg. Pressure: PSI.
Max. Wellhead Rate: BPM. Max. Slurry Rate: BPM. Max. CO2
rate: BPM. Max. Pressure: PSI. Total Fluid Pumped: Gal. Total
Sand in Formation: Ib.(20/40 White sand) CO2 Downhole; tons.
CO2 Cooldown: tons. ISIP:PSi. Frac Gradient: psi/ft. Successfully
flushed wellbore with 50Q foam 50 bbi over flush with 500 gal. fluid
cap.

Wellcore

February 8, 2008

Page 8
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REGULATORY COMPLETION SUMMARY

Wellcore
Well Name : Prickly Pear Fed. #1-17D-12-15 Phase/Area West Tavaputs
Bottom Hole Display API #/License
{NENE-17-128-15E-W26M 43-007-31288
"Ops Date : 2/2/2008 Report #: 8

AFE # . 14422D

Summary : Sl. Wellhead inc. tighten alf bolts and .
torque wellhead & tighten well head End Time
locks. Si. HES Safety Meeting. 3:30 PM
Pressure test. Frac stage 1. EL stage 2.

Frac #2. EL stage 3. Frac #3. EL stage
4. Frac Stage4. Shutin

4:30 PM

6:15 PM

11:59 PM

Report by Decision Dynamics Technology Ltd. Wellcore

Version 4.3.8

Description

HES Frac stage 3 lower Dark Canyon 70Q foam Frac. Load & Break
@4.644 PSI @ 16.9 BPM. Avg. Wellhead Rate: 29.3BPM. Avg.
Slurry Rate:11.8 BPM. Avg. CO2 Rate:16.3 BPM. Avg.
Pressure:5,414 PSI. Max. Wellhead Rate: 34.2 BPM. Max. Slurry
Rate:25.2 BPM. Max. CO2 Rate: 23.3 BPM. Max. Pressure:5,917
PSI. Total Fluid Pumped: 23,348 Gal. Total Sand in
Formation:89,100 Ib, (20/40 White Sand) CO2 Downhole:146 tons.
CO2 Cooldown:10 tons. {SIP:3,440 PSI. Frac Gradient. 0.89 psi/ft.
Dropped Qty: 3 Perf balls in pad stage and 3 balls in 2# sand stage.
Successfully flushed wellbore with 50Q foam 50 bbi over flush with
500 gal. fluid cap.

BWWHC Perf stage 4 Dark Canyon. PU HES CFP with 12 ft. perf
guns. RIH correlate to short jt. run to setting depth sand in wellbore
set CFP @7500 ft. PU perforate @ 7400-7404 & 7348-7356, 3
JSPF, 120 phasing, 23 gram charges, .430 holes. POOH turn well
over to frac.

HES Frac stage 4 Dark Canyon 70Q foam Frac. Load & Break
@4,480 PS1 @16.5 BPM. Avg. Wellhead Rate:33.5 BPM. Avg.
SLurry Rate:13.4 BPM. Avg. CO2 Rate:18.8 BPM. Avg,
Pressure:5,695 PSI. Max. Wellhead Rate:35.3 BPM. Max. Slurry
rate:26.5 BPM. Max. CO2 Rate: 23BPM. Max. Pressure:6,193 PSI.
Total Fluid Pumped:24,080 Gal. Total Sand in Formation:89,940
Ib.(20/40 White Sand) CO2 Downhole:146 Tons. CO2 Cooldown:
10 tons. ISIP:3,414 PSI. Frac Gradient:0.90 psi/ft. Dropped Qty: 3
Perf balls in Pad stage no balls in 2# sand due to treating PSI..
Successfully flushed wellbore with 50Q foam 50 bbl overfiush with
500 gal. fluid cap.

Shut in for nigth

February 9. 2008

Page i



REGULATORY COMPLETION SUMMARY

Wellcore

West Tavaputs

Description
Wellhead tighten all bolts and flanges, Lock bolts.
Safety Meeting, Leaks, Pressure, flow backs.

HES Frac stage 1 Price River. 70/860/50Q. Foam Frac. Load &
Break @6,788 PSl. @4.3 BPM. Avg. Wellhead Rate:24.5 BPM.
Avg. Slurry Rate:11.4 BPM. Avg. CO2 Rate:11.9 BPM. Avg.
Pressure:4,066 PSI. Max. Wellhead Rate:26.4 BPM. Max. Sturry
Rate:13.9 BPM. Max. CO2 Rate:18.5 BPM. Max. Pressure: 4,473
PSI. Total Fluid Pumped: 18,652 Gal. Total Sand in
Formation:59,900 Ib. (20/40 White Sand) CO2 Downhole:90 tons.
CO2 Cooldown:10 tons. 1S1P:3,005 PS!, Frac Gradient:0.81 psi/ft.
Successfully flushed welibore with 50Q foam 50 bbl over flush with

HES Frac stage 2 Price River 70/60Q foam Frac. Load &
Break@4,551 PSI @ 12.2BPM. Avg. Wellhead Rate:29.2 BPM.
Avg. Slurry Rate:13.8 BPM. Avg. CO2 rate:14.2 BPM. Avg.
Pressure: 4,677 PSI. Max. Wellhead Rate:31.4 BPM. Max. Slurry
Rate:17.3 BPM. Max. CO2 Rate: 21.5 BPM. Max. Pressure: PSI.
Total Fluid Pumped: 18,061 Gal. Total Sand In Formation: 50,000
1.B. (20/40 White Sand) CO2 Downhole: tons. CO2 Cooldown: tons.
ISIP:3,390 PSI. Frac Gradient: 0.87 psi/ft. Dropped Qty: 3 perf
balis in pad stage and 3 balls in 2# sand stage. Successfully
flushed wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid

BWWC. EL stage 2 Price River. PU HES CFP with 8 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @7880 FT. PU
stuck in sand. Fiow casing to flow tanks on 24 ck. . free perf tools.
POOH 1000 ft. shut down for 15 mins. RIH correlate to casing
collars. RIH to perf depth. perforate @ 7800-7802, 7790-7793 &
7767-7770, 3JSPF, 120 phasing, 23 gram charges, .430 holes.
POOH turn well over to frac.

Well Name : Prickly Pear Fed. #1-17D-12-15 Phase/Area
Bottom Hole Dispiay ! API #/License ;
INENE-17-125-15E-W26M 143-007-31288 |
Ops Date ; 2/2/2008 Report # : 8
AFE #:14422D
Summary : SI. Wellhead inc. tighten all bolts and ;
torque wellhead & tighten well head End Time
locks. Si. HES Safety Meeting. 6:45 AM
Pressure test. Frac stage 1. EL stage 2. 7:00 AM
Frac #2. EL stage 3. Frac #3. EL stage .
4. Frac Staged. Shut in 7:30 AM Pressure test HES.
9:20 AM
500 gal. fluid cap.
11:30 AM
cap.
9:20 AM
2:00 PM

Repo by Decision Dynamics Technology Ltd, Wellcore

BWWC EL stage 3 Dark Canyon. PU HES CFP with 11 ft. perf
guns. RIH correlate to short jt. run to setting depth set down on
sand. POOH 700 ft. wait for 10 mins, RIH set CFFP @ 7710 ft. PU
perforate @ 7614-7617, 7602-7605, 7586-7589 & 7566-7568,
3JSPF, 120 phasing, 23 gram charges, .430 holes. POOH turn well
over to frac.

Version 4.3.8 February 8, 2008

Page €



REGULATORY COMPLETION SUMMARY

Wellcore

Well Name : Prickly Pear Fed. #1-17D-12-15

Phase/Area

West Tavaputs

iBottom Hole Display

APl #/License

?NENE-17-128-1 5E-W26M 43-007-31288

Ops Date : 2/3/2008 Report # : 9

AFE # : 14422D

Summary : SICP: 2200. EL stage 5 North H. frac #5.

EL stage 6. Frac #6. El stage 7. Frac End Time
#7. EL stage 8. sand covered perfs from 2:35 PM
cross flow from stage 7. couldnt shoot
last set of perfs in stage 8. POOH. Flow
well over night to clean up zone stage 8.

4:00 PM
5:00 PM
11:59 PM

Report by Decision Dynamics Technology Ltd. Wallcore

Version 4.3.8

Description

HES frac stage 7 North Horn.70/60Q foam frac. Load & Break @
3,350 psi @17.1 BPM. Avg. Wellhead Rate:28.1 BPM. Avg. Slurry
Rate:13.6 BPM. Avg. CO2 Rate:13.1 BPM. Avg. Pressure:4,456
PSI. Max. Wellhead Rate:31.1 BPM. Max. Slurry Rate: 26.9 BPM.
Max. CO2 Rate:17.8 BPM. Max. Pressure:4,861 PSI. Total Fluid
Pumped:20.126 Gal. Total Sand in Formation:70,100 1b.(20/40
White Sand) CO2 Downhole:88 tons. CO2 Cooldown: 6 tons.
ISIP:3,140 PSI. Frac Gradient:0.93 psi/ft. Dropped Qty: 3 perf balls
in pad stage & 3 balls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

BWWOC EL stage 8. PU 11 ft. perf guns with HES CFP. RIH correlate
to short jt. run to setting depth set CFP @ 6110 ft. PU perforate N.H.
@ 6042-6046. well start on Vac. sticking guns. PU to #2 finterval
Perf @ 5980-5985., well sucking. guns trying to stick. POOH 100 ft.
wait on well to stop sucking. RIH to perf top interval. set on sand @
5980 top of interval #2. could not shoot top two foot interval. feet of
fill from CFP to perf. total of 131 POOH lay down tools.

Shut in clean up equipment for night.
Flow stages 1-7 through IPS equip.

February 9, 2008

Page ¢



REGULATORY COMPLETION SUMMARY

Wellcore

Well Name : Prickly Pear Fed. #1-17D-12-15

Phase/Area West Tavaputs

{Bottom Hole Display

APl #/License

NENE-17-128-15E-W26M

43-007-31288

Ops Date : 2/3/2008 Report # : 9
AFE #; 14422D

Summary : SICP: 2200. EL stage 5 North H. frac #5.
EL stage 6. Frac #6. El stage 7. Frac
#7. EL stage 8. sand covered perfs from
cross flow from stage 7. couidnt shoot
last set of perfs in stage 8. POOH. Flow
well over night to clean up zone stage 8.

Report by Decision Dynamics Technology Ltd. Wellcore

End Time

5:30 AM
7.00 AM

9:25 AM

11:00 AM

12:00 PM

115 PM

Version 4.3.8

Description
Sl

BWWC El stage 5 North Horn. PU 10 ft perf guns & HES CFP. RIH
correlate to short jt. run to setting depth Set CFP @ 7160 ft. PU
perforate N.H. @ 7061-7066 & 6943-6948, 3JSPF, 120 phasing, 23
gram charges, .430 holes. POOH turn well over to frac.

HES frac stage 5 North Horn 70/60Q foam frac. Load & Break @
4,296 PSI @ 14.3 BPM. Avg. Wellhead Rate:38.6 BPM. Avg. Slurry
Rate:18.5 BPM. Avg. C02 Rate:18.2 BPM. Avg. Pressure:4,518
PSI. Max. Wellhead Rate:41.9 BPM. Max. Slurry Rate: 26.7 BPM.
Max. Co2 Rate: 26.5 BPM. Max. Pressure:5,868 PSI. Total Fluid
Pumped: 26,385 Gal. Total Sand in Formation:100,000 1b.(20/40
White Sand) Co2 Downhole:121 tons. Co2 Cooldown:10 tons.
ISIP:3,813 PSI. Frac Gradient: 0.98 psi/ft. Dropped Qty: 3 perf bslls
in Pad stage & 3 balls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 bbi over flush with 500 gal. fluid cap.

BWWC El stage 6 North Horn. PU HES CFP with 12 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @6780 ft. PU
perforate N.H. @ 6694-6698 wellbore started dropping PSI.
6594-6597 & 6578-6583, 3 JSPF, 120 phasing, 23 gram charges,
.430 holes. POOH turn well over to frac, ( Lost 1000 psi after
perforating)

HES Frac stage 6 North Horn 70/60Q foam frac. Load & Break @
3,415 PSI @15.9 BPM. Avg. Wellhead Rate: 32.3 BPM. Avg.
Slurry Rate:18.7 BPM. Avg. CO2 Rate:17.7 BPM. Avg.
Pressure:5,399 PSI. Max. Wellhead Rate:43.8 BPM. Max. Slurry
Rate:24.9 BPM. Max. CO2 Rate:30.5 BPM. Max. Pressure: 6,089
PSI. Total Fluid Pumped:25,790 Gal. Total Sand in
Formation:99,900 Ib. (20/40 White Sand) CO2 Dowvnhole:108 tons.
CO2 Cooldown:10 tons. ISIP:3,308 PSI. Frac Gradient: 0.93 psifft.
Dropped Qty: 3 perf balls in pad stage and 3 balls in 2# sand stage.
Successfully flushed welibore with 50Q foam 50 bbl over flush with
500 gal. fluid cap.

BWWC EL stage 7 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CF P @ 6440 ft. PU
perforate @ 6334-6339 & 6322-6327, 3JSPF, 120 phasing, 23 gram
charges, .430 holes. POOH turn well over to frac.

February 9, 2008
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REGULATORY COMPLETION SUMMARY

Well Name : Prickly Pear Fed. #1-17D-12-15

‘Wellcore

Phase/Area West Tavaputs

Bottom Hole Display

API #/License

NENE-17-12S-15E-W26M

43-007-31288

Ops Date . 2/4/2008 Report#: 10
AFE #: 14422D

Summary : Flow stages 1-7. Shut in. EL.stage 8
Reperf. Frac stage 8. EL stage 9. Frac
#9. El stage 10. Frac#10. SI. RDMO.
Flow stages 1-10 through IPS equip.

Report by Decision Dynamics Technology Ltd. Welicore

End Time
2:00 PM

3:00 PM
3.00 PM

Version 4.3.8

Description

HES frac stage 10 Med. Wasatch 50Q foam Frac. Load & Break @
3,806 PSI @ 14.5 BPM. Avg. Wellhead Rate:39 BPM. Avg. SLurry
Rate:22.4 BPM. Avg. CO2 Rate: 14.6 BPM. Avg. Pressure: 3,568
PSI. Max.Wellhead Rate:41.4 BPM. Max. Slurry Rate: 26 BPM.
Max. CO2 Rate: 18.7BPM. Max. Pressure:3,883 PSI. Total Fluid
Pumped:39,951 gal. Total Sand In Formation:100,020 ib. (20/40
White Sand) CO2 DOwnhole: 115 fons. CO2 Cooidown: 10 tons.
ISIP:1,900 PSI. Frac Gradient; 0.85 psi/ft. Dropped Qty: 3 perf balls
in pad stage and 3 balls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

SI. Clean Up Trucks and equipment.rig down off frac tree.
Flow stages 1-10 through IPS flow equipment.

February 9, 2008

Page &
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REGULATORY COMPLETION SUMMARY

‘Wellcore

Well Name .

Ops Date
AFE #

Summary

Report by Decisi

Prickly Pear Fed. #1-17D-12-15

Phase/Area

West Tavaputs

Bottom Hole Display

AP1 #/License

NENE-17-12S-15E-W2eM

43-007-31288

: 2/4/2008 Report # : 10
: 14422D
. Flow stages 1-7. Shutin. EL.stage 8

Reperf. Frac stage 8. EL stage 9. Frac
#9. El stage 10. Frac #10. Si. RDMO.
Flow stages 1-10 through IPS equip.

ion Dynamics Technology Ltd. Wellcore

End Time
12:00 AM

5:30 AM
7:00 AM

9:00 AM

10:30 AM

11:25 AM

1:00 PM

Version 4,3.8

Description

Flowed stages 1-7. FCP: 300 psi on 48 ck. recovered 268 bbis. in
5 hours avg. of 53.6 BPH. light trace of sand. Shut in due to low
flowing pressure.

Sl

BWWC Reperf stage 8 lower intervals & perf top interval. Due to
sand covering perf on first run with cross flow. PU 10 ft. perf guns
RIH correlate to short jt. run to perf depth. Wellbore clean of sand.
Reperf interval 6042-8048, 4 ft. gun 12 holes total holes in interval is
24, PU reperf interval 5980-5984, 12 holes, total of 27 holes in
interval.. & Perf top interval. 5968-5970, total of 6 holes. 3 JSPF
120 phasing, 23 gram charges, .430 holes, POOH turn well over to
frac.

HES frac stage 8 North Horn 70/60Q foam frac. Load & Break
@4,000 PSI @ 27 BPM. Avg. Wellhead Rate:38.7 BPM. Avg.
Slurry Rate:18.7 BPM. Avg. CO2 Rate:18 BPM. Avg.
Pressure:4,523 PSl. Max. Wellhead Rate:40.8 BPM. Max. Siurry
Rate:28.1 BPM. Max. CO2 Rate: 26.2BPM. Max. Pressure: 5,036
PSI. Total Fluid Pumped:30,333 Gal. Total Sand in
Formation:120,230 |b.(20/40 White Sand) CO2 Downhole:144
tons. CO2 Cooldown:10 tons. ISIP:2.980 PS|. Frac Gradient: 0.93
psifft. Dropped Qty: 3 perf bails in Pad stage and 3 balis in 2# sand
stage. Successfully flushed wellbore with 50Q foam 50 bbl over flush
with 500 gal. fluid cap.

BWW(C EL stage 9 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @4960 ft. PU
perforate @ 4875-4879, 4860-4864 & 4847-4849, 3 JSPF, 120

phasing, 23 gram charges, .430 holes. POOH turn well over to frac.

HES Frac stage 9 Med. Wasatch 50Q foam frac. Load & Break @
2,620 PSI @ 17.5 BPM. Avg. Wellhead Rate:34.1 BPM. Avg. Slurry
Rate:19.6 BPM. Avg. CO2 Rate:12.6 BPM. Avg. Pressure: 3,149
P81. Max. Wellhead Rate:35.9 BPM. Max. Slurry Rate:25.6 BPM.
Max. CO2 Rate: 15.5 BPM. Max. Pressure:3,293 PS!. Total Fiuid
Pumped: 33,287 gal. Total Sand in Formation:79,950 |b. (20/40
White Sand) CO2 Downhole:92 tons. CO2 Cooldown:10 tons.
ISIP:2,146 PSI. Frac Gradient:0.88 psi/ft. Succes sfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

BWWC E! stage 10. Med. Wasatch. PU HES CFP with 12 ft. perf
guns. RIH correlate to short jt. run to setting depth set CFP @ 4780
ft. PU Perforate @ 4698-4700, 4658-4660, 4570-4572,

4555-4557, 4547-4549 & 4526-4528, 3JSPF, 120 phasing, 23 gram
charges, .430 holes.

February 8, 2008
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REGULATORY COMPLETION SUMMARY

Wellcore
Well Name : Prickly Pear Fed. #1-17D-12-15 Phase/Area West Tavaputs
Bottom Hole Display AP #/License
NENE-17-1ZS-15E-W26M 43-007-31288
Ops Date : 2/7/2008 ’ Report # : 13
AFE #: 14422D
Summary : Flow stages 1-10 End Time Description
6:00 AM Flow stages 1-10 FCP: 850 psi on 38 ck. recovered 179 bbl in
avg. of 7.45BPH. CO210% Gas rate 3.142 MMCFD
3:00 PM Fiow stages 1-10 wait on production to take well to sales.
Well Name : Prickly Pear Fed. #1-17D-12-15 Phase/Area West Tavaputs
Bottom Hole Display AP #/License
NENE-17-12S-15E-W26M 43-007-31288
Ops Date : 2/6/2008 Report # : 12
AFE #: 144220
Summary : Flow stages 1-10 End Time Description
6:00 AM Flow stages 1-10 FCP: 760 psi on 38 ck. recovered 91 bblin 12
hours. avg. of 7.58 BPH. CO2: 25 %gas rate: 3.600 MMCFD
6:00 AM Flow stages 1-10 _
Well Name : Prickly Pear Fed. #1-17D-12-15 Phase/Area West Tavaputs
Bottom Hole Display AP #/License ]
INENE-17-128-15E-W26M 43-007-31288
Ops Date : 2/5/2008 Report#: 11
AFE #:14422D
Surnmary : Flow stagesa 1-10 End Time Description
6:00 AM Flow stages 1-10 FCP: m750 psi on 42 ck. recovered 236 bbiin 12
hours avg. of. 19.66 BPH. Co2 50%.
11:59 PM Flow stages 1-10

Repor: by Decision Dynamics Technology Ltd. Welicore

Version 4.3.8

February 9, 2008

Page 1



tfallang

Form 3160-4
4 (August 2007)

Ydﬁi '.‘

i 5” UNITED STATES

CONFIDENTIA’

OERTA
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

WELL COMPLETION OR RECOMPLETION REPORT AND LOG

5. Lease Serial No.

UTU-73006

la. Type of Well L_loit well Gas Well Dry [ Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion: B New Well Work Over Deepen L] Plug Back [ Diff. Resvr., N/A
Other: 7. Unitor CA Agreemem Name and No.
' Prickly Pear / UTU-79487
2. Name of Operator 8. Lease Name and Well No.
Bill Barrett Corporation

Prickly Pear Unit Federal 1-17D-12-16

3. Address 1099 18th Street, Suite 2300 3a. Phone No. (include area code)
Penver, CO 80202 303-312-8134

9. AFI Well No.
43-007-31288

4. Location of Well (Report location clearly and in accordance with Federal requirements)*

Atsurface NESE, 2073' FSL, 715' FEL

At top prod. interval reported below SENE, 1598' FNL, 717' FEL, Sec. 17

10. Field and Pool or Exploratory
Undesignated / Wasatch-Mesaverde

11. Sec., T.,R., M., on Block and

Survey or Area
Sec. 17, T128-R15E

12. County or Parish 13. State
At total depth NENE, 577' FNL, 673' FEL, Sec. 17 / Carbon County ut
14. Date Spudded 15. Date T.D. Reached 16, Date Completed 02/03/2008 17. Elevations (DF, RKB, RT, GL)*
10/21/2007 12/03/2007 [(p& A [7] Ready to Prod. 7418' ungraded ground
18. Total Depth: MD 8179 19. Plug Back T.D.. MD 8121 20. Depth Bridge Plug Set:.  MD N/A
TVD 7494' TVD 7436 TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? INo [T Yes (Submit analysis)
Teiplo-Combo-COHCBHER, : Was DST run? No [J Yes (Submlit report)
Mud Log SD' ngl HQ’\ Directional Survey? [T]No [7] Yes (Submit copy)
23. Casing and Liner Record (Report all strings set in well)
Hole Size | Size/Grade | Wt (#f) | Top (MD) | Bottom (MD) s‘ag‘;)(;;‘t;’f“ter T’j; of 8s. & Sl‘(‘gyBIY)"" Cement Top* Amount Pulled
20" 16" H40 654 0 40 grout cement Surface
12 1/4" 95/8"J55 |36# 0 1032' 250 HLC 82 bbls Surface
» 180 Premium 38 bbls
33/4" & 4 1/2"P110 | 11.6# 0 7966' 1690 50/50 Poz |448 bbls 900"
77/8"
P Tubing Record
Size Depth Set (MD) |  Packer Depth (MD) Size Depth Set (MD) | Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)
25, Producing Intervals 26. _ Perforation Record
Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
.A) Wasatch (inc North Horn) 4526' 7066' 4526' - 4700' 0.43" 36 Open
B) Mesaverde 7348’ 8028’ 4847' - 4879 0.43" 30 Open
C) 5968' - 6046 0.43" 33 Open
D) 6322' - 6339' 0.43" 30 Open
27. Acid, Fracture, Treatment, Cement Squeeze, etc.
Depth Interval Amount and Type of Material
4526' - 4700 Stage 10: 70% CO2 foam frac: 115 tons CO2; 1107 bbls total fluid; 100,020# 20/40 White sand
4847' - 4879 Stage 9; 70% CO2 foam frac: 92 tons CO2; 961 bbls total fluid; 79,950# 20/40 White sand
5968’ - 6046' Stage 8: 70% CQ2 foam frac: 144 tons CO2; 930 bbls total fiuid; 120,230# 20/40 White sand
6322' - 6339 Stage 7: 70% CO2 foam frac. 88 tons CO2; 671 bbls total fluid; 70,100# 20/40 White sand
28, Production - Interval A
Date First [Test Date {Hours [Test il Gas [Water il Gravity Gas [Production Method
Produced Tested IProduction BBL MCF PBBL ICorr. API Gravity Flowing
2/7108 2/16/08 |24 ’ 0 2123 5
Choke Tbg. Press.(Csg. 24 Hr. Ot Gas Water Gas/Oil IWell Status
Size Flwg. [Press. Rate IBBL IMCF BBL [Ratio Producing
S1
20/64" |0 795 |=P |o 2123 5
28a. Production - Interval B
Date First ([Test Date {Hours Test il iGas [Water 101l Gravity IGas IProduction Method
Produced Tested Production [BBL IMCF IBBL Corr. API -|Gravity
Choke Tbg. Press.|Csg. 24 Hr. 0il Gas [Water IGas/Oil 'Well Status
Size Flwg. [Press. Rate IBBL IMCF IBBL Ratio R EC E IVED
St .

*(See instructions and spaces for additional data on page 2)

DIV, OF OlL, GAS & MINING



28b. Production - Interval C

Date First [Test Date |Hours Test 0il Gas Water 01l Gravity Gas IProduction Method
Produced [Tested Production [BBL MCF IBBL ICorr. API (Gravity
Choke Tbg. Press./Csg. 24 Hr. Oil Gas Water IGas/Oil Well Status
Size Flwg. Press. [Rate IBBL IMCF [BBL Ratio
IS '
28¢. Production - Intervai D
Date First [Test Date [Hours Test 0il Gas Water Oil Gravity Gas [Production Method
Produced Tested [Production [BBL MCF IBBL ICorr. API IGravity
Choke iTbg. Press. [Csg. 24 Hr. 0il Gas Water IGas/Oil Well Status
Size Flwg. Press. Rate [BBL IMCF IBBL Ratio
SI '

29. Disposition of Gas (Solid, used for fuel, vented, etc.)

Sold

30. Summary of Porous Zones (Include Aquifers):

Show all important zones of porosity and contents thereof: Cored intervals and ali drill-stem tests,

including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and

31. Formation (Log) Markers

recoveries.
Top
Formation Top Bottom Descriptions, Contents, etc. Name
Meas. Depth
Wasatch 3022'
North Horn 5469
Dark Canyon 7344
Price River 7621
TD 8179

32. Additional remarks (include plugging procedure):

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163. 7 7/8"
hole started at 7553'.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

[ Electrical/Mechanical Logs (1 full set req’d.)

[ Sundry Notice for plugging and cement verification

[ Geologic Report
[ Core Analysis

1 DST Report

[ other:

] Directional Survey

34. 1 hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please print) Tracey Fallang

Signature

AL

3

a

fjﬁ_’L/M_@

Title Environmental/Regylatory Analyst

Date w%/‘ /4/ /? g/,

A

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agericy of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Continued on page 3)

(Form 3160-4, page 2)



Prickly Pear Unit Federal #1-17D-12-15 Report Continued

26. PERFORATION RECORD (cont.)

27. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)

INTERVAL NO. PERFORATION
(Top/Bot-MD) SIZE | HOLES STATUS AMOUNT AND TYPE OF MATERIAL
6578 6698’ 0.43” 36 Open Stg 6 | 70% CO2 foam frac: | 108 tons CO2 824 bbis total fluid | 99,9004  20/40 White Sand
6943’ 7066’ 0.43” 30 Open Stg5 | 70% CO2 foam frac: | 121 tons CO2 840 bbls total fluid | 100,000#  20/40 White Sand
7348’ 7404° 0.43” 36 Open Stg4 | 70% CO2 foam frac: | 146 tons CO2 817 bbls total fluid | 89,940  20/40 White Sand
7566’ 7617 0.43” 33 Open Stg3 | 70% CO2 foam frac: | 146 tons CO2 789 bbls total fluid 89,1004  20/40 White Sand
7767 7802 0.43” 24 Open Stg2 | 70% CO2 foam frac: | 75 tons CO2 673 bbls total fluid | 50,0004  20/40 White Sand
8018’ 8028’ 0.43” 30 Open Stg 1 70% CO2 foam frac: | 90 tons CO2 663 bbls total fluid 59,9004  20/40 White Sand

*Depth intervals for frac information same as perforation record intervals.
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' X% Bill Barrett Corporation
homr

BILL BARRETT CORP

Company:™

Projéct: . CARBON COUNTY, UT (NAD 27)
Site: " PRICKLY PEAR #8-17-12-15 PAD
Wells" . - PRICKLY PEAR UF #1-17D-12-15

Welibore:

BILL BARRETT CORPORATION
Survey Report

“Local Co¥ordina§e Reference:
TVD f?eference: i

MD Reference:- .

North Refarence:
éurveY>,Ci’lgulaﬁon Method:

SITE @ 7433.80ft (Original Site Elev)

" SITE @ 7433.80ft (Original Site Elev)
. True : ‘ .

Minimum Curvature

" Well PRICKLY PEAR UF #1-17D-12:15

"Des‘ign:" : 1 Détabasei : " Compass

‘Project " - CARBON COUNTY, UT (NAD 27)

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level!

Geo Datum: NAD 1927 (NADCON CONUS)

Map Zone: Utah Central 4302 Using geodetic scale factor

B

'PEAR #9-17-12-15 PAD, SECTION 17 T12SRISE

526,492,889

39°46'19.730 N
110° 15' 13.9400 W
0.80 °

Site Position: Northing: Latitude:
From: Lat/Long Easting: 2,350,238.117% Longitude:
Position Uncertainty: 0.00ft Slot Radius: o" Grid Convergence:

Well

Well Position

| PRICKLY PEAR UF #1:17D-12-15, 207

FSL, 715 FEL

526,508.405 ft

Latitude:

39° 46 19.887 N

+N/-8 0.00 ft Northing:
+EIW 0.00 ft Easting: 2,350,210.901 ft Longitude: 110° 15' 14,2986 W
Position Uncertainty 0.00 1t Welthead Elevation: ft Ground Level: 7,415.80f
Wellbors o 1 \
Maghetics Name " Samiple Date’ ~ "Declination _Dip Angle *. Field Strerigth’
R SR S TR LR O UL
bggm2006 11/23/2007 11.81 65.64 52,435
Design . 1 |
Audit Notes:
Version: 1 ACTUAL Tie On Depth: 0.00
Vertical Section: TNk +E/-W
SRR {1 R
0.00 0.00
(i Sur‘\(éy“‘(WeIil‘:ore) ."+’Tool Name
1,096.00 8,179.00 Survey #1 (1) MWD
Vertical . 7 ; Vertical  Turn
Sk Depth #NiS - HEAW Section i Rate
L {f () B (1) {f) _ t) ot (100%)
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.39 201.84 100.00 -0.31 -0.13 032 0.39 0.39 0.00
200.00 0.46 213.09 200.00 -0.96 -0.47 -0.97 0.11 0.07 11.28
300.00 0.48 225.47 299.99 -1.59 -0.98 -1.61 0.10 0.02 12.38
400.00 0.48 231.18 399.99 -2.15 -1.61 -2.18 0.05 0.01 572
500.00 0.52 238.50 499.99 -2.65 -2.33 270 0.07 0.03 7.31
600.00 0.57 23579 599.98 -3.18 -3.43 323 0.05 0.05 272
700.00 0.64 241.04 £99.98 -3.71 -4.02 -3.80 0.08 0.07 525
800.00 0.71 238.99 799.97 -4.30 -5.04 -4.41 0.07 0.06 -2.08
900.00 0.83 249.59 899.96 487 6.25 -5.01 0.19 0.13 10.61
1,000.00 0.90 251.88 999.95 -5.37 -7.68 554 0.07 0.06 2.28
1,000.05 0.80 251.88 1,000.00 -5.37 -7.68 -5.54 0.00 0.00 0.00
CASING PT.

3/12/2008 7:53:03AM

Page 2
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canm BILL BARRETT CORPORATION
= 1 Bill Barratt Corporation Survey Report

. BILL BARRETT CORP Local Co-ordinate Refarence:, "~ Well PRICKLY PEAR UF #1-17D-12:15
" CARBON COUNTY, UT (NAD 27) TVD Reference: . < SITE @ 7433.80ft (Original Site Elev)
{ PRICKLY PEAR #9-17-12-15 PAD “MD Reference: . - . . SITE @ 7433.80ft (Original Site Elev)

Company:'

Project!

{ PRICKLY PEAR UF #1-17D-12-15 North Reference: .~ .. True
: Survey Calculation Method: . Minimum Curvature
‘;"Databés‘e:’v“ ornen L e Compass
© Vertical F ‘:‘ o \Vertical i Dog “Turn

| Depth . +Ni-§ . +EfW - Section . . Rate ‘Rate "

‘ CLUE oy e (HOoR L (Hoof)

1,100.00 1.02 273.25 1,099.83 -5.56 -9.31 -5.77 0.38 0.13 21.37
1,200.00 3.84 324.83 1,199.84 277 -12.13 -3.04 3.30 2.81 51.59
1,300.00 6.16 349.69 1,299.47 5.24 -15.02 4.91 3.13 2.33 24.86
1,400.00 8.77 356.96 1,398.61 18.14 -16.39 17.77 277 2551 7.26
1,500.00 11.65 357.23 1,497.02 35.84 -17.28 35.45 2.88 2.88 0.28
1,600.00 14.80 355.26 1,594.35 58.66 -18.82 58.23 3.18 3.14 -1.97
1,700.00 17.87 355.24 1,690.31 86.69 -21.15 86.19 3.07 3.07 -0.03
1,800.00 21.08 355.87 1,784.57 119.92 -23.72 119.37 3.22 3.22 0.64
1,800.00 24.35 355.98 1,876.80 158.44 26.46 157.81 3.27 3.27 0.10
2,000.00 27.62 355.67 1,966.68 202.13 -20.65 201.42 3.27 3.26 -0.31
2,100.00 29.36 356.54 2,054.57 249.71 -32.88 248.92 179 1.74 0.87
2,200.00 30.97 356.81 2,141.03 299.88 -35.79 299.01 1.62 1.61 0.27
2,300.00 32.26 356.41 2,226.18 352.20 -38.89 351.25 1.31 1.29 -0.40
2,400.00 33.45 356.16 2,310.33 406.12 -42.39 405.08 0.80 0.89 -0.25
2,500.00 33.62 356.20 2,393.83 461.02 -46.06 459.88 .47 0.47 0.04
2,600.00 34.41 357.10 247872 516.86 -49.32 515.64 0.94 0.80 0.80
2,700.00 34.86 358.24 2,559.00 573.65 -51.62 572.36 0.79 0.45 1.14
2,800.00 34.47 359.03 2,641.25 630.52 -52.98 629.18 0.59 0.39 0.78
2,900.00 34.31 358.87 2,723.76 686.99 -54.02 685.62 0.19 -0.16 -0.16
3,000.00 34.05 358.98 2,806.49 743.16 -55.07 741.75 0.27 -0.26 0.11
3,061.05 34.30 359.49 2,857.00 777.45 -55.53 776.03 0.63 0.42 0.83

WASATCH S
3,100.00 34.47 350.81 2,889.14 799.45 -55.67 798.01 0.63 0.42 0.82
3,200.00 34.95 1.80 2,971.35 856.38 -54.86 854.95 1.24 0.49 2.00
3,300.00 35.63 2.41 3,082.87 814.11 -52.73 912.71 0.76 0.67 0.61
3,400.00 36.01 2.84 3,134.06 972.57 -50.05 871.22 0.46 0.39 0.43
2,500.00 34.75 2.02 3,215.59 1,030.42 4758 1,029.11 1.35 -1.27 -0.82
3,600.00 34.90 2.07 3,297.68 1,087 .49 -45.55 1,086.21 0.15 0.15 0.04
3,700.00 3473 3.24 3,379.78 1,144.52 -42.91 1,143.29 0.69 -0.17 1.18
3,800.00 34.78 3.76 3,461.93 1,201.43 -39.43 1,200.26 0.30 0.05 0.52
3,800.00 34.91 : 4.28 3,544.00 1,258.43 -35.41 1,257.33 0.33 0.13 0.52
4,000.00 35.01 4.92 3,625.95 1,316.55 -30.82 1,314.54 0.37 0.09 0.63
4,100.00 34.44 5.64 3,708.14 1,372.27 2558  1,371.36 0.70 -0.56 072
4,200.00 34.45 8.35 3,790.61 1,428.52 -19.67  1,427.73 0.40 0.00 0.71
4,300.00 34.34 8.00 3,873.13 1,484.67 -13.60  1,484.00 0.22 -0.11 0.35
4,400.00 33.84 5.52 3,855.95 1,540.43 797 1539.88 0.57 -0.50 0.48
4,500.00 32.81 4.98 4,039.51 1,595.13 294 1,594.67 1.07 -1.03 -0.54
4,600.00 32.74 5.58 4,123.5¢ 1,649.04 2.04 1,648.67 0.32 -0.07 0.58
4,700.00 32.53 6.81 4,207.81 1,702.65 7.85 1,702.40 0.71 -0.21 1.25
4,800.00 32.00 6.04 4,292.36 1,755.70 13.82 1,755.57 0.67 -0.53 _-0.77
4,800.00 31.06 5.24 4,377.60 1,807.74 18.97  1,807.72 1.03 -0.95 .79
5,000.00 30.20 374 4,463.65 1,858.53 2296  1,858.58 1.15 -0.85 -1.51
5,100.00 29.70 245 4,550.29 1,008.38 2566  1,808.48 0.82 -0.51 -1.28
5,200.00 29.37 2.65 4,637.30 1,857.62 27.86 1,857.76 0.34 -0.33 0.19
5,300.00 28.01 3.44 4,724.60 2,006.32 30.44 2,006.50 0.52 -0.36 0.79
5,400.00 28.70 4.06 4,812.18 2,054.48 33.80 2,054.72 0.44 -0.32 0.62
5,422.58 28.58 4.086 4,832.00 2,085.28 34.37 2,085.53 0.46 -0.46 -0.01
NORTH HORN R

5,500.00 28.24 4.05 4,900.09 2,102.03 36.98 2,102.33 0.46 -0.46 -0.01
5,600.00 26.83 3.47 4,988.76 2,148.15 40.01 2,148.51 1.44 -1.41 -0.58
5,700.00 25.92 2.36 5,078.36 2,192.51 42.28 2,192.91 1.03 -0.91 -1.11
5,800.00 2475 1.04 5,168.74 2,235.28 43.56 2,235.70 1.30 -1.17 -1.32
5,900.00 23.35 350.58 5260.05  2,276.04 4379 2,276.45 1.52 -1.40 -1.47
6,000.00 22.80 359.04 5,352.05 2,315.23 43.32 2,315.62 0.59 -0.55 -0.54
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Mﬁn# Bill Barrott Corporation

BILL BARRETT CORP
CARBON COUNTY, UT (NAD 27)
PRICKLY PEAR #9-17-12-15 PAD
PRICKLY PEAR UF #1-17D-12-15
1 .

h]

BILL BARRETT CORPORATION
Survey Report

Local Co-ordinate Reference: .
TVvDRefsrence: .+ .7
WD Reference: ;.

North Reference: i :
‘Sdr‘Vey Cali:ulaﬁoh‘Méfhodi ‘.

Database:

L2 Minimum Curvature
" Compass ‘.

" Well PRICKLY PEAR UF #1-17D-12-15

SITE @ 7433.80ft (Original Site Elev)
SITE @ 7433.80ft (Original Site Elev)
True S )

Gonen Vertical S Vertical ,
Azin‘m;ﬁ Depth #NKS " wERW: | Section Rate .,
s A R () PM008). ..,
€,100.00 21.47 0.96 5,444.67 2,352.91 43.30 2,353.29 1.92
6,200.00 19.56 2.45 5,538.33 2,387.94 4433 2,388.33 1.49
6,300.00 17.61 417 5,633.11 2,419.75 46.14 2,420.18 1.72
6,400.00 15.33 3.93 5,729.00 2,448.03 48.15 2,448.49 -0.24
6,500.00 14.72 4.84 5,825.58 2,473.87 50.12 2,474.37 0.91
6,600.00 12.90 2.94 5,922.69 2,497.68 51.77 2,498.21 -1.90
6,700.00 10.56 359.64 6,020.59 2,518.00 52.28 2,518.54 -3.30
6,800.00 9.92 358.10 6,119.00 2,535.78 51.94 2,536.31 -1.55
6,900.00 7.41 357.64 6,217.85 2,550.83 51.39 2,551.34 -0.46
7,000.00 6.37 359.03 6,317.13 2,562.82 51.03 2,563.32 . 1.39
7,100.00 5.84 357.74 6,416.56 2,573.45 50.74 2,573.94 0.55 -0.53 -1.28
7,200.00 5.39 356.64 6,516.08 2,583.22 50.26 2,583.70 0.46 -0.45 11
7,300.00 4,69 354.79 6,615.69 2,591.98 49.61 2,592.44 0.72 -0.70 -1.85
7,316.36 460 354.97 6,632.00 2,593.30 49.49 2,593.76 0.58 -0.57 1.12
DARK CANYON , _ ,
7,400.00 4.12 356.04 6,715.40 2,599.63 48.99 2,600.08 0.58 -0.57 1.28
7,500.00 3.87 351.75 6,815.15 2,606.56 48.26 2,606.99 0.39 -0.25 -4.29
7,600.00 3.85 348.30 6,914.93 2,613.19 47.10 2,613.59 0.23 -0.02 -3.46
7,617.11 3.79 348.47 6,932.00 2,614.30 46.87 2,614.70 0.40 -0.39 0.98
PRICE RIVER " e
7,700.00 3.46 34937 7,014.72 2,619.44 45.86 2,619.82 0.40 -0.39 1.09
7,800.00 253 341.85 7,114.59 2,624.51 44,61 2,624.85 1.01 -0.93 7.52
7,800.00 1.62 341.48 7,214.52 2,627.95 43.47 2,628.27 0.91 -0.91 -0.36
8,000.00 0.65 304.36 7,314.50 2,629.61 42.56 2,629.91 147 -0.97 -37.13
8,037.00 0.49 264.00 7,351.50 2,629.72 4222 2,630.01 1.14 -0.42 -109.08
LAST GYRO SVY - PBHL_1-17D . ‘
8,100.00 0.49 264.00 7,414.50 2,629.66 41.69 2,629.94 0.00 0.00 0.00
o Name
]
A @ Name Lithology o
3,062.67 2,857.00 WASATCH 0.00 6.00
5419.94 4,832.00 NORTH HORN 0.00 0.00
7,313.22 6,632.00 DARK CANYON 0.00 0.00
7,613.98 6,932.00 PRICE RIVER 0.00 0.00
i
Locat Coordinates
CHNIS +EIW ‘
Ry (ft)- v Comivent
2,629.72 4222  LAST GYRO SVY

3/12/2008 7:53:03AM
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.

" Form 3160-4
(August 2007)

UNITED STATES 1
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
WELL COMPLETION OR RECOMPLETION REPORT AND LOG

PVISIENS

FORM APPROVED
OMB NO. 1004-0137
Expires; July 31, 2010

5. Lease Serial No.
UTU-73006

ly'] Gas Well

la. Type of Well - L_loil well Dry [ Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion. BINew Well L] Work Over Deepen [ Plug Back ] Diff. Resvr., N/A
» Other: 7. Unit or CA Agreement Name and No.
) Prickly Pear / UTU-79487
2. Name of Operator 8. Lease Name and Well No.
Bill Barrett Corporation Prickly Pear Unit Federal 1-17D-12-15

3. Address 1099 18th Street, Suite 2300

Denver, CO 80202

3a. Phone No. (include area code)

303-312-8134

9. AFI Well No.
43-007-31288

4. Location of Well (Report location clearly and in accordance with Federal requirements)*

Atsurface NESE, 2073' FSL, 715' FEL

At top prod. interval reported below SENE, 1598' FNL, 717' FEL, Sec. 17

At total depth NENE, 577" FNL, 673' FEL, Sec. 17

10. Field and Pool or Exploratory
Undesignated / Wasatch-Mesaverde

11, Sec, T.,R., M., on Block and
Survey or Area

Sec. 17, T128-R15E

12. County or Parish
Carbon County

13, State
uTt

14. Date Spudded

15. Date T.D. Reached

16. ﬁte Completed 02/03/2008

17. Elevations (DF, RKB, RT, GL)*

10/21/2007 12/03/2007 D&A  [f] Ready to Prod. 7418’ ungraded ground
18. Total Depth: MD 8179' 19, PlugBack T.D.: MD 8121’ 20. Depth Bridge Plug Set:  MD N/A
TVD 7494' TVD 7436' TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? bINo [] Yes (Submit analysis)
: Was DST run? BZINo [ Yes (Submit report)
Triple Combo, CCL/CBL/GR, Mud Log Directional Survey? [~]No Yes (Submit copy)
23. _Casing and Liner Record (Report all strings set in well) )
Hole Size | Size/Grade | Wt.(#ft) | T ) | Bottom qup) | SteseCementer | No. of Sks. & Slurty Vol. Cement Top* Amount Pulled
a X . op (MD ottom Depth Type of Cement (BBL) ement Top ounf e
20" 16" H40 65# 0 40' grout cement ) Surface
12 1/4" 9 5/8"J55 | 36# 0 1032' 250 HLC 82 bbls Surface
180 Premium |38 bbls
83/4"& |41/2"P110 | 11.6# 0 7966' 1690 50/50 Poz | 448 bbls 900"
77/8"
24.: Tubing Record
Size Depth Set (MD) | Packer Depth (MD) Size Depth Set (MD) | Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)
2 .3/8" {7590°
25. Producing Intervals 26.  Perforation Record
Fortnation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Wasatch (inc North Horn) 4526' 7066' 4526' - 4700’ 0.43" 36 Open
B) Mesaverde 7348' 8028' 4847 - 4879' 0.43" 30 Open
&) 5968' - 6046’ 10.43" 33 Open
D) 6322' - 6339’ 0.43" 30 Open

27. Acid, Fracture, Tréatment, Cement Squeeze, etc.

Depth Interval Amount and Type of Material
4526’ - 4700' Stage 10: 70% CO2 foam frac: 115 tons COZ2; 1107 bbls total fluid; 100,020# 20/40 White sand
4847 - 4879 Stage 9: 70% CO2 foam frac: 92 tons CO2; 961 bbls total fluid; 79,950# 20/40 White sand
5968' - 6046 Stage 8: 70% CO2 foam frac: 144 tons CO2; 930 bbls total fluid; 120,230# 20/40 White sand
6322' - 6339’ Stage 7: 70% CO2 foam frac: 88 tons CO2; 671 bbls total fluid; 70,100# 20/40 White sand
28. Production - Interval A
Date First [Test Date [Hours [Test Ol Gas Water 0il Gravity Gas _[Production Method
Produced [Tested IProduction [BBL IMCF [BBL ICorr. AP1 Gravity Flowing
2/7/08  [2/16/08 |24 - |o 2123 5
Choke [Tbg. Press.|Csg. 24 Hr. Ol Gas [Water Gas/Oil [Well Status
Size [Flwg. Press. [Rate [BBL IMCF [BBL [Ratio Producing

S1
20/64" |0 795 |=P |o 2123 5
28a. Production - Interval B -
Date First [Test Date [Hours [Test 0il Gas [Water 01l Gravity Gas [Production Method
Produced [Tested Production [BBL IMCF [BBL ICorr. API iGravity
Choke [Tbg. Press.[Csg. 24 Hr. 0l Gas [Water Gas/Oil (Well Status
Size Flwg. [Press. Rate BBL IMCF IBBL Ratio

51 ) . RECEIVED

»
w

*(See instructions and spaces for additional data on page 2)

T JOL23 2008
DIV. OF OIL, GAS & MINING



.

28b. Production - Interval C

Date First [Test Date {Hours Test 01l IGas [Water 0il Gravity Gas [Production Method
Produced Tested Production [BBL IMCF [BBL Corr, APL Gravity

Choke [Tbg. Press.|Csg. E{:Hr Oil Gas (Water iGas/Oil [Well Status

Size [Flwg. Press. te [BBL IMCF IBBL Ratio

ST

28¢. Production ~ Intervél D

=
@ I
]

Date First [Test Date [Hours il Gas [Water 0l Gravity Gas Production Method
Produced [Tested Production [BBL IMCF [BBL ICorr. API Gravity

Choke [Tbg. Press. [Csg. 24 Hr. Ol Gas [Water Gas/Oil Well Status

Size Flwg. [Press. Rate BBL IMCF [BBL Ratio

S1

v

29. Disposition of Gas (Solid, used for fuel, vented, etc,)
Sold

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and

recoveries. .
Top
Formation Top Bottom Descriptions, Contents, etc. Name
Meas. Depth
Wasatch 3022
North Horn 5469
Dark Canyon 7344
Price River 7621
TD 8179

32. Additional remarks (include plugging procedure):

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163. 7 7/8"
hole started at 7553'.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

[ Electrical/Mechanical Logs (1 full setreq’d.) ] Geologic Report ] DST Report Directional Survey
] Sundry Notice for plugging and cement verification [ Core Analysis [J other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*
Name (p prin%allang Title Environmental/Regujatory Analyst

WL/X//'(&I{ Date ,7/7/1/0.9

Signature

i o I

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section h’l’é, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent stateménts or represéntations as to any matter within its jurisdiction.

(Continued on page 3) (Form 3160-4, page 2)



STATE OF UW& H

DEPARTMENT OF NATURAL

EHOURCES

[JI\/L.;EQN OF Qit, GAS ANU lﬂiN!NG

FLIR 6

ENTITY ACTION FORM

Opetator: Bilt Barrett Corporation Operator Account Number N 4189
Addrpss: 1089 18th Street, Sufte 2300
state ©O zip 80202 Fhome Number 0o 312
Wall 1
AP Number Wall Name QQ | Sec | Twp | Rng County
4300731295 Prickly Pear Unit Feders! 7-180D-12-15 SWNE 1 18 128 18F Carbon
Action Code Current Entity New Entity Spud Date Entity Assignmant
Numbher Number Effectiva Date
C 16433 14784 53072008
Comments: Change based on inclusion into the Participating Area,  L1H v /0/ '
B = SLONE 13/07
Waell 2 .
API Mumber Wall Name Q) See | Twp | Rng County
4300731288 Prickly Pear Unit Federatl 1-17D-12-15 NESE 17 125 {15k Carbon
Action Code Currant Entity Hew Entity Spud Dats Entity Assignment
Mumber Number Effective Date
C ; 16432 14754 2312008
™ M i .
omments Change basad on inctusion inte the Participating Area. gﬁ‘;“)'}«"‘y\ \,r‘"f} U /0//07/04.?
BHL = NENE
Woll 3
APl Kumber Weall Mame Q@ | Sec | Twp | Rng County
4300731313 Prickly Pear Unit Federal 8-180-12-15 SWNE|] 18 125 15 Carbon
Action Code Current Entity New Entity Spud Date Entity Assignment
Numbar NMumber Effective [ate
‘ C 16438 14784 81812008
] Comments: Change based on inclusion into the Parlicipat] ing Area, m ‘« ﬂ‘»m »
BHL= SENE [00/3/09

ALTION CODES:

& - Estabiish new antity for new well {single well only)
B - Add new well to existing entity (graup or unit wel)
£ - Re-assignweall from sne existing entity 1 another axisting entity
B~ Re-assign welt from one existing antity fo & new entity
£ - Other (Explain in ‘comments’ section) H GE‘VFD
E =
{SFR00)

0CT 13 2009

DIV, OF OIL, GAS & MINING

Teacey Fallary

Hama {ije Pring)

£ f
Blgnature J
Regulatory Anaw‘ ?”u/ TA2009
Thite Dt




Sundry Nunber: %L%%?ahﬁ’}opmA:Ms“ 43007312880000

Action is Necessary

FORM 9
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING U 73008
. IF INDIAN, ALLOTTEE OR TRIBE NAME:
SUNDRY NOTICES AND REPORTS ON WELLS e OTTEEO
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current -
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:
DRILL form for such proposals. PRICKLY PEAR
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 1-17D-12-15
2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312880000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext NINE MILE CANYON
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

2073 FSL 0715 FEL

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NESE Section: 17 Township: 12.0S Range: 15.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING D CASING REPAIR
VI NOTICE OF INTENT
Approximate date work will start: D CHANGE TO PREVIOUS PLANS / CHANGE TUBING D CHANGE WELL NAME
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS D CONVERT WELL TYPE
[ sueseQUENT REPORT (] peepen [] FRACTURE TREAT [] NEw consTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE D RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL D TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
[] DRILLING REPORT [] wATER SHUTOFF [] sITa STATUS EXTENSION [] app ExTENSION
Report Date:
D WILDCAT WELL DETERMINATION D OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
BBC is proposing to lower the tubing on this well to enhance production.

Tubing is currently set at 7590'. Please contact Brian Hilgers with questions at
303.312.8183. Accepted by the
Utah Division of

Oil, Gas and Mining
Date: { "\ 085/ 16/ 29 1\1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE

Brady Riley 303 312-8115 Permit Analyst
SIGNATURE DATE

N/A 8/12/2011

RECEIVED Aug. 12, 2011




Sundry Number: 19655 APl Well Number: 43007312880000

FORM 9
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING U 73008
SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PRICKLY PEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 1-17D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:

BILL BARRETT CORP 43007312880000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext NINE MILE CANYON

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

2073 FSL 0715 FEL

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NESE Section: 17 Township: 12.0S Range: 15.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING D CASING REPAIR
D NOTICE OF INTENT D CHANGE TO PREVIOUS PLANS D CHANGE TUBING D CHANGE WELL NAME
Approximate date work will start:
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS D CONVERT WELL TYPE
J SUBSEQUENT REPORT P D DEEPEN D FRACTURE TREAT D NEW CONSTRUCTION
Date of Work Completion:
9/1 1/20 1 1 D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
|:| SPUD REPORT D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE D RECOMPLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL D TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT
Report Date: [J wATER sHUTOFF [] sITA STATUS EXTENSION [] aPD EXTENSION
[ WILDCAT WELL DETERMINATION v oTHER OTHER: | tubing lowering

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Attached to this sundry are the procedures that took place to lower the tubing

on this well from 9/8-11/2011. Please contact Brady Riley at 303-312-8115
with questions. Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst
SIGNATURE DATE

N/A 10/20/2011

RECEIVED Cct. 20, 2011




Sundry Nunber:

19655 APl Wl | Nunber: 43007312880000

@ Bill Barrett Corporation

New Day Set-Up
Date: 9/9/2011, Report #: 1.0, DFS: 1386.00

Well Name: Prickly Pear Fed. #1-17D-12-15 Phase:

Well Name API/UWI License # Extra Well ID B Operator Govt Authority

Prickly Pear Fed. #1-17D-12-15(43-007-31288 14422EQP Bill Barrett Corporation

Well Configuration Type Original KB Elevation (ft) Ground Elevation (ft) KB-Ground Distance (ft) Regulatory Drilling Spud Date Regulatory Rig Release Date
7,437.00 7,416.00 21.00 11/23/2007 00:00

Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum

NESE-17-12S-15E- 2,165.4|FNL 2,162.1|FEL

W26M

Latitude (°) Longitude (°) Basin Field Name County State/Province

Job: Completion/Workover , Job Start Date: 9/8/2011 00:00

Job Category Primary Job Type Start Date End Date

Completion/Workover Workover 9/8/2011 9/9/2011

AFE Number Total AFE Amount (Cost) AFE-Field Estimate (Cost)

14422EQP 24,150.00 -22,184.00

Daily Operations

Report Start Date
9/8/2011 00:00

Report End Date

9/9/2011 00:00

24 Hour Summary
RIG UP , NUBOPS, PULL ON TBG--- STUCK,
DOWN

WORK TBG, FREE PONT STRETCH 19" @ 10K OVER = EST 6000' STUCK POINT, RELAND TBG, RIG

Operations Next Report Period

Daily Contacts

Job Contact

BRENT HUCKINS

Time Log
Start Date End Date Dur (hr) | Cum Dur (hr) Code Category Com

9/8/2011 9/8/2011 1.00 1.00 |CTRL Crew CREW TRAVEL, SAFETY MEETING
Travel

9/8/2011 9/8/2011 3.00 4.00 [ RMOV |Rig RIG DOWN RIG & ROAD TO 1-17D, SPOT IN RIG & EQUIPMENT, RIG UP RIG
Move

9/8/2011 9/8/2011 1.00 5.00 (BOPI Install PUMP KILL ON TBG, REMOVE WELLHEAD, NUBOPS, RIG UP FLOOR & EQUIPMENT
BOP's

9/8/2011 9/8/2011 2.00 7.00 (GOP General [PULL TBG HANGER - TBG STUCK, WORK PIPE, TRY TO FREE UP TBG, FREE POINT
Operati [TEST-- 35K TO 45K = 19" EST STUCK PIPE @ 6000’
ons

9/8/2011 9/8/2011 1.00 8.00 [BOPR [|Remov |RELAND TBG HANGER, RDFLOOR & EQUIPMENT, NDBOPS, NUWELLHEAD, TURN TBG
e TO SALES, TBG PSI 0, CSG PSI 180
BOP's

9/8/2011 9/8/2011 2.00 10.00 | SRIG Rig RIG DOWN RIG, MOVER OVER TO 7-17 & RIG UP, SDFN
Up/Dow
n

9/8/2011 9/9/2011 14.00 24.00 (CTRL Crew CREW TRAVEL
Travel




Sundry Number: 19655 APl Well Number: 43007312880000
New Day Set-Up
@ Bill Barrett Corporation
Date: 9/11/2011, Report #: 2.0, DFS: 1388.00
Well Name: Prickly Pear Fed. #1-17D-12-15 Phase:
Well Name API/UWI License # Extra Well ID B Operator Govt Authority
Prickly Pear Fed. #1-17D-12-15(43-007-31288 14422EQP Bill Barrett Corporation
Well Configuration Type Original KB Elevation (ft) Ground Elevation (ft) KB-Ground Distance (ft) Regulatory Drilling Spud Date Regulatory Rig Release Date
7,437.00 7,416.00 21.00 11/23/2007 00:00
Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum
NESE-17-12S-15E- 2,165.4|FNL 2,162.1|FEL
W26M
Latitude (°) Longitude (°) Basin Field Name County State/Province
Job: Completion/Workover , Job Start Date: 9/8/2011 00:00
Job Category Primary Job Type Start Date End Date
Completion/Workover Workover 9/8/2011 9/9/2011
AFE Number Total AFE Amount (Cost) AFE-Field Estimate (Cost)
14422EQP 24,150.00 -22,184.00

Daily Operations

Report Start Date

9/10/2011 00:00

Report End Date

9/11/2011 00:00

24 Hour Summary

RIG DOWN & RIG UP RIG ON 1-17, NUBOPS, RIG UP FLOOR & EQUIPMENT, WORK PIPE, PIPE PARTED, TOOH WITH 212 JTS & 17' PARTED JT.
PULLED 141JTS, PRFILE NIPPLE, PERF SUB, 71 JTS, PARTED JT., LAY DOWN 86 BAD JTS TBG, EST. 260' TBG STILL IN WELL @ EST. 6900' TO 7160,
REMOVE OLD PIPE & PUT NEW PIPE ON PIPE RACKS, SDFN

Operations Next Report Period

Daily Contacts

Job Contact

BRENT HUCKINS

Time Log
Start Date End Date Dur (hr) | Cum Dur (hr) Code Category Com

9/10/2011 |9/10/2011 1.00 1.00 |CTRL Crew CREW TRAVEL, SAFETY MEETING, TBG 10 PSI, CSG 240 PSI
Travel

9/10/2011 |9/10/2011 2.00 3.00 [SRIG Rig RIG DOWN & RIG UP ON 1-17
Up/Dow
n

9/10/2011 |9/10/2011 1.00 4.00 |BOPI Install NUBOPS, RIG UP FLOOR & EGUIPMENT, PULL HANGER & WORK TBG, TBG PARTED
BOP's

9/10/2011 |9/10/2011 5.00 9.00[PULT [Pull TOOH W/ 212 JTS, PROFILE NIPPLE, PERF SUB & 17' PARTED JT., LAY DOWN 86 BAD
Tubing |JTS TBG. STARTED SEEING SCALE ON TBG @ 4100' DOWN

9/10/2011 |9/10/2011 1.00 10.00 |GOP General [REMOVE BAD PIPE FROM PIPE RACKS, PUT NEW PIPE ON PIPE RACKS & TALLY,
Operati [SDFN, TURN CSG TO SALES
ons

9/10/2011 |9/11/2011 14.00 24.00 (CTRL Crew CREW TRAVEL
Travel




Sundry

Nunber :

19655 API

Vel |

Nunber :

43007312880000

@ Bill Barrett Corporation

New Day Set-Up

Date: 9/12/2011, Report #:

3.0, DFS: 1389.00

Well Name: Prickly Pear Fed. #1-17D-12-15 Phase:
Well Name API/UWI License # Extra Well ID B Operator Govt Authority
Prickly Pear Fed. #1-17D-12-15(43-007-31288 14422EQP Bill Barrett Corporation

Well Configuration Type

Original KB Elevation (ft)

Ground Elevation (ft)

KB-Ground Distance (ft)

Regulatory Drilling Spud Date

Regulatory Rig Release Date

7,437.00 7,416.00 21.00 11/23/2007 00:00
Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum
NESE-17-12S-15E- 2,165.4|FNL 2,162.1|FEL
W26M
Latitude (°) Longitude (°) Basin Field Name County State/Province
Job: Completion/Workover , Job Start Date: 9/8/2011 00:00
Job Category Primary Job Type Start Date End Date
Completion/Workover Workover 9/8/2011 9/9/2011
AFE Number Total AFE Amount (Cost) AFE-Field Estimate (Cost)
14422EQP 24,150.00 -22,184.00

Daily Operations

Report Start Date

9/11/2011 00:00

Report End Date

9/12/2011 00:00

24 Hour Summary

TIH W/ MULE SHOE, XN NIPPLE, 204 JTS 2 3/8 TBG, LAND @ 6555.90, NDBOPS,NUWELLHEAD & TURN TBG TO SALES

Operations Next Report Period

Daily Contacts

Job Contact

BRENT HUCKINS

Time Log
Start Date End Date Dur (hr) | Cum Dur (hr) Code Category Com

9/11/2011 |9/11/2011 1.00 1.00 |CTRL Crew CREW TRAVEL, SAFETY MEETING, CSG PSI 190
Travel

9/11/2011 |9/11/2011 3.00 4.00|RUTB [Run PUMP KILL ON WELL, MAKE UP MULE SHOE, PROFILE NIPPLE & TIH TO LAND TBG @
Tubing |6555.90

9/11/2011 |9/11/2011 1.50 5.50 [BOPR [Remov |RIG DOWN FLOOR & EQUIPMENT, NDBOPS, NUWELLHEAD, TURN TBG TO SALES,
e
BOP's

9/11/2011 |9/11/2011 1.50 7.00 [SRIG Rig RIG DOWN RIG, RACK UP EUIPMENT
Up/Dow
n

9/11/2011 |9/11/2011 2.00 9.00 |RMOV [Rig RAOD RIG TO 9-20 & RIG UP, SDFN
Move

9/11/2011 |9/12/2011 15.00 24.00 (CTRL Crew CREW TRAVEL
Travel




Sundry Number: 19655 APl Well Number: 43007312880000

FORM 9
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING U 73008
SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PRICKLY PEAR

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 1-17D-12-15

2. NAME OF OPERATOR: 9. API NUMBER:

BILL BARRETT CORP 43007312880000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext NINE MILE CANYON

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON

2073 FSL 0715 FEL

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NESE Section: 17 Township: 12.0S Range: 15.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING D CASING REPAIR
D NOTICE OF INTENT D CHANGE TO PREVIOUS PLANS D CHANGE TUBING D CHANGE WELL NAME
Approximate date work will start:
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS D CONVERT WELL TYPE
J SUBSEQUENT REPORT P D DEEPEN D FRACTURE TREAT D NEW CONSTRUCTION
Date of Work Completion:
9/1 1/20 1 1 D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
|:| SPUD REPORT D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE D RECOMPLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL D TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
D DRILLING REPORT
Report Date: [J wATER sHUTOFF [] sITA STATUS EXTENSION [] aPD EXTENSION
[ WILDCAT WELL DETERMINATION v oTHER OTHER: | tubing lowering

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Attached to this sundry are the procedures that took place to lower the tubing

on this well from 9/8-11/2011. Please contact Brady Riley at 303-312-8115
with questions. Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst
SIGNATURE DATE

N/A 10/20/2011

RECEIVED Cct. 20, 2011




Sundry Nunber:

19655 APl Wl | Nunber: 43007312880000

@ Bill Barrett Corporation

New Day Set-Up
Date: 9/9/2011, Report #: 1.0, DFS: 1386.00

Well Name: Prickly Pear Fed. #1-17D-12-15 Phase:

Well Name API/UWI License # Extra Well ID B Operator Govt Authority

Prickly Pear Fed. #1-17D-12-15(43-007-31288 14422EQP Bill Barrett Corporation

Well Configuration Type Original KB Elevation (ft) Ground Elevation (ft) KB-Ground Distance (ft) Regulatory Drilling Spud Date Regulatory Rig Release Date
7,437.00 7,416.00 21.00 11/23/2007 00:00

Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum

NESE-17-12S-15E- 2,165.4|FNL 2,162.1|FEL

W26M

Latitude (°) Longitude (°) Basin Field Name County State/Province

Job: Completion/Workover , Job Start Date: 9/8/2011 00:00

Job Category Primary Job Type Start Date End Date

Completion/Workover Workover 9/8/2011 9/9/2011

AFE Number Total AFE Amount (Cost) AFE-Field Estimate (Cost)

14422EQP 24,150.00 -22,184.00

Daily Operations

Report Start Date
9/8/2011 00:00

Report End Date

9/9/2011 00:00

24 Hour Summary
RIG UP , NUBOPS, PULL ON TBG--- STUCK,
DOWN

WORK TBG, FREE PONT STRETCH 19" @ 10K OVER = EST 6000' STUCK POINT, RELAND TBG, RIG

Operations Next Report Period

Daily Contacts

Job Contact

BRENT HUCKINS

Time Log
Start Date End Date Dur (hr) | Cum Dur (hr) Code Category Com

9/8/2011 9/8/2011 1.00 1.00 |CTRL Crew CREW TRAVEL, SAFETY MEETING
Travel

9/8/2011 9/8/2011 3.00 4.00 [ RMOV |Rig RIG DOWN RIG & ROAD TO 1-17D, SPOT IN RIG & EQUIPMENT, RIG UP RIG
Move

9/8/2011 9/8/2011 1.00 5.00 (BOPI Install PUMP KILL ON TBG, REMOVE WELLHEAD, NUBOPS, RIG UP FLOOR & EQUIPMENT
BOP's

9/8/2011 9/8/2011 2.00 7.00 (GOP General [PULL TBG HANGER - TBG STUCK, WORK PIPE, TRY TO FREE UP TBG, FREE POINT
Operati [TEST-- 35K TO 45K = 19" EST STUCK PIPE @ 6000’
ons

9/8/2011 9/8/2011 1.00 8.00 [BOPR [|Remov |RELAND TBG HANGER, RDFLOOR & EQUIPMENT, NDBOPS, NUWELLHEAD, TURN TBG
e TO SALES, TBG PSI 0, CSG PSI 180
BOP's

9/8/2011 9/8/2011 2.00 10.00 | SRIG Rig RIG DOWN RIG, MOVER OVER TO 7-17 & RIG UP, SDFN
Up/Dow
n

9/8/2011 9/9/2011 14.00 24.00 (CTRL Crew CREW TRAVEL
Travel




Sundry Number: 19655 APl Well Number: 43007312880000
New Day Set-Up
@ Bill Barrett Corporation
Date: 9/11/2011, Report #: 2.0, DFS: 1388.00
Well Name: Prickly Pear Fed. #1-17D-12-15 Phase:
Well Name API/UWI License # Extra Well ID B Operator Govt Authority
Prickly Pear Fed. #1-17D-12-15(43-007-31288 14422EQP Bill Barrett Corporation
Well Configuration Type Original KB Elevation (ft) Ground Elevation (ft) KB-Ground Distance (ft) Regulatory Drilling Spud Date Regulatory Rig Release Date
7,437.00 7,416.00 21.00 11/23/2007 00:00
Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum
NESE-17-12S-15E- 2,165.4|FNL 2,162.1|FEL
W26M
Latitude (°) Longitude (°) Basin Field Name County State/Province
Job: Completion/Workover , Job Start Date: 9/8/2011 00:00
Job Category Primary Job Type Start Date End Date
Completion/Workover Workover 9/8/2011 9/9/2011
AFE Number Total AFE Amount (Cost) AFE-Field Estimate (Cost)
14422EQP 24,150.00 -22,184.00

Daily Operations

Report Start Date

9/10/2011 00:00

Report End Date

9/11/2011 00:00

24 Hour Summary

RIG DOWN & RIG UP RIG ON 1-17, NUBOPS, RIG UP FLOOR & EQUIPMENT, WORK PIPE, PIPE PARTED, TOOH WITH 212 JTS & 17' PARTED JT.
PULLED 141JTS, PRFILE NIPPLE, PERF SUB, 71 JTS, PARTED JT., LAY DOWN 86 BAD JTS TBG, EST. 260' TBG STILL IN WELL @ EST. 6900' TO 7160,
REMOVE OLD PIPE & PUT NEW PIPE ON PIPE RACKS, SDFN

Operations Next Report Period

Daily Contacts

Job Contact

BRENT HUCKINS

Time Log
Start Date End Date Dur (hr) | Cum Dur (hr) Code Category Com

9/10/2011 |9/10/2011 1.00 1.00 |CTRL Crew CREW TRAVEL, SAFETY MEETING, TBG 10 PSI, CSG 240 PSI
Travel

9/10/2011 |9/10/2011 2.00 3.00 [SRIG Rig RIG DOWN & RIG UP ON 1-17
Up/Dow
n

9/10/2011 |9/10/2011 1.00 4.00 |BOPI Install NUBOPS, RIG UP FLOOR & EGUIPMENT, PULL HANGER & WORK TBG, TBG PARTED
BOP's

9/10/2011 |9/10/2011 5.00 9.00[PULT [Pull TOOH W/ 212 JTS, PROFILE NIPPLE, PERF SUB & 17' PARTED JT., LAY DOWN 86 BAD
Tubing |JTS TBG. STARTED SEEING SCALE ON TBG @ 4100' DOWN

9/10/2011 |9/10/2011 1.00 10.00 |GOP General [REMOVE BAD PIPE FROM PIPE RACKS, PUT NEW PIPE ON PIPE RACKS & TALLY,
Operati [SDFN, TURN CSG TO SALES
ons

9/10/2011 |9/11/2011 14.00 24.00 (CTRL Crew CREW TRAVEL
Travel




Sundry

Nunber :

19655 API

Vel |

Nunber :

43007312880000

@ Bill Barrett Corporation

New Day Set-Up

Date: 9/12/2011, Report #:

3.0, DFS: 1389.00

Well Name: Prickly Pear Fed. #1-17D-12-15 Phase:
Well Name API/UWI License # Extra Well ID B Operator Govt Authority
Prickly Pear Fed. #1-17D-12-15(43-007-31288 14422EQP Bill Barrett Corporation

Well Configuration Type

Original KB Elevation (ft)

Ground Elevation (ft)

KB-Ground Distance (ft)

Regulatory Drilling Spud Date

Regulatory Rig Release Date

7,437.00 7,416.00 21.00 11/23/2007 00:00
Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum
NESE-17-12S-15E- 2,165.4|FNL 2,162.1|FEL
W26M
Latitude (°) Longitude (°) Basin Field Name County State/Province
Job: Completion/Workover , Job Start Date: 9/8/2011 00:00
Job Category Primary Job Type Start Date End Date
Completion/Workover Workover 9/8/2011 9/9/2011
AFE Number Total AFE Amount (Cost) AFE-Field Estimate (Cost)
14422EQP 24,150.00 -22,184.00

Daily Operations

Report Start Date

9/11/2011 00:00

Report End Date

9/12/2011 00:00

24 Hour Summary

TIH W/ MULE SHOE, XN NIPPLE, 204 JTS 2 3/8 TBG, LAND @ 6555.90, NDBOPS,NUWELLHEAD & TURN TBG TO SALES

Operations Next Report Period

Daily Contacts

Job Contact

BRENT HUCKINS

Time Log
Start Date End Date Dur (hr) | Cum Dur (hr) Code Category Com

9/11/2011 |9/11/2011 1.00 1.00 |CTRL Crew CREW TRAVEL, SAFETY MEETING, CSG PSI 190
Travel

9/11/2011 |9/11/2011 3.00 4.00|RUTB [Run PUMP KILL ON WELL, MAKE UP MULE SHOE, PROFILE NIPPLE & TIH TO LAND TBG @
Tubing |6555.90

9/11/2011 |9/11/2011 1.50 5.50 [BOPR [Remov |RIG DOWN FLOOR & EQUIPMENT, NDBOPS, NUWELLHEAD, TURN TBG TO SALES,
e
BOP's

9/11/2011 |9/11/2011 1.50 7.00 [SRIG Rig RIG DOWN RIG, RACK UP EUIPMENT
Up/Dow
n

9/11/2011 |9/11/2011 2.00 9.00 |RMOV [Rig RAOD RIG TO 9-20 & RIG UP, SDFN
Move

9/11/2011 |9/12/2011 15.00 24.00 (CTRL Crew CREW TRAVEL
Travel




Sundry Number: 21099 APl Well Number: 43007312880000

STATE OF UTAH FORM 15
DEPARTMENT OF NATURAL RESOURCES AMENDED RePORT | |
DIVISION OF OIL, GAS AND MINING Original Filing Date: | 12/8/2011
DESIGNATION OF WORKOVER OR RECOMPLETION
1. Name of Operator 2. Utah Account Number 5. Well Name and Number
IBILL BARRETT CORP N2165 PPU FED 1-17D-12-15
3. Address of Operator City State Zip 4. Phone Number 6. APl Number
| 1099 18th Street Ste 2300 | Denver |co | |so202 | 303 312-8164 4300731288
9. Location of Well 7. Field Name
Footage: |2073 FSL 0715 FEL I County: | CARBON NINE MILE CANYON
QQ, Sec, Twnp, Rnge: |NESE 17 120S 150E I State : |UTAH I 8. Field Code Number
35
COMPLETE ALL SECTIONS. ATTACH ADDITIONAL SHEETS IF NEEDED.
10. TYPE OF WORK (Check all that apply) 11. WORK PERIOD
Production enhancement [] Recompletion Date work commenced |9/8/2011 | 88 Days From
Date work completed |9/1 1/2011 |  Completion

[] Convert to injection [] Repair well

12. THE FOLLOWING EXPENSES FOR OPERATIONS ARE SUBMITTED FOR DESIGNATION AS WORKOVER OR RECOMPLETION EXPENSES:

Expenses Approved By State
a. Location preparation and cleanup IO_OO I I0.00 I
b. Move-in, rig-up, and rig-down (including trucking) l 1750.00 I IO_OO I
c. Rig charges (including fuel) l39685.00 I I0.00 I
d. Drill pipe or other working string IO_OO I I 0.00 I
e. Water and chemicals for circulating fluid (including water hauling) lo_oo I I 0.00 I
f. Equipment purchase l 15713.00 I I0.00 I
g. Equipment rental l 1574.00 I I0.00 I
h. Cementing IO_OO I I0.00 I
i. Perforating IO_OO I I0.00 I
j. Acidizing 0.00 | 0.00 |
k. Fracture stimulation IO_OO I I0.00 I
I. Logging services l7150.00 I I0.00 I
m. Supervision and overhead l4569_00 I I0.00 I
n. Other (itemize) lo | [0.00 | 0.00 |
o | 0.00 | 0.00 |
o | 0.00 | 0.00 |
o | 0.00 | 0.00 |
o. Total submitted expenses l70441 .00 I
p. Total approved expenses (State use only) I 0.00 I
13. LIST CONTRACTORS PROVIDING SERVICES VALUED AT MORE THAN $3,000.
Contractor Location (City, State) Services Provided
| DELSCO NORTHWEST INC | |RoosEVELT uT | |icc-LosaINGWIRELINE |
| WILDCAT ENERGY SERVICES | |BLANDING UT | |icc- comPLETION UNIT |
| BNS CONSULTING LLC | |eRrAND JuNCTION CO | |icc - CONSULTING ENGINEER |
| BOURLAND LEVERICH SUPPLY GO | |PamPATX | |Toc-TuBING |

14. LIST WORKING INTEREST OWNERS WHO TAKE PRODUCT IN KIND AND ARE AUTHORIZED TO SHARE IN THE TAX CREDIT.

Name Address Utah Account No. Percent of Interest

I hereby certify that this report is true and complete to the best of my knowledge.
NAME (PLEASE PRINT) IJeffrey Wieting I TITLE | Asset Team Accoutant PHONE | 303 299-9942
SIGNATURE IJeffrey Wieting | DATE | December 8, 2011 E-MAIL | ywieting@billbarrettcor

RECEIVED Dec. 08, 2011




Sundry Nunber: 25670 APl Well Nunber: 43007312880000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING UTU-73006 '
Do not use this form for proposals to drill new wells, significantly deepen existing wells below -
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7#%’}'&TKE;%’;:§REEMENT NAME:
FOR PERMIT TO DRILL form for such proposals.
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 1-17D-12-15
2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312880000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext NINE MILE CANYON
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: CARBON
2073 FSL 0715 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NESE Section: 17 Township: 12.0S Range: 15.0E Meridian: S UTAH
11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
l:‘ ACIDIZE l:‘ ALTER CASING |:| CASING REPAIR
J NOTICE OF INTENT
Approximate date work will start: [ chanee To PReVios PLANS O chance Tusine O chanee weLt nave
6/20/2012
l:‘ CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
l:‘ SUBSEQUENT REPORT l:‘ DEEPEN l:‘ FRACTURE TREAT |:| NEW CONSTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON I:‘ PLUG BACK
l:‘ PRODUCTION START OR RESUME l:‘ RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
D SPUD REPORT
Date of Spud: l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE I:‘ WATER DISPOSAL
l:‘ DRILLING REPORT l:‘ WATER SHUTOFF l:‘ SI TA STATUS EXTENSION |:| APD EXTENSION
Report Date:
D WILDCAT WELL DETERMINATION v‘( OTHER OTHER: |Gas Lift Installation I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Bill Barrett Corporation requests permission to install gas lift on this Accepted by the
well. The exact date for the install has not been determined. Injection Utah Division of
gas will be metered with an orifice meter in accordance with 43 CFR Oil, Gas and Mining

3162.7-3. Installation procedures are attached. Please contact Brian Date: May 24, 2012

Hilgers at 303-312-8183 with questions. S
By: \>3)\ (L @»\7{'

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Tracey Fallang 303 312-8134 Regulatory Manager
SIGNATURE DATE

N/A 5/14/2012

RECEI VED: May. 14, 2012




Sundry Nunber: 25670 APl Well Nunber: 43007312880000

WORKOVER PROCEDURE

Prickly Pear 1-17D-12-15

1. MIRU
2. Unseat tbg. TOOH with tubing. Tally tbg on way out of hole.
3. TIH as follows: 1 jt 2 3/8”, XN Profile Nipple, and tubing to surface. Land EOT @ +/- 6977.4".

4. RDand MO. Return well to production on tbg flow.

RECEI VED: May. 14, 2012



Division of Oil, Gas and Mining

ROUTING

OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger

The operator of the well(s) listed below has changed, effective: ) 1/1 /2-(-)14
FROM: (Old Operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002
Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Prickly Pear
WELL NAME SEC TWN RNG|API NO. ENTITY |LEASE TYPE|WELL |WELL
NO TYPE STATUS
See Attached List [ |
OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: __Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A
7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet
8. Federal and Indian Communization Agreements (""CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes

DATA ENTRY:
1. Changes entered in the Qil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: R1.B7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number B008371
3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: 1/28/2014

COMMENTS:

EnerVest Operating, LLC-Prickly Pear Unit.xls 1/28/2014




Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)

Effective 1/1/2014

Prickly Pear Unit
Well Name Sec |TWN |RNG'API Number \Entity Mineral Lease |Surface Lease |Well Type |Well Status
PPU FED 11-23D-12-15 231208 |150E| 4300731440, Federal Federal GW APD
PPU FED 4-26D-12-15 2311208 |150E| 4300731441 Federal Federal GW APD
PPU FED 14-23D-12-15 23|1208 |150E| 4300731442 Federal Federal GW APD
PPU FED 12-23D-12-15 ] 23]120S |150E| 4300731443 Federal Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 7/1208 150E; 4300750094 Federal Federal GW APD
PRICKLY PEAR U FED 11-7D-12-15 7/120S |150E| 4300750095 Federal Federal GW APD
PRICKLY PEAR U FED 13-7D-12-15 7/1208 |150E| 4300750096 Federal Federal GW APD
PRICKLY PEAR U FED 14-7D-12-15 7/1208 |150E| 4300750097 Federal Federal GW APD
PRICKLY PEAR UF 11-8D-12-15 81208 |150E| 4300750124 Federal Federal GW APD
PRICKLY PEAR UF 12-8D-12-15 8 120S |150E: 4300750125 Federal Federal GW APD
PRICKLY PEAR UF 13-8D-12-15 81208 [150E| 4300750126 Federal Federal GW APD
PRICKLY PEAR UF 14-8D-12-15 8,120S |150E; 4300750127 Federal Federal GW APD
PRICKLY PEAR UF 9-21D-12-15 21{120S |150E| 4300750128 Federal Federal GW APD
PRICKLY PEAR UF 9A-21D-12-15 21/1208 150E| 4300750129 Federal Federal GW APD
PRICKLY PEAR UF 10-21D-12-15 21]120S |150E! 4300750130 Federal Federal GW APD
PRICKLY PEAR UF 10A-21D-12-15 211208 |150E| 4300750131 Federal Federal GW APD
PRICKLY PEAR UF 15A-21D-12-15 21/120S |[150E| 4300750132 Federal Federal GW APD
PRICKLY PEAR UF 15X-21D-12-15 21{120S |150E| 4300750133 Federal Federal GW APD
PRICKLY PEAR UF 16-21D-12-15 21/120S [150E| 4300750134 Federal Federal GW APD
PRICKLY PEAR UF 16A-21D-12-15 21/1208 |150E| 4300750135 Federal Federal GW APD
PRICKLY PEAR UF 13A-22D-12-15 2111208 |150E| 4300750148 Federal Federal GW APD
PRICKLY PEAR UF 1A-27D-12-15 2211208 |150E| 4300750161 Federal Federal GW APD
PRICKLY PEAR UF 2A-27D-12-15 2211208 |150E; 4300750162 Federal Federal GW APD
PRICKLY PEAR UF 3A-27D-12-15 22|120S |150E| 4300750163 Federal Federal GW APD
PRICKLY PEAR UF 9A-22D-12-15 2211208 |150E| 4300750164 Federal Federal GW APD
PRICKLY PEAR UF 10A-22D-12-15 221208 |150E| 4300750165 Federal Federal GW APD
PRICKLY PEAR UF 11A-22D-12-15 221120S {150E| 4300750166 Federal Federal GW APD
PRICKLY PEAR UF 12A-22D-12-15 2211208 |150E| 4300750167 Federal Federal GW APD
PRICKLY PEAR UF 14A-22D-12-15 2211208 |150E| 4300750168 Federal Federal GW APD
PRICKLY PEAR UF 15A-22D-12-15 22|120S |150E| 4300750169 Federal Federal GW APD
PRICKLY PEAR UF 16A-22D-12-15 2211208 |150E! 4300750170 Federal Federal GW APD
PRICKLY PEAR UF 15A-15D-12-15 15/120S {150E| 4300750180 Federal Federal GW APD
PRICKLY PEAR UF 11B-15D-12-15 1511208 |150E| 4300750181 Federal Federal GW APD
PRICKLY PEAR UF 16A-15D-12-15 15:120S |150E| 4300750184 Federal Federal GW APD
PRICKLY PEAR UF 3A-18D-12-15 7|1208 [ 150E| 4300750185 Federal Federal GW APD
PRICKLY PEAR UF 4A-18D-12-15 7/120S [150E| 4300750186 Federal Federal GW APD
PRICKLY PEAR UF 11A-7D-12-15 7/1208 |150E; 4300750187 Federal Federal GW APD
PRICKLY PEAR UF 2-18D-12-15 7/120S [{150E| 4300750188 Federal Federal GW APD
PRICKLY PEAR UF 12A-7D-12-15 7/1208 |150E!| 4300750189 Federal Federal GW APD
PRICKLY PEAR UF 13A-7D-12-15 7,120S |150E| 4300750190 Federal Federal GW APD
PRICKLY PEAR UF 14A-7D-12-15 7|120S |150E| 4300750191 Federal Federal GW APD
PRICKLY PEAR FEDERAL 1-12D-12-14 | 12,120S |140E| 4300750205 Federal Federal GW APD
PRICKLY PEAR UF 2-12D-12-14 12/120S {140E: 4300750206 Federal Federal GW APD
PRICKLY PEAR UF 7-12D-12-14 12/1208 |140E| 4300750207 Federal Federal GW APD
PRICKLY PEAR UF 7A-12D-12-14 12/120S |140E| 4300750208 Federal Federal GW APD
PRICKLY PEAR UF 8-12D-12-14 12/120S |140E| 4300750209 Federal Federal GW APD
PRICKLY PEAR UF 4-7D-12-15 12/120S |140E, 4300750210 Federal Federal GW APD
PRICKLY PEAR UF 5-7D-12-15 12|120S |140E| 4300750211 Federal Federal GW APD
PRICKLY PEAR UF 8A-12D-12-14 12:1208 |140E: 4300750212 Federal Federal GW APD
PRICKLY PEAR UF 5A-7D-12-15 1211208 |140E; 4300750213 Federal Federal GW APD
PRICKLY PEAR UF 7-14D-12-15 14,120S |150E| 4300750214 Federal Federal GW APD
PRICKLY PEAR UF 7A-14D-12-15 1411208 |150E! 4300750215 Federal Federal GW APD
PRICKLY PEAR UF 9-14D-12-15 14/120S 150E| 4300750217 Federal Federal GW APD
PRICKLY PEAR UF 9A-14D-12-15 1411208 [150E ! 4300750218 Federal Federal GW APD
PRICKLY PEAR UF 10-14D-12-15 14/120S [150E: 4300750219 Federal Federal GW APD
PRICKLY PEAR UF 10A-14D-12-15 14,1208 [150E| 4300750220 Federal Federal GW APD
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Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Prickly Pear Unit
Well Name Sec [ TWN RNG | API Number |Entity |Mineral Lease |Surface Lease |Well Type |Well Status
PRICKLY PEAR UF 15A-14D-12-15 14/120S !150E! 4300750222 Federal Federal GW APD
PRICKLY PEAR UF 16-14D-12-15 14/120S |150E| 4300750223 Federal Federal GW APD
PRICKLY PEAR UF 16A-14D-12-15 14/120S '150E ' 4300750224 Federal Federal GW APD
PRICKLY PEAR UF 1A-18D-12-15 71208 |150E! 4300750225 Federal Federal GW APD
PRICKLY PEAR UF 2A-18D-12-15 7/120S '150E| 4300750226 Federal Federal GW APD
PRICKLY PEAR UF 9A-7D-12-15 71208 |150E| 4300750227 Federal Federal GW APD
PRICKLY PEAR UF 10A-7D-12-15 7.120S '150E| 4300750228 Federal Federal GW APD
PRICKLY PEAR UF 15A-7D-12-15 7(1208 |150E| 4300750229 Federal Federal GW APD
PRICKLY PEAR UF 16A-7D-12-15 7/120S ' 150E | 4300750230 Federal Federal GW APD
PRICKLY PEAR UF 9A-12D-12-14 12/120S |140E! 4300750233 Federal Federal GW APD
PRICKLY PEAR UF 10A-12D-12-14 12/120S |140E 4300750234 Federal Federal GW APD
PRICKLY PEAR UF 15A-12D-12-14 12/120S (140E! 4300750235 Federal Federal GW APD
PRICKLY PEAR UF 12A-8D-12-15 8/120S |150E| 4300750236 Federal Federal GW APD
PRICKLY PEAR UF 16A-12D-12-14 12/120S 140E' 4300750237 Federal Federal - GW APD
PRICKLY PEAR UF 11A-8D-12-15 8/120S |150E| 4300750238 Federal Federal GW APD
PRICKLY PEAR UF 13A-8D-12-15 8/120S [150E! 4300750239 Federal Federal GW APD
PRICKLY PEAR UF 14A-8D-12-15 8/120S 150E| 4300750240 Federal Federal GW APD
PRICKLY PEAR UF 5A-8D-12-15 8/120S '150E 4300750260, Federal Federal GW APD
PRICKLY PEAR UF 6A-8D-12-15 81208 |150E| 4300750261 Federal Federal GW APD
PRICKLY PEAR UF 4-8D-12-15 8/120S |150E: 4300750262 Federal Federal GW APD
PRICKLY PEAR UF 3-8D-12-15 8/120S |150E! 4300750263 Federal Federal GW APD
PRICKLY PEAR UF 2-8D-12-15 8/120S |150E| 4300750264 Federal Federal GW APD
PRICKLY PEAR UF 7A-8D-12-15 8/120S |150E! 4300750265 Federal Federal GW APD
PRICKLY PEAR UF 7-8D-12-15 8/120S |150E| 4300750266 Federal Federal GW APD
PRICKLY PEAR UF 5-8D-12-15 8/120S |150E; 4300750267 Federal Federal GW APD
PRICKLY PEAR UF 6-8D-12-15 8/120S [150E! 4300750268 Federal Federal GW APD
PRICKLY PEAR UF 10A-8D-12-15 8/120S |150E| 4300750269 Federal Federal GW APD
PRICKLY PEAR UF 9A-8D-12-15 8/120S |150E! 4300750270 Federal Federal GW APD
PRICKLY PEAR UF 8-8D-12-15 8 120S |150E| 4300750271 Federal Federal GW APD
PRICKLY PEAR UF 1-8D-12-15 8/120S [150E| 4300750272 Federal Federal GW APD
PRICKLY PEAR UF 8A-8D-12-15 8 120S |150E| 4300750273 Federal Federal GW APD
PRICKLY PEAR UF 5-9D-12-15 9/1208 |150E. 4300750274 Federal Federal GW APD
PRICKLY PEAR UF 5A-9D-12-15 9/120S |150E| 4300750275 Federal Federal GW APD
PRICKLY PEAR UF 4-9D-12-15 9/120S8 150E' 4300750276 Federal Federal GW APD
PRICKLY PEAR UF 3-9D-12-15 9/120S [150E| 4300750277. Federal Federal GW APD
PRICKLY PEAR UF 6A-9D-12-15 911208 150E! 4300750278 Federal Federal GW APD
PRICKLY PEAR UF 11-9D-12-15 9/120S 150E| 4300750279 Federal Federal GW APD
PRICKLY PEAR UF 12A-9D-12-15 91208 150E' 4300750280 Federal Federal GW APD
PRICKLY PEAR UF 6-9D-12-15 91208 150E! 4300750281 Federal Federal GW APD
PRICKLY PEAR UF 11A-9D-12-15 911208 150E| 4300750282 'Federal Federal GW APD
PRICKLY PEAR US 1X-16D-12-15 10/120S 150E| 4300750283 State Federal GW APD
PRICKLY PEAR UF 5A-15D-12-15 101120S 150E 4300750284 Federal Federal GW APD
PRICKLY PEAR UF 6A-15D-12-15 10/120S 150E 4300750285 Federal Federal GW APD
PRICKLY PEAR UF 3-15D-13-15 10/120S '150E 4300750286 Federal Federal GW APD
PRICKLY PEAR UF 15A-10D-12-15 15/1208 |150E| 4300750287 Federal Federal GW APD
PRICKLY PEAR UF 13-10D-12-15 1011208 |150E| 4300750288 Federal Federal GW APD
PRICKLY PEAR UF 15-10D-12-15 15/120S |150E 4300750289 Federal Federal GW APD
PRICKLY PEAR UF 16A-10D-12-15 15/120S 150E| 4300750290 Federal Federal GW APD
PRICKLY PEAR UF 9-10D-12-15 15/120S |150E 4300750291 Federal Federal GW APD
PRICKLY PEAR UF 14A-10D-12-15 10/120S |150E' 4300750292 Federal Federal GW APD
PRICKLY PEAR UF 10-10D-12-15 151208 | 150E| 4300750293 Federal Federal GW APD
PRICKLY PEAR UF 16-10D-12-15 151208 '150E' 4300750294 ‘Federal Federal GW APD
PRICKLY PEAR UF 13-11D-12-15 15/120S |150E' 4300750295 'Federal Federal GW APD
PRICKLY PEAR UF 13A-11D-12-15 15/120S |150E, 4300750296 ‘Federal Federal GW APD
PRICKLY PEAR UF 12-11D-12-15 15/120S [ 150E! 4300750297 'Federal Federal GW APD
PRICKLY PEAR UF 13A-10D-12-15 10 120S |150E| 4300750298 'Federal Federal GW APD
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Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Prickly Pear Unit
Well Name Sec |TWN RNG |API Number |Entity |Mineral Lease |Surface Lease |Well Type |Well Status
PRICKLY PEAR UF 12-10D-12-15 10/120S |150E. 4300750299 Federal Federal GW APD
PRICKLY PEAR UF 11-10D-12-15 10,120S |150E| 4300750300 Federal Federal GW APD
PRICKLY PEAR UF 3A-15D-12-15 10/120S |150E| 4300750301 Federal Federal GW APD
PRICKLY PEAR UF 12-14D-12-15 1411208 |150E 4300750302 Federal Federal GW APD
PRICKLY PEAR UF 4-15D-12-15 10/1208 |150E| 4300750303 Federal Federal GW APD
PRICKLY PEAR UF 4A-15D-12-15 10{1208 |150E| 4300750304 Federal Federal GW APD
PRICKLY PEAR UF 14-10D-12-15 10/120S |150E; 4300750305 Federal Federal GW APD
PRICKLY PEAR UF 9A-17D-12-15 17/1208 |150E' 4300750306 Federal Federal GW APD
PRICKLY PEAR UF 8A-17D-12-15 17/1208 {150E| 4300750307 Federal Federal GW APD
PRICKLY PEAR UF 10A-17D-12-15 17[120S [150E| 4300750308 Federal Federal GW APD
PRICKLY PEAR UF 3-7D-12-15 7/120S8 |150E| 4300750309 Federal Federal GW APD
PRICKLY PEAR UF 16A-17D-12-15 1711208 150E, 4300750310 Federal Federal GW APD
PRICKLY PEAR UF 6-7D-12-15 7/120S |150E| 4300750311 Federal Federal GW APD
PRICKLY PEAR UF 15A-17D-12-15 1711208 |[150E| 4300750312 Federal Federal GW APD
PRICKLY PEAR UF 6A-7D-12-15 711208 |150E | 4300750313 Federal Federal GW APD
PRICKLY PEAR UF 7A-7D-12-15 7/1208 |1SOE: 4300750314 Federal Federal GW APD
PRICKLY PEAR UF 8A-7D-12-15 71208 |150E| 4300750315 Federal Federal GW APD
PRICKLY PEAR UF 6X-17D-12-15 1711208 |150E | 4300750316 Federal Federal GW APD
PRICKLY PEAR UF 11A-17D-12-15 17/120S |150E| 4300750317 Federal Federal GW APD
PRICKLY PEAR UF 15B-17D-12-15 17,120S 150E| 4300750318 Federal Federal GW APD
PRICKLY PEAR UF 8A-20D-12-15 20,1208 :150E| 4300750319 Federal Federal GW APD
PRICKLY PEAR UF 1-7D-12-15 7/120S |150E, 4300750320 Federal Federal GW APD
PRICKLY PEAR UF 7A-20D-12-15 20|120S |150E! 4300750321 Federal Federal GW APD
PRICKLY PEAR UF 9A-20D-12-15 20/120S |150E| 4300750322 Federal Federal GW APD
PRICKLY PEAR UF 10A-20D-12-15 20{120S [150E| 4300750323 Federal Federal GW APD
PRICKLY PEAR UF 10-20D-12-15 20/120S |150E| 4300750324 Federal Federal GW APD
PRICKLY PEAR UF 2-7D-12-15 7|120S |150E! 4300750325 Federal Federal GW APD
PRICKLY PEAR UF 14A-20D-12-15 20{120S |150E| 4300750326 Federal Federal GW APD
PRICKLY PEAR UF 16A-20D-12-15 20{120S |150E' 4300750327 Federal Federal GW APD
PRICKLY PEAR UF 15A-20D-12-15 20/120S |150E| 4300750328 Federal Federal GW APD
PRICKLY PEAR UF 8-7D-12-15 7,120S | 150E. 4300750329 Federal Federal GW APD
PRICKLY PEAR UF 15-20D-12-15 20/120S |150E; 4300750330 'Federal Federal GW APD
PRICKLY PEAR UF 7-7D-12-15 711208 [150E| 4300750331 Federal Federal GW APD
PRICKLY PEAR UF 6-10D-12-15 911205 |150E| 4300750332 Federal Federal GW APD
PRICKLY PEAR UF 5A-10D-12-15 911208 | 150E ' 4300750333 Federal Federal GW APD
PRICKLY PEAR UF 11A-10D-12-15 91208 |150E| 4300750334 Federal Federal GW APD
PRICKLY PEAR UF 6A-10D-12-15 9:1208 |[150E| 4300750335 Federal Federal GW APD
PRICKLY PEAR UF 5-10D-12-15 911208 |150E | 4300750336 Federal Federal GW APD
PRICKLY PEAR UF 12A-10D-12-15 911208 150E 4300750338 Federal Federal GW APD
PRICKLY PEAR UF 3-10D-12-15 91208 |150E 4300750339 'Federal Federal GW APD
PRICKLY PEAR UF 4-10D-12-15 9:120S 150E 4300750340 Federal Federal GW APD
PRICKLY PEAR UF 8-9D-12-15 9/120S 150E| 4300750341 | Federal Federal GwW APD
PRICKLY PEAR UF 8A-9D-12-15 9/120S 150E 4300750342 Federal Federal GW APD
PRICKLY PEAR UF 7A-9D-12-15 9/120S |150E. 4300750343 |Federal Federal GW APD
PRICKLY PEAR UF 7-9D-12-15 91208 |150E| 4300750344 Federal Federal GW APD
PRICKLY PEAR UF 1-9D-12-15 9/120S |150E 4300750345 Federal Federal GW APD
PRICKLY PEAR UF 2-9D-12-15 91208 [150E' 4300750346 Federal Federal GW APD
PRICKLY PEAR UF 1-24D-12-1 24(1208 [150E: 4300750348 Federal Federal GW APD
PRICKLY PEAR UF 9-13D-12-15 13;1208 [150E, 4300750349 ‘Federal Federal GW APD
PRICKLY PEAR U FED 7-21D-12-15 21]1208 |150E| 4300750055 14794 Federal Federal GW OPS
PRICKLY PEAR US 1A-16D-12-15 9/120S 150E. 4300750192 14794 State Federal GW OPS
PRICKLY PEAR US 2A-16D-12-15 9/120S |150E 4300750193 14794 State Federal GW OPS
PRICKLY PEAR US 2-16D-12-15 9.120S |150E 4300750194 14794 State Federal GW OPS
PRICKLY PEAR UF 9A-9D-12-15 9/120S |150E| 4300750196 14794 Federal Federal GW OPS
PRICKLY PEAR UF 10-9D-12-15 911208 |150E 4300750197 14794 Federal Federal GW OPS
PRICKLY PEAR UF 10A-9D-12-15 9/120S 150E| 4300750198 14794|Federal Federal GW OPS
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Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Prickly Pear Unit
Well Name Sec |TWN |RNG | API Number |Entity |Mineral Lease |Surface Lease |Well Type |Well Status
PRICKLY PEAR UF 14-9D-12-15 911208 |150E! 4300750199 14794 Federal Federal GW OPS
PRICKLY PEAR UF 14A-9D-12-15 911208 !150E| 4300750200, 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15-9D-12-15 911208 |150E: 4300750201 14794 |Federal Federal GW OPS
PRICKLY PEAR UF 15A-9D-12-15 911208 |150E| 4300750203 | 14794 Federal Federal Gw  10pPs
PRICKLY PEAR UF 16A-9D-12-15 9/120S |150E.; 4300750204 14794 Federal Federal GW OPS
STONE CABIN FED 2-B-27 27/1208 !150E| 4300730018 14794 Federal Federal GW P
PRICKLY PEAR ST 16-15 16/120S |150E, 4300730522! 14794 |State State GW P
PRICKLY PEAR UNIT 21-2 21/120S |150E| 4300730828 14794 Federal Federal GW P
PRICKLY PEAR U ST 13-16 16/120S | 150E. 4300730933 14794 State State GW P
PRICKLY PEAR U ST 11-16 16,1208 150E 4300730944 14794 State State GW P
PRICKLY PEAR U ST 7-16 16/120S |150E| 4300730945, 14794 State State GW P
PRICKLY PEAR U FED 7-25 25/1208 |150E| 4300730954 | 14794 Federal Federal GW P
PRICKLY PEAR U ST 36-06 361208 | 150E 4300731018, 14794|State State GW P
PRICKLY PEAR U FED 13-23-12-15 23,1208 |150E| 4300731073 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-27D-12-15 23|1208 |150E 4300731074 14794 |Federal Federal GW P
PRICKLY PEAR U FED 3-26D-12-15 231208 |150E| 4300731075 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-22D-12-15 23|1208 150E; 4300731076 14794 |Federal Federal GW P
PRICKLY PEAR U FED 3-28D-12-15 21,1208 |150E| 4300731121 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-21-12-15 21|1208 [150E| 4300731164 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-21D-12-15 211208 |150E! 4300731166, 14794 Federal Federal GW P
PRICKLY PEAR U FED 11-17D-12-15 171208 |150E, 4300731184, 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-22D-12-15 2211208 |150E' 4300731186, 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-22-12-15 22/120S |150E| 4300731187, 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-22D-12-15 22/120S |150E! 4300731188, 14794 Federal Federal GW P
PRICKLY PEAR 11-15D-12-15 22|1208 |150E| 4300731189 14794 |Federal Federal GW P
PRICKLY PEAR U FED 9-18D-12-15 18 120S |150E 4300731192 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-18-12-15 181208 [150E 4300731193 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-27D-12-15 271208 | 150E| 4300731194 15569 Federal Federal GW P
PRICKLY PEAR U FED 12-27D-12-15 271208 |150E| 4300731195 15568 Federal Federal GW P
PRICKLY PEAR U FED 9-20D-12-15 2011208 |150E: 4300731197, 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-20-12-15 20/120S [150E| 4300731198 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-20-12-15 201208 |150E: 4300731206 14794 Federal Federal GW P
PRICKLY PEAR U ST 4-36-12-15 36,120S '150E| 4300731227, 14794 State State GW P
PRICKLY PEAR U FED 4-27D-12-15 | 221208 [150E. 4300731237 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-22-12-15 22/1208 [150E;| 4300731238, 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-27D-12-15 221208 |150E!' 4300731239, 14794 Federal Federal GW P
PRICKLY PEAR U ST 9-16-12-15 161208 ' 150E| 4300731240, 14794/ State State GW P
PRICKLY PEAR U FED 9-28D-12-15 28,1208 |150E: 4300731241 16028 Federal Federal GW P
PRICKLY PEAR U FED 5-27D-12-15 28/120S | 150E| 4300731242 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-28-12-15 28 120S |150E| 4300731243, 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-28D-12-15 28/120S 150E| 4300731244, 14794 Federal Federal GW P
PRICKLY PEAR U ST 1-16-12-15 1611208 |150E 4300731245 14794 State State GW P
PPU FED 11-18D-12-15 | 18[120S |150E| 4300731257 14794 Federal Federal GW P
PPU FED 11-20D-12-15 | 20/120S |[150E. 4300731258 14794 Federal Federal GW P
PPU FED 4-25D-12-15 25/120S |150E 4300731259 14794 Federal Federal GW P
PPU FED 12-25D-12-15 25,1208 |150E 4300731260 16068 Federal Federal GW P
PPU FED 14-26D-12-15 ~ 35/120S |150E 4300731282 16224 Federal Federal GW P
PPU FED 2-35-12-15 351208 |150E; 4300731283, 14794 Federal Federal GW P
PPU FED 10-26D-12-15 3511208 [150E, 4300731284 14794 Federal Federal GW P
PPU FED 9-17-12-15 17 120S |150E' 4300731287 14794 Federal Federal GW P
PPU FED 1-17D-12-15 17/120S [150E 4300731288 14794 Federal Federal GW P
PPU FED 7-17D-12-15 17/120S 150E' 4300731289 14794 Federal Federal GW P
PPU FED 1-18D-12-15 18 120S '150E | 4300731294 14794 Federal Federal GW P
PPU FED 7-18D-12-15 181208 |150E. 4300731295, 14794 Federal Federal GW P
PPU FED 5-17D-12-15 18/120S '150E 4300731296 14794 Federal Federal GW P
PPU FED 10-17D-12-15 17/120S |150E: 4300731307 14794 Federal Federal GW P
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Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Prickly Pear Unit
Well Name Sec [TWN RNG |API Number 'Entity 'Mineral Lease |Surface Lease |Well Type |Well Status
PPU FED 8-17D-12-15 171208 150E 4300731308, 14794 Federal ‘Federal GW P
PPU FED 12-17D-12-15 | 17/120S 150E 4300731309 14794 Federal Federal GW P
PPU FED 13-17D-12-15 171208 |150E 4300731310 14794 Federal Federal GW P
PPU FED 14-17D-12-15 17/120S | 150E| 4300731311 14794 Federal Federal GW P
PPU FED 16-18D-12-15 171208 150E. 4300731312 14794 Federal Federal GW P
PPU FED 8-18D-12-15 18]120S ' 150E: 4300731313 14794 |Federal Federal GW P
PPU FED 3-18D-12-15 18'120S [150E' 4300731314 14794 Federal Federal GW P
PPU FED 4-18-12-15 181208 150E | 4300731315 14794 Federal Federal GW P
PPU FED 5-18D-12-15 18/120S | 150E 4300731316 14794 Federal Federal GW P
PPU FED 6-18D-12-15 18 120S | 150E. 4300731317 14794 Federal Federal GW P
PPU FED 16-17D-12-15 17/120S (150E 4300731321 14794 Federal Federal GW P
PPU ST 15-16D-12-15 16 1208 '150E, 4300731322 14794 State State GW P
PPU ST 16-16D-12-15 16 120S 150E! 4300731323 14794 State State GW P
PPU ST 14-16D-12-15 16 120S |150E 4300731324 14794 State State GW P
PPU FED 3-21D-12-15 21,1208 |150E 4300731328 14794 |Federal Federal GW P
PPU FED 4-21D-12-15 21:120S |150E' 4300731329 14794 Federal Federal GW P
PPU FED 13-15D-12-15  22120S 150E, 4300731358 14794 Federal Federal GW P
PPU FED 14-15D-12-15 . 2211208 150E 4300731359 14794 Federal Federal GW p
PPU FED 4-22D-12-15 221208 '150E. 4300731360, 14794 Federal Federal GW P
PPU FED 6-22D-12-15 - 22[120S |150E 4300731361 14794!Federal Federal GW P
PPU FED 2-28D-12-15 ~ 28:120S | 150E | 4300731362] 14794 Federal Federal GW P
PPU FED 16X-21D-12-15 ' 28.120S '150E! 4300731363 ' 14794 Federal Federal GW P
PPU FED 5A-27D-12-15 28 1208 150E, 4300731364 14794 Federal Federal GW P
PPU FED 1A-28D-12-15 ~ 28[120S [150E. 4300731368 14794 Federal Federal GW P
PPU FED 14A-18D-12-15 18 120S '150E; 4300731393 14794 Federal Federal GW P
PPU FED 10-18D-12-15 18 120S | 150E' 4300731394 14794 Federal Federal GW P
PPU FED 15A-18D-12-15 181208 '150E 4300731395 14794 Federal Federal GW P
PPU FED 16A-18D-12-15 ~ 18/120S |150E! 4300731396 14794 Federal Federal GW P
PPU FED 12-22D-12-15 . 22/120S '150E: 4300731398 14794 Federal Federal GW P
PPU FED 11-22D-12-15 221208 '150E| 4300731399 14794 Federal Federal GW P
PPU FED 14-22D-12-15 22[120S 150E 4300731400 14794 Federal Federal GW p
PPU FED 4A-27D-12-15 221208 150E 4300731401 14794 Federal Federal GW P
PPU FED 11-21D-12-15 211208 [150E' 4300731412’ 14794 Federal Federal GW P
PPU FED 6-21D-12-15 21120S '150E' 4300731413, 14794 Federal Federal GW P
PPU FED 12-21D-12-15 21/120S |150E 4300731414 14794 Federal Federal GW P
PPU FED 8-20D-12-15 20/120S 150E: 4300731419 14794 Federal Federal GW P
PPU FED 1A-20D-12-15 201208 |150E 4300731420 14794 Federal Federal GW P
PPU FED 2-20D-12-15 ~20[120S '150E: 4300731421 14794 Federal Federal GW P
PPU ST 7A-16D-12-15 16.120S '150E 4300731422 14794 State State GW P
PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State State GW P
PPU ST 10A-16D-12-15 16 120S |150E 4300731424, 14794 State State GW P
PPU ST 3-16D-12-15 16 120S |150E 4300731425 14794 State State GW P
PPU FED 5-21D-12-15 211208 150E 4300731451 14794 Federal Federal GW P
PPU ST 8-16D-12-15 _ 16.120S 150E 4300731455 14794 State State GW P
PPU ST 12-16D-12-15 16,120S 150E 4300731456 14794 State State GW P
PPU ST 12A-16D-12-15 16 120S |150E 4300731457 14794 State State GW P
PPU ST 15A-16D-12-15 16/120S '150E; 4300731458 14794 State State GW P
PPU ST 10-16D-12-15 16 1208 150E' 4300731459' 14794 |State 'State GW P
PPU ST 11A-16D-12-15 16 120S | 150E 4300731460 14794 State State GW P
PPU ST 13A-16D-12-15 16/120S  150E 4300731461 14794 State State GW P
PPU FED 10-7D-12-15 7:120S | 150E. 4300731470 14794 Federal Federal GW P
PPU FED 15-7D-12-15 7/120S 150E' 4300731471 14794 Federal Federal GW P
PPU FED 9-7D-12-15 7 120S '150E 4300731472 14794 Federal ‘Federal GW P
PPU FED 16-7D-12-15 71208 150E. 4300731473 14794 Federal Federal GW P
PPU ST 6A-16D-12-15 16/120S [150E' 4300731477 14794 State State GW p
PPU ST 4-16D-12-15 16 120S 150E' 4300731478! 14794 State State GW P
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Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)

Effective 1/1/2014

Prickly Pear Unit

Well Name Sec  TWN 'RNG API Number |Entity (Mineral Lease |Surface Lease |Well Type |Well Status
PPU ST 4A-16D-12-15 16/120S '150E 4300731479, 14794 State State GW P -
PPU ST 5A-16D-12-15 . 16]120S |150E!| 4300731480, 14794 State State GW P
PPU ST 3A-16D-12-15 ~ 16/120S |150E| 4300731481 14794 State State GW P
PPU ST 16A-16D-12-15  16/120S '150E 4300731484 14794 State State GW P
PPU ST 9A-16D-12-15 16/120S |150E 4300731485 14794 State State GW P
PPU ST 16B-16D-12-15 16/120S |150E| 4300731514 14794 State State GW P
PPU ST 14B-16D-12-15 16/120S 150E. 4300731515 14794 State State GW P
PPU ST 13B-16D-12-15 161208 '150E| 4300731516 14794 State State GW P
PRICKLY PEAR U FED 9-22D-12-15 221208 |150E| 4300750041 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-22D-12-15 221120S '150E 4300750042, 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-22D-12-15 | 22 120S '150E' 4300750043 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-27D-12-15 2211208 |150E| 4300750044 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-15D-12-15 | 15]120S [150E, 4300750045 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-15D-12-15 151208 [150E 4300750046 14794 |Federal Federal GW P
PRICKLY PEAR U FED 10-15D-12-15 151208 |150E | 4300750047 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-15D-12-15 15/120S :150E 4300750048 14794 Federal Federal GW P
PRICKLY PEAR U FED 11A-15D-12-15 . 15/120S ' 150E' 4300750049, 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-21D-12-15 . 21120S |150E! 4300750050 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-21D-12-15 21/120S 150E. 4300750051 14794 Federal Federal GW p
PRICKLY PEAR U FED 2A-21D-12-15 21,1208  150E 4300750052 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-22D-12-15 | 21/120S '150E' 4300750053 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-22D-12-15 21 120S | 150E, 4300750054 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-21D-12-15  21/120S |150E, 4300750056, 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-21D-12-15 _ 21]120S '150E' 4300750057, 14794 Federal Federal GW P
PRICKLY PEAR U FED 8A-21D-12-15  21.120S 150E 4300750058 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-8D-12-15 8 120S |150E, 4300750059 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-8D-12-15 8/120S [150E' 4300750060 14794 Federal Federal GW P
PRICKLY PEAR U FED 2-17D-12-15 8,120S |150E' 4300750061 14794 Federal Federal GW P
PRICKLY PEAR U FED 1A-17D-12-15 81208 |150E 4300750062 14794 Federal Federal GW p
PRICKLY PEAR U FED 1-22D-12-15 2211208 ,150E’ 4300750076 14794 Federal Federal GW p
PRICKLY PEAR U FED 2-22D-12-15 22 120S |150E: 4300750077 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-22D-12-15 2211208 |150E 4300750078 14794 'Federal Federal GW P
PRICKLY PEAR U FED 3-17D-12-15 17,120S 150E 4300750079 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-17D-12-15 17'120S '150E 4300750080, 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-17D-12-15 17 120S |150E 4300750081 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-17D-12-15 . 17/120S '150E! 4300750082 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-17D-12-15 | 17/120S 150E’ 4300750083 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-17D-12-15 17,1208 |150E 4300750084 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E| 4300750085' 14794 Federal Federal GW P
PRICKLY PEAR U FED 7A-17D-12-15 | 17/120S 150E 4300750086 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-12D-12-14 12,1208 140E 4300750088 14794 Federal Federal GW P
PRICKLY PEAR U FED 10-12D-12-14 12/120S  140E 4300750089’ 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-12D-12-14 12/120S | 140E  4300750090; 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-12D-12-14 12 120S |140E 4300750091 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-20D-12-15 20/120S '150E, 4300750098 14794 Federal Federal GW P
PRICKLY PEAR U FED 3A-20D-12-15 20/120S '150E’ 4300750099 14794 Federal Federal GW P
PRICKLY PEAR U FED 4-20D-12-15 20:120S |150E: 4300750100 14794 Federal Federal GW P
PRICKLY PEAR U FED 4A-20D-12-15  20'120S '150E, 4300750101 14794/Federal Federal GW P
PRICKLY PEAR U FED 5-20D-12-15 . 20,120S 150E 4300750102, 14794 Federal Federal GW P
PRICKLY PEAR U FED 5A-20D-12-15 | 20.120S 150E; 4300750103 14794 Federal Federal GW P
PRICKLY PEAR U FED 6-20D-12-15 ~20120S '150E. 4300750104 14794 Federal Federal GW P
PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal Federal GW P
PRICKLY PEAR U FED 11A-20D-12-15 ' 20'120S '150E 4300750106 14794 Federal Federal GW P
PRICKLY PEAR U FED 12A-20D-12-15 , 20;120S 150E, 4300750107 14794|Federal Federal GW P
PRICKLY PEAR U FED 13A-17D-12-15 ~ 20/120S 150E_ 4300750108 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-18D-12-15 | 17,1208 [150E 4300750136 14794 Federal 'Federal GW P
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Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Prickly Pear Unit

Well Name ISec ' TWN 'RNG 'API Number -Entity Mineral Lease |Surface Lease Well Type |Well Status
PRICKLY PEAR UF 8A-18D-12-15 17/120S '150E 4300750137 14794 Federal Federal GW P
PRICKLY PEAR UF 9A-18D-12-15 17/120S '150E 4300750138 14794 Federal Federal GW P
PRICKLY PEAR UF 12-20D-12-15 201208 [150E 4300750139! 14794 Federal Federal GW p
PRICKLY PEAR UF 16A-8D-12-15 8 120S '150E| 4300750140 14794 Federal Federal GW P
PRICKLY PEAR UF 15A-8D-12-15 8:120S 150E! 4300750141 14794 Federal Federal GW p
PRICKLY PEAR UF 13A-9D-12-15 8 1208 '150E 4300750142 14794 Federal Federal GW P
PRICKLY PEAR UF 13-9D-12-15 8 120S 150E 4300750143 14794 Federal Federal GW P
PRICKLY PEAR UF 12-9D-12-15 8 120S 150E 4300750144 14794 Federal Federal GW P
PRICKLY PEAR UF 10-8D-12-15 8 120S |150E. 4300750145 14794 Federal Federal ‘GW P
PRICKLY PEAR UF 9-8D-12-15 8. 1208 150E| 4300750146 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-17D-12-15 | 8 120S [150E 4300750147 14794 Federal Federal GW p
PRICKLY PEAR UF 1A-22D-12-15 ' 22.120S 150E 4300750171 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-22D-12-15 22[120S 150E 4300750172 14794 Federal Federal GW P
PRICKLY PEAR UF 6A-22D-12-15 221208 150E- 4300750173 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-22D-12-15 22 120S |150E 4300750174 14794 Federal Federal GW P
PRICKLY PEAR UF 8A-22D-12-15 ©22.120S 150E| 4300750175 14794 Federal Federal GW P
PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal Federal GW P
PRICKLY PEAR UF 9-9D-12-15 9.120S 150E 4300750195 14794 Federal Federal GW p
PRICKLY PEAR UF 16-9D-12-15 9/120S 150E 4300750202 14794 Federal Federal GW P
PRICKLY PEAR UF 8-14D-12-15 14 120S |150E 4300750216 18289 Federal Federal GW P
PRICKLY PEAR UF 15-14D-12-15 14 120S '150E; 4300750221 18290 Federal Federal GW P
PRICKLY PEAR U ST 5-16 16 120S 150E! 4300730943 14794 State State GW S
PRICKLY PEAR U FED 7-28D-12-15 ' 21,1208 150E 4300731165 14794 Federal Federal GW S
PRICKLY PEAR U FED 15-17-12-15 17/120S 150E 4300731183 14794 Federal Federal GW S
PRICKLY PEAR U FED 10-27-12-15 27 120S | 150E' 4300731196 15570 Federal Federal GW S
PPU FED 4-35D-12-15 35.120S [150E 4300731285, 16223 Federal Federal GW S
PRICKLY PEAR U FED 12A-17D-12-15 17.120S 150E| 4300750087 14794 Federal Federal GW S
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:
: (see attached well list)

6. [F INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly despen existing wells below current bottorn-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

8. WELL NAME and NUMBER:
(see attached well list)

1. TYPE OF WELL
OILWELL [] GASWELL [ ] OTHER

2. NAME OF OPERATOR: 9. AP| NUMBER:
ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1001 FANNIN, ST. STE 800 -, HOUSTON siare TX 577002 (713) 659-3500
4. LOCATION OF WELL
FOOTAGES AT SURFACE: (See attached well list) COUNTY:
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
: UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT [ [ [
(Submit in Duplicate) [] AtERCASING [ ] FRACTURE TREAT [] SIDETRACKTO REPAIR WELL
Approximate date work will start: [[] casINGREPAIR [] NewcoNsTRUCTION [[] TEMPORARILY ABANDON
1/1/2014 [T] cHANGE TO PREVIOUS PLANS OPERATOR CHANGE [[] TuBING REPAIR
[] cHanGE TUBING [] PLUG AND ABANDON [] VENTORFLARE
[ suBSEQUENT REPORT [[] CHANGE WELL NAME [] pLucsack [[] waTER DISPOSAL
(Submit Original Form Only)
[] GHANGE WELLSTATUS [[] PRODUGTION (START/RESUME) [[] WATERSHUT-OFF
Date of work completion:
[[] commiNGLE PRODUCING FORMATIONS [ | RECLAMATION OF WELL SITE (1 other:
[[] CONVERT WELLTYPE [] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, efc.

ENERVEST OPERATING, LLC IS SUBMITTING THIS SUNDRY AS NOTIFICATION THAT THE WELLS LISTED ON THE
ATTACHED LIST HAVE BEEN SOLD TO ENERVEST OPERATING, LLC BY BILL BILL BARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002

713-659-3500
(BLM BOND # KL 1884 | STATE/FEE BOND 413 OBS3 2/ )

BILL BARRETT CORPORATION ENERVEST OPERATING, LLC

RNuane Z avadnhue (PLEASE PRINT) M NAME (PLEASE PRINT)
'N.m,\ w SIGNATURE , < % 2 L %M% SIGNATURE
Senior Vice President - DIRECTOR - REGULATOR

EH&S, Government and Regulatory Affairs N g \ \ 0‘5 ]\l q 0 L‘ O

e (uease e, RONNIE YOUNG +me DIRECTOR - REGULATORY

SIGNATURE Qw‘% L ZJ\, M\ pare _12/10/2013

mrense-APPROVED | RECEIVED

JAN 28 ZUIYL\’*_.-; JAN 07 2014
0L GAS & MINING

(5/2000)

(See Instructions on Reverse Side) DIV OF O”_, GAS & M|N|NG
,



UDOGM CHANGE OF OPERATOR WELL LIST

Page 1

| Well Name |Sec [TWN [RNG]API Number|Entity  [Lease  |Well Type [Well Status |Unit
JACK CANYON UNIT 8-32 32 1208 160E 4300730460 15167 State Wi A
JACK CYN U ST 14-32 32 1208 160E 4300730913 15166 State WD A
PRICKLY PEAR U FED 12-24 24 1208 140E 4300730953 14467 Federal WD A
PPU FED 11-23D-12-15 23 1208 150E 4300731440 Federal ~ GW APD PRICKLY PEAR
PPU FED 4-26D-12-15 23 1208 150E 4300731441 Federal ~ GW APD PRICKLY PEAR
PPU FED 14-23D-12-15 23 1208 150E 4300731442 Federal ~ GW APD PRICKLY PEAR
PPU FED 12-23D-12-15 23 1208 150E 4300731443 Federal ~ GW . APD PRICKLY PEAR
PPU FED 11-34D-12-16 34 1208 160E 4300731465 Federal ~ GW APD PETERS POINT
PPU FED 10-34D-12-16 34 1208 160E 4300731469 Federal ~ GW APD PETERS POINT
HORSE BENCH FED 4-27D-12-16 27 1208 160E 4300750092 Federal ~ GW APD
HORSE BENCH FED 5-27D-12-16 27 1208 160E 4300750093 Federal ~ GW APD
PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR U FED 13-7D-12-15 07 1208 150E 4300750096 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 11-8D-12-15 08 1208 1SOE 4300750124 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 12-8D-12-15 08 1208 150E 4300750125 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 13-8D-12-15 08 1208 150E 4300750126 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 14-8D-12-15 08 1208 1SOE 4300750127 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-21D-12-15 21 1208 150E 4300750128 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-21D-12-15 21 1208 150E 4300750129 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-21D-12-15 21 1208 150E 4300750130 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-21D-12-15 21 1208 150E 4300750131 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-21D-12-15 21 1208 150E 4300750132 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 15X-21D-12-15 21 1208 150E 4300750133 Federal . GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-21D-12-15 21 1208 150E 4300750134 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-21D-12-15 21 1208 150E 4300750135 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-22D-12-15 21 120 150E 4300750148 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 1A-27D-12-15 22 1208 150E 4300750161 Federal ~ GW APD PRICKLY PEAR
' PRICKLY PEAR UF 2A-27D-12-15 22 1208 150E 4300750162 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-27D-12-15 22 1208 150E 4300750163 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-22D-12-15 22 1208 150E 4300750164 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-22D-12-15 22 1208 150E 4300750165 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 11A-22D-12-15 22 1208 150E 4300750166 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-22D-12-15 22 1208 150E 4300750167 Pederal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-22D-12-15 22 1208 150E 4300750168 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-22D-12-15 22 1208 150E 4300750169 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-22D-12-15 22 1208 150E 4300750170 Federal ~ GW APD PRICKLY PEAR
PETERS POINT UF 15X-36D-12-16 36 1208 160E 4300750178 Federal ~ GW APD PETERS POINT
PRICKLY PEAR UF 15A-15D-12-15 15 1208 150E 4300750180 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 11B-15D-12-15 15 1208 150E 4300750181 Federal ~ GW APD PRICKLY PEAR
PETERS POINT UF 10-1D-13-16 36 1208 160E 4300750182 Federal ~ GW APD PETERS POINT
PETERS POINT UF 9-1D-13-16 36 1208 160E 4300750183 Federal ~ GW APD PETERS POINT
PRICKLY PEAR UF 16A-15D-12-15 15 1208 150E 4300750184 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-18D-12-15 07 120S 150 4300750185 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 4A-18D-12-15 07 1208 150E 4300750186 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 11A-7D-12-15 07 1208 150E 4300750187 Federal ~ GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-18D-12-15 07 1208 150E 4300750188 Federal ~ GW APD PRICKLY PEAR



PRICKLY PEAR UF 12A-7D-12-15
PRICKLY PEAR UF 13A-7D-12-15
PRICKLY PEAR UF 14A-7D-12-15

PRICKLY PEAR FEDERAL 1-12D-12-14

PRICKLY PEAR UF 2-12D-12-14
PRICKLY PEAR UF 7-12D-12-14
PRICKLY PEAR UF 7A-12D-12-14
PRICKLY PEAR UF 8-12D-12-14
PRICKLY PEAR UF 4-7D-12-15
PRICKLY PEAR UF 5-7D-12-15
PRICKLY PEAR UF 8A-12D-12-14
PRICKLY PEAR UF 5A-7D-12-15
PRICKLY PEAR UF 7-14D-12-15
PRICKLY PEAR UF 7A-14D-12-15
PRICKLY PEAR UF 9-14D-12-15
PRICKLY PEAR UF 9A-14D-12-15
PRICKLY PEAR UF 10-14D-12-15
PRICKLY PEAR UF 10A-14D-12-15
PRICKLY PEAR UF 15A-14D-12-15
PRICKLY PEAR UF 16-14D-12-15
PRICKLY PEAR UF 16A-14D-12-15
PRICKLY PEAR UF 1A-18D-12-15
PRICKLY PEAR UF 2A-18D-12-15
PRICKLY PEAR UF 9A-7D-12-15
PRICKLY PEAR UF 10A-7D-12-15
PRICKLY PEAR UF 15A-7D-12-15
PRICKLY PEAR UF 16A-7D-12-15
PRICKLY PEAR UF 9A-12D-12-14
PRICKLY PEAR UF 10A-12D-12-14
PRICKLY PEAR UF 15A-12D-12-14
PRICKLY PEAR UF 12A-8D-12-15
PRICKLY PEAR UF 16A-12D-12-14
PRICKLY PEAR UF 11A-8D-12-15
PRICKLY PEAR UF 13A-8D-12-15
PRICKLY PEAR UF 14A-38D-12-15
PRICKLY PEAR UF 5A-8D-12-15
PRICKLY PEAR UF 6A-8D-12-15
PRICKLY PEAR UF 4-8D-12-15
PRICKLY PEAR UF 3-8D-12-15
PRICKLY PEAR UF 2-8D-12-15
PRICKLY PEAR UF 7A-8D-12-15
PRICKLY PEAR UF 7-8D-12-15
PRICKLY PEAR UF 5-8D-12-15
PRICKLY PEAR UF 6-8D-12-15
PRICKLY PEAR UF 10A-8D-12-15
PRICKLY PEAR UF 9A-8D-12-15
PRICKLY PEAR UF 8-8D-12-15
PRICKLY PEAR UF 1-8D-12-15
PRICKLY PEAR UF 8A-8D-12-15

UDOGM CHANGE OF OPERATOR WELL LIST

1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
120S
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208

150E 4300750189
150E 4300750190
150E 4300750191
140E 4300750205
140E 4300750206
140E 4300750207
140F 4300750208
140E 4300750209
140E 4300750210
140F 4300750211
140E 4300750212
140E 4300750213
150E 4300750214
150E 4300750215
150 4300750217
150E 4300750218
150E 4300750219
150E 4300750220
150E 4300750222
150E 4300750223
150E 4300750224
150E 4300750225
150E 4300750226
150E 4300750227
150E 4300750228
150E 4300750229
150E 4300750230
140E 4300750233
140E 4300750234
140F 4300750235
150E 4300750236
140F 4300750237
150E 4300750238
150E 4300750239
150E 4300750240
150E 4300750260
150E 4300750261
150E 4300750262
150E 4300750263
150E 4300750264
150E 4300750265
150E 4300750266
150E 4300750267
150E 4300750268
150E 4300750269
150E 4300750270
150E 4300750271
150E 4300750272
150E 4300750273
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Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal

GwW
GW
GwW
GwW
GW
GW
GwW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
awW
GW
GW
GW
GwW
GW
GwW
GW
GW
GwW
GwW
GW
GwW
GW
GwW
GW
GW
GW
GW
GwW
GW
GwW
GW
GW
GW

APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD

PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR



PRICKLY PEAR UF 5-9D-12-15
PRICKLY PEAR UF 5A-9D-12-15
PRICKLY PEAR UF 4-9D-12-15
PRICKLY PEAR UF 3-9D-12-15
PRICKLY PEAR UF 6A-9D-12-15
PRICKLY PEAR UF 11-9D-12-15
PRICKLY PEAR UF 12A-9D-12-15
PRICKLY PEAR UF 6-9D-12-15
PRICKLY PEAR UF 11A-9D-12-15
PRICKLY PEAR US 1X-16D-12-15
PRICKLY PEAR UF 5A-15D-12-15
PRICKLY PEAR UF 6A-15D-12-15
PRICKLY PEAR UF 3-15D-13-15
PRICKLY PEAR UF 15A-10D-12-15
PRICKLY PEAR UF 13-10D-12-15
PRICKLY PEAR UF 15-10D-12-15
PRICKLY PEAR UF 16A-10D-12-15
PRICKLY PEAR UF 9-10D-12-15
PRICKLY PEAR UF 14A-10D-12-15
PRICKLY PEAR UF 10-10D-12-15
PRICKLY PEAR UF 16-10D-12-15
PRICKLY PEAR UF 13-11D-12-15
PRICKLY PEAR UF 13A-11D-12-15
PRICKLY PEAR UF 12-11D-12-15
PRICKLY PEAR UF 13A-10D-12-15
PRICKLY PEAR UF 12-10D-12-15
PRICKLY PEAR UF 11-10D-12-15
PRICKLY PEAR UF 3A-15D-12-15
PRICKLY PEAR UF 12-14D-12-15
PRICKLY PEAR UF 4-15D-12-15
PRICKLY PEAR UF 4A-15D-12-15
PRICKLY PEAR UF 14-10D-12-15
PRICKLY PEAR UF 9A-17D-12-15
PRICKLY PEAR UF 8A-17D-12-15
PRICKLY PEAR UF 10A-17D-12-15
PRICKLY PEAR UF 3-7D-12-15
PRICKLY PEAR UF 16A-17D-12-15
PRICKLY PEAR UF 6-7D-12-15
PRICKLY PEAR UF 15A-17D-12-15
PRICKLY PEAR UF 6A-7D-12-15
PRICKLY PEAR UF 7A-7D-12-15
PRICKLY PEAR UF 8A-7D-12-15
PRICKLY PEAR UF 6X-17D-12-15
PRICKLY PEAR UF 11A-17D-12-15
PRICKLY PEAR UF 15B-17D-12-15
PRICKLY PEAR UF 8A-20D-12-15
PRICKLY PEAR UF 1-7D-12-15
PRICKLY PEAR UF 7A-20D-12-15
PRICKLY PEAR UF 9A-20D-12-15

UDOGM CHANGE OF OPERATOR WELL LIST

1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208

150E 4300750274
150E 4300750275
150E 4300750276
150E 4300750277
150E 4300750278
150E 4300750279
150E 4300750280
150E 4300750281
150E 4300750282
150E 4300750283
150E 4300750284
150E 4300750285
150E 4300750286
150E 4300750287
150E 4300750288
150E 4300750289
150E 4300750290
150E 4300750291
150E 4300750292
150E 4300750293
150E 4300750294
150E 4300750295
150E 4300750296
150E 4300750297
150E 4300750298
150E 4300750299
150E 4300750300
150E 4300750301
150E 4300750302
150E 4300750303
150E 4300750304
150E 4300750305
150E 4300750306
150E 4300750307
150E 4300750308
150E 4300750309
150E 4300750310
150E 4300750311
150E 4300750312
150E 4300750313
150E 4300750314
150E 4300750315
150E 4300750316
150E 4300750317
150E 4300750318
150E 4300750319
150E 4300750320
150E 4300750321
150E 4300750322
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Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
State

Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal

GW
GwW
GW
GwW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GwW
GwW
GW
GwW
GwW
GW
GW
GW
GW
GW
GW
GW
GWwW
GwW
GW
GW
GW
GW
GW
GW
Gw
GwW
GwW
GW
GW
GW
GwW
GwW
GW
GW
GW
GwW
GW
GwW
GW
GW

APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD

PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR



PRICKLY PEAR UF 10A-20D-12-15
PRICKLY PEAR UF 10-20D-12-15
PRICKLY PEAR UF 2-7D-12-15
PRICKLY PEAR UF 14A-20D-12-15
PRICKLY PEAR UF 16A-20D-12-15
PRICKLY PEAR UF 15A-20D-12-15
PRICKLY PEAR UF 8-7D-12-15
PRICKLY PEAR UF 15-20D-12-15
PRICKLY PEAR UF 7-7D-12-15
PRICKLY PEAR UF 6-10D-12-15
PRICKLY PEAR UF 5A-10D-12-15
PRICKLY PEAR UF 11A-10D-12-15
PRICKLY PEAR UF 6A-10D-12-15
PRICKLY PEAR UF 5-10D-12-15
PRICKLY PEAR UF 12A-10D-12-15
PRICKLY PEAR UF 3-10D-12-15
PRICKLY PEAR UF 4-10D-12-15
PRICKLY PEAR UF 8-9D-12-15
PRICKLY PEAR UF 8A-9D-12-15
PRICKLY PEAR UF 7A-9D-12-15
PRICKLY PEAR UF 7-9D-12-15
PRICKLY PEAR UF 1-9D-12-15
PRICKLY PEAR UF 2-9D-12-15
PRICKLY PEAR UF 1-24D-12-1
PRICKLY PEAR UF 9-13D-12-15
HORSE BENCH FED 4-20D-12-17
Horse Bench Federal 16-18D-12-17
PPU FED 9-34D-12-16

PPU FED 15-35D-12-16

PETERS POINT U FED 12A-6D-13-17
PETERS POINT U FED 11A-31D-12-17
PRICKLY PEAR U FED 7-21D-12-15
PETERS POINT U FED 9-6D-13-17
PETERS POINT U FED 14-6D-13-17
PETERS POINT U FED 15-6D-13-17
PETERS POINT UF 2-7D-13-17
PETERS POINT UF 1-7D-13-17
PRICKLY PEAR US 1A-16D-12-15
PRICKLY PEAR US 2A-16D-12-15
PRICKLY PEAR US 2-16D-12-15
PRICKLY PEAR UF 9A-9D-12-15
PRICKLY PEAR UF 10-9D-12-15
PRICKLY PEAR UF 10A-9D-12-15
PRICKLY PEAR UF 14-9D-12-15
PRICKLY PEAR UF 14A-9D-12-15
PRICKLY PEAR UF 15-9D-12-15
PRICKLY PEAR UF 15A-9D-12-15
PRICKLY PEAR UF 16A-9D-12-15
SHARPLES 1 GOVT PICKRELL

20
20
07
20
20
20
07
20
07
09
09
09
09
09
09
09
09
09
09
09
09
09
09
24
13
15
19
34
35
31
31
21
06
06
06
06
06
09
09
09
09
09
09
09
09
09
09
09
11

UDOGM CHANGE OF OPERATOR WELL LIST

1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
120S
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1308
1308
1308
1308
1308
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208

150E 4300750323
150E 4300750324
150E 4300750325
150E 4300750326
150E 4300750327
150E 4300750328
150E 4300750329
150E 4300750330
150E 4300750331
150E 4300750332
150E 4300750333
150E 4300750334
150E 4300750335
150E 4300750336
150E 4300750338
150E 4300750339
150E 4300750340
150E 4300750341
150E 4300750342
150E 4300750343
150E 4300750344
150E 4300750345
150E 4300750346
150E 4300750348
150E 4300750349
170E 4300750350
170E 4300750351
160E 4300731430
160E 4300731475
170E 4300750034
170E 4300750036
150E 4300750055
170E 4300750120
170E 4300750121
170E 4300750122
170E 4300750149
170E 4300750150
150E 4300750192
150E 4300750193
150E 4300750194
150E 4300750196
150E 4300750197
150E 4300750198
150E 4300750199
150E 4300750200
150E 4300750201
150E 4300750203
150E 4300750204
150E 4300716045

Page 4

Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
Federal
17225 Federal
2470 Federal
2470 Federal
2470 Federal
14794 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
14794 State
14794 State
14794 State
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
7030 Federal

GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GwW

APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
APD
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS
OPS

PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR

PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR

PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR



STONE CABIN UNIT 1
STONE CABINFED 1-11
STONE CABIN FED 2-B-27
JACK CANYON 101-A
PETERS POINT ST 2-2-13-16
PRICKLY PEAR ST 16-15
PETERS POINT U FED 36-2
PETERS POINT U FED 36-3
PETERS POINT U FED 36-4
'PETERS POINT U FED 14-25D-12-16
HUNT RANCH 3-4
PETERS POINT U FED 4-31D-12-17
PETERS POINT U FED 16-26D-12-16
PRICKLY PEAR UNIT 13-4
PRICKLY PEAR UNIT 21-2
PETERS POINT U FED 6-7D-13-17
PETERS POINT ST 4-2-13-16
PRICKLY PEAR U ST 13-16
PRICKLY PEAR U ST 11-16
PRICKLY PEAR U ST 7-16
PRICKLY PEAR U FED 7-25
PETERS POINT U FED 16-35
PETERS POINT U FED 11-6-13-17
PETERS POINT U FED 16-6D-13-17
PETERS POINT U FED 16-31D-12-17
PRICKLY PEAR U FED 5-13-12-14
PETERS POINT U FED 12-31D-12-17
PETERS POINT U FED 2-36D-12-16
PETERS POINT U FED 9-36-12-16
PRICKLY PEAR U ST 36-06
PETERS POINT U FED 8-35D-12-16
PETERS POINT U FED 4-12D-13-16
PETERS POINT ST 5-2D-13-16 DEEP
PRICKLY PEAR U FED 13-23-12-15
PRICKLY PEAR U FED 1-27D-12-15
PRICKLY PEAR U FED 3-26D-12-15
PRICKLY PEAR U FED 15-22D-12-15
PRICKLY PEAR UFED 3-28D-12-15
PETERS POINT U FED 2-12D-13-16
PRICKLY PEAR U FED 15-21-12-15
PRICKLY PEAR U FED 7-28D-12-15
PRICKLY PEAR U FED 13-21D-12-15
PETERS POINT U FED 10-36D-12-16
PETERS POINT U FED 12-36D-12-16
PRICKLY PEAR U FED 15-17-12-15
PRICKLY PEAR U FED 11-17D-12-15
PRICKLY PEAR U FED 7-22D-12-15
PRICKLY PEAR U FED 3-22-12-15
PRICKLY PEAR U FED 5-22D-12-15

13
11
27
33
02
16
36
36
36
36
03
36
36
13
21
06
02
16
16
16
25
35
06
06
06
13
36
36
36
36
36
02
02
23
23
23
23
21
06
21
21
21
36
36
17
17
22
22
22

UDOGM CHANGE OF OPERATOR WELL LIST

1208
1208
1208
1208
1308
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1308
1308
1208
1208
1208
1208
1208
1308
1308
1308
1208
1208
1208
1208
1208
1208
1308
1308
1208
1208
1208
1208
1208
1308
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208

140E 4300716542
140E 4300730014
150E 4300730018
160E 4300730049
160E 4300730521
150E 4300730522
160E 4300730761
160E 4300730762
160E 4300730763
160E 4300730764
150E 4300730775
160E 4300730810
160E 4300730812
140E 4300730825
150E 4300730828
170E 4300730859
160E 4300730866
150E 4300730933
150E 4300730944
150E 4300730945
150E 4300730954
160E 4300730965
170E 4300730982
170E 4300731004
170E 4300731005
140E 4300731008
160E 4300731009
160E 4300731010
160E 4300731011
150E 4300731018
160E 4300731024
160E 4300731049
160E 4300731056
150E 4300731073
150E 4300731074
150E 4300731075
150E 4300731076
150E 4300731121
170E 4300731158
150E 4300731164
150E 4300731165
150E 4300731166
160E 4300731174
160E 4300731175
150E 4300731183
150E 4300731184
150E 4300731186
150E 4300731187
150E 4300731188
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12052 Federal
6046 Federal
14794 Federal
2455 Federal
14387 State
14794 State
2470 Federal
2470 Federal
2470 Federal
2470 Federal
13158 State
2470 Federal
2470 Federal
14353 Federal
14794 Federal
14692 Federal
14386 State
14794 State
14794 State
14794 State
14794 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
14897 Federal
2470 Federal
2470 Federal
2470 Federal
14794 State
2470 Federal
14692 Federal
15909 State
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14692 Federal
14794 Federal
14794 Federal
14794 Federal
2470 Federal
2470 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal

GW
GW
GW
GwW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GW
GwW
GW
GW
GW
GwW
GW
GwW
GW
GwW
GW
GW
GW
GwW
GwW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GW
GW
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PRICKLY PEAR

PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT

PETERS POINT
PETERS POINT

PRICKLY PEAR
PETERS POINT

PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT

PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR
PETERS POINT
PETERS POINT

PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR



PRICKLY PEAR 11-15D-12-15
PRICKLY PEAR U FED 9-18D-12-15
PRICKLY PEAR U FED 15-18-12-15
PRICKLY PEAR U FED 16-27D-12-15
PRICKLY PEAR U FED 12-27D-12-15
PRICKLY PEAR U FED 10-27-12-15
PRICKLY PEAR U FED 9-20D-12-15
PRICKLY PEAR U FED 7-20-12-15
PRICKLY PEAR U FED 1-20-12-15
PRICKLY PEAR U ST 2-36-12-15
PRICKLY PEAR U ST 4-36-12-15
PRICKLY PEAR U FED 4-27D-12-15
PRICKLY PEAR U FED 13-22-12-15
PRICKLY PEAR U FED 3-27D-12-15
PRICKLY PEAR U ST 9-16-12-15
PRICKLY PEAR U FED 9-28D-12-15
PRICKLY PEAR U FED 5-27D-12-15
PRICKLY PEAR U FED 1-28-12-15
PRICKLY PEAR U FED 8-28D-12-15
PRICKLY PEAR U ST 1-16-12-15
PPU FED 11-18D-12-15

PPU FED 11-20D-12-15

PPU FED 4-25D-12-15

PPU FED 12-25D-12-15

PPU FED 15-6D-13-17

PP UF 3-36-12-16

PP UF 6-36-12-16

PPU FED 6-35D-12-16

PPU FED 14-26D-12-16

PPU FED 8-34-12-16

PP ST 8-2D-13-16 (DEEP)

PPU FED 6-34D-12-16

PPU FED 14-26D-12-15

PPU FED 2-35-12-15

PPU FED 10-26D-12-15

PPU FED 9-17-12-15

PPU FED 1-17D-12-15

PPU FED 7-17D-12-15

PPU FED 7-1D-13-16 ULTRA DEEP
PPU FED 1-18D-12-15

PPU FED 7-18D-12-15

PPU FED 5-17D-12-15

PPU FED 10-17D-12-15

PPU FED 8-17D-12-15

PPU FED 12-17D-12-15

PPU FED 13-17D-12-15

PPU FED 14-17D-12-15

PPU FED 16-18D-12-15

PPU FED 8-18D-12-15

18
18
27
27
27
20
20
20
36
36
22
22
22
16
28
28
28
28

18
20
25
25
06
36
36
35
26
34
02
34
35
35
35
17
17
17
06
18
18
18
17
17
17
17
17
17
18

UDOGM CHANGE OF OPERATOR WELL LIST

1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
120S
1208
1208
1208
1208
1208
1208
1208
1208
1208
1308
1208
1208
1208
1208
1208
1308
1208
1208
1208
1208
1208
1208
1208
1308
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208

150E 4300731189
150E 4300731192
150E 4300731193
150E 4300731194
150E 4300731195
150E 4300731196
150E 4300731197
150E 4300731198
150E 4300731206
150E 4300731226
150E 4300731227
150E 4300731237
150E 4300731238
150E 4300731239
150E 4300731240
150E 4300731241
150E 4300731242
150E 4300731243
150E 4300731244
150E 4300731245
150E 4300731257
150E 4300731258
150E 4300731259
150E 4300731260
170E 4300731261
160E 4300731271
160E 4300731272
160E 4300731275
160E 4300731277
160E 4300731279
160E 4300731280
160E 4300731281
150E 4300731282
150E 4300731283
150E 4300731284
150E 4300731287
150E 4300731288
150E 4300731289
170E 4300731293
150E 4300731294
150E 4300731295
150E 4300731296
150E 4300731307
150E 4300731308
150E 4300731309
150E 4300731310
150E 4300731311
150E 4300731312
150E 4300731313
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14794 Federal
14794 Federal
14794 Federal
15569 Federal
15568 Federal
15570 Federal
14794 Federal
14794 Federal
14794 Federal
15719 State

14794 State

14794 Federal
14794 Federal
14794 Federal
14794 State

16028 Federal
14794 Federal
14794 Federal
14794 Federal
14794 State

14794 Federal
14794 Federal
14794 Federal
16068 Federal
16103 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
16069 State

2470 Federal
16224 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14692 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal

GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
GwW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GW
GwW
GW
GwW
GW
GW
GwW
GW
GW
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PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR

PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT

PETERS POINT

PETERS POINT

PETERS POINT

PETERS POINT

PETERS POINT

PETERS POINT

PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT

PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR



PPU FED 3-18D-12-15
PPU FED 4-18-12-15
PPU FED 5-18D-12-15
PPU FED 6-18D-12-15
PPU FED 16-27-12-16
PPU FED 10-27D-12-16
PPU FED 2-34D-12-16
PPU FED 16-17D-12-15
PPU ST 15-16D-12-15
PPU ST 16-16D-12-15
PPU ST 14-16D-12-15
PPU FED 2-7D-13-17 DEEP
PPU FED 3-21D-12-15
PPU FED 4-21D-12-15
PPU FED 2-35D-12-16
PPU FED 7-35D-12-16
PPU FED 4-35D-12-16
PPU FED 7-36D-12-16
PPU FED 11-36D-12-16
PPU FED 15-25D-12-16
PPU FED 13-25D-12-16
PPU FED 4-36D-12-16
PPU FED 13-15D-12-15
PPU FED 14-15D-12-15
PPU FED 4-22D-12-15
PPU FED 6-22D-12-15
PPU FED 2-28D-12-15
PPU FED 16X-21D-12-15
PPU FED 5A-27D-12-15
PPU FED 1-35D-12-16
PPU FED 1A-28D-12-15
PPU FED 14A-18D-12-15
PPU FED 10-18D-12-15
PPU FED 15A-18D-12-15
PPU FED 16A-18D-12-15
PPU FED 12-22D-12-15
PPU FED 11-22D-12-15
PPU FED 14-22D-12-15
PPU FED 4A-27D-12-15
PPU FED 13-26D-12-16
PPU FED 15-26D-12-16
PPU FED 3-35D-12-16
PPU FED 10-26D-12-16
PPU FED 11-26D-12-16
PPU FED 12-26D-12-16
PPU FED 11-27D-12-16
PPU FED 15-27D-12-16
PPU FED 9-27D-12-16
PPU FED 11-21D-12-15

18
18
18
18
27
27
34
17
16
16
16
06
21
21
35
35
35
36
36
36
36
36
22
22
22
22
28
28
28
35
28
18
18
18
18
22
22
22
22
26
26
26
26
26
26
27
27
27

UDOGM CHANGE OF OPERATOR WELL LIST

1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1308
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
120S
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208

150E 4300731314
150E 4300731315
150E 4300731316
150E 4300731317
160E 4300731318
160E 4300731319
160E 4300731320
150E 4300731321
150E 4300731322
150E 4300731323
150E 4300731324
170E 4300731326
150E 4300731328
150E 4300731329
160E 4300731345
160E 4300731346
160E 4300731347
160E 4300731348
160E 4300731349
160E 4300731351
160E 4300731352
160E 4300731353
150E 4300731358
150E 4300731359
1S0E 4300731360
150E 4300731361
150E 4300731362
150E 4300731363
150E 4300731364
160E 4300731365
150E 4300731368
150E 4300731393
150E 4300731394
150E 4300731395
150E 4300731396
150E 4300731398
150E 4300731399
150E 4300731400
150E 4300731401
160E 4300731403
160E 4300731404
160E 4300731405
160E 4300731406
160E 4300731407
160E 4300731408
160E 4300731409
160E 4300731410
160E 4300731411
150E 4300731412
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14794 Federal
14794 Federal
14794 Federal
14794 Federal
2470 Federal
2470 Federal
2470 Federal
14794 Federal
14794 State
14794 State
14794 State
14692 Federal
14794 Federal
14794 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
2470 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
14794 Federal

GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GwW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GW
GW
GW
GW
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PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR



PPU FED 6-21D-12-15

PPU FED 12-21D-12-15

PPU FED 8-20D-12-15

PPU FED 1A-20D-12-15

PPU FED 2-20D-12-15

PPU ST 7A-16D-12-15

PPU ST 6-16D-12-15

PPU ST 10A-16D-12-15

PPU ST 3-16D-12-15

PPU FED 1-34D-12-16

PPU FED 7-34D-12-16

PPU FED 5-35D-12-16

PPU FED 5-21D-12-15

PPU ST 8-16D-12-15

PPU ST 12-16D-12-15

PPU ST 12A-16D-12-15

PPU ST 15A-16D-12-15

PPU ST 10-16D-12-15

PPU ST 11A-16D-12-15

PPU ST 13A-16D-12-15

PPU FED 3-34D-12-16

PPU FED 5-34D-12-16

PPU FED 4-34D-12-16

PPU FED 10-7D-12-15

PPU FED 15-7D-12-15

PPU FED 9-7D-12-15

PPU FED 16-7D-12-15

PPU FED 10-35D-12-16

PPU FED 9-35D-12-16

PPU ST 6A-16D-12-15

PPU ST 4-16D-12-15

PPU ST 4A-16D-12-15

PPU ST 5A-16D-12-15

PPU ST 3A-16D-12-15

PPU ST 16A-16D-12-15

PPU ST 9A-16D-12-15

PPU ST 16B-16D-12-15

PPU ST 14B-16D-12-15

PPU ST 13B-16D-12-15

PETERS POINT U FED 9-26D-12-16
PETERS POINT U FED 11-25D-12-16
PETERS POINT U FED 10-31D-12-17
PETERS POINT U FED 11-31D-12-17
PETERS POINT U FED 13A-31D-12-17
PETERS POINT U FED 13-31D-12-17
PETERS POINT U FED 14-31D-12-17
PETERS POINT U FED 14A-31D-12-17
PETERS POINT U FED 12-25D-12-16
PETERS POINT U FED 12-6D-13-17

21
21
20
20
20
16
16
16
16
34
34
34
21
16
16
16
16
16
16
16
34
34
34
07
07
07
07
35
35
16
16
16
16
16
16
16
16
16
16
25
25
31
31
31
31
31
31
25
31

UDOGM CHANGE OF OPERATOR WELL LIST

1208
1208
120S
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208

150E 4300731413
150E 4300731414
150E 4300731419
150E 4300731420
150E 4300731421
150E 4300731422
150E 4300731423
150E 4300731424
150E 4300731425
160E 4300731427
160E 4300731428
160E 4300731429
150E 4300731451
150E 4300731455
IS0E 4300731456
150E 4300731457
150E 4300731458
150E 4300731459
150E 4300731460
150E 4300731461
160E 4300731466
160E 4300731467
160E 4300731468
150E 4300731470
150E 4300731471
150E 4300731472
150E 4300731473
160E 4300731474
160E 4300731476
150E 4300731477
150E 4300731478
150E 4300731479
150E 4300731480
150E 4300731481
150E 4300731484
150E 4300731485
150E 4300731514
150E 4300731515
150E 4300731516
160E 4300750021
160E 4300750022
170E 4300750023
170E 4300750024
170E 4300750025
170E 4300750026
170E 4300750027
170E 4300750028
160E 4300750029
170E 4300750033
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14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 State
14794 State
14794 State
14794 State
2470 Federal
2470 Federal
2470 Federal
14794 Federal
14794 State
14794 State
14794 State
14794 State
14794 State
14794 State
14794 State
2470 Federal
2470 Federal
2470 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
2470 Federal
2470 Federal
14794 State
14794 State
14794 State
14794 State
14794 State
14794 State
14794 State
14794 State
14794 State
14794 State
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal

GW
GwW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GW
GW
GwW
GwW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GwW
GW
GW
GW
GwW
GwW
GW
GW
GW
GW
GW
GW
GW
GW

GW

GW
GW
GW
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PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT

PETERS POINT

PETERS POINT
PETERS POINT



PETERS POINT U FED 10-25D-12-1.6
PETERS POINT U FED 13-36D-12-16
PETERS POINT U FED 15-36D-12-16
PETERS POINT U FED 11-1D-13-16
PETERS POINT U FED 12-1D-13-16
PRICKLY PEAR U FED 9-22D-12-13
PRICKLY PEAR U FED 10-22D-12-15
PRICKLY PEAR U FED 16-22D-12-15
PRICKLY PEAR U FED 2-27D-12-15
PRICKLY PEAR U FED 16-15D-12-15
PRICKLY PEAR U FED 15-15D-12-15
PRICKLY PEAR U FED 10-15D-12-15
PRICKLY PEAR U FED 9-15D-12-15
PRICKLY PEAR U FED 11A-15D-12-15
PRICKLY PEAR UFED 1-21D-12-15
PRICKLY PEAR U FED 2-21D-12-15
PRICKLY PEAR U FED 2A-21D-12-15
PRICKLY PEAR U FED 4A-22D-12-15
PRICKLY PEAR U FED 5A-22D-12-15
PRICKLY PEAR U FED 7A-21D-12-15
PRICKLY PEAR U FED 8-21D-12-15
PRICKLY PEAR U FED 8A-21D-12-15
PRICKLY PEAR U FED 16-8D-12-15
PRICKLY PEAR U FED 15-8D-12-15
PRICKLY PEAR U FED 2-17D-12-15
PRICKLY PEAR U FED 1A-17D-12-15
PETERS POINT U FED 3A-34D-12-16
PETERS POINT U FED 4A-34D-12-16
PETERS POINT U FED 12-27D-12-16
PETERS POINT U FED 13-27D-12-16
PETERS POINT U FED 13A-27D-12-16
PETERS POINT U FED 14-27D-12-16
PETERS POINT U FED 14A-27D-12-16
PRICKLY PEAR U FED 1-22D-12-15
PRICKLY PEAR U FED 2-22D-12-15
PRICKLY PEAR U FED 8-22D-12-15
PRICKLY PEAR U FED 3-17D-12-15
PRICKLY PEAR U FED 3A-17D-12-15
PRICKLY PEAR U FED 4-17D-12-15
PRICKLY PEAR U FED 4A-17D-12-15
PRICKLY PEAR U FED 5A-17D-12-15
PRICKLY PEAR U FED 6-17D-12-15
PRICKLY PEAR U FED 6A-17D-12-15
PRICKLY PEAR U FED 7A-17D-12-15
PRICKLY PEAR U FED 12A-17D-12-15
PRICKLY PEAR U FED 9-12D-12-14
PRICKLY PEAR U FED 10-12D-12-14
PRICKLY PEAR U FED 15-12D-12-14
PRICKLY PEAR U FED 16-12D-12-14

UDOGM CHANGE OF OPERATOR WELL LIST

1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208

160E 4300750035
160E 4300750037
160E 4300750038
160E 4300750039
160E 4300750040
150E 4300750041
150E 4300750042
150E 4300750043
150E 4300750044
150E 4300750045
150E 4300750046
150E 4300750047
150E 4300750048
150E 4300750049
150E 4300750050
150E 4300750051
150E 4300750052
150E 4300750053
150E 4300750054
150E 4300750056
150E 4300750057
150E 4300750058
150E 4300750059
150E 4300750060
150E 4300750061
150E 4300750062
160E 4300750063
160E 4300750064
160E 4300750065
160E 4300750066
160E 4300750067
160E 4300750068
160E 4300750069
150E 4300750076
150E 4300750077
150E 4300750078
150E 4300750079
150E 4300750080
150E 4300750081
150E 4300750082
ISOE 4300750083
150E 4300750084
150E 4300750085
150E 4300750086
150E 4300750087
140E 4300750088
140E 4300750089
140E 4300750090
140E 4300750091
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2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
18204 Federal
2470 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal

GW
GW
GW
GW
GW
GwW
GW
GwW
GW
GW
GwW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GW
GW
GW
GwW
GW
GwW
GW
GW
GW
GW
GwW
GW
GwW
GW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GwW
GW
GW
GW
GwW
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PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT

PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR



PRICKLY PEAR U FED 3-20D-12-15

PRICKLY PEAR U FED 3A-20D-12-15

PRICKLY PEAR U FED 4-20D-12-15

PRICKLY PEAR U FED 4A-20D-12-15

PRICKLY PEAR U FED 5-20D-12-15
PRICKLY PEAR U FED 6-20D-12-15

PRICKLY PEAR U FED 6A-20D-12-15
PRICKLY PEAR U FED 11A-20D-12-15
PRICKLY PEAR U FED 12A-20D-12-15

PETERS POINT U FED 5-31D-12-17
PETERS POINT U FED 6-31D-12-17

PETERS POINT U FED 9X-36D-12-16

PETERS POINT U FED 1-36D-12-16
PETERS POINT U FED 10-6D-13-17

PETERS POINT U FED 15-31D-12-17

PRICKLY PEAR UF 7A-18D-12-15
PRICKLY PEAR UF 8A-18D-12-15
PRICKLY PEAR UF 9A-18D-12-15
PRICKLY PEAR UF 12-20D-12-15
PRICKLY PEAR UF 16A-8D-12-15
PRICKLY PEAR UF 15A-8D-12-15
PRICKLY PEAR UF 13A-9D-12-15
PRICKLY PEAR UF 13-9D-12-15
PRICKLY PEAR UF 12-9D-12-15
PRICKLY PEAR UF 10-8D-12-15
PRICKLY PEAR UF 9-8D-12-15
PRICKLY PEAR UF 2A-17D-12-15
PETERS POINT UF 12-5D-13-17
PETERS POINT UF 13-5D-13-17
PETERS POINT UF 13-30D-12-17
PETERS POINT UF 14-30D-12-17
PETERS POINT UF 12-30D-12-17
PETERS POINT UF 11-30D-12-17
PETERS POINT UF 3-31D-12-17
PETERS POINT UF 2-31D-12-17
PETERS POINT UF 16-25D-12-16
PETERS POINT UF 9-25D-12-16
PRICKLY PEAR UF 1A-22D-12-15
PRICKLY PEAR UF 6A-22D-12-15
PRICKLY PEAR UF 7A-22D-12-15
PRICKLY PEAR UF 8A-22D-12-15
PRICKLY PEAR UF 14B-15D-12-15
PRICKLY PEAR UF 9-9D-12-15
PRICKLY PEAR UF 16-9D-12-15
PRICKLY PEAR UF 8-14D-12-15
PRICKLY PEAR UF 15-14D-12-15
PETERS POINT UF 7X-36D-12-16
PETERS POINT UF 8-36D-12-16
PETERS POINT ST 6-2D-13-16

20
20
20
20
20
20
20
20
20
36
36

UDOGM CHANGE OF OPERATOR WELL LIST

1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1308
1308
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1308
1308
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1208
1308

150E 4300750098
150E 4300750099
150E 4300750100
150E 4300750101
150E 4300750102
150E 4300750104
150E 4300750105
150E 4300750106
150E 4300750107
160E 4300750109
160E 4300750116
160E 4300750117
160E 4300750118
170E 4300750119
170E 4300750123
150E 4300750136
150E 4300750137
150E 4300750138
150E 4300750139
150E 4300750140
150E 4300750141
150E 4300750142
150E 4300750143
150E 4300750144
150E 4300750145
150E 4300750146
150E 4300750147
170E 4300750151
170E 4300750152
170E 4300750153
170E 4300750154
170E 4300750155
170E 4300750156
170E 4300750157
170E 4300750158
170E 4300750159
170E 4300750160
150E 4300750171
150E 4300750173
150E 4300750174
150E 4300750175
150E 4300750176
150E 4300750195
150E 4300750202
150E 4300750216
150E 4300750221
160E 4300750231
160E 4300750232
160E 4300731017

Page 10

14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal

14794 Federal

14794 Federal
14794 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
2470 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
2470 Federal
2470 Federal
18347 Federal
18350 Federal
18346 Federal
18348 Federal
2470 Federal
18349 Federal
2470 Federal
2470 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
14794 Federal
18289 Federal
18290 Federal
2470 Federal
2470 Federal
14472 State

GW
GwW
GW
GwW
GwW
GW
GW
GW
GwW
GW
GW
GW
GwW
GW
GW
GW
GW
GW
GW
GW
GW
awW
GwW
GW
GW
D
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PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PETERS POINT
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
PETERS POINT
PETERS POINT



PTS 33-36 STATE

PRICKLY PEAR U FED 10-4

PRICKLY PEAR U FASSELIN 5-19-12-15
PRICKLY PEAR U ST 5-16

PRICKLY PEAR U FED 7-33D-12-15
PETERS POINT ST 8-2D-13-16

PPU FED 4-35D-12-15

PPU FED 5-36D-12-16

PRICKLY PEAR U FED 5A-20D-12-15
PRICKLY PEAR U FED 13A-17D-12-15
PRICKLY PEAR UF 2A-22D-12-15

36
10
19
16
33
02
35
36
20

20.

22

UDOGM CHANGE OF OPERATOR WELL LIST

1108
1208
1208
1208
1208
1308
1208
1208
1208
1208
1208

140E 4301330486
140E 4300730823
150E 4300730860
150E 4300730943
150E 4300730985
160E 4300731016
150E 4300731285
160E 4300731350
150E 4300750103
150E 4300750108
150E 4300750172
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6190 State
14462 Federal
14853 Fee
14794 State
14771 Federal
14471 State
16223 Federal

2470 Federal
14794 Federal
14794 Federal
14794 Federal

GwW
GW
GW
GW
GW
GW
GW
GW
GW
GwW
GW

o
>
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ARGYLE
PRICKLY PEAR

PRICKLY PEAR
PETERS POINT

PRICKLY PEAR
PRICKLY PEAR
PRICKLY PEAR
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